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AMERICAN NATIONAL STANDARD INCITS ***-nnnn 


American National Standard 
for Information Systems — 


Information Technology — 
AT Attachment with Packet Interface - 8 — Parallel Transport 
(ATAIATAPI-8 PT) 


1 Scope 


This standard specifies the mandatory and optional operating features of a parallel bus transport for ATA 
commands described in the AT Attachment — 8 Command Set (ATA-8 ACS) standard. It provides a common 
attachment interface for systems manufacturers, system integrators, software suppliers, and suppliers of 
intelligent storage devices. 


This document specifies the connectors and cables, electrical and logic parameters for the interconnect 
between storage device and the host, and the transport protocols for transporting commands, data, status, 
and other relevant communications across a parallel bus interface. This document also describes the 
mapping of command parameters from ATA-8 ACS to registers and interface actions on the parallel bus 
communications path. 


Figure 1 shows the relationship between the various ATA-8 documents. For further information on the 
relationship between the documents and the ATA operating model refer to the ATA-8 Architecture Model 
standard (ATA-8 AM). 


Register delivered command set Packet delivered command sets 
Logical register set See table 1 
ATA/ATAPI-7 Volume 1 


Command layer 


Transport, link, Parallel Transport Protocols Serial Transport Protocols 
and physical and Physical interconnect and Physical interconnect 
layers ATA/ATAPI-7 Volume 2 ATA/ATAPI-7 Volume 3 


Figure 1 — ATA document relationships 


This standard maintains compatibility with the AT Attachment with Packet Interface -7 standard (ATA/ATAPI- 
7), INCITS 397-2005, and while providing additional functions, is not intended to require changes to 
presently installed devices or existing software. 
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2 Normative references 

The following standards contain provisions that, through reference in the text, constitute provisions of this 
standard. At the time of publication, the editions indicated were valid. All standards are subject to revision, 
and parties to agreements based on this standard are encouraged to investigate the possibility of applying 
the most recent editions of the standards listed below. 

Copies of the following documents can be obtained from ANSI: Approved ANSI standards, approved and 
draft international and regional standards (ISO, IEC, CEN/CENELEC, ITUT), and approved and draft foreign 
standards (including BSI, JIS, and DIN). For further information, contact ANSI Customer Service 
Department at 212-642-4900 (phone), 212-302-1286 (fax), or via the World Wide Web at 
http://www.ansi.org. 


Additional availability contact information is provided below as needed. 


2.1 Approved references 


The following approved ANSI standards, approved international and regional standards (ISO, IEC, 
CEN/CENELEC, ITUT), may be obtained from the international and regional organizations who control them. 


2.1.1 ANSI References 


AT Attachment with Packet Interface Extension (ATA/ATAPI-4), [ANSI INCITS.317-1998] 
AT Attachment with Packet Interface Extension (ATA/ATAPI-7), [ANSI INCITS 397-2005] 


2.1.2 ISO References 
Control and Status Register (CSR) Architecture for microprocessor buses [ISO/IEC 13213:1994] 


To obtain copies of these documents, contact Global Engineering or INCITS. Additional information may be 
available at http://www.t10.org and http:/Awww.t13.org. 


2.2 References under development 

At the time of publication, the following referenced standards were still under development. For information 
on the current status of the document, or regarding availability, contact the relevant standards body or other 
organization as indicated. 


AT Attachment with Packet Interface Extension Command Set (ATA/ATAPI-8 ACS), [T13/xxxx] 
AT Attachment with Packet Interface Extension Architecture Model (ATA/ATAPI-8 AM) [T13/xxxx] 


For more information on the current status of the T13 documents, contact INCITS. 
2.3. Other references 

The following standard and specifications are also referenced. 

PC Card Standard, February 1995, PCMCIA (68-pin Connector) 


For the PC Card Standard published by the Personal Computer Memory Card International Association, 
contact PCMCIA at 408-433-2273 or http://www.pc-card.org. 


CompactFlash™ Association Specification, Revision 1.4 


For the CompactFlash™ Association Specification published by the CompactFlash™ Association, contact the 
CompactFlash™ Association at http://www.compactflash.org. 
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ATA Packet Interface (ATAPI) for Streaming Tape QIC-157 revision D 


For QIC specifications published by Quarter-Inch Cartridge Drive Standards, Inc., contact them at 805 963- 
3853 or http://www.dic.org. 


EIA-364-09 TP-O9C - Durability test procedure for electrical connectors and contacts 

EIA-364-13 Mating and unmating forces test procedures for electrical connectors 

EIA-364-17 TP-17B - Temperature life with or without electrical load test procedure for electrical connectors 
and sockets 

EIA-364-18 Visual and dimensional inspection for electrical connectors 

EIA-364-20 TP-20B - Withstanding voltage test procedure for electrical connectors, sockets, and coaxial 
contacts 

EIA-364-21 Insulation resistance test procedure for electrical connectors, sockets, and coaxial contacts 

EIA-364-23 Low level contact resistance test procedure for electrical connectors and sockets 

EIA-364-27 Mechanical pulse (specified pulse) for electrical connectors 

EIA-364-28 TP-28D Vibration test procedure for electrical connectors and sockets 

EIA-364-31 Humidity test procedure for electrical connectors and sockets 

EIA-364-32 Thermal shock (temperature cycling) test procedure for electrical conectors and sockets 

EIA-364-38 TP-38B - Cable pull-out test procedure for electrical connectors 

EIA-364-41 TP-41C - Cable flexing test procedure for electrical connectors 

EIA-364-65 TP-65A Mixed flowing gas 


For EIA specifications, contact them at www.eia.org. 
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3 Definitions, abbreviations, and conventions 


3.1 Definitions and abbreviations 


For the purposes of this standard, the following definitions apply: 


3.1.1 


3.1.3 


3.1.11 


3.1.16 


3.1.17 


3.1.18 


3.1.19 


3.1.20 


3.1.23 


3.1.24 


3.1.25 


ASCII Character: Designates 8-bit value that is encoded using the ASCII Character set. 


ATA (AT Attachment): ATA defines the physical, electrical, transport, and command protocols for 
the internal attachment of storage devices to host systems. 


ATAPI (AT Attachment Packet Interface) device: A device implementing the Packet Command 
feature set. 


bus release: For devices implementing overlap, the term bus release is the act of clearing both 
DRQ and BSY to zero before the action requested by the command is completed. This allows the 
host to select the other device or deliver another queued command. 


byte count: The value placed in the Byte Count register by the device to indicate the number of 
bytes to be transferred during this DRQ assertion when executing a PACKET PIO data transfer 
command. 


byte count limit: The value placed in the Byte Count register by the host as input to a PACKET 
PIO data transfer command to specify the maximum byte count that may be transferred during a 
single DRQ assertion. 


CFA (CompactFlash™ Association): The CompactFlash™ Association which created the 
specification for compact flash memory that uses the ATA interface. 


check condition: For devices implementing the PACKET Command feature set, this indicates an 
error or exception condition has occurred. 


command aborted: Command completion with ABRT set to one in the Error register and ERR set 
to one in the Status register. 


command acceptance: A command is considered accepted whenever the currently selected 
device has the BSY bit cleared to zero in the Status register and the host writes to the Command 
register. An exception exists for the DEVICE RESET command (See Clause 6) 


Command Block registers: Interface registers used for delivering commands to the device or 
posting status from the device. 
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3.1.26 command completion: Command completion is the completion by the device of the action 
requested by the command or the termination of the command with an error, the placing of the 
appropriate error bits in the Error register, the placing of the appropriate status bits in the Status 
register, the clearing of both BSY and DRQ to zero, and Interrupt Pending. 


3.1.27 command packet: A data structure transmitted to the device during the execution of a PACKET 
command that includes the command and command parameters. 


3.1.28 command released: When a device supports overlap or queuing, a command is considered 
released when a bus release occurs before command completion. 


3.1.29 Control Block registers: In a parallel implementation, interface registers used for device control 
and to post alternate status. 


3.1.31 CRC (Cyclical Redundancy Check): A means used to check the validity of certain data transfers. 


3.1.35 data-in: The protocol that moves data from the device to the host. Such transfers are initiated by 
READ commands. 


3.1.36 data-out: The protocol that moves data from the host to the device. Such transfers are initiated by 
WRITE commands. 


3.1.38 device: A storage peripheral. Traditionally, a device on the interface has been a hard disk drive, 
but any form of storage device may be placed on the interface provided the device adheres to this 
standard. 


3.1.39 device selection: In a parallel implementation,a device is selected when the DEV bit of the Device 
register is equal to the device number assigned to the device by means of a Device 0/Device 1 
jumper or switch, or use of the CSEL signal. 


3.1.41 DMA (direct memory access) data transfer: A means of data transfer between device and host 
memory without host processor intervention. 


3.1.42 don’t care: A term to indicate that a value is irrelevant for the particular function described. 


3.1.43 driver: The active circuit inside a device or host that sources or sinks current to assert or negate a 
signal on the bus. 


3.1.44 DRQ data block: A unit of data words transferred during a single assertion of DRQ when using PIO 
data transfer. 


3.1.52 host: The computer system executing the software BIOS and/or operating system device driver 
controlling the device and the adapter hardware for the ATA interface to the device. 


3.1.53 host adapter: The implementation of the host transport, link, and physical layers. 


3.1.54 Interrupt Pending: In a parallel implementation, an internal state of a device. In this state, the 
device asserts INTRQ if nlEN is cleared to zero and the device is selected (See Clause Error! 
Reference source not found.). 


3.1.55 LBA (logical block address): The value used to reference a logical sector. 
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3.1.58 


3.1.60 


3.1.61 


3.1.63 


3.1.64 


3.1.66 


3.1.67 


3.1.68 
3.1.69 


3.1.70 


3.1.71 


3.1.72 


3.1.76 


3.1.77 


3.1.78 


3.1.79 


3.1.80 


3.1.81 


logical sector: A set of data words accessed and referenced as a unit. This is also known as a 
logical block. 


overlap: A protocol that allows devices that require extended command time to perform a bus 
release so that commands may be executed by the other device (if present) on the bus. 


packet delivered command: A command that is delivered to the device using the PACKET 
command via a command packet that contains the command and the command parameters. See 
also register delivered command. 


physical sector: One or more contiguous logical sectors that are read from or written to the device 
media in a single operation. 


PIO (programmed input/output) data transfer: PIO data transfers are performed by the host 
processor utilizing accesses to the Data register. 


queued: Command queuing allows the host to issue concurrent commands to the same device. 
Only commands included in the Overlapped feature set may be queued. In this standard, the queue 
contains all commands for which command acceptance has occurred but command completion has 
not occurred. 


read command: A command that causes the device to transfer data from the device to the host 
(e.g., READ SECTOR(S), READ DMA, etc.). 

register: A register may be a physical hardware register or a logical field. 

register delivered command: A command that is delivered to the device by placing the command 


and all of the parameters for the command in the device Command Block registers. See also 
PACKET delivered command. 


register transfers: The host reading and writing any device register except the Data register. 
Register transfers are 8 bits wide. 


released: In a parallel interface implementation, indicates that a signal is not being driven. For 
drivers capable of assuming a high-impedance state, this means that the driver is in the high 
impedance state. For open-collector drivers, the driver is not asserted. 


sector: See logical sector. 


signature: A unique set of values placed in the Command Block registers by the device to allow the 
host to distinguish devices implementing the PACKET Command feature set from those devices not 
implementing the PACKET Command feature set. 


SMART (Self-Monitoring, Analysis, and Reporting Technology): for prediction of device degradation 
and/or faults. 


Ultra DMA burst: An Ultra DMA burst is defined as the period from an assertion of DMACK- to the 
subsequent negation of DMACK- when an Ultra DMA transfer mode has been enabled by the host. 


unaligned write: A write command that does not start at the first logical sector of a physical sector 
or does not end at the last logical sector of a physical sector. 


unit attention condition: A state that a device implementing the PACKET Command feature set 
maintains while the device has asynchronous status information to report to the host. 


unrecoverable error: When the device sets either the ERR bit or the DF bit to one in the Status 
register at command completion. 


Page 6 


T13/1532D Volume 2 Revision 4a 


3.1.82 VS (vendor specific): Bits, bytes, fields, and code values that are reserved for vendor specific 
purposes. These bits, bytes, fields, and code values are not described in this standard, and may 
vary among vendors. This term is also applied to levels of functionality whose definition is left to the 
vendor. 

NOTE - Industry practice could result in conversion of a Vendor Specific bit, byte, field, or code 
value into a defined standard value in a future standard. 


3.1.83 write command: A command that causes the device to transfer data from the host to the device 
(e.g., WRITE SECTOR(S), WRITE DMA, etc.). 


3.2 Conventions 

Lowercase is used for words having the normal English meaning. Certain words and terms used in this 
standard have a specific meaning beyond the normal English meaning. These words and terms are defined 
either in Clause 3 or in the text where they first appear. 

The names of abbreviations, commands, fields, and acronyms used as signal names are in all uppercase 
(e.g., IDENTIFY DEVICE). Fields containing only one bit are usually referred to as the "name" bit instead of 
the "name" field. (See 3.2.6 for the naming convention used for naming bits.) 

Names of device registers begin with a capital letter (e.g., LBA Mid register). 

The expression “word n” or “bit n” shall be interpreted as indicating the content of word n or bit n. 


3.2.1 Precedence 


If there is a conflict between text, figures, and tables, the precedence shall be tables, figures, and finally 
text. 


3.2.2 Lists 

Ordered lists, those lists describing a sequence, are of the form: 
a) 
b) 


Cc) 


Unordered list are of the form: 


3.2.3 Keywords 

Several keywords are used to differentiate between different levels of requirements and optionality. 

3.2.3.1 expected: A keyword used to describe the behavior of the hardware or software in the design 
models assumed by this standard. Other hardware and software design models may also be 
implemented. 

3.2.3.2 mandatory: A keyword indicating items to be implemented as defined by this standard. 

3.2.3.3 may: A keyword that indicates flexibility of choice with no implied preference. 


3.2.3.4 obsolete:A keyword indicating that the designated bits, bytes, words, fields, and code values that 
may have been defined in previous standards are not defined in this standard and shall not be 
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reclaimed for other uses in future standards. However, some degree of functionality may be 
required for items designated as “obsolete” to provide for backward compatibility. 


Obsolete commands should not be used by the host. Commands defined as obsolete may be 
command aborted by devices conforming to this standard. However, if a device does not 
command abort an obsolete command, the minimum that is required by the device in response to 
the command is command completion. 


3.2.3.5 optional: A keyword that describes features that are not required by this standard. However, if any 
optional feature defined by the standard is implemented, the feature shall be implemented in the 
way defined by the standard. 


3.2.3.6 prohibited: A keyword indicating that an item shall not be implemented by an implementation. 


3.2.3.7 reserved: A keyword indicating reserved bits, bytes, words, fields, and code values that are set aside 
for future standardization. Their use and interpretation may be specified by future extensions to 
this or other standards. A reserved bit, byte, word, or field shall be cleared to zero, or in 
accordance with a future extension to this standard. The recipient shall not check reserved bits, 
bytes, words, or fields. Receipt of reserved code values in defined fields shall be treated as a 
command parameter error and reported by returning command aborted. 


3.2.3.8 retired: A keyword indicating that the designated bits, bytes, words, fields, and code values that had 
been defined in previous standards are not defined in this standard and may be reclaimed for 
other uses in future standards. If retired bits, bytes, words, fields, or code values are used before 
they are reclaimed, they shall have the meaning or functionality as described in previous 
standards. 


3.2.3.9 shall: A keyword indicating a mandatory requirement. Designers are required to implement all such 
mandatory requirements to ensure interoperability with other products that conform to this 
standard. 


3.2.3.10 should: A keyword indicating flexibility of choice with a strongly preferred alternative. Equivalent to 
the phrase “it is recommended’. 


3.2.4 Numbering 

Numbers that are not immediately followed by a lowercase "b" or "h" are decimal values. Numbers that are 
immediately followed by a lowercase "b" (e.g., 01b) are binary values. Numbers that are immediately 
followed by a lowercase "h" (e.g., 3Ah) are hexadecimal values. 

3.2.5 Signal conventions 

Signal names are shown in all uppercase letters. 

All signals are either high active or low active signals. A dash character ( - ) at the end of a signal name 
indicates the signal is a low active signal. A low active signal is true when the signal is below Vj, and is false 
when the signal is above Vi,. No dash at the end of a signal name indicates the signal is a high active 
signal. A high active signal is true when the signal is above Vj, and is false when the signal is below V‘. 
Asserted means that the signal is driven by an active circuit to the true state. Negated means that the signal 
is driven by an active circuit to the false state. Released means that the signal is not actively driven to any 
state (See Clause 5). Some signals have bias circuitry that pull the signal to either a true state or false state 


when no signal driver is actively asserting or negating the signal. 


Control signals that may be used for more than one mutually exclusive functions are identified with their 
function names separated by a colon (e.g., DIOW-:STOP). 


SIGNAL(n:m) denotes a set of signals, for example, DD(15:0). 
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3.2.6 Bit conventions 


Bit names are shown in all uppercase letters except where a lowercase n precedes a bit name. If there is no 
preceding n, then when BIT is set to one the meaning of the bit is true, and when BIT is cleared to zero the 
meaning of the bit is false. If there is a preceding n, then when nBIT is cleared to zero the meaning of the bit 
is true and when nBIT is set to one the meaning of the bit is false. 


True False 
TEST | | 
Bit setting=2._<§ 
Bit setting=0 / \ 
True False 
nTEST 
Bit setting=0 | | 
Bit setting=1 


Bit (n:m) denotes a set of bits, for example, bits (7:0). 
3.2.7 State diagram conventions 


State diagrams shall be as shown in Figure 2 


State designator: State_name State designator: State_name 
Entry condition Transition condition Exit condition 
—Transition label Transition label Transition label ——» State_name 
Transition action Transition action Transition action 


Transition condition 
Transition label 


Transition action 


State re-entry 


[| psy | pRQ | REL | SERV | Cc/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 


Figure 2 — State diagram convention 


Each state is identified by a state designator and a state name. The state designator is unique among all 
states in all state diagrams in this document. The state designator consists of a set of letters that are 
capitalized in the title of the figure containing the state diagram followed by a unique number. The state 
name is a brief description of the primary action taken during the state, and the same state name may 
appear in other state diagrams. If the same primary function occurs in other states in the same state 
diagram, they are designated with a unique letter at the end of the name. Additional actions may be taken 
while in a state and these actions are described in the state description text. 


In device command protocol state diagrams, the state of bits and signals that change state during the 


execution of this state diagram are shown under the state designator:state_name, and a table is included 
that shows the state of all bits and signals throughout the state diagram as follows: 
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v = bit value changes. 
1 = bit set to one. 

0 = bit cleared to zero. 
X = bit is don’t care. 

V = signal changes. 

A = signal is asserted. 
N = signal is negated. 
R = signal is released. 
X = signal is don’t care. 


Each transition is identified by a transition label and a transition condition. The transition label consists of the 
state designator of the state from which the transition is being made followed by the state designator of the 
state to which the transition is being made. In some cases, the transition to enter or exit a state diagram may 
come from or go to a number of state diagrams, depending on the command being executed. In this case, 
the state designator is labeled xx. The transition condition is a brief description of the event or condition that 
causes the transition to occur and may include a transition action, indicated in italics, that is taken when the 
transition occurs. This action is described fully in the transition description text. 


Upon entry to a state, all actions to be executed in that state are executed. If a state is re-entered from itself, 
all actions to be executed in the state are executed again. 


Transitions from state to state shall be instantaneous. 
3.2.8 Timing conventions 


Certain symbols are used in the timing diagrams. These symbols and their respective definitions are listed 
below. 


iy or A - signal transition (asserted or negated) 


( or ) - data transition (asserted or negated) 


= CD oe - data valid 


XXXX - undefined but not necessarily released 


- asserted, negated or released 


LOPS - released 
Se - the “other” condition if a signal is shown with no change 


All signals are shown with the asserted condition facing to the top of the page. The negated condition is 
shown towards the bottom of the page relative to the asserted condition. 


The interface uses a mixture of negative and positive signals for control and data. The terms asserted and 
negated are used for consistency and are independent of electrical characteristics. 


In all timing diagrams, the lower line indicates negated, and the upper line indicates asserted. The following 


illustrates the representation of a signal named TEST going from negated to asserted and back to negated, 
based on the polarity of the signal. 
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Assert Negate 
TEST | | 
i, oS ee 
Assert Negate 
TEST- | 
< Vit | 


> Vin / \ 


3.2.9 Byte ordering for data transfers 


Data is transferred in blocks using either PIO or DMA protocols. PIO data transfers occur when the BSY bit 
is cleared to zero and the DRQ bit is set to one. These transfers are usually 16-bit but CFA devices may 
implement 8-bit PIO transfers. Data is transferred in blocks of one or more bytes known as a DRQ block. 
DMA data transfers occur when the host asserts DMACK- in response to the device asserting DMARQ. 
DMA transfers are always 16-bit. Each assertion of DMACK- by the host defines a DMA data burst. A DMA 
data burst is two or more bytes. 

Assuming a DRQ block or a DMA burst of data contains "n" bytes of information, the bytes are labeled 
Byte(0) through Byte(n-1), where Byte(0) is first byte of the block, and Byte(n-1) is the last byte of the block. 
Table 1 shows the order the bytes shall be presented in when such a block of data is transferred on the 
interface using 16-bit PIO and DMA transfers. Table 2 shows the order the bytes shall be presented in when 
such a block or burst of data is transferred on the interface using 8-bit PIO. 


Table 1 — Byte order 


DD | DD | DD |} DD | DD | DD am 4 ps 
15 | 14 | 13 | 12 | 11 | 10 


| Firsttransfer | Byte (1) Byte (0) 


Byte (n-1) Byte (n-2) 


Table 2 — Byte order 


ae abe 


| First transfer | Byte (0) 


Byte (1) 
ee 
Byte (n-1) 


NOTE -— The above description is for data on the interface. Host systems and/or host adapters may cause 
the order of data as seen in the memory of the host to be different. 
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Some parameters are defined as a string of ASCII characters. ASCII data fields shall contain only code 
values 20h through 7Eh. For the string “Copyright”, the character “C” is the first byte, the character “o” is the 
second byte, etc. When such fields are transferred, the order of transmission is: 


the 1° character (“C”) is on DD(15:8) of the first word, 
the ae character (“o”) is on DD(7:0) of the first word, 

the 3" character (“p”) is on DD(15:8) of the second word, 
the 4" character (“y”) is on DD(7:0) of the second word, 
the 5" character (“r’) is on DD(15:8) of the third word, 
the 6" character (“i”) is on DD(7:0) of the third word, 

the 7" character (“g”) is on DD(15:8) of the fourth word, 
the 8" character (“h”) is on DD(7:0) of the fourth word, 
the 9" character (‘t’) is on DD(15:8) of the fifth word, 

the 10" character (“space”) is on DD(7:0) of the fifth word, 
etc. 


Word (n:m) denotes a set of words, for example, words (103:100). 


3.2.10 Byte, word and DWORD Relationships 


Figure 3 illustrates the relationship between bytes, words and DWORDs. 


7 6 5 4 3 2 1 «0 


Byte 


Byte 1 Byte 0 
3.322222 2 22 22i141431d1d1d312312d312312d31éi821 
109 8 7 65 43 2109 8 765 43 2109 8 765 43 2 1 ~0 
DWORD 
Word 1 Word 0 
Byte 3 Byte 2 Byte 1 Byte 0 


Figure 3 - Byte, word and DWORD relationships 
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4 ATA-8 ACS Parameter Mapping 


ATA-8 ACS describes commands in the form of command inputs, or parameters. Each transport has a 
specific mapping of these parameters to a command to actions in the physical transport. This clause 
describes the mapping of these parameters to registers in the device for a parallel transport device. Clause 8 
describes how a host addresses each register that is referred to by this clause. The host may transmit any of 
the following parameters or obtain the return values in any order except for the command parameter. The 
command parameter shall be the last parameter transmitted to the device. 


In addition to the command inputs, there are also command outputs, or return values. Each transport has a 
specific mapping of these return values to actions in the physical transport. This clause also describes the 
mapping of such return values to the values contained in the device registers. 


4.1 Feature Parameter and Return Value Mapping 


The feature parameter is a word value. The host shall transmit bits 15:8 of the feature parameter to the 
feature register in the device, followed by a second separate transmission to the feature register with bits 7:0 
of the parameter. 


The feature return value is a word value. The host shall generate the feature return value in the following 
manner: 
1. The host shall transmit a value to the device control register that has bit 7 set to one. Hosts should 
transmit a value of 0x80 to the register. 
2. The host shall read the features register and put the results of the read into bits 15:8 of the feature 
return value. 
3. The host shall transmit a value to the device control register that has bit 7 set to zero. Host should 
transmit a value of 0x00 to the register. 
4. The host shall read the features register and put the results of the read into bits 7:0 of the feature 
return value. 


4.2 Count Parameter and Return Value Mapping 


The count parameter is a word value. The host shall transmit bits 15:8 of the count parameter to the sector 
count register in the device, followed by a second separate transmission to the sector count register with bits 
7:0 of the parameter. 


4.3 LBA Parameter and Return Value Mapping 


The LBA parameter is a three word, or 48-bit value. The host shall transmit the LBA parameter using the 
following mapping: 

a) The host shall transmit bits 47:40 to the LBA High register. 

b) The host shall transmit bits 39:32 to the LBA Mid register. 

c) The host shall transmit bits 31:24 to the LBA Low register. 

d) The host shall transmit bits 23:16 to the LBA High register. 

e) The host shall transmit bits 15:8 to the LBA Mid register. 

f) The host shall transmit bits 7:0 to the LBA Low register. 


The host may transmit the LBA parameter for a command in any order and is not required to transmit the 
LBA parameter as one unit. The host may interleave other parameters with LBA parameter subject to the 
restrictions on the command parameter as decribed in this clause. However, bits 47:40 shall be transmitted 


before bits 23:16, bits 39:23 shall be transmitted before bits 15:8, and bits 31:24 shall be transmitted before 
bits 7:0. 


EDITORS NOTE: Do we need an informative example for this? 


The LBA return value is obtained using the following mapping: 
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a) The host shall obtain bits 47:40 by reading the LBA High register when the HOB bit of the device 
control register is set to 1. 

b) The host shall obtain bits 39:32 by reading the LBA Mid register when the HOB bit of the device 
control register is set to 1. 

c) The host shall obtain bits 31:24 by reading the LBA Low register when the HOB bit of the device 
control register is set to 1. 

d) The host shall obtain bits 23:16 by reading the LBA High register when the HOB bit is cleared to 
zero. 

e) The host shall obtain bits 15:8 by reading the LBA Mid register when the HOB bit is cleared to zero. 

f) The host shall obtain bits 7:0 by reading the LBA Low register when the HOB bit is cleared to zero. 


Hosts may obtain the various components fo the LBA return value in any order and may interleave the 


access to other registers with the necessary accesses to obtain the LBA return values. The host may set or 
clear the HOB bit for each access, 


4.4 Command Parameter and Return Value Mapping 

The command parameter is a single byte value. The host shall transmit the command parameter to the 
command register in the device. The host shall transmit the command parameter to the device only after all 
other parameters for the command have been transmitted. 


The return value is obtained from the device by reading the status register. 
5 Parallel interface physical and electrical requirements 


5.1 Cable configuration 


This standard defines an interface containing a single host or host adapter and one or two devices. One 
device is configured as Device 0 and the other device as Device 1. 


The designation of a device as Device O or Device 1 may be made in a number of ways including but not 
limited to: 


— aswitch or a jumper on the device; 
— use of the Cable Select (CSEL) pin. 


The host shall be placed at one end of the cable. It is recommended that for a single device configuration the 
device be placed at the opposite end of the cable from the host. If a single device configuration is 
implemented with the device not at the end of the cable, a cable stub results that may cause degradation of 
signals. Single device configurations with the device not at the end of the cable shall not be used with Ultra 
DMA modes. 


5.2 Electrical characteristics 


Table 3 defines the DC characteristics of the interface signals. Table 4 defines the AC characteristics. These 
characteristics apply to both host and device unless otherwise specified. 


Page 14 


T13/1532D Volume 2 Revision 4a 


Table 3 — DC characteristics 


rs ription rin re 
P| Driver sink current (See note 1) SSS Sma 
/Tapase [Driver sink current for DASP (See note) | a2 ma | SY 
[lou [ Driver source current (See note2)——=S~S~S~s Sa A |S 
Tosouang | Driver source current for DMARQ (See note2)——~+(|~—s00wA | SCS 


lp Device pull-up current on DD(15:8), DD(6:0), and STROBE -100 pA 200 pA 
when released 


Device pull-up current on DD7 when released -100 pA 10 pA 
Voltage input high 2.0 VDC 5.5 VDC 
V Voltage input low | sss. VDC 


Vii Voltage output high at |, min (See note 3 24VDC | 
Vor Voltage output low at Ip. min (See note 3) he i OS VDE 


Additional DC characteristics for Ultra DMA modes greater than 4 


DC supply voltage to drivers and receivers 3.3 V - 8% 3.3 V+ 8% 


Low to high input threshold 


V- High to low input threshold 
Vuys Difference between input thresholds: 
((V+ current value) ~ V~current value)) 


Average of thresholds: ((V+current value) + (V—current vatue))/2 


Von2 Voltage output high at -6 mA to +3 MA (at Voxu2 the output | VDD 3 - 0.51 VDD3+ 0.3 
shall be able to supply and sink current to Vpp3) (See note 3) VDC VDC 
VoL2 


Voltage output low at 6 mA (See note 3) 0.51 VDC 
NOTES - 
1 lotpasp Shall be 12 mA minimum to meet legacy timing and signal integrity. 
2 lo value at 400 pA is insufficient in the case of DMARQ that is pulled low by a 5.6 kQ resistor. 
3. Voltage output high and low values shall be met at the source connector to include the effect of series 
termination. 
4. A device shall have less than 64 uA of leakage current into a 6.2 KO pull-down resistor while the 
INTRQ signal is in the released state. 
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Table 4 — AC characteristics 


p | Min | Max_| 
Rising edge slew rate for any signal (See note 1) | ss..25 Vins 
Falling edge slew rate for any signal (See note 1) | ss«..25 V/s 
Host interface signal capacitance at the host connector (See note 2) | = — | ~~ 25pf 


Device interface signal capacitance at the device connector (See [oe 20 pf 
note 2) 


Additional AC characteristics for Ultra DMA modes greater than mode 4 


Srise2 _}| Rising edge slew rate for DD(15:0) and STROBE (See note 1) 0.40 V/ns 1.0 V/ns 
Sratt2 | Falling edge slew rate for DD(15:0) and STROBE (See note 1) 0.40 V/ns 1.0 V/ns 


Vpssou_ | Induced signal to conductor side of device connector for any non- | Vpp3 - 500 
switching data signal at V4 due to simultaneous switching of all mV 
other data lines high and low by the device (See note 3) 

V 


Vosso. | Same as Vpsson except non-switching data signal at Vo. (See note I | 500 mV 
3) 


Vusson | Induced signal to conductor side of host connector for any non- | Vpp3 - 600 
switching data signal at V,4 due to simultaneous switching of all m 


other data lines high and low by the host (See note 3) 


Vusso. | Same as Vusson except non-switching data signal at Vo. (See note a 600 mV 
3) 


VrRinc AC voltage at recipient connector (See note 4) -1.0V 6.0 V 


Cuevice2 | Device capacitance measured at the connector pin (See note 2 ho af 
Cratio Ratio of the highest DD(15:0) or STROBE signal capacitance as 1.5 
measured at the connector to the lowest DD(15:0) or STROBE 

signal capacitance. 


connector within 3 ns of crossing 1.5 V (See note 5) 

Vinring | The lowest voltage on a high signal at the recipient connector at any 1.7V 
time after the rising edge crosses Vijppeax until activity driven low by a 
subsequent falling transition (See note 5) 
connector within 3 ns of crossing 1.5 V (See note 5) 


Virinc The highest voltage on a low signal at the recipient connector at any 1.3V 
time after the falling edge crosses Vipeax until activity driven high by 
a subsequent rising transition (See note 5) 


1 Signal integrity may be improved by using slower slew rates at slower transfer rates. 

2 Capacitance measured at 1 MHz. 

3 See 5.2.1.2 for measurement details. 

4 The sender shall not generate voltage peaks higher then these absolute limits on DD(15:0) with all data 
lines switching simultaneously and a single recipient at end of cable. The test load shall be an 18" 
long, 40-conductor cable in Ultra DMA mode 2, as well as, an 18", long 80-conductor cable operated 
in the highest Ultra DMA mode supported. 

5 Vinpeak » Vinrinc » Virpeak » ANd Virinc Shall be met in a functioning system across all patterns and shall be 
met when measured at any connector. 


| Srise2 _| 
laa 
| Vawe | 
lial 
NOTES 


5.2.1 AC characteristics measurement techniques 
5.2.1.1 Slew rate 


The sender’s signals shall be tested while driving an 18” long, 80-conductor cable with PVC insulation 
material. The signal under test shall be cut at a test point so that it has no trace, cable, or recipient loading 
after the test point. All other signals should remain connected through to the recipient. The test point may 
be located at any point between the sender's series termination resistor and 0.5" or less of conductor exiting 
the connector. If the test point is on a cable conductor rather than the PCB, an adjacent ground conductor 
shall also be cut within 0.5" of the connector. The test load and test points should then be soldered directly 
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to the exposed source side connectors. The test load shall consist of a 15 or 40 pf, 5%, 0.08” by 0.05”, 
surface mount (or smaller size) capacitor from the test point to ground. Slew rates shall be met for both 
capacitor values. Measurements shall be taken at the test point using a 1 GHz or faster test probe with less 
than 1 pf capacitance and greater than 100 kQ impedance connected to a 500 MHz or faster oscilloscope. 
The average rate shall be measured from 20% to 80% of the settled V4 level with data transitions at least 
120 ns apart. The settled V,4 level shall be measured as the average output high level under the defined 
testing conditions from 100 ns after 80% of a rising edge until 20% of the subsequent falling edge. 


5.2.1.2 Vsso 


Vsso Shall be tested with the same test cable configuration as described for slew rate testing except with the 
test load described here and the cut-cable-conductor configuration. For both V,, and V,4, measurements, the 
test load shall consist of a 90.9 Q 1% resistor (this also may be accomplished by using 1 kQ 1% and 100 Q 
1% resistors in parallel) and a 0.1 uf 20% capacitor in series to ground. Both resistor and capacitor shall be 
0.08” by 0.05” or smaller surface mount. The order of components should be signal-resistor-capacitor- 
ground. Refer to 5.2.3.3 for PCB layout requirements related to Vsso. 


To generate a test pattern for Vssoy a 32-Sector or longer data transfer shall be sent to the recipient. The 
first 30 sectors shall contain Fh in order to generate an “all 1’s” pattern to pre-charge the capacitor to Vou. 
The final sectors of the command shall contain the required pattern for Vssoy for at least 2 sectors (i.e., a 
pattern that holds the data line under test at V4 while driving a “1010...” pattern on all other data lines. 
Vsson Shall be measured within the first 32 words after the pre-charge pattern is complete and the Vssoy 
pattern begins. 


To generate a test pattern for Vsso. a 32-sector or longer data transfer shall be sent to the recipient. The 
first 30 sectors shall contain Oh in order to generate an “all 0’s” pattern to pre-charge the capacitor to Vo,. 
The final sectors of the command shall contain the required pattern for Vsso. for at least 2 sectors (i.e., a 
pattern that holds the data line under test at Vo, while driving a “1010...” pattern on all other data lines. Vssox 
shall be measured within the first 32 words after the pre-charge pattern is complete and the Vsso. pattern 
begins. 
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5.2.2 Driver types and required termination 


Table 5 — Driver types and required termination 


Driver type Host Device 
SEES 
Sse a 
p_pMaRQ | Device | 1S | s6kapD | —~+i| 

DIOR: ‘-HDMARDY- Host 
ee 


iORDY:DDMARDY- Device 4.7 er PU 6,1 
:DSTROBE 


a a a 
MACK — | nest 

"neg oes [sag 
pao) Host te 

[sone eeu |“ bavie [ts | 
= Testes — | eet Pe 
pase. | Bevice [0 


NOTES - 

1 TS=Tri-state; OC=Open Collector; TP=Totem-pole; PU=Pull-up; PD=Pull-down. 

2 All resistor values are the minimum (lowest allowed) except for the 10 kKQ PU on PDIAG-:CBLID- which 
shall have a tolerance of +5% or less. 

3 Devices shall not have a pull-up resistor on DD7. The host shall have a 10 kQ pull-down resistor and not 
a pull-up resistor on DD7 to allow a host to recognize the absence of a device at power-up so that a 
host shall detect BSY as being cleared when attempting to read the Status register of a device that is 
not present. 

4 When used as CSEL, this line is grounded at the host and a 10 kQ pull-up is required at both devices. 

5 A 10 kQ pull-up or 6.2 kQ pull-down, depending upon the level sensed, should be implemented at the 
host. 

6 Pull-up values are based on +5 V Vcc. Except for the pull-up on PDIAG-:CBLID- which shall be to +5 
Vec for backward compatibility, pull-ups may be to Vpp3. For systems supporting Ultra DMA modes 
greater than 4, the host pull-up on IORDY: DDMARDY-:DSTROBE should be to Vpps. 

7 Hosts that do not support Ultra DMA modes greater than mode 2 shall not connect to the PDIAG- 
:CBLID- signal. 

8 The 80-conductor cable assembly shall meet the following requirements: the PDIAG-:CBLID- signal 
shall be connected to ground in the host connector of the cable assembly; the PDIAG-:CBLID- signal 
shall not be connected between the host and the devices; and, the PDIAG-:CBLID- signal shall be 
connected between the devices. 

9 The host shall not drive DASP-. If the host connects to DASP- for any purpose, the host shall ensure that 
the signal level detected on the interface for DASP- shall maintain V,4 and Vo, compatibility, given the 
lou and I, requirements of the DASP- device drivers. 

10 For host systems not supporting modes greater than Ultra DMA mode 4, a pull-up of 1 kQ may be 
used. 


5.2.3 Electrical characteristics for Ultra DMA 


Hosts that support Ultra DMA transfer modes greater than mode 2 shall not share signals between primary 
and secondary I/O ports. They shall provide separate drivers and separate receivers for each cable. 
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5.2.3.1 Cable configuration 


The following table defines the host transceiver configurations for a dual cable system configuration for all 


transfer modes. 


Transfer Optional host 
mode transceiver configuration 


and | One 


All PIO 
Multiword DMA 


Ultra DMA 
0,1,2 


Ultra DMA 
modes > 2 


transceiver may be 


used for signals to both 
ports. 


One transceiver may be 
used for signals to both ports 
except DMACK-. 


One transceiver may be 
used for signals to both ports 
for RESET-, INTRQ, 
DA(2:0), CSO-, CS1-, and 
DASP.-. 


Recommended host 
transceiver 
configuration 
DIOR-, DIOW-, and 
IORDY should have a 
separate transceiver for 

each port. 
DIOR-, DIOW-, and 
IORDY should have a 
separate transceiver for 
each port. 


RESET-, INTRQ, DA(2:0), 
CSO-, CS1-, and DASP- 
should have a_ separate 
transceiver for each port. 


Mandatory host 
transceiver 

configuration 
Either DIOR-, DIOW-, and 
IORDY or CSO- and CS1- 
shall have a_ separate 
transceiver for each port. 
Either DIOR-, DIOW-, and 
IORDY or CSO- and CS1- 
shall have a_ separate 
transceiver for each port. 
DMACK- shall have a 
separate transceiver for 
each port. 
All signals shall have a 
separate transceiver for 
each port except for 
RESET-, INTRQ, DA(2:0), 
CSO0-, CS1-, and DASP-. 


The following table defines the system configuration for connection between devices and systems for all 
transfer modes. For Ultra DMA modes requiring an 80-conductor cable, that cable shall meet the 


requirements for 80-conductor cables(See 5.3.1.2). 
connection configuration | connection configuration connection configuration 


Transfer 
mode 
(See note 1) (See note 2) (See note 2) 


All PIO and | May be used. May be used. May be used (See note 3) 
Multiword DMA 

Ultra DMA May be used. May be used. May be used (See note 3) 
0,1, 2 

Ultra MA | May be used (See note 4). Shall not be used. May be used (See note 4). 
NOTES - 


1 Direct connection is a direct point-to-point connection between the host connector and the device 
connector. 

2 The 40-conductor cable assembly and the 80-conductor cable assembly are defined in 5.3. 

3 80-conductor cable assemblies may be used in place of 40-conductor cable assemblies to improve signal 
quality for data transfer modes that do not require an 80-conductor cable assembly. 

4 Either a single device direct connection configuration or an 80-conductor cable connection configuration 
shall be used for systems operating with Ultra DMA modes greater than 2. 


Single device direct 40-conductor cable 80-conductor cable 


modes > 2 


5.2.3.2 Series termination required for Ultra DMA 


Series termination resistors are required at both the host and the device for operation in any of the Ultra 
DMA modes. Table 6 describes typical values for series termination at the host and the device. 


For host systems and devices supporting Ultra DMA modes greater than 4, the output and bi-directional 
series termination values for DD(15:0) and STROBE signals shall be chosen so that the sum of the driver 
output resistance at Vo_2 OF Vou2 and the series termination resistance is between 50 and 85 ©. For these 
systems, the STROBE input shall use the same series termination resistance value as the data lines. 
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Host systems supporting Ultra DMA modes greater than 5 and having PCB traces longer than 4" shall use 
series termination resistors of no less than 22 © on DD(15:0) and STROBE signals. The termination 
resistors shall be placed within 0.5" of the host connector. 


Table 6 — Typical series termination for Ultra DMA 


a ON cacene | Host Termination | Device Termination J 

INTRQ 

NOTE - Only those signals requiring termination are listed in this table. If a signal is not 

listed, series termination is not required for operation in an Ultra DMA mode. Figure 4 

shows signals also requiring a pull-up or pull-down resistor at the host. The actual 

termination values should be selected to compensate for transceiver and trace 
impedance to match the characteristic cable impedance. 


Voc OF Vops R : 
eceiver 


Connector 


Connector R ; 
IORDY eceiver 


x Connector 


Driver 


Receiver 


Figure 4 — Ultra DMA termination with pull-up or pull-down 


5.2.3.3 PCB trace requirements for Ultra DMA 
PCB trace layout is a factor in meeting the V.s_. values in table 4. 


The longest DD(15:0) or STROBE trace for any device supporting Ultra DMA modes greater than 5 shall be 
4". 


On any PCB for a host or device supporting Ultra DMA: The longest DD(15:0) trace shall be no more than 
0.5" longer than either STROBE trace as measured from the IC pin to the connector. The shortest DD(15:0) 
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trace shall be no more than 0.5" shorter than either STROBE trace as measured from the IC pin to the 
connector. 


Any DD(15:0) or STROBE trace on a PCB for a host or device supporting Ultra DMA modes greater than 5 
shall meet the following: 
L/(1+(D/H)*)<0.8 


Where: 


L is the trace length in inches 

D is the center-to-center trace spacing of adjacent traces. If both traces are the same width, this is 
equivalent to one trace width plus the trace separation. 

H is the height of the trace above a continuous, unbroken supply plane. The plane may be power or 
ground but if a power plane is used, it must be bypassed to the ground plane on both sides of the 
DD(15:0) bus near the connector ground pins and at the IC. 

The units used for D and H shall be the same. 


5.3 Connectors and cable asemblies 


The device shall implement one of the connector options described in this Clause. 
5.3.1 40-pin Connector 


The I/O connector is a 40-pin connector. The header mounted to a host or device is shown in Figure 5 and 
the dimensions are shown in Table 7. The connector mounted to the end of the cable is shown in Figure 6 
and the dimensions are shown in Table 8. Signal assignments on these connectors are shown in Table 9. 


The pin locations are governed by the cable plug, not the receptacle. The way in which the receptacle is 
mounted on the printed circuit board affects the pin positions, and pin 1 shall remain in the same relative 
position. This means the pin numbers of the receptacle may not reflect the conductor number of the plug. 
The header receptacle may or may not be polarized, and all the signals are relative to pin 20, which is keyed. 


By using the plug positions as primary, a straight cable can connect devices. As shown in Figure 7, 
conductor 1 on pin 1 of the plug shall be in the same relative position no matter what the receptacle 
numbering looks like. If receptacle numbering was followed, the cable would have to twist 180 degrees 
between a device with top-mounted receptacles, and a device with bottom-mounted receptacles. 
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Pos. 20 
Pos. 1 Pin removed Detail A 


A8+T4 : 
Pin 1 Detail A 


Indicator Y 


A11 +T5/-T3 


TT 


Section F-F 


Figure 5 — Host or device 40-pin I/O header 


Table 7 — Host or device 40-pin I/O header 
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NOTE — The optional polarizing feature is recommended. Some host 
receptacles do not provide a polarizing slot. 


Figure 6 — 40-pin I/O cable connector 


Table 8 — 40-pin I/O cable connector 
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Table 9 — 40-pin I/O connector interface signals 


Signal name Connector Conductor Connector Signal name 
a ol 
Po DS 
Po DS | DD10 
ja BS eee ator a0" DD11 

DD12 

DD13 

Po DO | tt ft tS 


DIOR-: HDMARDY- 25 25 26 26 Ground 
eet =e spss 
:DSTROBE 


20 


Circuit board 


Figure 7 — 40-pin I/O header mounting 


5.3.1.1 40-conductor cable 


The 40-conductor cable assemby is shown in Figure 8 with dimensions in Table 10. Cable capacitance shall 
not exceed 35 pf. 
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Host Connector Polarity stripe on Device 0 Device 1 
#1 conductor Connector Connector 


Figure 8 — 40-conductor cable configuration 


Table 10 — 40-conductor cable configuration 


Al 254.00 min 10.00 min 
457.20 max 18.00 max 


304.80 max 12.00 max 
152.40 max 6.00 max 


5.3.1.2 80-conductor cable assembly using the 40-pin connector 


To provide better signal integrity, the optional 80-conductor cable assembly is specified for use with 40-pin 
connectors. Use of this assembly is mandatory for systems operating at Ultra DMA modes greater than 2. 
The mating half of the connector is as described in 5.3.1. Every other conductor in the 80-conductor cable is 
connected to the ground pins in each connector. 


The electrical requirements of the 80-conductor ribbon cable are shown in Table 11 and the physical 
requirements are described in Figure 9 and Table 12. 


Figure 10 and Table 13 describe the physical dimensions of the cable assembly. The connector in the center 
of the cable assembly labeled Device 1 Connector is optional. The System Board connector shall have a 
blue base and a black or blue retainer. The Device 0 Connector shall have a black base and a black retainer. 
The Device 1 Connector shall have a gray base and a black or gray retainer. The cable assembly may be 
printed with connector identifiers. 


There are alternative cable conductor to connector pin assignments depending on whether the connector 
attaches all even or odd conductors to ground. Table 14 shows the signal assignments for connectors that 
ground the even numbered conductors. Table 15 shows the signal assignments for connectors that ground 
the odd numbered conductors. Only one connector type, even or odd, shall be used in a given cable 
assembly. Connectors shall be labeled as grounding the even or odd conductors as shown in Figure 11. 
Cable assemblies conforming to Table 14 are interchangable with cable assemblies conforming to Table 15. 


All connectors shall have position 20 blocked to provide keying. Pin 28 in Device 1 Connector shall not be 
attached to any cable conductor, the connector contact may be removed to meet this requirement (See 
6.2.13.2). Pin 34 in the Host Connector shall not be attached to any cable conductor and shall be attached to 
Ground within the connector (See 7.4). 
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Table 11 — 80-conductor cable electrical requirements 


Conductor 30 AWG 
Ground-signal-ground 
Single ended impedance (Q) 70-90 
Capacitance (pF/ft) 13-22 
(pF/m) 42-72 
Inductance (WH) 0.08-0.16 
Propagation delay (nsec/ft) 1.35-1.65 
(nsec/m) 4.43-5.41 


Polarity stripe 
on #1 conductor 


Figure 9 — 80-conductor ribbon cable 


Table 12 — 80-conductor ribbon cable 
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e 


Host Connector Polarity stripe on Device 1 Device 0 
#1 conductor Connector Connector 


Figure 10 — 80-conductor cable configuration 


Table 13 — 80-conductor cable configuration 


457.20 max 18.00 max 


127.00 min 
152.40 max 
A2 min shall be greater than or equal to A3. 
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Table 14 — Signal assignments for connectors grounding even conductors 


Signal name Connector Conductor Signal name 
contact 


| =O RESET- | aT a Ground 
| Ground S| 2 | Ground 
| D7 S| | Ground 
| bps | Ground 
| pps S| TC | Ground 
eo 2 DDG. ab 6s = | ss - Croan. 
| = bbio—s | TT || Ground 
| pA | ta | | Ground 
| = ppo S|] 8 | 8A | Ground 
| DIOR) S| ST | |S Ground 
| Ground | 380 | 59 | | Ground 

| 83 | || Ground 
/=SoIAG | BafSee notgy [67 [68 Ground 
| DADC| SCT | OT Ground 
| DART 8G] | 2 | Ground 
| Ground | 4 tT 80 | Ground 


NOTE - Pin 34 in the Host Connector shall not be attached to any cable 
conductor and shall be attached to Ground within the connector (See 7.4). 
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Table 15 — Signal assignments for connectors grounding odd conductors 


Signal name Conductor Connector Signal name 
conjact 


| Ground S| 7] | 8 


| 
| = Ground =| 33 | 84 | a? ST CO 
46 


INTRQ 
64 Reserved 


79 | 80 | 40 
NOTE - Pin 34 in the Host Connector shall not be attached to any cable 
conductor and shall be attached to Ground within the connector (See 7.4). 
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Pin 1 


Termination block 


Characters located 
approximately where shown 
XXX = EVN or ODD 


Figure 11 — Connector labeling for even or odd conductor grounding 
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5.3.2 4-pin power connector 
The power connector is a 4-pin connector. The header mounted to a device is shown in Figure 12 and the 


dimensions are shown in Table 16. The connector mounted to the end of the cable is shown in Figure 13 and 
the dimensions are shown in Table 17. Pin assignments for these connectors are shown in Table 18. 


@ AL+T1 (4X) 


}e]o]a2}alelc | 


Unless otherwise specified, all tolerances are + T3 


* The tolerance build up of A6 and A7 shall not exceed A16 


Figure 12 — Device 4-pin power header 


Table 16 — Device 4-pin power header 
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@ A14 (4X) 


© Al Ref 
|e] T4}alBlc | 


Unless otherwise specified, all tolerances are + T3. 


Figure 13 — 4-pin power cable connector 


Table 17 — 4-pin power cable connector 
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Table 18 — 4-pin power connector pin assignments 


| Powerline | Pin S| 
+12 volts 


+12 volt return 
+5 volt return 


5.3.2.1 Mating performance 

Mating force should be 3.85 lbs (1.75 kg) maximum per contact. 
Unmating force should be 0.25 lbs (113.5 g) minimum per contact. 
5.3.3 Unitized connectors 


The 40-pin I/O signal header and the 4-pin power connector may be implemented in one of two unitized 
connectors that provide additional pins for configuration jumpers. The dimensioning of the 40-pin I/O signal 
area shall be as defined in Figure 5 and the dimensioning of the 4-pin power connector area shall be as 
defined in Figure 12 for both unitized connectors. 


The first of the unitized connectors is shown in Figure 14 with dimensions as shown in Table 19. The jumper 
pins, A through I, have been assigned as follows: 


— E-F-CSEL 

— G-H- Master 

— G-Hand E-F - Master with slave present 
— Nojumper - Slave 

— A through D - Vendor specific 

—  |-Reserved 


The second of the unitized connectors is shown in Figure 15 with dimensions as shown in Table 20. The 
jumper pins, A through J, have been assigned as follows: 


- A-B-CSEL 

- C-D- Slave 

— E-F - Master 

— Gthrough J - Vendor specific 
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Dimensioning of 
the 4-pin power 

connector area 

per figure A.7 


Dimensioning of the 40- pin 
signal connector area per 
figure A.1 


Pin 40 


$+ +, rrr Q@OOOODOOO | 


Oy di cds ©CQDODDDDOODODODOODOHODDOOOSO 


Tolerances +0.010 inches unless otherwise specified 


Figure 14 — Unitized connector 


Table 19 — Unitized connector 


Dimensioning of Dimensioning of the 40-pin 
the 4-pin power signal connector area per 


connector area figure A.1 
per figure A.7. 


$+ 7+) 50000 ODOODODDOODGD ODODDOOODODOO 
ge es LOPE LOO SO Pe 


Tolerances +0.010 inches unless otherwise specified 


Figure 15 — Unitized connector 
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Table 20 — Unitized connector 


100.33 3.950 


5.3.4 50-pin 2.5 inch form factor style connector 


An alternative connector is often used for 2 1/2 inch or smaller devices. This connector is shown in Figure 16 
with dimensions shown in Table 21. Signal assignments are shown in Table 22. Although there are 50 pins 
in the plug, a 44-pin mating receptacle may be used. 


Pins E, F, and 20 are keys and are removed. 
Some devices may use pins A, B, C, and D for option selection via physical jumpers. If a device uses pins A, 
B, C, and D for device selection, when no jumper is present the device should be designated as Device 0. 


When a jumper is present between pins B and D, the device should respond to the CSEL signal to determine 
the device number. 


oo ooncd oO og oOo GO 


Pos. 20 rs 


Pos. 44 Pin removed 


Pos. E and F 
Pins removed 


' = 42 +T1 


A3+T2 


ss a 
fall pees 


Section A-A 


Figure 16 — 50-pin 2.5 inch form factor style connector 
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Table 21 — 50-pin connector 


Table 22 — Signal assignments for 50-pin 2.5 inch form factor style connector 


contact contact 
| _Optionselectionpins_ {| A [| =| =| ~~B {Option selection pins _| 
| _Optionselectionpins_ {| C [| =| =| 0 {Option selection pins _| 
en CS) al a a en ee cae a ne |) ee 
| RESET | CA a | 2 | Ground 
I ©) >) A DD (© 0): 


| DG | Cd 
pe DS 5 tf ee le 8 I 1 — 
a 8 0 0 Oe | 
| DO St? ft | tS 
BIDE even: 25 25 26 26 Ground 
[ieee he Wei eee eee 
lORDY: DDMARDY- 28 CSEL 
| Boson | | | YO 
ppmack 9s 29 0 8S 


5.3.5 68-pin PCMCIA connector 


This clause defines the pinouts used for the 68-pin alternative connector for the AT Attachment Interface. 
This connector is defined in the PCMCIA PC Card Standard. This clause defines a pinout alternative that 
allows a device to function as an AT Attachment Interface compliant device, while also allowing the device to 
be compliant with PC Card ATA mode defined by PCMCIA. The signal protocol allows the device to identify 
the host interface as being 68-pin as defined in this standard or PC Card ATA. 


To simplify the implementation of dual-interface devices, the 68-pin AT Attachment Interface maintains 


commonality with as many PC Card ATA signals as possible, while supporting full command and signal 
compliance with this standard. 
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The 68-pin pinout shall not cause damage or loss of data if a PCMCIA card is accidentally plugged into a 
host slot supporting this interface. The inversion of the RESET signal between this standard and PCMCIA 
interfaces prevents loss of data if the device is unable to reconfigure itself to the appropriate host interface. 
5.3.5.1 Signals 

This specification relies upon the electrical and mechanical characteristics of PCMCIA and unless otherwise 
noted, all signals and registers with the same names as PCMCIA signals and registers have the same 
meaning as defined in PCMCIA. 


The PC Card ATA specification is used as a reference to identify the signal protocol used to identify the host 
interface protocol. 


5.3.5.2 Signal descriptions 


Any signals not defined below shall be as described in this standard, PCMCIA, or the PC Card ATA 
documents. 


Table 23 shows the signals and relationships such as direction, as well as providing the signal name of the 
PCMCIA equivalent. 
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Table 23 — Signal assignments for 68-pin connector 


-Pin_|_Signal_[ Hs [Di] Dev | Pemela Bin_|_Signal_| vst | pir | Dev | PCMCIA 
pi} Ground | x > _x_} Ground | 


D3 


<x | x< | x< 
t\t It }Y 
<x | x< | xX 
Fe 


o1 


He 


van 
<|—|x< |< TX< 
ai 


a ea 
SS a 
ae erent 


; 
KK 
| 


1 


Pas[ plow | x > x | 10WR 


03 
1 
> 
1 


yas 
N 
> 
| 


7 al 
x 
0 
eon ong |e. ee 
PREG. _| 


SPKR- 
63 PDIAG- BVD1/ 
es 


pe [| ope [xo x | 
es [008 [xs 
66d) = DDIO Ne ey xe | 


31 
pax [oppe pe 
ea 
1OIS16 
a4 _[ Ground [x > x | Ground | [es [Gromd [x > x | Ground_| 


Dir = the direction of the signal between host and device. 

x in the Hst column = this signal shall be supported by the Host. 

x in the Dev column = this signal shall be supported by the device. 

i in the Dev column = this signal shall be ignored by the device while in 68-pin mode. 
o = this signal is Optional. 

Nothing in Dev column = no connection should be made to that pin. 


> 
TIL 


| AZ 


> 
i) 
a 


A 


t |t 


X Xx 
X X 
X Xx 


THY 


NOTES - 

1 The device shall support only one CS1- signal pin. 

2 The device shall support either M/S- or CSEL but not both. 

3 The device shall hold this signal negated if it does not support the function. 
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5.3.5.2.1 CD1- (Card Detect 1) 


This signal shall be grounded by the device. CD1- and CD2- are used by the host to detect the presence of 
the device. 


5.3.5.2.2 CD2- (Card Detect 2) 


This signal shall be grounded by the device. CD1- and CD2- are used by the host to detect the presence of 
the device. 


5.3.5.2.3  CS1- (Device chip select 1) 

Hosts shall provide CS1- on both the pins identified in Table 23. 

Devices shall recognize only one of the two pins as CS1-. 

5.3.5.2.4 DMACK- (DMA acknowledge) 

This signal is optional for hosts and devices. 

If this signal is supported by the host or the device, the function of DMARQ shall also be supported. 
5.3.5.2.5 DMARQ (DMA request) 

This signal is optional for hosts. 

If this signal is supported by the host or the device, the function of DMACK- shall also be supported. 
5.3.5.2.6 IORDY (I/O channel ready) 

This signal is optional for hosts. 

5.3.5.2.7 MI/S- (Master/slave) 


This signal is the inverted form of CSEL. Hosts shall support both M/S- and CSEL though devices need only 
support one or the other. 


Hosts shall assert CSEL and M/S- prior to applying VCC to the connector. 

5.3.5.2.8 SELATA- (Select 68-pin ATA) 

This pin is used by the host to select which mode to use, PC Card ATA mode or the 68-pin mode defined in 
this standard. To select 68-pin ATA mode, the host shall assert SELATA- prior to applying power to the 
connector, and shall hold SELATA- asserted. 

The device shall not re-sample SELATA- as a result of either a hardware or software reset. The device shall 
ignore all interface signals for 19 ms after the host supplies Vcc within the device's voltage tolerance. If 
SELATA- is negated following this time, the device shall either configure itself for PC Card ATA mode or not 
respond to further inputs from the host. 

5.3.5.3. Removability considerations 

This specification supports the removability of devices that use the protocol. As removability is a new 
consideration for devices, several issues need to be considered with regard to the insertion or removal of 


devices. 


5.3.5.3.1 Device recommendations 
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The following are recommendations to device implementors: 


- CS0-, CS1-, RESET-, and SELATA- signals be negated on the device to prevent false selection 
during hot insertion. 

— Ignore all interface signals except SELATA- until 19 ms after the host supplies Vcc within the 
device's voltage tolerance. This time is necessary to de-bounce the device's power-on reset 
sequence. Once in the 68-pin mode as defined in this standard, if SELATA- is ever negated 
following the 19 ms de-bounce delay time, the device disables itself until Vcc is removed. 

— Provide a method to prevent unexpected removal of the device or media. 


5.3.5.3.2 Host recommendations 
The following are recommendations to host implementors: 


— Connector pin sequencing to protect the device by making contact to ground before any other 
signal in the system. 

— SELATA- to be asserted at all times. 

— All devices reset and reconfigured to the same base address each time a device at that address 
is inserted or removed. 

— The removal or insertion of a device at the same address to be detected so as to prevent the 
corruption of a command. 

— Provide a method to prevent unexpected removal of the device or media. 


5.3.6 CompactFlash™ connector 


Device compliant with the CompactFlash™ Association Specification use the connector defined in that 
specification. 


5.3.7 1.8 inch 3.3V parallel connector 


The connector for the 1.8 inch 3.3V parallel form factor device is defined in Figure 17 with dimensions 
defines in Table 24. Pin assignments are defined in Table 26. The host connector for the 1.8 inch 3.3V 
parallel form factor device is defined in Figure 18 with dimensions defines in Table 25. Pin assignments are 
defined in Table 26. 


A5 +T3/-T4 Pin E (open) 


Figure 17 — 1.8 inch 3.3V parallel connector 
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Table 24 — 1.8 inch 3.3V parallel connector 


Dimension Value (inches 


| 
! +t | 
| “@-$A34T1 | SECTION X - X 
|< A6 +12 ——_____ 
A15 
Contact No. A 
Ce 
conc Noe YY Contact No. 43 
Contact No. 1 - 
SHSISSSSSS te ! 
Contact No. 2 
AQ+T3/-T2 PALS +T4 
Contact No. F Al14 
Contact No. 44 
Contact No. B SECTION Y - Y 


Figure 18 — 1.8 inch 3.3 V parallel host connector 
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Pin Signal in Signal 
2 


Table 25 — 1.8 inch 3.3 V parallel host connector 


Dimension Value (inches 


0.170 


0.075 


0.025 


0.272 


0.050 


1.445 


0.091 


0.177 


0.055 


0.024 


0.138 


0.050 


0.017 


0.017 max 


110 ° min 


RESET- 


0.002 


Ground 


DD7 


DD8 


DD6 


DD9 


DD5 


DD10 


DD4 


DD11 


DD3 


DD12 


DD2 


DD13 


DD1 


DD14 


DDO 


DD15 


Ground 


No connection 


DMARQ 


Ground 


DIOW-:STOP 


Ground 


DIOR-: HDMARDY-:HSTROBE 


Ground 


IORDY:DDMARDY-:DSTROBE 


CSEL 


DMACK- 


Ground 


INTRO 


1IOCS16- 


DA1 


PDIAG-:CBLID- 


DAO 


DA2 


CSO- 


CS1- 


DASP- 


Ground 


+3.3V 


-3.3 V (motor) 
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5.4 Physical form factors 

5.4.1 3.5” form factor 

The 3.5” form factor is shown in Figure 19 with dimensions shown in Table 27. Physical dimensions shall be 
measured at 20 + 2 degrees C. The device shall not be exposed to any conditions (transit temperatures, 


shock, etc.) beyond the manufacturer’s specified limits before measurement. 


The position of four mounting holes on the bottom of the device and two mounting holes on each side of the 
device are specitfied. 


The Device PCB may extend beyond the HDA. If it does, there is a space at the end of the HDA underneath 
or above the PCB overhang. Such dead space shall not be encroached upon by the host system. 


Except for attachment points, 0.75 mm clearance around the device is recommended for cooling airflow. 


oes 


Al (height) 


Connector end 


-Y- 
A7+T2 
A6+T1 
A2 
(length) 
6 — 32 UNC - 28 


3 min. thread depth 
3.8 max. fastener 
penetration 

(typical 8x) 


~W— A3iT1 


Figure 19 — 3.5” form factor 
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Table 27 — 3.5” form factor 


1.028 max 

1.654 max 

5.787 max 
4.000 
3.750 


5.4.1.1 Connector location for 3.5” form factor 

A 3.5” form factor device may may use the 40-pin signal connector (See 5.3.1) and the 4-pin power 
connector (See 5.3.2) or one of the Unitized connectors (See 5.3.3). The location of connectors on the 3.5” 
form factor is not specified. 

5.4.2 2.5” form factor 

The 2.5” form factor is shown in Figure 20 with dimensions shown in Table 28. Physical dimensions shall be 
measured at 20 + 2 degrees C. The device shall not be exposed to any conditions (transit temperatures, 


shock, etc.) beyond the manufacturer’s specified limits before measurement. 


Sixteen mounting holes are defined in Figure 20. Only eight of these mounting holes need be implemented 
as shown in Figure 21. 


The Device PCB may extend beyond the HDA. If it does, there is a space at the end of the HDA underneath 
or above the PCB overhang. Such dead space shall not be encroached upon by the host system. 


Except for attachment points, 0.75 mm clearance around the device is recommended for cooling airflow. 
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A3 


A21 


Portions of this surface may be recessed 


aWe 


] Al +T1-T2 


Connector end 


[  —~ isd 


A7 THD 8 PLC 


camin A16 Full THD ALS 
4] DAB OZ XT] \Z1/ 
Omq_ (ats, AIS THD 8 PLC | 
XL) Min A17 Eull THD 
| @A14 @|Z [XY 
! 
Gar aw: ! 
(© all 
ez) ey, bay“ 
Ow CALS a 
|~<- Ag —e| A10 —>| Detail A 
A2+T3 This surface to be flush 
Detail A (see detail A) or below datum [-Z-] 


ax © A154 PLC 


If this hole exists dimension 


qg— A16 4 PLC min 
A2 + T3 applies in this area 


ref 


Dimension A2 + T3 applies 
in these areas. Separate 


requirement: Overall width | -Z- | Fis 
is to be less than A2 + T3 
-X- A17 4 PLC min 
ref 
~ x lf this hole exists dimension Section A- A 


A2 + T3 applies in this area 


Figure 20 — 2.5” form factor 
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Table 28 — 2.5“ form factor 


Dimension Value (inches 


0.750 


0.669 


0.591 


0.500 


0.413 


0.374 


0.333 


0.276 


2.750 


4.010 max 


0.118 


1.375 


1.500 


n/a 


0.020 


0.160 


2.430 


1.375 


1.500 


n/a 


0.020 


0.315 


0.118 min 


0.098 min 


0.551 


3.567 


0.551 


3.567 


0.000 


0.020 


0.010 


Only one of these 
holes is required 


holes is required 
Only one of these 
holes is required 


Only one of these 
holes is required 


Connector end 


Only one of these 
: y holes is required 
Only one of these val 


holes is required 


Only one of these 
holes is required O 
Only one of these 4 


holes is required 


[e) 


Figure 21 —2.5” form factor mounting holes 
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5.4.2.1 Connector location for 2.5” form factor 


A 2.5” form factor device shall use the 50-pin connector (See 5.3.4). The location of the connector on the 
2.5” form factor is defined in Figure 22 with dimensions shown in Table 29. 


Pin 1 


Detail A ViewA-A 


Figure 22 — 2.5” form factor connector location 
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Table 29 — 2.5 inch form factor connector location 


0.315 max 
2.370min 
0.403 


1.227 

0.399 

0.157 
0.010 min 
0.049min 


5.4.3 1.8” PCMCIA form factor 

The 1.8” PCMCIA form factor is defined in the PC Card Standard (See 2.3). 

5.4.3.1 Connector location for 1.8” PCMCIA form factor 

The connector location for the 1.8” PCMCIA form factor is defined in the PC Card Standard (See 2.3). 

5.4.4 1.8” 5V parallel form factor 

The 1.8” 5V parallel form factor is shown in Figure 23 with dimensions shown in Table 30. Physical 
dimensions shall be measured at 20 + 2 degrees C. The device shall not be exposed to any conditions 
(transit temperatures, shock, etc.) beyond the manufacturer’s specified limits before measurement. 


Eight mounting holes are defined in Figure 23. All of these mounting holes shall be implemented. 


The Device PCB may extend beyond the HDA. If it does, there is a space at the end of the HDA underneath 
or above the PCB overhang. Such dead space shall not be encroached upon by the host system. 


Except for attachment points, 0.75 mm clearance around the device is recommended for cooling airflow. 
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@ 


Connect 


» 


A7 THD 8 PLC 


Min A16 Full THD 


A13 THD 8 PLC 
Min A17 Full THD 


ref 


Ray 


[Evel 


Portions of this surface may be recessed 


or end 


re 


This surface to be flush 
or below datum 


wg— A16 4 PLC min 


A17 4 PLC min 
ref 


Section A-A 


Figure 23 — 1.8 inch 5V parallel form factor 
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Table 30 — 1.8 inch 5V parallel form factor 


Dimension Value (inches 


5.4.4.1 Connector location for 1.8” 5V parallel form factor 


A 1.8” 5V parallel form factor device shall use the 50-pin connector (See 5.3.4). The location of the 
connector on the device is defined in Figure 24 with dimensions shown in Table 31. 


Page 50 


T13/1532D Volume 2 Revision 4a 


| Jas[xy 12 


THT EET ETE 


Detail A 


ViewA-A 


Figure 24 — 1.8 inch 5V parallel form factor connector location 


Table 31 — 1.8 inch 5V parallel form factor connector location 


Dimension 


Value (inches 
0.315 max 


2.370 min 


0.036 


0.399 


0.157 


0.010 min 


5.4.5 1.8” 3.3V parallel form factor 


0.049 min 


The 1.8” 3.3 V parallel form factor is shown in Figure 25 with dimensions shown in Table 32. Physical 
dimensions shall be measured at 20 + 2 degrees C. The device shall not be exposed to any conditions 
(transit temperatures, shock, etc.) beyond the manufacturer’s specified limits before measurement. 
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The mounting area is defined in Figure 25. The device shall be guided or fixed by the interconnect or 
mounting area. 


Except for attachment points, 0.75 mm clearance around the device is recommended for cooling airflow. 


N 
N 
N 
N 
y 


A7 min 


t—A5 min ae 
La 


NOTE — 


: Interconnect or mounting area 
or TT: Grounding area 


Figure 25 — 1.8 inch 3.3V parallel form factor 
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Table 32 — 1.8 inch 3.3V parallel form factor 


Dimension Value (inches 


5.4.5.1 Connector location for 1.8” 3.3V parallel form factor 

The connector location for the 1.8 inch 3.3V parallel connector is described in 5.3.7. 

5.4.6 5.25” form factor 

5.4.6.1 5.25” HDD form factor 

The 5.25” HDD form factor is shown in Figure 26 with dimensions shown in Table 33. Physical dimensions 
shall be measured at 20 + 2 degrees C. The device shall not be exposed to any conditions (transit 


temperatures, shock, etc.) beyond the manufacturer's specified limits before measurement. 


The position of four mounting holes on the bottom of the device and four mounting holes on each side of the 
device are specitfied. 


Except for attachment points, 0.75 mm clearance around the device is recommended for cooling airflow. 
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= 


Al (height) 


v 


Connector end 


wT 4 
A7 


A2 


AG (length) 


een 


3 min. thread depth 
3.8 max. fastener 
penetration (typical) >| -~— A5 


<—— A4 ——p> 
| - x - |< _ A3 (width) 


Figure 26 — 5.25 inch HDD form factor 


Table 33 — 5.25 inch HDD form factor 


Dimension Value (inches) 


5.4.6.1.1 5.25 inch HDD form factor connector location 
A 5.25” HDD form factor device may may use the 40-pin signal connector (See 5.3.1) and the 4-pin power 


connector (See 5.3.2) or one of the Unitized connectors (See 5.3.3). The location of connectors on the 5.25” 
HDD form factor is not specified. 
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5.4.6.2 5.25 inch CD-ROM form factor 

The 5.25” CD-ROM form factor is shown in Figure 27 with dimensions shown in Table 34. Physical 
dimensions shall be measured at 20 + 2 degrees C. The device shall not be exposed to any conditions 
(transit temperatures, shock, etc.) beyond the manufacturer's specified limits before measurement. 


The position of four mounting holes on the bottom of the device and four mounting holes on each side of the 
device are specitfied. 


Except for attachment points, 0.75 mm clearance around the device is recommended for cooling airflow. 


= 


Al (height) 


v 


Connector end 


A2 
(length) 


6 — 32 UNC - 28 
3 min. thread depth 


3.8 max. fastener 
penetration (typical) >| |“— AS 
<—_ A4 —_p 


| - xX - |< _ A3 (width) 


Bezel mounts to 
this surface 


Figure 27 — 5.25 inch CD-ROM form factor 
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Table 34 — 5.25 inch CD-ROM form factor 


Dimension Value (inches 


5.4.6.2.1 5.25 inch CD-ROM form factor connector location 


A 5.25” CD-ROM form factor device shall use the 40-pin signal connector (See 5.3.1) and the 4-pin power 
connector (See 5.3.2). The location of connectors of these connectors as well as the additional audio 


connectors is shown in Figure 28. 
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Digital Analog F 
Audio Audio csi signal 


24. AS21 SLA 32 1 4321 


EE | Essen ener 


40 


DG RGNDL 
Pin 20 keyed (removed) — 
Connectors on top of PCB 


Digital | Analog 
Audio Audio csp Signal 
1234 SLA 39 


2 +12V GND +5V 


Pin 20 keyed (removed) 
Connectors on bottom of PCB 


Figure 28 — 5.25 inch CD-ROM connector location 
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6 Parallel interface signal assignments and descriptions 


6.1 Signal summary 


The physical interface consists of receivers and drivers communicating through a set of conductors using an 
asynchronous interface protocol. Table 35 defines the signal names. For connector descriptions see 5.3. 
For driver and termination definition see 5.2.2. For signal protocol and timing see Clause 9 and Clause 10. 


Table 35 — Interface signal name assignments 


[Description | Cost | Dir | Dev_[| Acronym _| 
Chip select 0 G50. 

[Databus bt? J 
[Databus bt]? 
[Databusbt2 > 
[Databus bits? 
[Databus bt? 
[Data bus BES 
[Databus te? 
[Databus bit? > 0 
[Databusbt@ Yr J 
EL 
[Data bus bh)? rt 
[Databus bt? 
[Databusbii2 > 
[Databus bts? 
[Databus bid? te 
DMA acknowledge 
. 


I/O read DIOR- 
DMA ready during Ultra DMA data-in bursts HDMARDY- 
Data strobe during Ultra DMA _ data-out HSTROBE 
bursts 

I/O ready 

DMA ready during Ultra DMA data-out bursts 
Data strobe during Ultra DMA data-in bursts 


/O write 
Stop during Ultra DMA data bursts 


Passed diagnostics (See note) 


DS tt tt IS It IS IT IS IS It It It 


IORDY 
DDMARDY- 
DSTROBE 
DIOW- 
STOP 
PDIAG- 
Cable assembly type identifier (See note) CBLID- 


SIT RESET: 


NOTE — See signal descriptions and annex A for information on source of these signals 


ae t 
Ld bid L 


Page 57 


T13/1698D Revision 0 


6.2 Signal descriptions 
6.2.1 CS(1:0)- (Chip select) 


These are the chip select signals from the host used to select the Command Block or Control Block registers 
(See 8). When DMACK- is asserted, CSO- and CS1- shall be negated and transfers shall be 16 bits wide. 


6.2.2 DA(2:0) (Device address) 


This is the 3-bit binary coded address asserted by the host to access a register or data port in the device 
(See 8. 


6.2.3  DASP- (Device active, device 1 present) 


During the reset protocol, DASP- shall be asserted by Device 1 to indicate that the device is present. At all 
other times, DASP- may be asserted by the selected active device. 


6.2.4 DD(15:0) (Device data) 

This is an 8- or 16-bit bi-directional data interface between the host and the device. DD(7:0) are used for 8- 
bit register transfers. Data transfers are 16-bits wide except for CFA devices that implement 8-bit data 
transfers. 


6.2.5 DIOR-:HDMARDY-:HSTROBE (Device I/O read:Ultra DMA ready:Ultra DMA data strobe) 


DIOR- is the strobe signal used by the host to read device registers or the Data port. Data is tranferred on 
the negation of this signal. 


HDMARDY- is a flow control signal for Ultra DMA data-in bursts. This signal is asserted by the host to 
indicate to the device that the host is ready to receive Ultra DMA data-in bursts. The host may negate 
HDMARDY- to pause an Ultra DMA data-in burst. 

HSTROBE is the data-out strobe signal from the host for an Ultra DMA data-out burst. Both the rising and 
falling edge of HSTROBE latch the data from DD(15:0) into the device. The host may stop generating 
HSTROBE edges to pause an Ultra DMA data-out burst. 

6.2.6 DIOW-:STOP (Device I/O write:Stop Ultra DMA burst) 


DIOW- is the strobe signal used by the host to write device registers or the Data port. Data is tranferred on 
the negation of this signal. 


DIOW- shall be negated by the host prior to initiation of an Ultra DMA burst. STOP shall be negated by the 
host before data is transferred in an Ultra DMA burst. Assertion of STOP by the host during an Ultra DMA 
burst signals the termination of the Ultra DMA burst. 

6.2.7 DMACK- (DMA acknowledge) 

This signal shall be used by the host in response to DMARQ to initiate DMA transfers. For Multiword DMA 
transfers, the DMARQ/DMACK- handshake is used to provide flow control during the transfer. For Ultra 
DMA, the DMARQ/DMACK- handshake is used to indicate when the function of interface signals changes. 
When DMACK- is asserted, CSO- and CS1- shall not be asserted and transfers shall be 16 bits wide. 

6.2.8 DMARQ (DMA request) 

This signal, used for DMA data transfers between host and device, shall be asserted by the device when the 


device is ready to transfer data to or from the host. For Mulitword DMA transfers, the direction of data 
transfer is controlled by DIOR- and DIOW-. This signal is used in a handshake manner with DMACK-, i.e., 
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the device shall wait until the host asserts DMACK- before negating DMARQ, and re-asserting DMARQ if 
there is more data to transfer. For Multiword DMA transfers, the DMARQ/DMACK- handshake is used to 
provide flow control during the transfer. For Ultra DMA, the DMARQ/DMACK- handshake is used to indicate 
when the function of interface signals changes. 


This signal shall be released when the device is not selected. 
See 7.2 and 7.3. 
6.2.9 INTRQ (Device interrupt) 


This signal is used by the selected device to interrupt the host system when Interrupt Pending is set. When 
the nlEN bit is cleared to zero and the device is selected, INTRQ shall be enabled through a tri-state buffer. 
When the nlEN bit is set to one or the device is not selected, the INTRQ signal shall be released. 


When asserted, this signal shall be negated by the device within 400 ns of the negation of DIOR- that reads 
the Status register to clear Interrupt Pending. When asserted, this signal shall be negated by the device 
within 400 ns of the negation of DIOW- that writes the Command register to clear Interrupt Pending. 


When the device is selected by writing to the Device register while Interrupt Pending is set, INTRQ shall be 
asserted within 400 ns of the negation of DIOW- that writes the Device register. When the device is 
deselected by writing to the Device register while Interrupt Pending is set, INTRQ shall be released within 
400 ns of the negation of DIOW- that writes the Device register. 


For devices implementing the Overlapped feature set, if INTRQ assertion is being disabled using nlEN at the 
same instant that the device asserts INTRQ, the minimum pulse width shall be at least 40 ns. 


This signal shall be released when the device is not selected. 

6.2.10 IORDY:DDMARDY-:DSTROBE (I/O channel ready:Ultra DMA ready:Ultra DMA data strobe) 
IORDY is negated to extend the host transfer cycle of any host register access (read or write) when the 
device is not ready to respond to a data transfer request. If the device requires that the host transfer cycle 
time be extended for PIO modes 3 and above, the device shall use IORDY. Hosts that use PIO modes 3 
and above shall support IORDY. 

DDMARDY- is a flow control signal for Ultra DMA data-out bursts. This signal is asserted by the device to 
indicate to the host that the device is ready to receive Ultra DMA data-out bursts. The device may negate 
DDMARDY- to pause an Ultra DMA data-out burst. 

DSTROBE is the data-in strobe signal from the device for an Ultra DMA data-in burst. Both the rising and 
falling edge of DSTROBE latch the data from DD(15:0) into the host. The device may stop generating 
DSTROBE edges to pause an Ultra DMA data-in burst. 

This signal shall be released when the device is not selected. 


6.2.11 PDIAG-:CBLID- (Passed diagnostics:Cable assembly type identifier) 


PDIAG- shall be asserted by Device 1 to indicate to Device 0 that Device 1 has completed diagnostics (See 
Clause 9). 


The host may sample CBLID- after a power-on or hardware reset in order to detect the presence of an 80- 
conductor cable assembly by performing the following steps: 


a) Wait until the power-on or hardware reset protocol is complete for all devices on the cable; 


remember which devices are present for the last step. 
b) If Device 1 is not present, go to step d. 
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c) Issue IDENTIFY DEVICE or IDENTIFY PACKET DEVICE to Device 1. From the information 
returned, save word 80 and word 93 for the last step. 


NOTE — Word 80 bit 3 indicates compliance with ATA-3 or subsequent standards and word 93 bits (15:13) 
indicate support of and results from sampling CBLID- at the device. 


d) Issue IDENTIFY DEVICE or IDENTIFY PACKET DEVICE to Device 0. From the information 
returned, save Word 93 for the last step. 


NOTE — Word 93 bits (15:13) indicate support of and results from sampling CBLID- at the device. 

e) Detect the state of the CBLID- signal at the host connector and save the result for the last step. 
NOTE -— Any device compliant with ATA-3 or subsequent standards releases PDIAG- no later than after the 
first command following a power-on or hardware reset sequence and will not interfere with host detection of 
CBLID- in this step. Some devices claiming compliance with ATA-3 or subsequent standards are known to 
continue to assert CBLID-:PDIAG- which sometimes causes a 40-conductor cable assembly to be detected 


as an 80-conductor cable assembly. 


f) Look up the output in Table 36 based on the inputs saved from steps a, c, d, ande. 
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Table 36 - Cable type identification 


Inputs 


Output 


Device 1 Word 80 
bit 3 


Xx 
Device absent 
Device absent 


Device 1 Word 93 


XXX 
Device absent 
Device absent 


Device 0 Word 93 


OOX or 1XX 


010 


Cable 
conductors 


Device absent 


Device absent 
OOX or 1XX 
OOX or 1XX 
OOX or 1XX 
OOX or 1XX 

010 
010 
O11 
011 


011 


Device absent 


OOX or 1XX 


010 


011 


Device absent 


XXX 


Device absent 


OOX or 1XX 


011 


010 


NOTES — 


PIR TRI IRIR IRI R[F IR }O;O;O;OlO;O;/O;O;O|oO 


011 
OOX or 1XX 
OOX or 1XX 
OOX or 1XX 
OOX or 1XX 

010 

010 

011 

011 

011 

011 


011 


Device absent 


OOX or 1XX 


010 


011 


Device absent 


XXX 


Device absent 


OOX or 1XX 


010 


011 


1 Host cannot determine cable type due to insufficient information. For these cases, host 
should not use Ultra DMA modes higher than mode 2 without using other means to 
confirm presence of 80-conductor cable. 

2 Host cannot determine cable type due to conflicting information. For these cases, host 
should not use Ultra DMA modes higher than mode 2 without using other means to 
confirm presence of 80-conductor cable. 

3 X represents a don’t-care input. 


See Annex A for a description of the non-standard device determination of cable type. 

6.2.12 RESET- (Hardware reset) 

This signal, referred to as hardware reset, shall be used by the host to reset the device (See 9.1). 

NOTE — While a minimum slew rate is not specified, some hosts assert RESET- with an extremely slow rise 
time when powering up. This may cause some devices to fail to recognize the assertion. Such hosts should 
negate then reassert RESET- once power has beenestablished. 


6.2.13 CSEL (Cable select) 


If CSEL is enabled in the device, the device is configured as either Device 0 or Device 1 depending upon the 
value of CSEL: 


— If CSEL is negated, the device number is 0; 
— If CSEL is asserted, the device number is 1. 


The state of this signal may be sampled at any time by the device. 


Page 61 


T13/1698D Revision 0 


CSEL shall be grounded by the host. 
6.2.13.1 CSEL with 40-conductor cable 


Special cabling may be used to selectively ground CSEL. CSEL of Device 0 is connected to the CSEL 
conductor in the cable, and is grounded, thus allowing the device to recognize itself as Device 0. CSEL of 
Device 1 is not connected to the CSEL conductor, thus the device recognizes itself as Device 1. If a single 
device is configured at the end of the cable using CSEL, a Device 1 only configuration results. See Figure 29 
and Figure 30. 


CSEL conductor 


Open 
Ground | 


Host Device 0 Device 1 


CSEL conductor 


Open 
Ground | 


Host Device 1 


Figure 29 — Cable select example 


6.2.13.2 CSEL with 80-conductor cable 


For designated cable assemblies (including all 80-conductor cable assemblies): these assemblies are 
constructed so that CSEL is connected from the host connector to the connector at the opposite end of the 
cable from the host (See Figure 30). Therefore, Device 0 shall be at the opposite end of the cable from the 
host. Single device configurations with the device not at the end of the cable shall not be used with Ultra 
DMA modes. 
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CSEL conductor 


Open 


Ground 


Host Device 1 Device 0 


CSEL conductor 


Ground 


Host Device 0 


Figure 30 — Alternate cable select example 


7 Parallel interface general operational requirements 


7.1 Interrupts 


INTRQ is used by the selected device to notify the host of an event. The device internal Interrupt Pending 
state is set when such an event occurs. If nlIEN is cleared to zero, INTRQ is asserted (See 6.2.9). 


The device shall enter the Interrupt Pending state when: 


any command except a PIO data-in command reaches command completion successfully; 

any command reaches command completion with error; 

the device is ready to send a data block during a PIO data-in command; 

the device is ready to accept a data block after the first data block during a PIO data-out 
command; 

a device implementing the PACKET Command feature set is ready to receive the command 
packet and bits (6:5) in word 0 of the IDENTIFY PACKET DEVICE data have the value 01b; 

a device implementing the PACKET Command feature set is ready to transfer a DRQ data block 
during a PIO transfer; 

a device implementing the Overlap feature set performs a bus release if the bus release interrupt 
is enabled; 

a device implementing the Overlap feature set has performed a bus release and is now ready to 
continue the command execution; 

a device implementing the Overlap feature set is ready to transfer data after a SERVICE 
command if the Service interrupt is enabled; 


10) Device 0 completes an EXECUTE DEVICE DIAGNOSTIC command. Device 1 shall not enter 


the Interrupt Pending state when completing an EXECUTE DEVICE DIAGNOSTIC command. 


The device shall not exit the Interrupt Pending state as a result of the host changing the state of the DEV bit. 


The device shall exit the Interrupt Pending state when: 


1) 
2) 


3) 


the device is selected, BSY is cleared to zero, and the Status register is read; 

the device is selected, both BSY and DRQ are cleared to zero, and the Command register is 
written; 

the RESET- signal is asserted; 


Page 63 


T13/1698D Revision 0 


4) the SRST bit is set to one. 


7.2 Multiword DMA 


Multiword DMA is a mandatory data transfer protocol used with the READ DMA, READ DMA EXT, WRITE 
DMA, WRITE DMA EXT, READ DMA QUEUED, READ DMA QUEUED EXT, WRITE DMA QUEUED, 
WRITE DMA QUEUED EXT, and PACKET commands. When a Multiword DMA transfer is enabled as 
indicated by IDENTIFY DEVICE or IDENTIFY PACKET DEVICE (See Clause 0) data, this data transfer 
protocol shall be used for the data transfers associated with these commands. DMA transfer modes may be 
changed using the SET FEATURES 03h subcommand (See Clause 0). Signal timing for this protocol is 
described in 10.2.3. 


The DMARQ and DMACK- signals are used to signify when a Multiword DMA transfer is to be executed. The 
DMARQ and DMACK- signals are also used to control the data flow of a Multiword DMA data transfer. 


When a device is ready to transfer data associated with a Multiword DMA transfer, the device shall assert 
DMARQ. The host shall then respond by negating CSO- and CS1-, asserting DMACK-, and begin the data 
transfer by asserting, then negating, DIOW- or DIOR- for each word transferred. CSO- and CS1- shall remain 
negated as long as DMACK- is asserted. The host shall not assert DMACK- until DMARQ has been asserted 
by the device. The host shall initiate DMA read or write cycles only when both DMARQ and DMACK- are 
asserted. Having asserted DMARQ and DMACK.-, these signals shall remain asserted until at least one word 
of data has been transferred. 


The device may pause the transfer for flow control purposes by negating DMARQ. The host shall negate 
DMACK- in response to the negation of DMARQ. The device may then reassert DMARQ to continue the 
data transfer when the device is ready to transfer more data and DMACK- has been negated by the host. 


The host may pause the transfer for flow control purposes by either pausing the assertion of DIOW- or 
DIOR- pulses or by negating DMACK-. The device may leave DMARQ asserted if DMACK- is negated. The 
host may then reassert DMACK- when DMARQ is asserted and begin asserting DIOW- or DIOR- pulses to 
continue the data transfer. 


When the Multiword DMA data transfer is complete, the device shall negate DMARQ and the host shall 
negate DMACK- in response. 


DMARQ shall be driven from the first assertion at the beginning of a DMA transfer until the negation after the 
last word is transferred. This signal shall be released at all other times. 


If the device detects an error before data transfer for the command is complete, the device may complete the 
data transfer or may terminate the data transfer before completion and shall report the error in either case. 


NOTE - If a data transfer is terminated before completion, the assertion of INTRQ should be passed through 
to the host software driver regardless of whether all data requested by the command has been transferred. 


7.3 Ultra DMA feature set 
7.3.1 Overview 


Ultra DMA is an optional data transfer protocol used with the READ DMA, READ DMA EXT, WRITE DMA, 
WRITE DMA EXT, READ DMA QUEUED, READ DMA QUEUED EXT, WRITE DMA QUEUED, WRITE DMA 
QUEUED EXT, and PACKET commands. When this protocol is enabled, the Ultra DMA protocol shall be 
used instead of the Multiword DMA protocol when these commands are issued by the host. This protocol 
applies to the Ultra DMA data burst only. When this protocol is used there are no changes to other elements 
of the ATA protocol (e.g., Command Block Register access). 


Several signal lines are redefined to provide different functions during an Ultra DMA burst. These lines 
assume these definitions when: 
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1) an Ultra DMA mode is selected, and 

2) a host issues a READ DMA, WRITE DMA, READ DMA QUEUED, WRITE DMA QUEUED, or a 
PACKET command requiring data transfer, and 

3) the host asserts DMACK-. 


These signal lines revert back to the definitions used for non-Ultra DMA transfers upon the negation of 
DMACK- by the host at the termination of an Ultra DMA burst. 


With the Ultra DMA protocol, the STROBE signal that latches data from DD(15:0) is generated by the same 
agent (either host or device) that drives the data onto the bus. Ownership of DD(15:0) and this data strobe 
signal are given either to the device during an Ultra DMA data-in burst or to the host for an Ultra DMA data- 
out burst. 


During an Ultra DMA burst a sender shall always drive data onto the bus, and, after a sufficient time to allow 
for propagation delay, cable settling, and setup time, the sender shall generate a STROBE edge to latch the 
data. Both edges of STROBE are used for data transfers so that the frequency of STROBE is limited to the 
same frequency as the data. 


Words in the IDENTIFY DEVICE data indicate support of the Ultra DMA feature and the Ultra DMA modes 
the device is capable of supporting. The Set transfer mode subcommand in the SET FEATURES command 
shall be used by a host to select the Ultra DMA mode at which the system operates. The Ultra DMA mode 
selected by a host shall be less than or equal to the fastest mode of which the device is capable. Only one 
Ultra DMA mode shall be selected at any given time. All timing requirements for a selected Ultra DMA mode 
shall be satisfied. Devices supporting any Ultra DMA mode shall also support all slower Ultra DMA modes. 


An Ultra DMA capable device shall retain the previously selected Ultra DMA mode after executing a software 
reset sequence or the sequence caused by receipt of a DEVICE RESET command if a SET FEATURES 
disable reverting to defaults command has been issued. The device may revert to a Multiword DMA mode if 
a SET FEATURES enable reverting to default has been issued. An Ultra DMA capable device shall clear 
any previously selected Ultra DMA mode and revert to the default non-Ultra DMA modes after executing a 
power-on or hardware reset. 


Both the host and device perform a CRC function during an Ultra DMA burst. At the end of an Ultra DMA 
burst the host sends its CRC data to the device. The device compares its CRC data to the data sent from 
the host. If the two values do not match, the device reports an error in the error register. If an error occurs 
during one or more Ultra DMA bursts for any one command, the device shall report the first error that 
occurred. If the device detects that a CRC error has occurred before data transfer for the command is 
complete, the device may complete the transfer and report the error or abort the command and report the 
error. 


NOTE - If a data transfer is terminated before completion, the assertion of INTRQ should be passed through 
to the host software driver regardless of whether all data requested by the command has been transferred. 


7.3.2 Phases of operation 


An Ultra DMA data transfer is accomplished through a series of Ultra DMA data-in or data-out bursts. Each 
Ultra DMA burst has three mandatory phases of operation: the initiation phase, the data transfer phase, and 
the Ultra DMA burst termination phase. In addition, an Ultra DMA burst may be paused during the data 
transfer phase (See 9.12 and 9.13 for the detailed protocol descriptions for each of these phases, 10.2.4 
defines the specific timing requirements). In the following rules DMARDY- is used in cases that could apply 
to either DDMARDY- or HDMARDY-, and STROBE is used in cases that could apply to either DSTROBE or 
HSTROBE. The following are general Ultra DMA rules. 


1) An Ultra DMA burst is defined as the period from an assertion of DMACK- by the host to the subsequent 
negation of DMACK-. 

2) When operating in Ultra DMA modes 2, 1, or 0 a recipient shall be prepared to receive up to two data 
words whenever an Ultra DMA burst is paused. When operating in Ultra DMA modes 6, 5, 4, or3 a 
recipient shall be prepared to receive up to three data words whenever an Ultra DMA burst is paused. 
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7.3.2.1 Ultra DMA burst initiation phase rules 


1) 


7) 


An Ultra DMA burst initiation phase begins with the assertion of DMARQ by a device and ends when the 
sender generates a STROBE edge to transfer the first data word. 

An Ultra DMA burst shall always be requested by a device asserting DMARQ. 

When ready to initiate the requested Ultra DMA burst, the host shall respond by asserting DMACK-. 

A host shall never assert DMACK- without first detecting that DMARQ is asserted. 

For Ultra DMA data-in bursts: a device may begin driving DD(15:0) after detecting that DMACK- is 
asserted, STOP negated, and HOMARDY- is asserted. 

After asserting DMARQ or asserting DDMARDY- for an Ultra DMA data-out burst, a device shall not 
negate either signal until the first STROBE edge is generated. 

After negating STOP or asserting HDOMARDY- for an Ultra DMA data-in burst, a host shall not change 
the state of either signal until the first STROBE edge is generated. 


7.3.2.2 Data transfer phase rules 


1) 
2) 


3) 


4) 


5) 


The data transfer phase is in effect from after Ultra DMA burst initiation until Ultra DMA burst termination. 
A recipient pauses an Ultra DMA burst by negating DMARDY- and resumes an Ultra DMA burst by 
reasserting DMARDY-. 

A sender pauses an Ultra DMA burst by not generating STROBE edges and resumes by generating 
STROBE edges. 

A recipient shall not signal a termination request immediately when the sender stops generating 
STROBE edges. In the absence of a termination from the sender the recipient shall always negate 
DMARDY- and wait the required period before signaling a termination request. 

A sender may generate STROBE edges at greater than the minimum period specified by the enabled 
Ultra DMA mode. The sender shall not generate STROBE edges at less than the minimum period 
specified by the enabled Ultra DMA mode. A recipient shall be able to receive data at the minimum 
period specified by the enabled Ultra DMA mode. 


7.3.2.3 Ultra DMA burst termination phase rules 


1) 
2) 


3) 
4) 


5) 


6) 


7) 
8) 


9) 


Either a sender or a recipient may terminate an Ultra DMA burst. 

Ultra DMA burst termination is not the same as command completion. If an Ultra DMA burst termination 
occurs before command completion, the command shall be completed by initiation of a new Ultra DMA 
burst at some later time or aborted by the host issuing a hardware or software reset or DEVICE RESET 
command if implemented by the device. 

An Ultra DMA burst shall be paused before a recipient requests a termination. 

A host requests a termination by asserting STOP. A device acknowledges a termination request by 
negating DMARQ. 

A device requests a termination by negating DMARQ. A host acknowledges a termination request by 
asserting STOP. 

Once a sender requests a termination, the sender shall not change the state of STROBE until the 
recipient acknowledges the request. Then, if STROBE is not in the asserted state, the sender shall 
return STROBE to the asserted state. No data shall be transferred on this transition of STROBE. 

A sender shall return STROBE to the asserted state whenever the sender detects a termination request 
from the recipient. No data shall be transferred nor CRC calculated on this edge of DSTROBE. 

Once a recipient requests a termination, the responder shall not change DMARDY from the negated 
state for the remainder of an Ultra DMA burst. 

A recipient shall ignore a STROBE edge when DMARQ is negated or STOP is asserted. 


7.4 Host determination of cable type by detecting CBLID- 


In a system using a cable, hosts shall determine that an 80-conductor cable is installed in a system before 
operating with transfer modes faster than Ultra DMA mode 2. Hosts shall detect that CBLID- is connected to 
ground to determine the cable type. See 6.2.11. 
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For detecting that CBLID- is connected to ground, the host shall test to see if CBLID- is below V,_ or above 
Vin. If the signal is below V),, then an 80-conductor cable assembly is installed in the system because this 
signal is grounded in the 80-conductor cable assembly’s host connector. If the signal is above V\,, then a 
40-conductor cable assembly is installed because this signal is connected to the device(s) and is pulled up 


through a 10 kQ resistor at each device. 


Host 
connector Device 0 Device 1 
Host PCB connector connector 


eel 
> > 
< <q 
Device 0 Device 1 
PCB PCB 
NOTES — 


1 For this configuration hosts shall not set devices to operate at Ultra DMA modes greater 


than 2. 
2 NIC indicates that there is no connection from the host to this signal conductor. 


PDIAG-:CBLID- 
conductor 


Figure 31 - Example configuration of a system with a 40-conductor cable 


Host 
connector Device 0 Device 1 
Host PCB connector connector 


PDIAG-:CBLID- 
q ] 
Device 1 
PCB 


conductor 


| 
> 
q 
Device 0 
PCB 


Figure 32 - Example configuration of a system where the host detects a 40-conductor cable 


Page 67 


T13/1698D Revision 0 


Host 


connector Device 1 Device 0 
Host PCB connector connector 
PDIAG-:CBLID- 
conductor 
) I 
Device 1 Device 0 
PCB 


PCB 


NOTE — NIC indicates that there is no connection from the host to this signal conductor. 


Figure 33 - Example configuration of a system where the host detects an 80-conductor cable 


Table 37 - Host detection of CBLID- 


Cable Device 1 Electrical state Host- Determination 
assembly releases of CBLID- at determined correct? 
type PDIAG- host cable type 


40-conductor 40-conductor 


80-conductor | Yes | | 80-conductor 
40-conductor | =No | 0. | 80-conductor No (See note) 
80-conductor | No | OO 80-conducctor 


NOTE — Ultra DMA mode 3, 4, 5, or 6 may be Set incorrectly resulting in ICRC errors. 
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8 Parallel interface register addressing 


Registers are defined depending on whether reading or writing the register and whether the PACKET 
command feature set is implemented (See Volume 1). 


Table 38 — I/O registers 


Registers used by devices implementing 
PACKET command feature set PACKET command feature set 


Data Data Data Data 
Error Features Error Features 


Sector Count Sector Count Interrupt reason 


LBA Low LBA Low 

LBA Mid LBA Mid Byte Count Low Byte Count Low 

LBA High LBA High Byte Count High Byte Count High 
Device Device Device select Device select 
Status Command Status Command 


Control Block registers Control Block registers 
Alternate Status Device Control Alternate Status Device Control 


For transport protocols and timing see Clauses 9 and 10. 


When the host initiates a register or Data port read or write cycle by asserting then negating either DIOW- or 
DIOR-, the device(s) shall determine how to respond and what action(s), if any, are to be taken. The 
following text and tables describe this decision process. 


The device response begins with these steps: 


1) For adevice that is not in Sleep mode, see Table 39. 


2) If DMACK- is asserted, a device in Sleep mode shall ignore all DIOW-/DIOR- activity. If DMACK- is 
not asserted, a device in Sleep mode shall respond as described in Table 44 if the device does not 
implement the PACKET Command feature set or Table 45 if the device does implement the 
PACKET Command feature set. 


Table 39 — Device response to DIOW-/DIOR- 


Is the device selected? Is DMACK- asserted? | Action/Response 
(See note 1) 


See Table 40 


No DIOW-/DIOR- cycle is ignored 
(possible DMA transfer with the 
other device) 


Yes CN See Table 41 
'Yes  =—s—‘_‘CSC!....UUC«*d es ti<‘ésCCC C&L See Table 42 (See note 2) 


Device 1 is selected but there | No See Table 43 and Clause 0. 


is no Device 1 and Device 0 


responds for Device 1. 


Device 1 is selected but there | Yes DIOW-/DIOR- cycle is ignored 
is no Device 1 and Device 0 (possible malfunction of the host) 
responds for Device 1. 


NOTES - 

1 Device selected means that the DEV bit in the Device register matches the logical device 
number of the device. 

2 Applicable only to Multiword DMA, not applicable to Ultra DMA. 
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Table 40 — Device is not selected, DMACK- is not asserted 


| cso- | cS1- | Da2 | DA1 | DAO | Dix. | DMARQ | BSY | DRQ [Device Response 


leds a eda 


Place new data into the Device Control 
register and respond to the new values of the 
nlEN and SRST bits. 

DIOW-/DIOR- cycle is ignored. 


Place new data into the Feature register. 
DIOW-/DIOR- cycle is ignored. 


Place new data into the Sector Count register. 
DIOW-/DIOR- cycle is ignored. 


Place new data into the LBA Low register. 
DIOW-/DIOR- cycle is ignored. 


Place new data into the LBA Mid register. 
DIOW-/DIOR- cycle is ignored. 


Place new data into the LBA High register. 
DIOW-/DIOR- cycle is ignored. 


| KK LK OK] KK OK | XK OK XL K >< |X TK OK OK 


Place new data into the Device register. 
Respond to the new value of the DEV bit. 
DIOW-/DIOR- cycle is ignored. 


x<|x< &< 


Place new data into the Command register. 
Do not respond unless the command is 
EXECUTE DEVICE DIAGNOSTICS. 
DIOW-/DIOR- cycle is ignored. 


DIOW-/DIOR- cycle is ignored. 


1. Except in the DIOx- column, A = asserted, N = negated, Z = released, X = don’t care. 
2. In the DIOx- column, R = DIOR- asserted, W = DIOW- asserted, X = either DIOR- or DIOW- is asserted. 
3. Device is selected if the DEV bit in the Device register is the logical device number of the device. 
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Table 41 — Device is selected, DMACK- is not asserted 


| cso- | CS1- | DA2 | DA1 | Dad | DIOx- | DMARQ | BSY | DRQ [Device Response 


N N xX x x x Xx x Xx DIOW-/DIOR- cycle is ignored. 
N A N Xx Xx Xx Xx Xx Xx 
ee 
N A A A N Ww X Xx x Place new data into the Device Control 
eee pede lied register and respond to the new values of the 
nlEN and SRST bits. 
Bd a 
(do not change the Interrupt Pending state). 
PIO data transfer for this device, a 16-bit data 
ad aU il el 
A NN x 2 | SB at OR Ole serena 
A 0 | 0 | Place new data into the Features register. —_| 


DIOW- is ignored, this is a malfunction of the 
A 
r A | 
A 


Xf a tx Result of DIOW-IDIOR- cycle is indeterminate. 


LN | A A 
A Place the contents of the Error register on the 
data bus. 
Place the contents of the Status register on 
the data bus. 
At N | N | 
A 
A 


jo fo Place new data into the Sector Count register. 
A 
A 
A 


| A | 


DIOW- is ignored, this is a malfunction of the 


| A | N | 

pA | ON 

pA | N 

pA | N 

| A | N | aS. LINE. | [x [1 | x _| Result of DIOW-DIOR- cycle is indeterminate. | 
N Place the contents of the Sector Count 

Bak PAT Po [ft atest ca 

a 

the data bus. 

pA tN HAT A A LO | 0 | Place new data into the LBA Low register__ 

pA | ON 

pA | ON 

pA | N 

pewicwdt: AN 


DIOW- is ignored, this is a malfunction of the 


P= een — fh ent eI Result of DIOWDIOR- cycle is indeterminate. 


| A | A | 

TP TAL® DL? 1 [enaamacans oie oat eon 
the data bus. 

CUE EEEEPEEEENeRt cc Terentia 
the data bus. 

_N | ON N 


po fo Place new data into the LBA Mid register. 


DIOW- is ignored, this is a malfunction of the 


) x [| af x 4 Result of DIOW-DIOR- cycle is indeterminate. 


| N [N | 

Ri Me i al a "eddie 
the data bus. 

GD iia 
the data bus. 

PN TA | 


1 O | 0 | Place new data into the LBA High register. 


(continued) 
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Table 41 — Device is selected, DMACK- is not asserted (continued 


| cso- | cS1- | Da2 | DA1 | DAO | DIOx- | DMARQ | BSY| DRQ |DeviceResponse_ 


i Se 
host. 


TA | N [ATNIA | | xX | 1 [| X_ | Result of DIOW-/DIOR- cycle is indeterminate. 


Bc al al DR a al 

the data bus. 

Re Ua ala GS eal 
the data bus. 

Pen eed oe deedres| Place new data into the Device register. 
Respond to the new value of the DEV bit. 

[ea sea eae ed ol DIOW- is ignored, this is a malfunction of the 
host. 


| A | N | ATA | | x | 1 | X_| Result of DIOW-/DIOR- cycle is indeterminate. | 


Kl ed ad BS Bal ~~ “cence 

the data bus. 

BB a ee 
the data bus. 


Place new data into the Command register 
and respond to the new command (exit the 
Interrupt Pending State). 

Result of DIOW-/DIOR- cycle is indeterminate, 
unless the device supports DEVICE RESET. If 
the device supports the DEVICE RESET 
command, exit the Interrupt Pending state. 


A N Place contents of Status register on the data 
bus and exit the Interrupt Pending state. 
PA TATx{]x{xi{ x | x | x [ x _ [DdIOW-/DIOR- cycle is ignored. 


1. Except in the DIOx- column, A = asserted, N = negated, X = don’t care. 

2. In the DIOx- column, R = DIOR- asserted, W = DIOW- asserted, X = either DIOR- or DIOW- is asserted. 

3. Device is selected if the DEV bit in the Device register is the logical device number of the device. 

4. For devices implementing the 48-bit Address feature set, the HOB bit in the Device Control register 
defines whether the current or previous content of the registers is placed on DD(7:0). 


(concluded) 


Table 42 — Device is selected, DMACK- is asserted (for Multiword DMA only) 


| cso- | cS1- | DA2 | DA1 | DAO | DIOx- | DMARQ | BSY| DRQ [DeviceResponse_ 
N N x xX x Xx N 1 Xx This could be the final DIOW-/DIOR- of a 
N N x Xx x Xx N 0 Xx Multiword DMA transfer burst, or a possible 
malfunction of the host that is ignored. 
N N x xX x Xx A 0) 1 data is transferred via the Data Port. 


x A Xx X Xx X x x X DIOW-/DIOR- cycle is ignored (possible 
A x Xx X x X x Xx X malfunction of the host). 

NOTE — 

1. Except in the DIOx- column, A = asserted, N = negated, Z = released, X = don’t care. 


2. In the DIOx- column, R = DIOR- asserted, W = DIOW- asserted, X = either DIOR- or DIOW- is asserted. 
3. Device is selected if the DEV bit in the Device register is the logical device number of the device. 
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Table 43 —Device 1 is selected and Device 0 is responding for Device 1 


.SS0- | C81: DA? | DAL [DAO | DlOx: | DMARS. | BSY | ORG. [Device Response —____| 


DIOW-/DIOR- cycle is ignored. 

Xx 
Place new data into the DeviceO Device 
Control register and respond to the new 
values of the nlEN and SRST bits. 


| 0 | 0 |PlaceOOHonthedatabus. 
PARTIC SR MRM etek 
Place new data into the Device O Feature 

eee eee eee eee ee ieee ee ee 
Place the contents of the Device O Error 

Hetetetep eta p prt Renae eer osearene 


Place new data into Device O Sector Count 
register. 


If the device does not implement the PACKET 
Command feature set, the device shall place 
the contents of the Device 0 Sector Count 
register on the data bus. If the device 
implements the PACKET Command feature 
set, the device shall place 00h on the data 
bus. 


Place new data into Device 0 LBA Low 
register. 


If the device does not implement the PACKET 
Command feature set, the device shall place 
the contents of the Device 0 LBA Low register 
on the data bus. If the device implements the 
PACKET Command feature set, the device 
shall place 00h on the data bus. 


Place new data into Device 0 LBA Mid 
register. 


If the device does not implement the PACKET 
Command feature set, the device shall place 
the contents of the Device 0 LBA Mid register 
on the data bus. If the device implements the 
PACKET Command feature set, the device 
shall place 00h on the data bus. 


Place new data into Device 0 LBA High 
register. 


If the device does not implement the PACKET 
Command feature set, the device shall place 
the contents of the DeviceO LBA High 
register on the data bus. If the device 
implements the PACKET Command feature 
set, the device shall place 00h on the data 


Place new data into the Device O Device 
register. Respond to the new value of the 
DEV bit. 


(continued) 
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Table 43 —Device 1 is selected and Device 0 is responding for Device 1 (continued) 


| cso- | cS1- | DA2 | DA1 | DAO | DiOx- | DMARQ | BSY | DRQ [Device Response 


A N A A N Xx If the device does not implement the PACKET 
Command feature set, the device shall place 
the contents of the Device 0 Device register, 
with the DEV bit set to one, on the data bus. If 
the device implements the PACKET 
Command feature set, the device shall place 
00h on the data bus. 


Place new data into the Command register of 
Device 0. Do not respond unless the 
command is EXECUTE DEVICE 
DIAGNOSTICS. 


| N |ATATA | | 0 | 0 |PlaceOOHonthedatabus. 
ee ee eo 
NOTE — 
1. Except in the DIOx- column, A = asserted, N = negated, Z = released, X = don’t care. 
2. In the DIOx- column, R = DIOR- asserted, W = DIOW- asserted, X = either DIOR- or DIOW- is asserted. 
3. Device is selected if the DEV bit in the Device register is the logical device number of the device. 


(concluded) 


Table 44 — Device is in Sleep mode, DEVICE RESET is not implemented, DMACK- is not asserted 


| cso- | CS1-| DA2 | DA1 | DAO | DIOx- | DMARQ | BSY | DRQ [Device Response 


N N Xx X x X Z Xx X DIOW-/DIOR- cycle is ignored. 
. : nN : ‘ ‘ Z . 4 
Z 
Z Place new data into the Device Control 
register SRST bit and respond only if SRST 
bit is 1. 
: : P 


DIOW-/DIOR- cycle is ignored. 


; N . 


xX Xx 
x xX 


NOTE — 

1. Except in the DIOx- column, A = asserted, N = negated, Z = released, X = don’t care. 

2. In the DIOx- column, R = DIOR- asserted, W = DIOW- asserted, X = either DIOR- or DIOW- is asserted. 
3. Device is selected if the DEV bit in the Device register is the logical device number of the device. 
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Table 45 — Device is in Sleep mode, DEVICE RESET is implemented, DMACK- is not asserted 


| cso- | cS1- | Da2 | DA1 | DAO | DiOx- | DMARQ | BSY | DRQ |DeviceResponse_ 


N N x xX Xx x Z x Xx DIOW-/DIOR- cycle is ignored. 
N A N Xx Xx Xx Z Xx X 
N A A N Xx Xx Z x X 
N A A A N WwW Xx Xx 


Place new data into the Device Control 
register SRST bit and respond only if SRST 
bit is 1. 


DIOW-/DIOR- cycle is ignored. 
A : . 
A N N 
A N A 


Geld ll al a a Boleros 
bit. 


2 __| X | _X_|DIOR: cycle is ignored. —__ 


DIOW- cycle is ignored unless the device is 
selected and the command is DEVICE 
RESET. 


| x | X_ | DIOR- cycle is ignored. 
SCLC DIOW-/DIOR- cycle is ignored 
NOTE — 
1. Except in the DIOx- column, A = asserted, N = negated, Z = released, X = don’t care. 
2. In the DIOx- column, R = DIOR- asserted, W = DIOW- asserted, X = either DIOR- or DIOW- is asserted. 
3. Device is selected if the DEV bit in the Device register is the logical device number of the device. 
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9 Parallel interface transport protocol 


Commands are grouped into different classes according to the protocol followed for command execution. 
The command classes with their associated protocol are defined in state diagrams in this clause, one state 
diagram for host actions and a second state diagram for device actions. Figure 34 shows the overall 
relationship of the host protocol state diagrams. Figure 35 shows the overall relationship of the device 
protocol state diagrams. State diagrams defining these protocols are not normative descriptions of 
implementations, they are normative descriptions of externally apparent device or host behavior. Different 
implementations are allowed. See 3.2.7 for state diagram conventions. 


A device shall not timeout any activity when waiting for a response from the host. 
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HHR: Host power on 
or Hardware Reset HI:HIO: Host bus Idle 


Power on RESET asserted 


Zz Reset completed 
HSR: Host Software 


Reset Command written 
SRST Command completed 
Service return 


Bus released 


HND: Host Non-Data HPIOI: Host PIO data- 
command In command 


HPIOO: Host PIO data- 
Out command 


HDMA: Host DMA 
command 


HED: Host EXECUTE 
DEVICE DIAGNOSTIC command 


HDR: Host DEVICE 
RESET command 


HP: Host PACKET non- 
data & PIO data command 


HDMAQ: Host DMA 
QUEUED command 


HPD: Host PACKET 
DMA command 


Figure 34 — Overall host protocol state sequence 
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DHR: Device power on 
or Hardware Reset 


Power on RESET asserted 


DOSR: Device 0 Software Reset 


SRST & Device 0 


D1SR: Device 1 Software Reset 


SRST & Device 1 


| 


DND: Device Non-Data command 


DPIOO: Device PIO data-Out 
command 


DOED: Device 0 EXECUTE 
DEVICE DIAGNOSTIC command 


DDR: Device DEVICE RESET 
command 


DPD: Device PACKET DMA 
command 


DI:DIO: Device bus Idle 


hy Reset completed 


Command written 
Command completed 
Service return 


Bus released 


DPIOI: Device PIO data-In 
command 


DDMA: Device DMA 
command 


D1ED: Device 1 EXECUTE 
DEVICE DIAGNOSTIC cmnd 


DP: Device PACKET non- 
data & PIO data command 


DDMAQ: Device DMA 
QUEUED command 


Figure 35 — Overall device protocol state sequence 
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9.1 Power-on and hardware reset protocol 
This clause describes the protocol for processing of power-on and hardware resets. 


If the host asserts RESET-, regardless of the power management mode, the device shall execute the 
hardware reset protocol. If the host reasserts RESET- before a device has completed the power-on or 
hardware reset protocol, then the device shall restart the protocol from the begining. 


The host should not set the SRST bit to one in the Device Control register or issue a DEVICE RESET 
command while the BSY bit is set to one in either device Status register as a result of executing the power- 
on or hardware reset protocol. If the host sets the SRST bit in the Device Control register to one or issues a 
DEVICE RESET command before devices have completed execution of the power-on or hardware reset 
protocol, then the devices shall ignore the software reset or DEVICE RESET command. 


A host should issue an IDENTIFY DEVICE and/or IDENTIFY PACKET DEVICE command after the power- 
on or hardware reset protocol has completed to determine the current status of features implemented by the 
device(s). 


Figure 36 and the text following the figure decribes the power-on or hardware reset protocol for the host. 
Figure 37 and the text following the figure decribes the power-on or hardware reset protocol for the devices. 


HHRO: Assert_RESET- HHR1: Negate_wait HHR2: Check_status 


Power on or RESET- asserted t>2ms BSY =0 


halvele Hesek | | ee usd) HHR1:HHR2 HHR2:HIO - Host_idle 
required HHRO:HHR1 


— xx:HHRO Bort 


HHR2:HHR2 


Figure 36 — Host power-on or hardware reset state diagram 


HHRO: Assert_RESET- State: This state is entered at power-on or when the host recognizes that a 
hardware reset is required. 


When in this state, the host asserts RESET-. The host shall remain in this state with RESET- asserted for at 
least 25 us. The host shall negate CS(1:0), DA(2:0), DMACK-, DIOR-, and DIOW- and release DD(15:0). 


Transition HHRO:HHR1: When the host has had RESET- asserted for at least 25 ps, the host shall make a 
transition to the HHR1: Negate_wait state. 


HHR1: Negate_wait State: This state is entered when RESET- has been asserted for at least 25 us. 


When in this state, the host shall negate RESET-. The host shall remain in this state for at least 2 ms after 
negating RESET-. If the host tests CBLID- it shall do so at this time. 


Transition HHR1:HHR2: When RESET- has been negated for at least 2 ms, the host shall make a transition 
to the HHR2: Check_status state. 


HHR2: Check_status State: This state is entered when RESET- has been negated for at least 2 ms. 


When in this state the host shall read the Status or Alternate Status register. 
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Transition HHR2:HHR2: When BSY is set to one, the host shall make a transition to the HHR2: 
Check_status state. 


Transition HHR2:HI0: When BSY is cleared to zero, the host shall make a transition to the HIO: Host_idle 
state (See Figure 41). If status indicates that an error has occurred, the host shall take appropriate error 
recovery action. 


DHRO: RESET- DHR1: Release_bus 
PDIAG-=X, DASP-=X, BSY=x PDIAG-=R, DASP-=X, BSY=1 


RESET- asserted RESET- negated (t=0) Bus released & Device 1 
— xx:DHRO DHRO:DHR1 DHR1:D1HRO 
Bus released & Device 0 


DOHRO: DASP-_wait DHR1:DOHRO 
PDIAG- =R, DASP- =R, BSY=1 / 


D1HRO: Set_DASP- 
t>1ms PDIAG- =R, DASP- =R, BSY=1 
DOHRO:DOHR1 


DOHR1: Sample_DASP- DASP- asserted 
PDIAG- =R, DASP- =R, BSY=1 D1HRO:D1HR1 


Sample DASP- 
D1HR1: Set_status 


DASP- asserted PDIAG- =R, DASP- =A, BSY=1 


DOHR1:DOHR2 Status set, passed diagnostic 
POMS SSeS D1HR1:DI2- Device _idle_NS 


DOHR1:DOHR3 BSY=0. PDIAG-=A 
Clear bit 7 


Status set, failed diagnostic 
D1HR1:DI2 4 Device_idle_NS 
BSY=0, PDIAG-=N 


DOHR2: Sample_PDIAG- 
PDIAG- =R, DASP- =R, BSY=1 


Resample PDIAG- DOHR3: Set_status 
PDIAG- =R, DASP- =R, BSY=1 
DOHR2:DOHR2 
PDIAG- asserted Status set 


DOHR2a:DOHR3 DOHR3:DI1—* Device_idle_S 
Clear bit 7 BSY=0 


t>31s 
DOHR2b:DOHR3 
Set bit 7 


| BSY_ | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP-_| 
EE aR a Ce a a eee 


Figure 37 — Device power-on or hardware reset state diagram 


DHRO: RESET State: This state is entered when a valid assertion of the RESET- signal is recognized. 
The device shall not recognize a RESET- assertion shorter than 20 ns as valid. Devices may recognize a 
RESET- assertion greater that 20 ns as valid and shall recognize a RESET- assertion equal to or greater 
than 25 us as valid. 


Transition DHRO:DHR1: When a valid RESET- signal is negated, the device shall make a transition to the 
DHR1: Release_Bus state. 
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DHR1: Release_bus State: This state is entered when a valid RESET- signal is negated. 


When in this state, the device shall release bus signals PDIAG-, INTRQ, IORDY, DMARQ, and DD(15:0) and 
shall set BSY to one within 400 ns after entering this state. The device shall determine if the device is Device 
O or Device 1 by checking the jumper, switch, or CSEL. 


Transition DHR1:DOHRO: When the device has determined that the device is Device 0, has released the 
bus signals, and has set BSY to one, then the device shall make a transition to the DOHRO: DASP-_wait 
state. 


Transition DHR1:D1HRO: When the device has determined that the device is Device 1, has released the 
bus signals, and has set BSY to one, then the device shall make a transition to the DIHRO: Set_DASP- 
state. 


DOHRO: DASP-_wait State: This state is entered when the device has released the bus signals, set 
BSY to one, and determined that the device is Device 0. 


When in this state, the device shall release DASP- and clear the DEV bit in the Device register to zero within 
1 ms of the negation of RESET-. 


Transition DOHRO:DOHR1: When at least 1 ms has elapsed since the negation of RESET-, the device shall 
make a transition to the DOHR1: Sample_DASP- state. 


DOHR1: Sample_DASP- State: This state is entered when at least 1 ms has elapsed since the 
negation of RESET-. 


When in this state, the device should begin performing the hardware initialization and self-diagnostic testing. 
This may revert the device to the default condition (the device’s settings may now be different than they were 
before the host asserted RESET-). All Ultra DMA modes shall be disabled. 


When in this state, the device shall sample the DASP- signal. 


Transition DOHR1:DOHR2: When the sample indicates that DASP- is asserted, the device shall make a 
transition to the DOHR2: Sample_PDIAG- state. 


Transition DOHR1:DOHR1: When the sample indicates that DASP- is negated and less than 450 ms have 
elapsed since the negation of RESET-, then the device shall make a transition to the DOHR1: 
Sample_DASP- state. When the sample indicates that DASP- is negated and greater than 450 ms but less 
than 5 s have elapsed since the negation of RESET-, then the device may make a transition to the DOHR1: 
Sample_DASP- state. 


Transition DOHR1:DOHR3: When the sample indicates that DASP- is negated and 5 s have elapsed since 
the negation of RESET-, then the device shall clear bit 7 in the Error register and make a transition to the 
DOHR3: Set_status state. When the sample indicates that DASP- is negated and greater than 450 ms but 
less than 5 s have elapsed since the negation of RESET-, then the device may clear bit 7 in the Error 
register and make a transition to the DOHR3: Set_status state. 


DOHR2: Sample_PDIAG- State: This state is entered when the device has recognized that DASP- is 
asserted. 


When in this state, the device shall sample the PDIAG- signal. 


Transition DOHR2a:DOHR3: When the sample indicates that PDIAG- is asserted, the device shall clear bit 7 
in the Error register and make a transition to the DOHR3: Set_status state. 
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Transition DOHR2b:DOHR3: When the sample indicates that PDIAG- is not asserted and 31 s have elapsed 
since the negation of RESET-, then the device shall set bit 7 in the Error register and make a transition to the 
DOHR3: Set_status state. 


Transition DOHR2:DOHR2: When the sample indicates that PDIAG- is not asserted and less than 31 s have 
elapsed since the negation of RESET-, then the device shall make a transition to the DOHR2: 
Sample_PDIAG- state. 


DOHR3: Set_status State: This state is entered when Bit 7 in the Error register has been set or 
cleared. 


When in this state the device shall complete the hardware initialization and self-diagnostic testing begun in 
the Sample DASP- state if not already completed. 


The EXECUTE DEVICE DIAGNOSTICS diagnostic code shall be placed in bits (6:0) of the Error register 
(See Clause 0). The device shall set the signature values (See Clause 0). The device shall clear the SRST 
bit to zero in the Device Control register if set set to one. The content of the Features register is undefined. 
The device shall set word 93 in the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data (See Clause 0). 


If the device does not implement the PACKET command feature set, the device shall clear bits 3, 2, and 0 in 
the Status register to zero. 


If the device implements the PACKET command feature set, the device shall clear bits 6, 5, 4, 3, 2, and O in 
the Status register to zero. The device shall return the operating modes to their specified initial conditions. 
MODE SELECT conditions shall be restored to their last saved values if saved values have been 
established. MODE SELECT conditions for which no values have been saved shall be returned to their 
default values. 


Transition DOHR3:DI1: When hardware initialization and self-diagnostic testing is completed and the status 
has been set, the device shall clear BSY to zero and make a transition to the DI1: Device_idle_S state (See 
Figure 43). 


D1HRO: Set_DASP- State: This state is entered when the device has released the bus, set BSY to 
one, and determined that the device is Device 1. 


When in this state, the device shall clear the DEV bit in the Device register to zero within 1 ms and shall 
assert DASP- within 400 ms of the negation of RESET-. 


When in this state, the device should begin execution of the hardware initialization and self-diagnostic 
testing. The device may revert to the default condition (the device’s settings may now be in different 
conditions than they were before RESET- was asserted by the host). All Ultra DMA modes shall be disabled. 


Transition D1HRO:D1HR1: When DASP- has been asserted, the device shall make a transition to the 
D1HR1: Set_status state. 


D1HR1: Set_status State: This state is entered when the device has asserted DASP-. 


When in this state the device shall complete any hardware initialization and self-diagnostic testing begun in 
the Set DASP- state if not already completed. The EXECUTE DEVICE DIAGNOSTIC diagnostic code shall 
be placed in the Error register (See Clause 0). If the device passed self-diagnostics, the device shall assert 
PDIAG-. The device shall set word 93 in the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data (See 
Clause 0). 


All actions required in this state shall be completed in < 30 s. 


The device shall set the signature values (See Clause 0). The content of the Features register is undefined. 
The device shall clear the SRST bit to zero in the Device Control register if set set to one. 
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If the device does not implement the PACKET command feature set, the device shall clear bits 3, 2, and 0 in 
the Status register to zero. 


If the device implements the PACKET command feature set, the device shall clear bits 6, 5, 4, 3, 2, and 0 in 
the Status register to zero. The device shall return the operating modes to their specified initial conditions. 
MODE SELECT conditions shall be restored to their last saved values if saved values have been 
established. MODE SELECT conditions for which no values have been saved shall be returned to their 
default values. 


Transition D1HR1a:DI2: When hardware initialization and self-diagnostic testing is completed, the device 
passed its diagnostics, and the status has been set, the device shall clear BSY to zero, assert PDIAG-, and 
make a transition to the DI2: Device_idle_NS state (See Figure 43). 


Transition D1HR1b:DI2: When hardware initialization and self-diagnostic testing is completed, the device 
failed its diagnostic, and the status has been set, the device shall clear BSY to zero, negate PGIAG-, and 
make a transition to the DI2: Device_idle_NS state (See Figure 43). 


9.2 Software reset protocol 
This clause describes the protocol for processing of software reset when the host sets SRST. 


If the host sets SRST in the Device Control register to one regardless of the power management mode, the 
device shall execute the software reset protocol. If the host asserts RESET- before a device has completed 
the software reset protocol, then the device shall execute the hardware reset protocol from the beginning. 


The host should not set the SRST bit to one in the Device Control while the BSY bit is set to one in either 
device Status register as a result of executing the software reset protocol. If the host sets the SRST bit in the 
Device Control register to one before devices have completed execution of the software reset protocol, then 
the devices shall restart execution of the software reset protocol from the beginning. If the host issues a 
DEVICE RESET command before devices have completed execution of the software reset protocol, the 
command shall be ignored. 


A host should issue an IDENTIFY DEVICE and/or IDENTIFY PACKET DEVICE command after the software 
reset protocol has completed to determine the current status of features implemented by the device(s). 


Figure 38 and the text following the figure decribe the software reset protocol for the host. Figure 39 and the 
text following the figure describes the software reset protocol for Device 0. Figure 40 and the text following 
the figure describes the software reset protocol for Device 1. 


HSRO: Set_SRST HSR1: Clear_wait HSR2: Check_status 


Software reset SRST asserted t>2ms BSY =0 


required eo ust 0) HSR1:HSR2 HSR2:HI0 - Host_idle 
— »cHSRO HSRO:HSR1 
BSY =1 
HSR2:HSR2 


Figure 38 — Host software reset state diagram 


HSRO: Set_SRST State: This state is entered when the host initiates a software reset. 


Page 83 


T13/1698D Revision 0 


When in this state, the host shall set SRST in the Device Control register to one. The SRST bit shall be 
written to both devices when the Device Control register is written. The host shall remain in this state with 
SRST set to one for at least 5 us. The host shall not set SRST to one unless the bit has been cleared to zero 
for at least 5 us. 


Transition HSRO:HSR1: When the host has had SRST set to one for at least 5 ps, the host shall make a 
transition to the HSR1: Clear_wait state. 


HSR1: Clear_wait State: This state is entered when SRST has been set to one for at least 5 ps. 


When in this state, the host shall clear SRST in the Device Control register to zero. The host shall remain in 
this state for at least 2 ms. 


Transition HSR1:HSR2: When SRST has been cleared to zero for at least 2 ms, the host shall make a 
transition to the HSR2: Check_status state. 


HSR2: Check_status State: This state is entered when SRST has been cleared to zero for at least 2 
ms. 


When in this state the host shall read the Status or Alternate Status register. 


Transition HSR2:HSR2: When BSY is set to one, the host shall make a transition to the HSR2: 
Check_status state. 


Transition HSR2:HIO: When BSY is cleared to zero, the host shall check the ending status in the Error 
register and the signature (See Clause 0) and make a transition to the HIO: Host_idle state (See Figure 41). 


DOSRO: SRST DOSR3: Set_status 
PDIAG- =R, BSY=1 PDIAG- =R, BSY=1 


SRST set to one SRST cleared to zero & no Device 1 (t=0) Status set Ba 
— xx:DO0SRO DOSRO:DOSR3 DOSR3:DI1 —t Hee 


Clear bit 7 BSY=0 
DOSR1: PDIAG-_wait 

SRST cleared to zero& PDIAG- =R, BSY=1 

Device 1 exists (t=0) 


DOSRO:DOSR1 


t>1 ms 
DOSR1:DOSR2 


DOSR2: Sample_PDIAG- 
PDIAG- =R, BSY=1 


PDIAG- asserted 
DOSR2a:DOSR3 
Clear bit 7 


Resample PDIAG- 


DOSR2:DOSR2 
t>31s 


DOSR2b:DOSR3 
Set bit 7 


| BSY | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP-_| 
RR Re A 6 a S  (  ) 


Figure 39 — Device 0 software reset state diagram 
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DOSRO: SRST State: This state is entered by Device 0 when the SRST bit is set to one in the Device 
Control register. 


When in this state, the device shall release PDIAG-, INTRQ, IORDY, DMARQ, and DD(15:0) within 400 ns 
after entering this state. The device shall set BSY to one within 400 ns after entering this state. 


If the device does not implement the PACKET command feature set, the device should begin performing the 
hardware initialization and self-diagnostic testing. The device may revert to the default condition (the device’s 
setting may now be in different conditions than they were before the SRST bit was set to one by the host). 
However, an Ultra DMA mode setting (either enabled or disabled) shall not be affected by the host setting 
SRST to one. 


If the PACKET command feature set is implemented, the device may begin performing the hardware 
initialization and self-diagnostic testing and the device is not expected to stop any background device activity 
(e.g., immediate command, see MMC or MMC-2) that was started prior to the time that SRST was set to 
one. The device shall not revert to the default condition and an Ultra DMA mode setting (either enabled or 
disabled) shall not be affected by the host setting SRST to one. 


Transition DOSRO:DOSR1: When SRST is cleared to zero and the assertion of DASP- by Device 1 was 
detected during the most recent power-on or hardware reset, the device shall make a transition to the 
DOSR1: PDIAG-_wait state. 


Transition DOSRO:DOSR3: When SRST is cleared to zero and the assertion of DASP- by Device 1 was not 
detected during the most recent power-on or hardware reset, the device shall clear bit 7 to zero in the Error 
register and make a transition to the DOSR3: Set_status state. 


DOSR1: PDIAG-_wait State: This state is entered when SRST has been cleared to zero and Device 1 
is present. 


The device shall remain in this state for at least 1 ms and shall clear the DEV bit in the Device register to 
zero within 1 ms. 


Transition DOSR1:DOSR2: When at least 1 ms has elapsed since SRST was cleared to zero, the device 
shall make a transition to the DOSR2: Sample_PDIAG- state. 


DOSR2: Sample_PDIAG- State: This state is entered when SRST has been cleared to zero for at 
least 1 ms. 


When in this state, the device shall sample the PDIAG- signal. 
Transition DOSR2:DOSR2: When the sample indicates that PDIAG- is not asserted and less than 31 s have 
elapsed since SRST was cleared to zero, then the device shall make a transition to the DOSR2: 


Sample_PDIAG- state. 


Transition DOSR2a:DOSR3: When the sample indicates that PDIAG- is asserted, the device device shall 
clear bit 7 to zero in the Error register and shall make a transition to the DOSR3: Set_status state. 


Transition DOSR2b:DOSR3: When the sample indicates that PDIAG- is not asserted and 31 s have elapsed 


since SRST was cleared to zero, the device shall set bit 7 to one in the Error register and shall make a 
transition to the DOSR3: Set_status state. 


DOSR3: Set_status State: This state is entered when Bit 7 in the Error register has been set or cleared 
or Device 1 does not exist. 
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When in this state, the device shall clear the DEV bit in the Device register to zero within 1 ms. The device 
shall complete any hardware initialization and self-diagnostic testing begun in the SRST state if not already 
completed. 


All actions required in this state shall be completed within 31 s. 


The EXECUTE DEVICE DIAGNOSTICS diagnostic code shall be placed in bits (6:0) of the Error register 
(See Clause 0). The device shall set the signature values (See Clause 0). The content of the Features 
register is undefined. 


If the device does not implement the PACKET command feature set, the device shall clear bits 3, 2, and 0 in 
the Status register to zero. 


If the device implements the PACKET command feature set, the device shall clear bits 6, 5, 4, 3, 2, and 0 in 
the Status register to zero. The device shall return the operating modes to their specified initial conditions. 
MODE SELECT conditions shall be restored to their last saved values if saved values have been 
established. MODE SELECT conditions for which no values have been saved shall be returned to their 
default values. 


Transition DOSR3:DI1: When hardware initialization and self-diagnostic testing is completed and the status 
has been set, the device shall clear BSY to zero and make a transition to the DI1: Device_idle_S state (See 
Figure 43). 


D1SR0: SRST D1SR1: Release_PDIAG- D1SR2: Set_status 
PDIAG-=X, BSY=1 PDIAG- =X, BSY=1 PDIAG- =R, BSY=1 


SRST =1 SRST= 0 PDIAG- released Status set, 


— xx:D1SRO D1SRO:D1SR1 D1SR1:D1SR2 passed diagnostics 
D1SR2a:DI2—» 


BSY=0, PDIAG-=A 


Device_ 
idle_NS 


Status set, 
failed diagnostics 


D1SR2b:DI2 —» 
BSY=0, PDIAG-=N 


| BSY_ | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
a RP ey GC << (= 


Device_ 
idle_NS 


Figure 40 — Device 1 software reset state diagram 


D1SR0: SRST State: This state is entered by Device 1 when the SRST bit is set to one in the Device 
Control register. 


When in this state, the device shall release INTRQ, IORDY, DMARQ, and DD(15:0) within 400 ns after 
entering this state. The device shall set BSY to one within 400 ns after entering this state. 


If the device does not implement the PACKET command feature set, the device shall begin performing the 
hardware initialization and self-diagnostic testing. The device may revert to the default condition (the device’s 
setting may now be in different conditions than they were before the SRST bit was set to one by the host). 
However, an Ultra DMA mode setting (either enabled or disabled) shall not be affected by the host setting 
SRST to one. 


If the PACKET command feature set is implemented, the device may begin performing the hardware 
initialization and self-diagnostic testing and the device is not expected to stop any background device activity 
(e.g., immediate command, see MMC and MMC-2) that was started prior to the time that SRST was set to 
one. The device shall not revert to the default condition and an Ultra DMA mode setting (either enabled or 
disabled) shall not be affected by the host setting SRST to one. 
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Transition D1SRO:D1SR1: When SRST is cleared to zero, the device shall make a transition to the D1SR1: 
Release_PDIAG- state. 


D1SR1: Release_PDIAG- State: This state is entered when SRST is cleared to zero. 


When in this state, the device shall release PDIAG- and clear the DEV bit in the Device register to zero 
within 1 ms of entering this state. 


Transition D1SR1:D1SR2: When PDIAG- has been released, the device shall make a transition to the 
D1SR2: Set_status state. 


D1SR2: Set_status State: This state is entered when the device has negated PDIAG-. 


When in this state the device shall complete the hardware initialization and self-diagnostic testing begun in 
the SRST state if not already completed. The EXECUTE DEVICE DIAGNOSTICS diagnostic code shall be 
placed in the Error register (See Clause 0). If the device passed the self-diagnostics, the device shall assert 
PDIAG-. 


All actions required in this state shall be completed within 30 s. 
The device shall set the signature values (See Clause 0). The contents of the Features register is undefined. 


If the device does not implement the PACKET command feature set, the device shall clear bits 3, 2, and 0 in 
the Status register to zero. 


If the device implements the PACKET command feature set, the device shall clear bits 6, 5, 4, 3, 2, and 0 in 
the Status register to zero. The device shall return the operating modes to their specified initial conditions. 
MODE SELECT conditions shall be restored to their last saved values if saved values have been 
established. MODE SELECT conditions for which no values have been saved shall be returned to their 
default values. 


Transition D1SR2a:DI2: When hardware initialization, self-diagnostic testing is completed, the device 
passed the diagnostics, and the status has been set, the device shall clear BSY to zero, assert PDIAG-, and 
make a transition to the DI2: Device_idle_NS state (See Figure 43). 


Transition D1SR2b:DI2: When hardware initialization, self-diagnostic testing is completed, the device failed 
the diagnostics, and the status has been set, the device shall clear BSY to zero, negate PDIAG-, and make a 
transition to the DI2: Device_idle_NS state (See Figure 43). 


9.3 Bus idle protocol 
When the selected device has BSY cleared to zero and DRQ cleared to Zero the bus is idle. 


If command overlap is implemented and enabled, the host may be waiting for a service request for a 
released command. In this case, the device is preparing for the data transfer for the released command. 


If command overlap and command queuing are implemented and enabled, the host may be waiting for a 
service request for a number of released commands. In this case, the device is preparing for the data 
transfer for one of the released commands. 


Figure 41 and the text following the figure describe the host state during bus idle for hosts not implementing 
command overlap and queuing. Figure 42 and the text following the figure describes the additional host state 
during bus idle required for command overlap and queuing. Figure 43 and the text following the figure 
describe the device state during bus idle for devices not implementing command overlap and queuing. 
Figure 44 and the text following the figure describe the additional device state during bus idle required for 
command overlap and queuing. 
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Figure 41 — Host bus idle state diagram 


HIO: Host_Idle State: This state is entered when a device completes a command or when a power-on, 
hardware, or software reset has occurred. 


When in this state, the host waits for a command to be issued to a device. 


Transition HIO:HI1: When the host has a command to issue to a device, the host shall make a transition to 
the HI1: Check_Status state. 


HI1: Check_Status State: This state is entered when the host has a command to issue to a device. 
When in this state, the host reads the device Status or Alternate Status register. 


Transition HI1:HI2: When the status read indicates that both BSY and DRQ are cleared to zero but the 
wrong device is selected, then the host shall make a transition to the HI2: Device_Select state. 


Transition HI1:HIL: When the status read indicates that either BSY or DRQ is set to one, the host shall 
make a transition to the HI1: Check_Status state to recheck the status of the selected device. 


Transition HI1:HI3: When the status read indicates that both BSY and DRQ are cleared to zero and the 
correct device is selected, then the host shall make a transition to the HI3: Write_Parameters state. 


HI2: Device_Select State: This state is entered when the wrong device is selected for issuing a new 
command. 


When in this state, the host shall write to the Device register to select the correct device. 


Transition HI2:HI1: When the Device register has been written to select the correct device, then the host 
shall make a transition to the HI1: Check_ Status state. 


HI3: Write_Parameters State: This state is entered when the host has determined that the correct 
device is selected and both BSY and DRQ are cleared to zero. 
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When in this state, the host writes all required command parameters to the device Command Block registers 
(See 0). 


Transition HI3:HI4: When all required command parameters have been written to the device Command 
Block registers, the host shall make a transition to the HI4: Write_Command state. 


HI4: Write_Command State: This state is entered when the host has written all required command 
parameters to the device Command Block registers. 


When in this state, the host writes the command to the device Command register. 


Transition Hl4:xx: When the host has written the command to the device Command register, the host shall 
make a transition to the command protocol for the command written as described in 9.4 through 9.11. 
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Figure 42 — Additional Host bus Idle state diagram with Overlap or overlap and queuing 


HIOO: INTRQ_wait_A State: This state is entered when a command has completed with nlEN cleared 
to zero, REL set to one, and SERV cleared to zero. This state is entered when the device has released the 
bus with nlEN cleared to zero. This state is entered when the host is waiting for INTRQ to be asserted for 
bus released commands. 


When in this state, the host waits for INTRQ to be asserted indicating that a device is ready to resume 
execution of a bus released command. 
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Transition HIOO:HIO1: When the host has one or more commands outstanding to both devices, the host 
may make a transition to the HIO1: Device_select_A state to sample INTRQ for the other device. 


Transition HIO0O:HIO2: When the host has a new command to issue to a device and that device has no 
command released or supports command queuing, then the host shall make a transition to the HIO2: 
Disable_INTRQ state. 


Transition HIOO:HIO3: When the host detects INTRQ asserted, the host shall make a transition to the 
HIO3: Check_status A state. 


HIO1: Device_select_A State: This state is entered when the host has outstanding, bus released 
commands to both devices and nlEN is cleared to zero. 


When in this state, the host shall disable INTRQ by setting nlIEN to one, shall write the Device register to 
select the other device, and then, shall enable INTRQ by clearing nlEN to zero. 


Transition HIO1:HIOO: Having selected the other device, the host shall make a transition to the HIOO: 
INTRQ_wait_A state. 


HIO2: Disable_INTRQ State: This state is entered when the host has a new command to issue to a 
device and that device has no outstanding, bus released command or supports command queuing. 


When in this state, the host shall set nlIEN to one. nlEN is set to one to prevent a race condition if the host 
has to select the other device to issue the command. 


Transition HlO2:HI1: When niEN has been set to one, the host shall make a transition to the HI1: 
Check_status state (See Figure 41). 


HIO3: Check_status_A State: This state is entered when a command is completed with nlEN set to 
one, REL set to one, and SERV cleared to zero. This state is entered when the device has released the bus 
and nlEN is set to one. This state is entered when an interrupt has occured indicating that a device is 
requesting service. 


When in this state, the host shall read the Status register of the device requesting service. 


Transition HIO3:HIO4: If SERV is cleared to zero and the host has released commands outstanding to both 
devices, then the host may make a transition to the HlIO4: Device_select_B state. 


Transition HIO3:HIO2: If SERV is cleared to zero and the host has a new command to issue to a device, 
then the host shall make a transition to the HlIO2: Disable_INTRQ state. 


Transition HIO3:HIO3: If SERV is cleared to zero and the host has no new command to issue, then the host 
shall make a transition to the HlIO3: Check_status state. 


Transition HIO3:HIO5: If SERV is set to one, the host shall make a transition to the HIO5: Write SERVICE 
state. 


HIO4: Device_select_B State: This state is entered when the host has outstanding, bus released 
commands to both devices and nlEN is set to one. 


When in this state, the host shall disable INTRQ by setting nlIEN to one, shall write the Device register to 
select the other device, and then, shall enable INTRQ by clearing nlEN to zero. 


Transition HIO4:HIO3: Having selected the other device, the host shall make a transition to the HIO3: 
Check_status_A state. 
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HIO5: Write_SERVICE State: This state is entered when a device has set SERV to one indicating that 
the device requests service. This state is entered when a command has completed with SERV set to one. 


When in this state, the host shall write the SERVICE command to the Command register. 


Transition HIO5:HIO6: When the device is one that implements the PACKET command feature set and the 
Service interrupt is enabled, then the host shall make a transition to the HIO6: INTRQ_wait_B state. 


Transition HIO5:HIO7: When the host has more than one released command outstanding to the device and 
the Service interrupt is disabled, the host shall make a transition to the HIO7: Check_status_B state. 


Transition HIO5:xx: When the Service interrupt is disabled and the host has only one released command 


outstanding to the device, the host shall make a transition to the service return for the protocol for the 
command outstanding (See Figure 53, Figure 55, or Figure 57). 


HIO6: INTRQ_wait_B State: This state is entered when the SERVICE command has been written to a 
device implementing the PACKET command feature set and the Service interrupt is enabled. 


NOTE — READ DMA QUEUED and WRITE DMA QUEUED commands do not implement the Service 
interrupt. 


When in this state, the host waits for the assertion of INTRQ. 


Transition HIO6:HIO7: When the host has more than one released command outstanding to the device and 
INTRQ is asserted, the host shall make a transition to the HIO7: Check_status_B state. 


Transition HIO6:xx: When INTRQ has been asserted and the host has only one released command 


outstanding to the device, then the host shall make a transition to the service return for the protocol for the 
command outstanding (See Figure 53, Figure 55, or Figure 57). 


HIO7: Check_status_B State: This state is entered when the SERVICE command has been written 
and the host has more than one released command outstanding to the device. 


When in this state the host reads the command tag to determine which outstanding command service is 
requested for. If a DMA data transfer is required for the command, the host shall set up the DMA engine. 


Transition HIO7:xx: When the command for which service is requested has been determined, the host shall 
make a transition to the service return for that command protocol (See Figure 53, Figure 55, or Figure 57). 
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Figure 43 — Device bus Idle state diagram 


DIO: Device_Idle_SI State (selected/INTRQ asserted): This state is entered when the device has 
completed the execution of a command protocol with Interrupt Pending and nlEN=0. 


When in this state, the device shall have DRQ cleared to zero, INTRQ asserted, and BSY cleared to Zero. 
Reading any register except the Status register shall have no effect. 


Transition DIO:xx: If the Command register is written, the device shall clear the device internal Interrupt 
Pending, shall negate or release INTRQ within 400 ns of the negation of DIOW-, shall release PDIAG- and 
DSAP- if asserted, and shall make a transition to the command protocol indicated by the content of the 
Command register. The host should not write to the Command register at this time. 


Transition DIO:DI1: When the Status register is read, the device shall clear the device internal Interrupt 
Pending, negate or release INTRQ within 400 ns of the negation of DIOR-, and make a transition to the DI1: 
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Device_Idle_S state. When nlEN is set to one in the Device Control register, the device shall negate INTRQ 
and make a transition to the DIL: Device_Idle_S state. 


Transition DI0:DI0: When the Device register is written and the DEV bit selects this device or any other 
register except the Command register is written, the device shall make a transition to the DIO: 
Device_lIdle_SI state. 


Transition DI0:DI2: When the Device register is written and the DEV bit selects the other device, then the 
device shall release INTRQ within 400 ns of the negation of DIOW-, and make a transition to the DI2: 
Device_Idle_NS state. 


DI1: Device_Idle_S State (selected/INTRQ negated): This state is entered when the device has 
completed the execution of a command protocol with no Interrupt Pending or nlEN=1, or when a pending 
interrupt is cleared. This state is also entered by Device O at the completion of a power-on, hardware, or 
software reset. 


When in this state, the device shall have BSY and DRQ cleared to zero and INTRQ negated or released. 


When entering this state from a power-on, hardware, or software reset, if the device does not implement the 
PACKET command feature set, the device shall set DRDY to one within 30 s of entering this state. When 
entering this state from a power-on, hardware, or software reset, if the device does implement the PACKET 
command feature set, the device shall not set DRDY to one. 


Transition DI1:xx: When the Command register is written, the device shall exit the Interrupt Pending state, 
release PDIAG- if asserted and make a transition to the command protocol indicated by the content of the 
Command register. 


Transition DI1:DI1: When the Device register is written and the DEV bit selects this device or any register is 
written except the Command register, the device shall make a transition to the DI1: Device_Idle_S state. 


Transition DI1:DI2: When the Device register is written and the DEV bit selects the other device, the device 
shall make a transition to the DI2: Device_Idle_NS state. 


DI2: Device_Idle_NS State (not selected): This state is entered when the device is deselected. This 
state is also entered by Device 1 at the completion of a power-on, hardware, or software reset. 


When in this state, the device shall have BSY and DRQ cleared to zero and INTRQ shall be released. 


When entering this state from a power-on, hardware, or software reset, if the device does not implement the 
PACKET command feature set, the device shall set DRDY to one within 30 s of entering this state and shall 
release DASP- and PDIAG- with 31 s of entering this state. When entering this state from a power-on, 
hardware, or software reset, if the device does implement the PACKET command feature set, the device 
shall not set DRDY to one. 


Transition DI2:DI0: When the Device register is written, the DEV bit selects this device, the device has an 
Interrupt Pending, and nlEN is cleared to zero, then the device shall assert INTRQ within 400 ns of the 
negation of DIOW- and make a transition to the DIO: Device_Idle_SI state. 


Transition DI2:DI1: When the Device register is written, the DEV bit selects this device, and the device has 


no Interrupt Pending or nlEN is set to one, then the device shall make a transition to the DI1: Device_Idle_S 
state. 
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Figure 44 — Additional Device bus Idle state diagram with Overlap or overlap and queuing 
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DIOO: Device_Idle_SIR State (selected/INTRQ asserted/RELset to one): This state is 
entered when the device has completed the execution of a command protocol with Interrupt Pending, 
nlEN=0, REL set to one, and SERV cleared to zero. This state is entered when the device has released an 
overlapped command with Interrupt Pending, nIEN=0, REL set to one, and SERV cleared to zero. 


When in this state, the device is preparing for completion of a released command. The device shall have 
BSY and DRQ cleared to zero, and INTRQ asserted. 


Transition DIOO:xx: When the Command register is written, the device shall clear the Interrupt Pending, 
shall negate or release INTRQ within 400 ns of the negation of DIOW-, and shall make a transition to the 
command protocol indicated by the content of the Command register. 


NOTE — Since a queue exists, only commands in the queued command set may be written to the Command 
register. If any other command is written to the Command register, the queue is aborted and command 
aborted is returned for the command (See Volume 1, Clause 4, Overalpped Featiure Set). 


Transition DIO0:DIO1: When the Status register is read, the device shall clear the Interrupt Pending, negate 
or release INTRQ within 400 ns of the negation of DIOR-, and make a transition to the DIO1: 
Device_Idle_SR state. 


Transition DIO0:DIO2: When the Device register is written and the DEV bit selects the other device, then 
the device shall release INTRQ within 400 ns of the negation of DIOW- and make a transition to the DIO2: 
Device_lIdle_NS state. 


Transition DIO0O:DIO2: When the device is ready to continue the execution of a released command, the 
device shall make a transition to the DIO2: Device_idle_SIS state. 


DIO1: Device_Idle_SR State (selected/INTRQ negated/REL set to one): This state is entered 
when the device has completed the execution of a command protocol with no Interrupt Pending or nlEN=1, 
REL set to one, and SERV cleared to zero. This state is entered when the device has released an 
overlapped command with no Interrupt Pending or nIEN=1, REL set to one, and SERV cleared to zero. This 
state is entered when a pending interrupt is cleared, REL is set to one, and SERV is cleared to zero. 


When in this state, the device is preparing for completion of a released command. The device shall have 
BSY and DRQ cleared to zero, and INTRQ negated or released. 


Transition DIO1:xx: When the Command register is written, the device shall make a transition to the 
command protocol indicated by the content of the Command register. 


NOTE - Since a queue exists, only commands in the queued command set may be written to the Command 
register. If any other command is written to the Command register, the queue is aborted and command 
aborted is returned for the command (See Volume 1, Clause 4, Overlapped Feature Set). 


Transition DIO1:DIO4: When the Device register is written and the DEV bit selects the other device, the 
device shall make a transition to the DIO4: Device_Idle_NS state. 


Transition DIO1:DIO2: When the device is ready to continue the execution of a released command and 
nlEN=0, the device shall make a transition to the DIO2: Device_idle_SIS state. 


Transition DIO1:DIO3: When the device is ready to continue the execution of a released command and 
nlEN=1, the device shall make a transition to the DIO3: Device_idle_SS state. 


DIO2: Device_Idle_SIS State (Selected/INTRQ asserted/SERV set to one): This state is 
entered when the device has completed the execution of a command protocol with Interrupt Pending, 
nlIEN=0, REL set to one, and SERV set to one. This state is entered when the device has released an 
overlapped with Interrupt Pending, nIEN=0, REL set to one, and SERV set to one. 
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Transition DIO2:DIO3: When the Status register is read, the device shall clear the Interrupt Pending, negate 
or release INTRQ within 400 ns of the negation of DIOR-, and make a transition to the DIO3: 
Device_lIdle_SS state. 


Transition DIO2: DIO4: When the Device register is written and the DEV bit selects the other device, the 
device shall release INTRQ within 400 ns of the negation of DIOW- and make a transition to the DIO4: 
Device_lIdle_NS state. 


Transition DIO2:DP0/DPD0/DDMAQ0: When the SERVICE command is written into the Command register, 
the device shall set the Tag for the command to be serviced, negate or release INTRQ within 400 ns of the 
negation of DIOW-, and make a transition to the Service return of the command ready for service (See 
Figure 54 Device PACKET non-data and PIO data command protocol, Figure 56 Device PACKET DMA 
command protocol, or Figure 58 Device DMA QUEUED command protocol). 


Transition DIO2:xx: When any overlapped command other than SERVICE is written to the Command 
register, the device shall negate or release INTRQ within 400 ns of the negation of DIOW- and make a 
transition to the protocol for the new command. 


DIO3: Device_Idle_SS State (selected/INTRQ negated/SERV set to one): This state is 
entered when the device has completed the execution of a command protocol with no Interrupt Pending or 
nlEN=1, REL set to one, and SERV set to one. This state is entered when the device has released an 
overlapped with no Interrupt Pending or nlIEN=1, REL set to one, and SERV set to one. 


Transition DIO3: DIO4: When the Device register is written and the DEV bit selects the other device, the 
device shall make a transition to the DIO4: Device_lIdle_NS state. 


Transition DIO3:DP0/DPD0/DDMAQ0: When the SERVICE command is written into the Command register, 
the device shall set the Tag for the command to be serviced and make a transition to the Service return of 
the command ready for service (See Figure 54, Figure 56, or Figure 58). 


Transition DIO3:xx: When any overlapped command other than SERVICE is written to the Command 
register, the device shall make a transition to the protocol for the new command. 


DIO4: Device_Idle_NS State (not selected): This state is entered when the device is deselected 
with REL or SERV set to one. 


When in this state, the device shall have BSY and DRQ cleared to zero and INTRQ shall be released. 


Transition DIO4:DIO0: When the Device register is written, the DEV bit selects this device, the device has 
an Interrupt Pending, nlEN is cleared to zero, REL is set to one, and SERV is cleared to zero, then the 
device shall assert INTRQ within 400 ns of the negation of DIOW- and make a transition to the DIOO: 
Device_lIdle_SIR state. 


Transition DIO4:DIO1: When the Device register is written, the DEV bit selects this device, the device has 
no Interrupt Pending or nlEN is set to one, REL is set to one, and SERV is cleared to zero, then the device 
shall make a transition to the DIO1: Device_Idle_ SIR state. 


Transition DIO4:DIO2: When the Device register is written, the DEV bit selects this device, the device has 
an Interrupt Pending, nlEN is cleared to zero, REL is set to one, and SERV is set to one, then the device 
shall assert INTRQ within 400 ns of the negation of DIOW- and make a transition to the DIO2: 
Device_lIdle_SIS state. 


Transition DIO4:DIO3: When the Device register is written, the DEV bit selects this device, the device has 


no Interrupt Pending or nlEN is set to one, REL is set to one, and SERV is set to one, then the device shall 
make a transition to the DIO3: Device_Idle_SIR state. 
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9.4 Non-data command protocol 


This class includes: 


— CFA ERASE SECTORS 

— CFA REQUEST EXTENDED ERROR CODE 
— CHECK MEDIA CARD TYPE 

— CHECK POWER MODE 

— CONFIGURE STREAM 

— DEVICE CONFIGURATION FREEZE LOCK 
— DEVICE CONFIGURATION RESTORE 
— FLUSH CACHE 

— FLUSH CACHE EXT 

— GET MEDIA STATUS 

— IDLE 

— IDLE IMMEDIATE 

— MEDIA EJECT 

— MEDIA LOCK 

— MEDIA UNLOCK 

— NOP 

— READ NATIVE MAX ADDRESS 

— READ NATIVE MAX ADDRESS EXT 

— READ VERIFY SECTOR(S) 

— READ VERIFY SECTOR(S) EXT 

— SECURITY ERASE PREPARE 

— SECURITY FREEZE LOCK 

— SET FEATURES 

— SET MAX ADDRESS 

— SET MAX ADDRESS EXT 

— SET MULTIPLE MODE 

— SLEEP 

— SMART DISABLE OPERATION 

— SMART ENABLE/DISABLE AUTOSAVE 
— SMART ENABLE OPERATIONS 

— SMART EXECUTE OFFLINE IMMEDIATE 
— SMART RETURN STATUS 

— STANDBY 

— STANDBY IMMEDIATE 


Execution of these commands involves no data transfer. Figure 45 and the text following the figure describes 
the host state. Figure 46 and the text following the figure decribes the device state. 


See the NOP command description and the SLEEP command in Clause O for additional protocol 
requirements. 
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HNDO: INTRQ_wait HND1: Check_Status 


INTRQ asserted BSY =0 


Command 
written & nlIEN = 0 


— HI4:HNDO BSY =1 
HND1:HND1 


HNDO:HND1 HND1:HIO —————# Host_ldle 


Command 
written & nIEN = 1 


— Hl4:HND1 


Figure 45 — Host Non-Data state diagram 


HNDO: INTRQ_Wait_State: This state is entered when the host has written a non-data command to 
the device and the nlEN bit in the device has been cleared to zero. 


When in this state the host may wait for INTRQ to be asserted by the device. 


Transition HNDO:HND1: When the device asserts INTRQ, the host shall make a transition to the HND1: 
Check_ Status state. 


HND1: Check_Status State: This state is entered when the host has written a non-data command to 
the device and the nlEN bit in the device has been set to one, or when INTRQ has been asserted. 


When in this state, the host shall read the device Status register. When entering this state from another state 
other than when an interrupt has occurred, the host shall wait 400 ns before reading the Status register. 


Transition HND1:HIO: When the status read indicates that BSY is cleared to zero, the host shall make a 
transition to the HIO: Host_Idle state (See Figure 41). If status indicates that an error has occured, the host 
shall take appropriate error recovery action. 


Transition HND1:HND1: When the status read indicates that BSY is set to one, the host shall make a 
transition to the HND1: Check_Status state to recheck device status. 


DNDO: Command_Execution 


Execution complete & nlEN = 0 
Non-data DNDO:DIO ——————————_#- Device _idle Sl 
command written 

BSY=0, INTRQ=A 


DIO:DNDO 
DI1:DNDO Execution complete & nlEN = 1 
DNDO:DI1 —————————-#>- Device _idle S 
BSY=0 


| BSY_ | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- _| 
A RE a ET a a D:D Pe 


Figure 46 — Device Non-Data state diagram 


DNDO: Command_Execution State: This state is entered when a non-data command has been 
written to the device Command register. 
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When in this state, the device shall set BSY to one within 400 ns of the writing of the Command register, 
shall execute the requested command, and shall set the Interrupt Pending. 


Transition DNDO:DIO: When command execution completes and nlEN is cleared to zero, then the device 
shall set error bits if appropriate, clear BSY to zero, assert INTRQ, and make a transition to the DIO: 
Device_Idle_SI state (See Figure 43). 


Transition DNDO:DI1: When command execution completes and nlEN is set to one, the device shall set 
error bits if appropriate, clear BSY to zero, and make a transition to the DI1: Device_Idle_S state (See Figure 
43). 


9.5 PIO data-in command protocol 
This class includes: 


— CFATRANSLATE SECTOR 
— DEVICE CONFIGURATION IDENTIFY 
— IDENTIFY DEVICE 

— IDENTIFY PACKET DEVICE 

— READ BUFFER 

— READ LOG EXT 

— READ MULTIPLE 

— READ MULTIPLE EXT 

— READ SECTOR(S) 

— READ SECTOR(S) EXT 

— SMART READ DATA 

— SMART READ LOG 

— READ STREAM PIO EXT 


Execution of this class of command includes the transfer of one or more blocks of data from the device to the 


host. Figure 47 and the text following the figure describes the host states. Figure 48 and the text following 
the figure describes the device states. 
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command written 
& selected device HPIOIO:HPIOIN HPIOI1:HI0—— Host_idle 


& nIEN =0 


a : PIO data in command 
PURE ION written & selected device 


& nlEN = 1 BSY=1 
— Hl4:HPIOI1 HPIOI1:HPIOI1 


HPIOI2: Transfer_Data 
BSY=0&DRQ=1 
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Figure 47 — Host PIO data-In state diagram 


HPIOIO: INTRQ_Wait State: This state is entered when the host has written a PIO data-in command to 
the device and nlEN is cleared to zero, or at the completion of a DRQ data block transfer if all the data for 
the command has not been transferred and nlEN is cleared to zero. 


When in this state, the host shall wait for INTRQ to be asserted. 


Transition HPIOIO:HPIOI1: When INTRQ is asserted, the host shall make a transition to the HPIOI1: 
Check_ Status state. 


HPIOI1: Check_Status State: This state is entered when the host has written a PIO data-in command 
to the device and nlEN is set to one, or when INTRQ is asserted. 


When in this state, the host shall read the device Status register. When entering this state from the HI4 state, 
the host shall wait 400 ns before reading the Status register. When entering this state from the HPIOI2 state, 
the host shall wait one PIO transfer cycle time before reading the Status register. The wait may be 
accomplished by reading the Alternate Status register and ignoring the result. 


Transition HPIOI1:HI0: When BSY is cleared to zero and DRQ is cleared to zero, then the device has 
completed the command with an error. The host shall perform appropriate error recovery and make a 
transition to the HIO: Host_Idle state (See Figure 41). 


Transition HPIOI1:HPIOI1: When BSY is set to one , the host shall make a transition to the HPIOI1: 
Check_ Status state. 
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Transition HPIOI1:HPIOI2: When BSY is cleared to zero and DRQ is set to one, the host shall make a 
transition to the HPIOI2: Transfer_Data state. 


HPIOI2: Transfer_Data State: This state is entered when the BSY is cleared to zero, DRQ is set to 
one, and the DRQ data block transfer has not completed. 


When in this state, the host shall read the device Data register to transfer data. 


Transition HPIOI2:HPIOIO: When the host has read the device Data register and the DRQ data block has 
been transferred, all blocks for the command have not been transferred, and nlEN is cleared to zero, then 
the host shall make a transition to the HPIOIO: INTRQ_Wait state. 


Transition HPIOI2:HPIOI1: When the host has read the device Data register and the DRQ data block has 
been transferred, all blocks for the command have not been transferred, and nlEN is set to one, then the 
host shall make a transition to the HPIOI1: Check_Status state. 


Transition HPIOI2:HPIOI2: When the host has read the device status register and the DRQ data block 
transfer has not completed, then the host shall make a transition to the HPIOI2: Transfer_Data state. 


Transition HPIOI2:HIO: When the host has read the device Data register and all blocks for the command 


have been transferred, then the host shall make a transition to the HIO: Host_Idle state (See Figure 41). The 
host may read the Status register. 
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DPIOIO: Prepare_Data 
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Figure 48 — Device PIO data-In state diagram 


DPIOIO: Prepare_Data State: This state is entered when the device has a PIO data-in command 
written to the Command register. 


When in this state, device shall set BSY to one within 400 ns of the writing of the Command register and 
prepare the requested data for transfer to the host. 


For IDENTIFY DEVICE and IDENTIFY PACKET DEVICE commands, if the device tests CBLID- it shall do 
so and update bit 13 in word 93. 


Transition DPIOIO:DIO: When an error is detected that causes the command to abort and nlEN is cleared to 
zero, then the device shall set the appropriate error bits, clear BSY to zero, assert INTRQ, and make a 
transition to the DIO: Device_Idle_SI state (See Figure 43). 


Transition DPIOIO:DI1: When an error is detected that causes the command to abort and nlEN is set to 
one, then the device shall set the appropriate error bits, clear BSY to zero, and make a transition to the DI1: 
Device_Idle_S state (See Figure 43). 


Transition DPIOI0:DPIOI1: When the device has a DRQ data block ready to transfer and nlEN is set to one, 
then the device shall make a transition to the DPIOI1: Transfer_Data state. 
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Transition DPIOI0:DPIOI2: When the device has a DRQ data block ready to transfer and nlEN is cleared to 
zero, then the device shall make a transition to the DPIOI2: Data_Ready_INTRQ state. 


DPIOI1: Data_Transfer State: This state is entered when the device is ready to transfer a DRQ data 
block and nlEN is set to one, or when the INTRQ indicating that the device is ready to transfer a DRQ data 
block has been acknowleged by a read of the Status register. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, and the device has a data 
word ready in the Data register for transfer to the host. 


Transition DPIOI1:DPIOI1: When the Data register is read and transfer of the DRQ data block has not 
completed, then the device shall make a transition to the DPIOI1: Data_Transfer state. 


Transition DPIOI1:DPIOIO: When the Data register is read and the transfer of the current DRQ data block 
has completed, but all blocks for this request have not been transferred, then the device shall make a 
transition to the DPIOIO: Prepare_Data state. 


Transition DPIOI1:DI1: When the Data register is read and all blocks for this request have been transferred, 
then the device shall clear BSY to zero and make a transition to the DI1: Device_Idle_S state (See Figure 
43). The Interrupt Pending is not set on this transition. 


DPIOI2: Data_Ready_INTRQ State: This state is entered when the device has a DRQ data block 
ready to transfer and nlEN is cleared to zero. 


When in this state, BSY is cleared to zero, DRQ is set to one, and INTRQ is asserted. 


Transition DPIOI2:DPIOI1: When the Status register is read, then the device shall clear the Interrupt 
Pending, negate INTRQ, and make a transition to the DPIOI1: Data_Transfer state. 


9.6 PIO data-out command protocol 
This class includes: 


— CFA WRITE MULTIPLE WITHOUT ERASE 
— CFA WRITE SECTORS WITHOUT ERASE 
— DEVICE CONFIGURATION SET 

— DOWNLOAD MICROCODE 

— SECURITY DISABLE PASSWORD 

— SECURITY ERASE UNIT 

— SECURITY SET PASSWORD 

— SECUITY UNLOCK 

— SMART WRITE LOG 

— WRITE BUFFER 

— WRITE LOG EXT 

— WRITE MULTIPLE 

— WRITE MULTIPLE EXT 

— WRITE MULTIPLE FUA EXT 

— WRITE SECTOR(S) 

— WRITE SECTOR(S) EXT 

— WRITE STREAM PIO EXT 


Execution of this class of command includes the transfer of one or more blocks of data from the host to the 


device. Figure 49 and the text following the figure describes the host states. Figure 50 and the text following 
the figure describes the device states. 
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HPIOOO: Check_Status 


PIO data out command written BSY =0&DRQ=0 
— HI4:HPIOOO HPIOOO:HIO ———— Host_idle 
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HPIOOO0:HPIOOO HPIOO2: INTRQ_wait 
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BSY=0&DRQ=1 
HPIOOO:HPIOO1 


HPIOO1: Transfer_Data 


Data register written & 


DRQ data block Data register written & DRQ data 
transferred & nlIEN = 1 block transferred & nlIEN = 0 


HPIOO1:HPIOOO HPIOO1:HPIOO2 


Data register written & DRQ data 
block transfer not complete 


HPIOO1:HPIOO1: 


Figure 49 — Host PIO data-Out state diagram 


HPIOOO: Check_Status State: This state is entered when the host has written a PIO data-out 
command to the device; when a DRQ data block has been written and nlEN is set to one; or when a DRQ 
data block has been written, nlIEN is cleared zero, and INTRQ has been asserted. 


When in this state, the host shall read the device Status register. When entering this state from the HI4 state, 
the host shall wait 400 ns before reading the Status register. When entering this state from the HPIOO1 
state, the host shall wait one PIO transfer cycle time before reading the Status register. The wait may be 
accomplished by reading the Alternate Status register and ignoring the result. 


Transition HPIOOO:HIO: When BSY is cleared to zero and DRQ is cleared to zero, then the device has 
completed the command and shall make a transition to the HIO: Host_Idle state (See Figure 41). If an error is 
reported, the host shall perform appropriate error recovery. 


Transition HPIOOO:HPIOOO: When BSY is set to one and DRQ is cleared to zero, the host shall make a 
transition to the HPIOOO: Check_Status state. 


Transition HPIOOO:HPIOO1: When BSY is cleared to zero and DRQ is set to one, the host shall make a 
transition to the HPIOO1: Transfer_Data state. 


HPIOO1: Transfer_Data State: This state is entered when the BSY is cleared to zero, DRQ is set to 
one. 


When in this state, the host shall write the device Data register to transfer data. 
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Transition HPIOO1:HPIOO2: When the host has written the device Data register, the DRQ data block has 
been transferred, and nlEN is cleared to zero, then the host shall make a transition to the HPIOO2: 
INTRQ_Wait state. 


Transition HPIOO1:HPIOOO: When the host has written the device Data register, the DRQ data block has 
been transferred, and nlEN is set to one, then the host shall make a transition to the HPIOOO: Check_Status 
state. 


Transition HPIOO1:HPIOO1: When the host has written the device Data register and the DRQ data block 
transfer has not completed, then the host shall make a transition to the HPIOO1: Transfer_Data state. 


HPIOO2: INTRQ_Wait State: This state is entered when the host has completed a DRQ data block 
transfer and nlEN is cleared to zero. 


When in this state, the host shall wait for INTRQ to be asserted. 


Transition HPIOO2:HPIOOO: When INTRQ is asserted, the host shall make a transition to the HPIOOO: 
Check_ Status state. 
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DPIOOO: Prepare 
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Figure 50 — Device PIO data-Out state diagram 


DPIOOO: Prepare State: This state is entered when the device has a PIO data-out command written to 
the Command register or when a DRQ data block has been transferred. 


When in this state, device shall set BSY to one within 400 ns of the writing of the Command register, shall 
clear DRQ to zero, and negate INTRQ. The device shall check for errors, determine if the data transfer is 
complete, and if not, prepare to receive the next DRQ data block. 


Transition DPlIOO0a:DPIOO1: When the device is ready to receive the first DRQ data block for a command, 
the device shall make a transition to the DPIOO1: Transfer_ Data state. 


Transition DPIOO0b:DPIOO1: When the device is ready to receive a subsequent DRQ data block for a 


command and nlEN is set to one, then the device shall set the Interrupt Pending and make a transition to the 
DPIOO1: Transfer_Data state. 
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Transition DPIOO0:DPIOO2: When the device is ready to receive a subsequent DRQ data block for a 
command and nlEN is cleared to zero, then the device shall set the Interrupt Pending and make a transition 
to the DPIOO2: Ready_INTRQ state. 


Transition DPIOO0:DIO: When all data for the command has been transferred or an error occurs that 
causes the command to abort, and nlEN is cleared to zero, then the device shall set the Interrupt Pending, 
set appropriate error bits, clear BSY to zero, assert INTRQ, and make a transition to the DIO: Device_Idle_Sl 
state (See Figure 43). 


Transition DPIOOO0:DI1: When all data for the command has been transferred or an error occurs that 
causes the command to abort, and nlEN is set to one, then the device shall set the Interrupt Pending, set 
appropriate error bits, clear BSY to zero, and make a transition to the DI1: Device_Idle_S state (See Figure 
43). 


DPIOO1: Data_Transfer State: This state is entered when the device is ready to receive a DRQ data 
block. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, and the device recieves a 
data word in the Data register. 


Transition DPIOO1:DPIOO1: When the Data register is written and transfer of the DRQ data block has not 
completed, then the device shall make a transition to the DPIOO1: Data_Transfer state. 


Transition DPIOO1:DPIOOO: When the Data register is written and the transfer of the current DRQ data 
block has completed, then the device shall make a transition to the DPIOOO: Prepare state. 


DPIOO2: Ready_INTRQ State: This state is entered when the device is ready to receive a DRQ data 
block and nlEN is cleared to zero. 


When in this state, BSY is cleared to zero, DRQ is set to one, and INTRQ is asserted. 


Transition DPIOO2:DPIOO1: When the Status register is read, the device shall clear the Interrupt Pending, 
negate INTRQ, and make a transition to the DPIOO1: Data_Transfer state. 


9.7 DMA command protocol 
This class includes: 


— READ DMA 

— READ DMA EXT 

— READ STREAM DMA EXT 
— WRITE DMA 

— WRITE DMA EXT 

— WRITE DMA FUA EXT 

— WRITE STREAM DMA EXT 


Execution of this class of command includes the transfer of one or more blocks of data from the host to the 
device or from the device to the host using DMA transfer. The host shall initialize the DMA channel prior to 
transferring data. A single interrupt is issued at the completion of the successful transfer of all data required 
by the command or when the transfer is aborted due to an error. Figure 51 and the text following the figure 
describes the host states. Figure 52 and the text following the figure describes the device states. 
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HDMAO: Check_ Status 


DMA command written 
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INTRQ asserted 
HDMA2:HDMAO 
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(All data for command transferred 
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terminated & more data to 
transfer) 


All data for command 
transferred & nlIEN = 0 


HDMA1:HDMA2 


HDMA1:HDMAO 


Figure 51 — Host DMA state diagram 


HDMAO: Check_ Status State: This state is entered when the host has written a DMA command to 
the device; when all data for the command has been transferred and nlEN is set to one; or when all data for 
the command has been transferred, nlEN is cleared zero, and INTRQ has been asserted. 


When in this state, the host shall read the device Status register. When entering this state from the HI4 state, 
the host shall wait 400 ns before reading the Status register. When entering this state from the HDMA1 state, 
the host shall wait one PIO transfer cycle time before reading the Status register. The wait may be 
accomplished by reading the Alternate Status register and ignoring the result. 


Transition HDMAO:HIO: When the BSY is cleared to zero and DRQ is cleared to zero, then the device has 
completed the command and shall make a transition to the HIO: Host_Idle state (See Figure 41). If an error is 
reported, the host shall perform appropriate error recovery. 


Transition HDMA0:HDMAO: When BSY is set to one, DRQ is cleared to zero, and DMARQ is negated, then 
the host shall make a transition to the HDMAO: Check_Status state. 


Transition HDMA0:HDMAL1: When BSY is cleared to zero, DRQ is set to one, and DMARQ is asserted; or if 
BSY is set to one, DRQ is cleared to zero, and DMARQ is asserted, then the host shall make a transition to 
the HDMA1: Transfer_Data state. The host shall have set up the host DMA engine prior to making this 
transition. 


HDMA1: Transfer_Data State: This state is entered when BSY is cleared to zero, DRQ is set to one, 
and DMARQ is asserted; or BSY is set to one, DRQ is cleared to zero, and DMARQ is asserted. The host 
shall have initialized the DMA channel prior to entering this state. 


When in this state, the host shall perform the data transfer as described in the Multiword DMA timing or the 
Ultra DMA protocol. 


Transition HDMA1:HDMA2: When the host has transferred all data for the command and nlEN is cleared to 
zero, then the host shall make a transition to the HDMA2: INTRQ_Wait state. 
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Transition HDMA1:HDMAO: The host shall make a transition to the HDMAO: Check_Status state when 1) 
the host has transferred all data for the command and nlEN is set to one, or 2) the DMA burst has been 
terminated and all data for the command has not been transferred. 


HDMA2: INTRQ_Wait State: This state is entered when the host has completed the transfer of all data 
for the command and nlEN is cleared to zero. 


When in this state, the host shall wait for INTRQ to be asserted. 


Transition HDMA2:HDMAO: When INTRQ is asserted, the host shall make a transition to the HDMAO: 
Check_ Status state. 


DDMAO: Prepare 
BSY=1, DRQ=0, DMARQ=N 


DMA command written Error caused command abort & nlEN=0 


peu _ 
:DIO ———————— Device_idle_Sl 
DI1:DDMAO DDMAO:DIO idle_ 
BSY=0, INTRQ=A 


Ready to transfer data | Error caused command abort & nlIEN=1 
DDMAO:DDMA1 DDMAO:DI1 ——————————_ Device_idle_S 


BSY=0 


DDMAt1: Transfer_Data 
BSY=0, DRQ=1, DMARQ=A, 
or BSY=1, DRQ=0, DUARQ=A 


DMA burst terminated | Error or all data transferred & nlIEN=0 
and all data for the 
command not 


DDMA1:DI0 ——————————#- Device _idle Sl 
transferred BSY=0, INTRQ=A 
DDMA1:DDMAO 


Error or all data transferred & nlIEN=1 
DDMA1:DI1 ————————>_ Device_idle_S 
BSY=0 


| BSY | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
(a Ta a 


Figure 52 — Device DMA state diagram 


DDMAO: Prepare State: This state is entered when the device has a DMA command written to the 
Command register. 


When in this state, device shall set BSY to one, shall clear DRQ to zero, and negate INTRQ. The device 
shall check for errors, and prepare to transfer data. 


Transition DDMAO:DIO: When an error is detected that causes the command to abort and nlEN is cleared 
to zero, the device shall set the appropriate error bits, enter the Interrupt Pending state, and make a 
transition to the DIO: Device_Idle_SI state (See Figure 43). 


Transition DDMAO:DI1: When an error is detected that causes the command to abort and nlEN is set to 


one, then the device shall set the appropriate error bits, enter the Interrupt Pending state, and make a 
transition to the DI1: Device_Idle_S state (See Figure 43). 
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Transition DDMA0:DDMA1: When the device is ready transfer data for the command, the device shall 
make a transition to the DDMA1: Transfer_Data state. 


DDMA1: Data_Transfer State: This state is entered when the device is ready to transfer data. 


When in this state, BSY is cleared to zero, DRQ is set to one, and INTRQ is negated; or BSY is set to one, 
DRQ is cleared to zero, and INTRQ is negated. Data is transferred as decribed in Multiword DMA timing or 
Ultra DMA protocol. 


Transition DDMA1:DDMA0: When the DMA burst is terminated and all data for the command has not been 
transferred, the device shall make a transition to the DDMAO: Prepare state. 


Transition DDMA1:DI0: When the data transfer has completed or the device choses to abort the command 
due to an error and nlEN is cleared to zero, then the device shall set error bits if appropriate, enter the 
Interrupt Pending state, and make a transition to the DIO: Device_Idle_SI state (See Figure 43). 


Transition DDMA2:DI1: When the data transfer has completed or the device choses to abort the command 
due to an error and nlEN is set to one, then the device shall set error bits if appropriate, enter the Interrupt 
Pending state, and make a transition to the DI1: Device_Idle_S state (See Figure 43). 


9.8 PACKET command protocol 
This class includes: 
— PACKET 


The PACKET command has a set of protocols for non-DMA data transfer commands and a set of protocols 
for DMA data transfer commands. Figure 53 and the text following the figure describes the host protocol for 
the PACKET command when non-data, PIO data-in, or PIO data-out is requested. Figure 54 and the text 
following the figure describes the device protocol for the PACKET command when non-data, PIO data-in, or 
PIO data-out is requested. Figure 55 and the text following the figure describes the host protocol for the 
PACKET command when DMA data transfer is requested. Figure 56 and the text following the figure 
describes the device protocol for the PACKET command when DMA data transfer is requested. 
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Figure 53 — Host PACKET non-data and PIO data command state diagram 


HPO: Check_Status_A State: This state is entered when the host has written a PACKET command to 
the device. 


When in this state, the host shall read the device Status register. When entering this state from the HI4 state, 
the host shall wait 400 ns before reading the Status register. 
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Transition HPO:HPO: When BSY is set to one, the host shall make a transition to the HPO: Check_Status A 
state. 


Transition HPO:HP1: When BSY is cleared to zero and DRQ is set to one, then the host shall make a 
transition to the HP1: Send_Packet state. 


Transition HPO:HIO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, and 
SERV is cleared to zero, then the command is completed and the host shall make a transition to the HIO: 
Host_lIdle state (See Figure 41). If an error is reported, the host shall perform appropriate error recovery. 


HP1: Send_Packet State: This state is entered when BSY is cleared to zero, DRQ is set to one. 
When in this state, the host shall write a byte of the command packet to the Data register. 


Transition HP1:HP1: When the Data register has been written and the writing of the command packet is not 
completed, the host shall make a transition to the HP1: Send_Packet state. 


Transition HP1:HP2: When the Data register has been written, the writing of the command packet is 
completed, and nlEN is set to one, the host shall make a transition to the HP2: Check_Status_B state. 


Transition HP1:HP3: When the Data register has been written, the writing of the command packet is 
completed, and nlEN is cleared to zero, the host shall make a transition to the HP3: INTRQ wait state. 


HP2: Check_Status_B State: This state is entered when the host has written the command packet to 
the device, when INTRQ has been asserted, when a DRQ data block has been transferred, or from a service 
return. 


When in this state, the host shall read the device Status register. When entering this state from the HP1 or 
HP4 state, the host shall wait one PIO transfer cycle time before reading the Status register. The wait may 
be accomplished by reading the Alternate Status register and ignoring the result. 


Transition HP2:HP2: When BSY is set to one, and DRQ is cleared to zero, the host shall make a transition 
to the HP2: Check_Status_B state. 


Transition HP2:HP3: When the host is ready to transfer data or the command is complete, and nlEN is 
cleared to zero, then the host shall make a transition to the HP3: INTRQ_Wait state. 


Transition HP2:HP4: When BSY is cleared to zero and DRQ is set to one, then the host shall make a 
transition to the HP4: Transfer_Data state. 


Transition HP2:HIO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, SERV is 
cleared to zero, and the device queue is empty, then the command is completed and the host shall make a 
transition to the HIO: Host_Idle state (See Figure 41). If an error is reported, the host shall perform 
appropriate error recovery. 


Transition HP2a:HIOO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, SERV 
is cleared to zero, nlEN is cleared to zero, and the device has a queue of released commands, then the 
command is completed and the host shall make a transition to the HIOO: Command completed state (See 
Figure 42). If an error is reported, the host shall perform appropriate error recovery. 


Transition HP2a:HIO3: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, SERV 
is cleared to zero, nlEN is set to one, and the device has a queue of released commands, then the command 
is completed and the host shall make a transition to the HlIO3: Command completed state (See Figure 42). If 
an error is reported, the host shall perform appropriate error recovery. 


Transitions HP2b:HIOO: When BSY is cleared to zero, DRQ is cleared to zero, REL is set to one, SERV is 
cleared to zero, and nlEN is cleared to zero, then the host shall make a transition to the HIOO: 
INTRQ_wait_A state (See Figure 42). The bus has been released. 
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Transitions HP2b:HIO3: When BSY is cleared to zero, DRQ is cleared to zero, REL is set to one, SERV is 
cleared to zero, and nlEN is set to one, then the host shall make a transition to the HlIO3: Check_status_A 
state (See Figure 42). The bus has been released. 


Transitions HP2:HIO5: When BSY is cleared to zero, DRQ is cleared to zero, and SERV is set to one, then 
the host shall make a transition to the HIO5: Write _ SERVICE state (See Figure 42). The command is 
completed or the bus has been released, and another queued command is ready for service. If an error is 
reported, the host shall perform appropriate error recovery. 


HP3: INTRQ_Wait State: This state is entered when the command packet has been transmitted, the 
host is ready to transfer data or when the command has completed, and nIEN is cleared to zero. 


When in this state, the host shall wait for INTRQ to be asserted. 


Transition HP3:HP2: When INTRQ is asserted, the host shall make a transition to the HP2: 
Check_Status B state. 


HP4: Transfer_Data State: This state is entered when BSY is cleared to zero, DRQ is set to one, and 
C/D is cleared to zero. 


When in this state, the host shall read the byte count then read or write the device Data register to transfer 
data. If the bus has been released, the host shall read the Sector Count register to determine the Tag for the 
queued command to be executed. 


Transition HP4:HP2: When the host has read or written the device Data register and the DRQ data block 
has been transferred, then the host shall make a transition to the HP2: Check_Status_B state. 


Transition HP4:HP4: When the host has read or written the device status register and the DRQ data block 
transfer has not completed, then the host shall make a transition to the HP4: Transfer_Data state. 
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Figure 54 — Device PACKET non-data and PIO data command state diagram 


DPO: Prepare_A State: This state is entered when the device has a PACKET written to the Command 


register. 
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When in this state, device shall set BSY to one, clear DRQ to zero, and negate INTRQ within 400 ns of the 
receipt of the command and shall prepare to receive a command packet. If the command is a queued 
command, the device shall verify that the Tag is valid. 


Transition DP0:DP1: When the device is ready to receive the command packet for a command, the device 
shall make a transition to the DP1: Receive_Packet state. 


DP1: Receive_Packet State: This state is entered when the device is ready to receive the command 
packet. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, C/D is set to one, I/O is 
cleared to zero, and REL is cleared to zero. When in this state, the device Data register is written. 


Transition DP1:DP1: If the Data register is written and the entire command packet has not been received, 
then the device shall make a transition to the DP1: Receive_Packet state. 


Transition DP1:DP2: When the Data register is written and the entire command packet has been received, 
then the device shall make a transition to the DP2: Prepare_B state. 


DP2: Prepare_B State: This state is entered when the command packet has been received or from a 
Service return. 


When in this state, device shall set BSY to one, clear DRQ to zero, and negate INTRQ. Non-data transfer 
commands shall be executed while in this state. For data transfer commands, the device shall check for 
errors, determine if the data transfer is complete, and if not, prepare to transfer the next DRQ data block. 


If the command is overlapped and the release interrupt is enabled, the device shall bus release as soon as 
the command packet has been received. 


Transition DP2:DP4: When the device is ready to transfer a DRQ data block for a command and nIEN is set 
to one, then the device shall set the command Tag and byte count, set the Interrupt Pending, and make a 
transition to the DP4: Transfer_Data state. 


Transition DP2b:DP3: When the device is ready to transfer a DRQ data block for a command and nlEN is 
cleared to zero, then the device shall set the command Tag and byte count, set the Interrupt Pending, and 
make a transition to the DP3: Ready_INTRQ state. 


Transition DP2a:DP3: When the service interrupt is enabled and the device has SERVICE written to the 
Command register, then the device shall set the command Tag and byte count and make a transition to the 
DP3: Ready_INTRQ state. 


Transition DP2:DI0: When the command has completed or an error occurs that causes the command to 
abort, the device has no other command released, and nlEN is cleared to zero, then the device shall set the 
Interrupt Pending, set appropriate error bits, set C/D and I/O to one, clear BSY to zero, and make a transition 
to the DIO: Device_Idle_SI state (See Figure 43). 


Transition DP2:DI1: When the command has completed or an error occurs that causes the command to 
abort, the device has no other command released, and nlEN is set to one, then the device shall set 
appropriate error bits, set C/D and I/O to one, clear BSY to zero, and make a transition to the DI1: 
Device_Idle_S state (See Figure 43). 


Transition DP2a:DIOO: When the command has completed or an error occurs that causes the command to 
abort, the device has another command released but not ready for service, and nlEN is cleared to zero, then 
the device shall set the Interrupt Pending, set appropriate error bits, set C/D and I/O to one, clear BSY to 
zero, and make a transition to the DIOO: Device_Idle_SIR state (See Figure 44). 
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Transition DP2a:DIO1: When the command has completed or an error occurs that causes the command to 
abort, the device has another command released but not ready for service, and nlEN is set to one, then the 
device shall set appropriate error bits, set C/D and I/O to one, clear BSY to zero, and make a transition to the 
DIO1: Device_Idle_SR state (See Figure 44). 


Transition DP2a:DIO2: When the command has completed or an error occurs that causes the command to 
abort, the device has another command ready for service, and nlEN is cleared to zero, then the device shall 
set the Interrupt Pending, set appropriate error bits, set C/D and I/O to one, set SERV to one, clear BSY to 
zero, and make a transition to the DIO2: Device_Idle_SIS state (See Figure 44). 


Transition DP2a:DIO3: When the command has completed or an error occurs that causes the command to 
abort, the device has another command ready for service, and nlEN is set to one, then the device shall set 
appropriate error bits, set C/D and I/O to one, set SERV to one, clear BSY to zero, and make a transition to 
the DIO3: Device_Idle_SS state (See Figure 44). 


Transition DP2b:DIO0: When the command is released and nlEN is cleared to zero, then the device shall 
set the Interrupt Pending, set appropriate error bits, set C/D and I/O to one, set REL to one, clear BSY to 
zero, and make a transition to the DIOO: Device_Idle_SIR state (See Figure 44). 


Transition DP2b:DIO1: When the command is released and nlEN is set to one, then the device shall set 
appropriate error bits, set C/D and I/O to one, set REL to one, clear BSY to zero, and make a transition to 
the DIO1: Device_Idle_SR state (See Figure 44). 


Transition DP2b:DIO2: When the command is released, the device has another command ready for 
service, and nlEN is cleared to zero, then the device shall set the Interrupt Pending, set appropriate error 
bits, set C/D and I/O to one, set REL to one, set SERV to one, clear BSY to zero, and make a transition to 
the DIO2: Device_Idle_SIS state (See Figure 44). 


Transition DP2b:DIO3: When the command is released, the device has another command ready for 
service, and nlEN is set to one, then the device shall set appropriate error bits, set C/D and I/O to one, set 
REL to one, set SERV to one, clear BSY to zero, and make a transition to the DIO3: Device_Idle_SS state 
(See Figure 44). 


DP3: Ready_INTRQ State: This state is entered when the device is ready to transfer a DRQ data 
block and nlEN is cleared to zero. This state is entered to interrupt upon receipt of a SERVICE command 
when service interrupt is enabled. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is asserted, C/D is cleared to zero, and 
I/O is set to one for PIO data-out or cleared to zero for PIO data-in. 


Transition DP3:DP2: When the Status register is read to respond to a service interrupt, the device shall 
make a transition to the DP2: Prepare _B state. 


Transition DP3:DP4: When the Status register is read when the device is ready to transfer data, then the 
device shall clear the Interrupt Pending, negate INTRQ, and make a transition to the DP4: Data_Transfer 
state. 


DP4: Data_Transfer State: This state is entered when the device is ready to transfer a DRQ data 
block. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, C/D is cleared to zero, I/O 
is set to one for PIO data-out or cleared to zero for PIO data-in, and a data word is read/written in the Data 
register. 


Transition DP4:DP4: When the Data register is read/written and transfer of the DRQ data block has not 
completed, then the device shall make a transition to the DP4: Data_Transfer state. 
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Transition DP4:DP2: When the Data register is read/written and the transfer of the current DRQ data block 
has completed, then the device shall make a transition to the DP2: Prepare_B state. 


HPDO: Check_Status_A HPD1: Send_Packet 


PACKET command written 
— Hl|4:HPDO 


BSY=0&DRQ=1 Data register written & command 
HPDO:HPD1. ———————- packet transfer not complete 


BSY =1 |] BSY =0&DRQ=0 Pee EPS 
HPDO:HPDO HPDO:HIO —— Host_ldle 


Command packet 


: transfer complete, 
HPD2: Check_Status_B nlEN=1 


Command packet transfer 
complete, nlEN=0 


HPD1:HPD2 HPD1:HPD3 


Service return & service 
interrupt disabled 


— HIOx:HPD2 


BSY = 0 & DRQ =0 & REL=0 & SERV=0, no queue 
HPD2:HI0 ——————————————————- Hos t_ldle 


BSY =0 & DRQ=0 & REL=0 & SERV=0 & nlIEN=0, queue 
HPD2a:HIOO ——————————————-_ Command complete 


BSY =0 &DRQ=0 & REL=0 & SERV=0 & nlIEN=1, queue 
HPD2a:HlIO3. ——————————————_ Command complete 


BSY =0&DRQ=0 & REL=1 & SERV=0 & nlIEN=0 
HPD2b:HIOO —-———————————————- Buss release 
BSY=1 


BSY = 0 & DRQ =0 & REL=1 & SERV=0 & nlEN=1 
HPD2:HPD2 


HPD2b:HIO3_ ————__———————————— Bus release 


BSY =0 &DRQ=0& SERV=1 
HPD2:HIO5 ——————— Bus release or command complete 


Service return and service HPDS- INTRO walt 


interrupt enabled 
— HIOx:HPD3 


nlEN=0 and INTRQ asserted 
HPD3:HPD2 


BSY = 0 & DRQ = 1& DMARQ 
asserted & nlIEN=1 


HPD2:HPD4 


HPD4: Transfer_Data 


(All data for command 
transferred & nIEN=1) | All data for command transferred & nlEN=0 


or (DMA burst HPD4:HPD3 
terminated and all 

data for command not 
transferred) 


HPD4:HPD2 


DMARQ asserted 
HPD3:HPD4 


Figure 55 —- Host PACKET DMA command state diagram 


HPDO: Check_Status_A State: This state is entered when the host has written a PACKET command 
to the device. 
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When in this state, the host shall read the device Status register. When entering this state from the HI4 state, 
the host shall wait 400 ns before reading the Status register. 


Transition HPDO:HPDO: When BSY is set to one, the host shall make a transition to the HPDO: 
Check_Status_ A state. 


Transition HPDO:HPD1: When BSY is cleared to zero and DRQ is set to one, then the host shall make a 
transition to the HPD1: Send_Packet state. 


Transition HPDO:HIO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, and 
SERV is cleared to zero, then the command is completed and the host shall make a transition to the HIO: 
Host_lIdle state (See Figure 41). If an error is reported, the host shall perform appropriate error recovery. 


HPD1: Send_ Packet State: This state is entered when BSY is cleared to zero, DRQ is set to one. 
When in this state, the host shall write a byte of the command packet to the Data register. 


Transition HPD1:HPD1: When the Data register has been written and the writing of the command packet is 
not completed, the host shall make a transition to the HPD1: Send_Packet state. 


Transition HPD1:HPD2: When the Data register has been written, the writing of the command packet is 
completed, and nlEN is set to one, the host shall make a transition to the HPD2: Check_Status_B state. 


Transition HPD1:HPD3: When the Data register has been written, the writing of the command packet is 
completed, and nlEN is cleared to zero, the host shall make a transition to the HPD3: INTRQ wait state. 


HPD2: Check_Status_B State: This state is entered when the host has written the command packet 
to the device, when INTRQ has been asserted, when a DRQ data block has been transferred, or from a 
service return when the service interrupt is disabled. 


When in this state, the host shall read the device Status register. When entering this state from the HPD1 or 
HPD4 state, the host shall wait one PIO transfer cycle time before reading the Status register. The wait may 
be accomplished by reading the Alternate Status register and ignoring the result. 


Transition HPD2:HPD2: When BSY is set to one, and DRQ is cleared to zero, the host shall make a 
transition to the HPD2: Check_Status _B state. 


Transition HPD2:HPD4: When BSY is cleared to zero, DRQ is set to one, and DMARQ is asserted and 
nlEN=1, then the host shall make a transition to the HPD4: Transfer_Data state. The host shall have set up 
the DMA engine before this transition. 


Transition HPD2:HI0: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, SERV 
is cleared to zero, and the device queue is empty, then the command is completed and the host shall make a 
transition to the HIO: Host_Idle state (See Figure 41). If an error is reported, the host shall perform 
appropriate error recovery. 


Transition HPD2a:HIOO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, 
SERV is cleared to zero, nlEN is cleared to zero, and the device has a queue of released commands, then 
the command is completed and the host shall make a transition to the HlIO0: Command completed state 
(See Figure 42). If an error is reported, the host shall perform appropriate error recovery. 


Transition HPD2a:HIO3: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, 
SERV is cleared to zero, nlEN is set to one, and the device has a queue of released commands, then the 
command is completed and the host shall make a transition to the HlIO3: Command completed state (See 
Figure 42). If an error is reported, the host shall perform appropriate error recovery. 
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Transition HPD2b:HIOO: When BSY is cleared to zero, DRQ is cleared to zero, REL is set to one, SERV is 
cleared to zero, and nlEN is cleared to zero, then the host shall make a transition to the HIOO: 
INTRQ_wait_A state (See Figure 42). The bus has been released. 


Transition HPD2b:HIO3: When BSY is cleared to zero, DRQ is cleared to zero, REL is set to one, SERV is 
cleared to zero, and nlEN is set to one, then the host shall make a transition to the HIO3: Check_status_A 
state (See Figure 42). The bus has been released. 


Transition HPD2:HIO5: When BSY is cleared to zero, DRQ is cleared to zero, and SERV is set to one, then 
the host shall make a transition to the HIO5: Write SERVICE state (See Figure 42). The command is 
completed or the bus has been released, and another queued command is ready for service. If an error is 
reported, the host shall perform appropriate error recovery. 


HPD3: INTRQ_ Wait State: This state is entered when the command packet has been transmitted, 
when a service return is issued and the service interrupt is enabled, or when the command has completed 
and nlEN is cleared to zero. 


When in this state, the host shall wait for INTRQ to be asserted if nIEN=0 or DMARQ if nlIEN=1. 


Transition HPD3:HPD2: When INTRQ is asserted and nlIEN=0, the host shall make a transition to the 
HPD2: Check_Status _B state. 


Transition HPD3:HPD4: When DMARQ is asserted, the host shall make a transition to the HPD4: 
Transfer_Data state. 


HPD4: Transfer_Data State: This state is entered when BSY is cleared to zero, DRQ is set to one, 
and DMARQ is asserted. 


When in this state, the host shall read or write the device Data port to transfer data. If the bus has been 
released, the host shall read the Sector Count register to determine the Tag for the queued command to be 
executed. 


Transition HPD4:HPD2: The host shall make a transition to the HPD2: Check_Status_B state when 1) the 
host has transferred all data for the command and nlEN is set to one, or 2) the DMA burst has been 
terminated and all data for the command has not been transferred. 


Transition HPD4:HPD3: When all data for the request has been transferred and nlEN is cleared to zero, 
then the host shall make a transition to the HPD3: INTRQ_wait state. 
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DPD1: Receive_packet 
BSY=0, DRQ=1, INTRQ=N, 
C/D=1, /O=0, DMARQ=N 


DPDO: Prepare_A 
BSY=1, DRQ=0, INTRQ=N, 
CID=x, I[O=x, DMARQ=N 
Ready to receive command packet 
DPDO:DPD1 


Data register written & 
command packet transfer 
not complete 


DPD1:DPD1 


PACKET command written 
— xx:DPDO 


Data register written & command packet transfer complete 
DPD1:DPD2 


DPD2: Prepare_B 
BSY=1, DRQ=0, INTRQ=N, C/D=x, I/O=x, DMARQ=N Service return 
xx:DPD2 —— 


Command complete & nlIEN=1 & no queue |Command complete & nlIEN=0 & no queue 
Device_Idle_S —— DPD2:Dl1 DPD2:DI0 —————-# Device _ldle_Sl 
BSY=0, REL=0,C/D=1, I/O=1 BSY=0, REL=0, C/D=1, I/O=1, INTRQ=A 


Command complete & nlEN=0 & queue 
DPD2a:DI00 —————— Device _ldle_ SIR 
BSY=0, REL=0, C/D=1, I/O=1, INTRQ=A 


Command complete & nlEN=1 & queue 
Device_Idle SR ~——W— DPD2a:DIO1 
BSY=0, REL=0, C/D=1, I/O=1 
Command complete & nlIEN = 1 & service required | Command complete & nlEN = 0 & service required 
Device_Idle_ SS ~@———— DPD2a:DIO3 DPD2a:DIO2_ ——————- Device_Idle_SIS 
BSY=0, REL=0, SERV=1, C/D=1, I/O=1 | BSY=0, REL=0, SERV=1, C/D=1, I/O=1, INTRQ=A 


Bus release & nlEN = 0 | Bus release & nlIEN =1 
Device_Idle_SIR ~#——— DPD2b:DIOO DPD2b:DIO1 —————?  Device_Idle_SR 
BSY=0, REL=1, C/D=1, I/O=1, INTRQ=A | BSY=0, REL=1, C/D=1, I/O=1 


Bus release & nlIEN = 0 & service required |Bus release & nlEN = 1 & service required 
Device_Idle_SIS ~@——— DPD2b:DIO2 DPD2b:DIO3_ —————*_ Device_lIdle_SS 


BSY=0, REL=1, SERV=1, C/D=1, I/O=1, INTRQ=A| BSY=0, REL=1, SERV=1, C/D=1, I/O=1 
DPD3: Ready_INTRQ 


BSY=0, DRQ=1, INTRQ=A, 
C/D=0, I[O=x, DMARQ=N 


DPD4: Transfer_Data 
BSY=0, DRQ=1, INTRQ=N, 
CID=0, I[O=x, DMARQ=A 
Ready to transfer DMA | SERVICE written & service 
data interrupt enabled 
DPD2:DPD3 


DPD2:DPD4 
Set byte count & Tag 


Service status read 
DPD3:DPD2 


DMA burst terminated 
DPD4:DPD2 


| BSY_ | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
ee ae a a a a ae De ee 


Figure 56 — Device PACKET DMA command state diagram 


DPDO: Prepare_A State: This state is entered when the device has a PACKET written to the 


Command register. 


When in this state, device shall set BSY to one, clear DRQ to zero, and negate INTRQ within 400 ns of the 
receipt of the command and shall prepare to receive a command packet. If the command is a queued 


command, the device shall verify that the Tag is valid. 
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Transition DPDO:DPD1: When the device is ready to receive the command packet for a command, the 
device shall make a transition to the DPD1: Receive_Packet state. 


DPD1: Receive_Packet State: This state is entered when the device is ready to receive the command 
packet. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, C/D is set to one, I/O is 
cleared to zero, and REL is cleared to zero. When in this state, the device Data register is written. 


Transition DPD1:DPD1: If the Data register is written and the entire command packet has not been 
received, then the device shall make a transition to the DPD1: Receive_Packet state. 


Transition DPD1:DPD2: When the Data register is written and the entire command packet has been 
received, then the device shall make a transition to the DPD2: Prepare _B state. 


DPD2: Prepare_B State: This state is entered when the command packet has been received or from a 
Service return. 


When in this state, device shall set BSY to one, clear DRQ to zero, and negate INTRQ. The device shall 
check for errors, determine if the data transfer is complete, and if not, prepare to transfer the DMA data. 


If the command is overlapped and the release interrupt is enabled, the device shall bus release as soon as 
the command packet has been received. 


Transition DPD2:DPD4: When the device is ready to transfer DMA data for a command and nlEN is set to 
one, then the device shall set the command Tag and byte count, set the Interrupt Pending, and make a 
transition to the DPD4: Transfer_Data state. 


Transition DPD2:DPD3: When the service interrupt is enabled and the device has SERVICE written to the 
Command register, then the device shall set the command Tag and byte count and make a transition to the 
DPD3: Ready_INTRQ state. 


Transition DPD2:DI0: When the command has completed or an error occurs that causes the command to 
abort, the device has no other command released, and nlEN is cleared to zero, then the device shall set the 
Interrupt Pending, set appropriate error bits, set C/D and I/O to one, clear BSY to zero, and make a transition 
to the DIO: Device_Idle_SI state (See Figure 43). 


Transition DPD2:DI1: When the command has completed or an error occurs that causes the command to 
abort, the device has no other command released, and nlEN is set to one, then the device shall set 
appropriate error bits, set C/D and I/O to one, clear BSY to zero, and make a transition to the DI1: 
Device_Idle_S state (See Figure 43). 


Transition DPD2a:DIOO: When the command has completed or an error occurs that causes the command 
to abort, the device has another command released but not ready for service, and nlEN is cleared to zero, 
then the device shall set the Interrupt Pending, set appropriate error bits, set C/D and I/O to one, clear BSY 
to zero, and make a transition to the DIOO: Device_Idle_SIR state (See Figure 44). 


Transition DPD2a:DIO1: When the command has completed or an error occurs that causes the command 
to abort, the device has another command released but not ready for service, and nlEN is set to one, then 
the device shall, set appropriate error bits, set C/D and I/O to one, clear BSY to zero, and make a transition 
to the DIO1: Device_Idle_SR state (See Figure 44). 


Transition DPD2a:DIO2: When the command has completed or an error occurs that causes the command 
to abort, the device has another command ready for service, and nlEN is cleared to zero, then the device 
shall set the Interrupt Pending, set appropriate error bits, set C/D and I/O to one, set SERV to one, clear 
BSY to zero, and make a transition to the DIO2: Device_Idle_SIS state (See Figure 44). 
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Transition DPD2a:DIO3: When the command has completed or an error occurs that causes the command 
to abort, the device has another command ready for service, and nlEN is set to one, then the device shall set 
appropriate error bits, set C/D and I/O to one, set SERV to one, clear BSY to zero, and make a transition to 
the DIO3: Device_Idle_SS state (See Figure 44). 


Transition DPD2b:DIOO: When the command is released and nlEN is cleared to zero, then the device shall 
set the Interrupt Pending, set appropriate error bits, set C/D and I/O to one, set REL to one, clear BSY to 
zero, and make a transition to the DIOO: Device_Idle_SIR state (See Figure 44). 


Transition DPD2b:DIO1: When the command is released and nlEN is set to one, then the device shall, set 
appropriate error bits, set C/D and I/O to one, set REL to one, clear BSY to zero, and make a transition to 
the DIO1: Device_Idle_SR state (See Figure 44). 


Transition DPD2b:DIO2: When the is released, the device has another command ready for service, and 
nlEN is cleared to zero, then the device shall set the Interrupt Pending, set appropriate error bits, set C/D 
and I/O to one, set REL to one, set SERV to one, clear BSY to zero, and make a transition to the DIO2: 
Device_Idle_SIS state (See Figure 44). 


Transition DPD2b:DIO3: When the command is released, the device has another command ready for 
service, and nlEN is set to one, then the device shall set appropriate error bits, set C/D and I/O to one, set 
REL to one, set SERV to one, clear BSY to zero, and make a transition to the DIO3: Device_Idle_SS state 
(See Figure 44). 


DPD3: Ready_INTRQ State: This state is entered upon receipt of a SERVICE command when service 
interrupt is enabled. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is asserted, C/D is cleared to zero, and 
I/O is set to one for PIO data-out or cleared to zero for PIO data-in. 


Transition DPD3:DPD2: When the Status register is read to respond to a service interrupt, the device shall 
make a transition to the DPD2: Prepare _B state. 


DPD4: Data_Transfer State: This state is entered when the device is ready to transfer DMA data. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, C/D is cleared to zero, I/O 
is set to one for data-out or cleared to zero for data-in, DMARQ is asserted, and data is transferred as 
described in Multiword DMA timing or Ultra DMA protocol. 


Transition DPD4:DPD2: When the DMA burst is terminated, the device shall make a transition to the DPD2: 
Prepare _B state. All of the data for the command may not have been transferred. 


9.9 READ/WRITE DMA QUEUED command protocol 
This class includes: 


— READ DMA QUEUED 

— READ DMA QUEUED EXT 

— WRITE DMA QUEUED 

— WRITE DMA QUEUED EXT 

— WRITE DMA QUEUED FUA EXT 


Execution of this class of command includes the transfer of one or more blocks of data from the host to the 
device or from the device to the host using DMA transfer. All data for the command may be transferred 
without a bus release between the command receipt and the data transfer. This command may bus release 
before transferring data. The host shall initialize the DMA channel prior to transferring data. When data 
transfer is begun, all data for the request shall be transferred without a bus release. Figure 57 and the text 
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following the figure describes the host states. Figure 58 and the text following the figure describes the device 
states. 


HDMAQO: Check_Status 


DMA QUEUED command written 
— HIl4:HDMAQO 


DMA QUEUED service return 


HIOS5:HDMAQO 
HIO7:HDMAQO 


BSY = 0 & DRQ = 0 & REL=0 & SERV=0, no queue 
HDMAQO0:HIO —————————————#—-_ Host_Idle 


BSY =0 &DRQ=0 & REL=0 & SERV=0 & nlIEN=0, queue 
HDMAQ0a:HIOO ——_—_—_-#—_ Command complete 


BSY =0 & DRQ=0 & REL=0 & SERV=0 & nlIEN=1, queue 
HDMAQ0a:HIO3 ———————————-_ Command complete 


BSY =0 & DRQ =0 & REL=1 & SERV=0 & nlEN=0 
HDMAQOb:HIOO ———————————————_ Bus release 


BSY =0 & DRQ =0 & REL=1 & SERV=0 & nlEN=1 
HDMAQO0b:HIO3_ —————————————— Bus release 


BSY =0 &DRQ=0& SERV=1 
HDMAQO:HIO5 ———*™ Bus release or command complete 
BSY = 1, DMARQ=N 


HDMAQO0:HDMAQO 


HDMAQ2: INTRQ_wait 


INTRQ asserted 
<< _ HDMAQ2:HDMAQO 


BSY =0 & DRQ = 1& DMARQ asserted 
HDMAQO0:HDMAQ1 


HDMAQ!1: Transfer_Data 


(All data for command 
transferred & nlEN=1) or 
(the DMA burst is 
terminated and all data for 
command has not been 
transferred) 


HDMAQ1:HDMAQO 


All data for command transferred & nlIEN=0 
HDMAQ1:HDMAQ2 ——_?—| 


Figure 57 - Host DMA QUEUED state diagram 


HDMAQO: Check_Status State: This state is entered when the host has written a READ/WRITE 
DMA QUEUED command to the device, when all data for the command has been transferred and nlEN is 
set to one, or when all data for the command has been transferred, nlEN is cleared to zero, and INTRQ has 
been asserted. It is also entered when the SERVICE command has been written to continue execution of a 
bus released command. 


When in this state, the host shall read the device Status register. When entering this state from the HI4, 
HIO5, or HIO7 state, the host shall wait 400 ns before reading the Status register. When entering this state 
from the HDMAQ? state, the host shall wait one PIO transfer cycle time before reading the Status register. 
The wait may be accomplished by reading the Alternate Status register and ignoring the result. When 
entering this state from the DMA QUEUED service return, the host shall check the Tag for the command to 
be serviced before making a transition to transfer data. 
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Transition HDMAQ0:HDMAQO: When BSY is set to one and DMARQ is negated, the host shall make a 
transition to the HDMAQO: Check_ Status state. 


Transition HDMAQ0:HDMAQ!1: When BSY is cleared to zero, DRQ is set to one, and DMARQ is asserted, 
then the host shall set up the DMA engine and then make a transition to the HDMAQ1: Transfer_Data state. 


Transition HDMAQO0:HIO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, 
SERV is cleared to zero, and the device queue is empty, then the command is completed and the host shall 
make a transition to the HIO: Host_Idle state (See Figure 41). If an error is reported, the host shall perform 
appropriate error recovery. 


Transition HDMAQ0a:HIOO: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, 
SERV is cleared to zero, nlEN is cleared to zero, and the device has a queue of released commands, then 
the command is completed and the host shall make a transition to the HlIO0: Command completed state 
(See Figure 42). If an error is reported, the host shall perform appropriate error recovery. 


Transition HDMAQ0a:HIO3: When BSY is cleared to zero, DRQ is cleared to zero, REL is cleared to zero, 
SERV is cleared to zero, nlEN is set to one, and the device has a queue of released commands, then the 
command is completed and the host shall make a transition to the HlIO3: Command completed state (See 
Figure 42). If an error is reported, the host shall perform appropriate error recovery. 


Transition HDMAQOb:HIOO: When BSY is cleared to zero, DRQ is cleared to zero, REL is set to one, 
SERV is cleared to zero, and nlEN is cleared to zero, then the host shall make a transition to the HIOO: 
INTRQ_wait_A state (See Figure 42). The bus has been released. 


Transition HDMAQOb:HIO3: When BSY is cleared to zero, DRQ is cleared to zero, REL is set to one, 
SERV is cleared to zero, and nlEN is set to one, then the host shall make a transition to the HIO3: 
Check_status_A state (See Figure 42). The bus has been released. 


Transition HDMAQ0:HIO5: When BSY is cleared to zero, DRQ is cleared to zero, and SERV is set to one, 
then the host shall make a transition to the HIO5: Write_SERVICE state (See Figure 42). The command is 
completed or the bus has been released, and another queued command is ready for service. If an error is 
reported, the host shall perform appropriate error recovery. 


HDMAQI1: Transfer_Data State: This state is entered when BSY is cleared to zero, DRQ is set to 
one, and DMARQ is asserted. 


When in this state, the host shall read or write the device Data port to transfer data. If the bus has been 
released, the host shall read the Tag in the Sector Count register to determine the queued command to be 
executed and initialize the DMA channel. 

Transition HDMAQ1:HDMAQO: The host shall make a transition to the HDMAQO: Check_Status state when 
1) all data for the request has been transferred and nlEN is set to one, or 2) the DMA burst is terminated and 
all data for the request has not been transferred. 


Transition HDMAQ1:HDMAQz2: When all data for the request has been transferred and nlEN is cleared to 
zero, then the host shall make a transition to the HDMAQ2: INTRQ_ wait state. 


HDMAQz2: INTRQ_Wait State: This state is entered when the command has completed, and nlEN is 
cleared to zero. 


When in this state, the host shall wait for INTRQ to be asserted. 


Transition HDMAQ2:HDMAQO: When INTRQ is asserted, the host shall make a transition to the HDMAQO: 
Check_Status state. 
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DDMAQO: Prepare 
BSY=1, DRQ=0, INTRQ=N, DMARQ=N 


Service return 
xx:DDMAQO —— 


DMA QUEUED command written 
— xx:DDMAQO 
Command complete & nlEN=1 & no queue 


Device_Idle_S ~#——— DDMAQO:DI1 
BSY=0, REL=0 


Command complete & nlEN=0 & no queue 
DDMAQO0:DIO ———————_ Device_ldle_Sl 
BSY=0, REL=0, INTRQ=A 


Command complete & nlEN=1 & queue 


Device_Idle_ SR ~@——— DDMAQ0a:DIO1 
BSY=0, REL=0 


Command complete & nlEN=0 & queue 
DDMAQ0a:DIOO ————?# Device_lIdle_SIR 
BSY=0, REL=0, INTRQ=A 


Command complete & nlEN = 1 & service 
Device_Idle_SS ~#«——— DDMAQ0a:DIO3 
BSY=0, REL=0, SERV=1 
Bus release & nlEN = 0 


Device_Idle_ SIR ~@—— DDMAQOb:DIOO 
BSY=0, REL=1, INTRQ=A 


Command complete & nlEN = 0 & service required 
DDMAQ0a:DIO2 ———— Device_lIdle_SIS 
BSY=0, REL=0, SERV=1, INTRQ=A 

Bus release & nlIEN = 1 

DDMAQ0b:DIO1 ———® Device_Idle_SR 
BSY=0, REL=1 


Bus release & nlEN = 1 & service required 


DDMAQO0b:DIO3 —— Device_Idle_SS 
BSY=0, REL=1, SERV=1 


Bus release & nlEN = 0 & service required 
Device_Idle_SIS ~«—— DDMAQOb:DIO2 
BSY=0, REL=1, SERV=1, INTRQ=A 


Ready to transfer DMA data 
DDMAQO0:DDMAQ1 


DDMAQ!1: Transfer_Data 
BSY=0, DRQ=1, INTRQ=N, DMARQ=A 


DMA burst terminated 
DDMAQ1:DDMAQO 


| BSY_ | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
a a a ee a ae a a a a 


Figure 58 — Device DMA QUEUED command state diagram 


DDMAQO: Prepare State: This state is entered when the device has a READ/WRITE DMA QUEUED 
or SERVICE command written to the Command register, when the data has been transferred, or when the 
command has completed. 


When in this state, device shall set BSY to one, clear DRQ to zero, and negate INTRQ. If the command is a 
queued command, the device shall verify that the Tag is valid. If commands are queued, the Tag for the 
command to be serviced shall be placed into the Sector Count register. 


Transition DDMAQ0:DDMAQ!1: When the device is ready to transfer the data for a command, then the 
device shall make a transition to the DDMAQ1: Transfer_Data state. 


Transition DDMAQO0:DI0: When the command has completed or an error occurs that causes the command 
to abort, the device has no other command released, and nlEN is cleared to zero, then the device shall set 
the Interrupt Pending, set appropriate error bits, clear BSY to zero, assert INTRQ, and make a transition to 
the DIO: Device_Idle_SI state (See Figure 43). 
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Transition DDMAQO0:DI1: When the command has completed or an error occurs that causes the command 
to abort, the device has no other command released, and nlEN is set to one, then the device shall set 
appropriate error bits, clear BSY to zero, assert INTRQ, and make a transition to the DI1: Device_Idle_S 
state (See Figure 43). 


Transition DDMAQ0a:DIO0O: When the command has completed or an error occurs that causes the 
command to abort, the device has another command released but not ready for service, and nlEN is cleared 
to zero, then the device shall set the Interrupt Pending, set appropriate error bits, clear BSY to zero, assert 
INTRQ, and make a transition to the DIOO: Device_Idle_SIR state (See Figure 44). 


Transition DDMAQ0a:DIO1: When the command has completed or an error occurs that causes the 
command to abort, the device has another command released but not ready for service, and nlEN is set to 
one, then the device shall, set appropriate error bits, clear BSY to zero, and make a transition to the DIO1: 
Device_Idle_SR state (See Figure 44). 


Transition DDMAQ0a:DIO2: When the command has completed or an error occurs that causes the 
command to abort, the device has another command ready for service, and nlEN is cleared to zero, then the 
device shall set the Interrupt Pending, set appropriate error bits, set SERV to one, clear BSY to zero, assert 
INTRQ, and make a transition to the DIO2: Device_Idle_SIS state (See Figure 44). 


Transition DDMAQ0a:DIO3: When the command has completed or an error occurs that causes the 
command to abort, the device has another command ready for service, and nlEN is set to one, then the 
device shall set appropriate error bits, set SERV to one, clear BSY to zero, and make a transition to the 
DIO3: Device_Idle_SS state (See Figure 44). 


Transition DDMAQOb:DIOO: When the bus is released and nlEN is cleared to zero, then the device shall 
set the Interrupt Pending, set appropriate error bits, set REL to one, clear BSY to zero, assert INTRQ, and 
make a transition to the DIOO: Device_Idle_SIR state (See Figure 44). 

Transition DDMAQOb:DIO1: When the bus is released and nlEN is set to one, then the device shall, set 
appropriate error bits, set REL to one, clear BSY to zero, and make a transition to the DIO1: Device_Idle_SR 
state (See Figure 44). 

Transition DDMAQOb:DIO2: When the bus is released, the device has another command ready for service, 
and nlEN is cleared to zero, then the device shall set the Interrupt Pending, set appropriate error bits, set 
REL to one, set SERV to one, clear BSY to zero, assert INTRQ, and make a transition to the DIO2: 
Device_Idle_SIS state (See Figure 44). 

Transition DDMAQOb:DIO3: When the bus is released, the device has another command ready for service, 


and nlEN is set to one, then the device shall set appropriate error bits, set REL to one, set SERV to one, 
clear BSY to zero, and make a transition to the DIO3: Device_Idle_SS state (See Figure 44). 


DDMAQI1: Data_Transfer State: This state is entered when the device is ready to transfer DMA data. 


When in this state, BSY is cleared to zero, DRQ is set to one, INTRQ is negated, DMARQ is asserted, and 
data is transferred as described in Multiword DMA timing or Ultra DMA protocol. 


Transition DDMAQ1:DDMAQ0: When the DMA burst has been terminated, then the device shall make a 
transition to the DDMAQO: Prepare state. All of the data for the command may not have been transferred. 


9.10 EXECUTE DEVICE DIAGNOSTIC command protocol 


This class includes: 


— EXECUTE DEVICE DIAGNOSTIC 
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If the host asserts RESET- before devices have completed executing their EXECUTE DEVICE 
DIAGNOSTIC protocol, then the devices shall start executing the power-on or hardware reset protocol from 
the beginning. 


If the host sets SRST to one in the Device Control register before the devices have completed execution of 
their EXECUTE DEVICE DIAGNOSTIC protocol, then the devices shall start executing their software reset 
protocol from the beginning. 


Figure 59 and the text following the figure describe the EXECUTE DEVICE DIAGNOSTIC protocol for the 
host. Figure 60 and the text following the figure describe the EXECUTE DEVICE DIAGNOSTIC protocol for 
Device 0. Figure 61 and the text following the figure describe the EXECUTE DEVICE DIAGNOSTIC protocol 
for Device 1. 


HEDO: Wait HED2: Check_status 


EXECUTE DEVICE DIAGNOSTIC 
command written & nlIEN=1 


— HI|4:HEDO 


2 ms timeout complete 
HEDO:HED2 


BSY =0 
HED2:HIO — Host_idle 


BSY=1 
HED2:HED2 


HED1: INTRQ_ Wait 


EXECUTE DEVICE DIAGNOSTIC 
command written & nlIEN=0 


— Hl4:HED1 


INTRQ asserted 


HED1:HED2 


Figure 59 — Host EXECUTE DEVICE DIAGNOSTIC state diagram 


HEDO: Wait State: This state is entered when the host has written the EXECUTE DEVICE 
DIAGNOSTIC command to the devices and nlEN is set to one. 


The host shall remain in this state for at least 2 ms. 


Transition HEDO:HED1: When at least 2 ms has elapsed since the command was written, the host shall 
make a transition to the HED1: Check_status state. 


HED1: INTRQ_wait: This state is entered when the host has written the EXECUTE DEVICE 
DIAGNOSTIC command to the devices and nlEN is cleared to zero. 


When in this state the host shall wait for INTRQ to be asserted. 


Transition HED1:HED2: When INTRQ is asserted, the host shall make a transition to the HED2: 
Check_status state. 


HED2: Check_status State: This state is entered when at least 2 ms since the command was written 
or INTRQ has been asserted. 


When in this state, the host shall read the Status or Alternate Status register. 


Transition HED2:HED2: When BSY is set to one, the host shall make a transition to the HED1: 
Check_status state. 


Transition HED2:HIO: When BSY is cleared to zero, the host shall check the results of the command (See 
Clause 0) and make a transition to the HIO: Host_idle state (See Figure 41). 
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DOEDO: Release_bus 


EXECUTE DEVICE DIAGNOSTIC Bus released & no Device 1 
command written DOEDO:DOED3 
DIO:DOEDO Clear bit 7 
DI1:DOEDO ; : 
Bus released & Device 1 exists 
DOEDO:DOED1 
DOED1: PDIAG-_wait 
1 ms wait complete 
DOED1:DOED2 


DOED2: Sample_PDIAG- DOEDS3: Set_status 


Resample PDIAG- | PDIAG- asserted Status set & nlIEN=1 
DOED2:DOED2 DOED2a:DOED3 DOED3:DI1 —————— Device_idle_S 
Clear bit 7 BSY=0 
6 s timeout Status set & nlIEN=0 
DOED2b:DOED3 DOED3:DI0 —————  Device_idle_Sl 
Set bit7 BSY=0, INTRO=A 


| BSY | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
a a nS ie La oe 2a ee 


Figure 60 — Device 0 EXECUTE DEVICE DIAGNOSTIC state diagram 


DOEDO: Release_bus State: This state is entered when the EXECUTE DEVICE DIAGNOSTIC 
command has been written. 


When in this state, the device shall release PDIAG-, INTRQ, IORDY, DMARQ, and DD(15:0) and shall set 
BSY to one within 400 ns after entering this state. 


The device should begin performing the self-diagnostic testing. 

Transition DOEDO:DOED1: When the bus has been released, BSY set to one, and the assertion of DASP- 
by Device 1 was detected during the most recent power-on or hardware reset, then the device shall make a 
transition to the DOED1: PDIAG-_wait state. 

Transition DOEDO:DOED3: When the bus has been released, BSY set to one, and the assertion of DASP- 


by Device 1 was not detected during the most recent power-on or hardware reset, then the device shall clear 
bit 7 in the Error register and make a transition to the DOED3: Set_status state. 


DOED1: PDIAG-_wait State: This state is entered when the bus has been released, BSY set to one, 
and Device 1 exists. 


The device shall remain in this state until least 1 ms has elapsed since the command was written and shall 
clear the DEV bit in the Device register to zero within 1 ms. 


Transition DOED1:DOED2: When at least 1 ms has elapsed since the command was written, the device 
shall make a transition to the DOED2: Sample_PDIAG- state. 


DOED2: Sample_PDIAG- State: This state is entered when at least 1 ms has elapsed since the 
command was written. 
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When in this state, the device shall sample the PDIAG- signal. 


Transition DOED2:DOED3: When the sample indicates that PDIAG- is asserted, the device shall clear bit 7 
in the Error register and make a transition to the DOED3: Set_status state. 


Transition DOED2:DOED2: When the sample indicates that PDIAG- is not asserted and less than 6 s have 
elapsed since the command was written, then the device shall make a transition to the DOED2: 
Sample_PDIAG- state. 


Transition DOED2:DOED3: When the sample indicates that DASP- is not asserted and 6 s have elapsed 
since the command was written, then the device shall set bit 7 in the Error register and make a transition to 
the DOED3: Set_status state. 


DOED3: Set_status State: This state is entered when Bit 7 in the Error register has been set or 
cleared. 


When in this state, the device shall clear the DEV bit in the Device register to zero within 1 ms. The device 
shall complete the self-diagnostic testing begun in the Release bus state if not already completed. 


Results of the EXECUTE DEVICE DIAGNOSTICS self-diagnostic testing shall be placed in bits (6:0) of the 
Error register (See Clause 0). The device shall set the signature values (See Clause 0). The contents of the 
Features register is undefined. 


If the device does not implement the PACKET command feature set, the device shall clear bits 3, 2, and 0 in 
the Status register to zero. 


If the device implements the PACKET command feature set, the device shall clear bits 6, 5, 4, 3, 2, and 0 in 
the Status register to zero. The device shall return the operating modes to their specified initial conditions. 
MODE SELECT conditions shall be restored to their last saved values if saved values have been 
established. MODE SELECT conditions for which no values have been saved shall be returned to their 
default values. 


Transition DOED3:DI1: When hardware initialization and self-diagnostic testing is completed, the status has 
been set, and nlEN is set to one, then the device shall clear BSY to zero, and make a transition to the DI1: 
Device_idle_S state (See Figure 43). 


Transition DOED3:DI0: When hardware initialization and self-diagnostic testing is completed, the status has 


been set, and nlEN is cleared to zero, then the device shall clear BSY to zero, assert INTRQ, and make a 
transition to the DIO: Device_idle_SI state (See Figure 43). 
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D1EDO: Release_bus D1ED1: Negate_PDIAG- 
poles PDIAG- =R 


EXECUTE DEVICE Bus released 
DIAGNOSTIC command written D1ED0:D1ED1 


DI0:D1EDO 
DI1:D1ED0 


D1ED2: Set_status 
PDIAG- =N PDIAG- negated 
D1ED1:D1ED2 


Status set 


D1ED2:DI2, —————————_+ Device _ idle NS 
BSY=0, PDIAG-=A 


| BSY | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
a FS a Be 


Figure 61 — Device 1 EXECUTE DEVICE DIAGNOSTIC command state diagram 


D1EDO: Release_bus State: This state is entered when the EXECUTE DEVICE DIAGNOSTIC 
command is written. 


When in this state, the device shall release INTRQ, IORDY, DMARQ, and DD(15:0) within 400 ns after 
entering this state. The device shall set BSY to one within 400 ns after entering this state. 


The device should begin performing the self-diagnostic testing. 


Transition D1ED0:D1ED1: When the bus has been released and BSY set to one, then the device shall 
make a transition to the D1ED1: Negate_PDIAG- state. 


D1ED1: Negate_PDIAG- State: This state is entered when the bus has been released and BSY set to 
one. 


When in this state, the device shall negate PDIAG- and clear the DEV bit in the Device register within less 
than 1 ms of the receipt of the EXECUTE DEVICE DIAGNOSTIC command. 


Transition D1ED1:D1ED2: When PDIAG- has been negated, the device shall make a transition to the 
D1ED2: Set_status state. 


D1ED2: Set_status State: This state is entered when the device has negated PDIAG-. 


When in this state the device shall complete the hardware initialization and self-diagnostic testing begun in 
the Release bus state if not already completed. Results of the EXECUTE DEVICE DIAGNOSTICS shall be 
placed in the Error register (See Clause 0). If the device passed the self-diagnostics, the device shall assert 
PDIAG-. 


The device shall set the signature values (See Clause 0). The effect on the Features register is undefined. 


If the device does not implement the PACKET command feature set, the device shall clear bits 3, 2, and 0 in 
the Status register to zero. 


If the device implements the PACKET command feature set, the device shall clear bits 6, 5, 4, 3, 2, and O in 


the Status register to zero. The device shall return the operating modes to their specified initial conditions. 
MODE SELECT conditions shall be restored to their last saved values if saved values have been 
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established. MODE SELECT conditions for which no values have been saved shall be returned to their 
default values. 

All requirements for this state shall be completed within 5 s from the writing of the command. 

Transition D1ED2:DI2: When hardware initialization and self-diagnostic testing is completed and the status 


has been set, then the device shall clear BSY to zero, assert PDIAG- if diagnostics were passed, and make 
a transition to the DI2: Device_idle_NS state (See Figure 43). 


9.11 DEVICE RESET command protocol 
This class includes: 

— DEVICE RESET 
If the host asserts RESET- before the device has completed executing a DEVICE RESET command, then 
the device shall start executing the hardware reset protocol from the begining. If the host sets the SRST bit 
to one in the Device Control register before the device has completed executing a DEVICE RESET 
command, the device shall start executing the software reset protocol from the beginning. 
The host should not issue a DEVICE RESET command while a DEVICE RESET command is in progress. If 
the host issues a DEVICE RESET command while a DEVICE RESET command is in progress, the results 


are indeterminate. 


Figure 62 and the text following the figure describe the DEVICE RESET command protocol for the host. 
Figure 63 and the text following the figure describe the DEVICE RESET command protocol for the device. 


HDRO: Wait HDR1: Check_status 


400 ns timeout complete BSY =0 


DEVICE RESET . 
command written HDRO:HDR1 HDR1:HIO —® Host_idle 


— HI4:HDRO BSY=1 
HDR1:HDR1 


Figure 62 — Host DEVICE RESET command state diagram 


HDRO: Wait State: This state is entered when the host has written the DEVICE RESET command to the 
device. 


The host shall remain in this state for at least 400 ns. 


Transition HDRO:HDR1: When at least 400 ns has elapsed since the command was written, the host shall 
make a transition to the HDR1: Check_status state. 


HDR1: Check_status State: This state is entered when at least 400 ns has elapsed since the 
command was written. 


When in this state the host shall read the Status register. 
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Transition HDR1:HDR1: When BSY is set to one, the host shall make a transition to the HDR1: 
Check_status state. 


Transition HDR1:HI0: When BSY is cleared to zero, the host shall make a transition to the HIO: Host_idle 
state (See Figure 41). If status indicates that an error has occurred, the host shall take appropriate action. 


DDRO: Release_bus DDR1: Set_status 


DEVICE RESET Bus released Status set 

command written DDRO:DDR1 DDR1:DI1 ——® Device_idle_S 
400 DDRO BSY=0 
Seat DDRO 


| BSY | DRQ | REL | SERV | C/D | VO | INTRQ | DMARQ | PDIAG- | DASP- | 
ER (REE SS oR a FR FR a; a = 


Figure 63 — Device DEVICE RESET command state diagram 


DDRO: Release_bus State: This state is entered when the DEVICE RESET command is written. 


When in this state, the device shall release INTRQ, IORDY, DMARQ, and DD(15:0) within 400 ns after 
entering this state. The device shall set BSY to one within 400 ns after entering this state. 


Transition DDRO:DDR1: When the bus has been released and BSY set to one, the device shall make a 
transition to the DDR1: Set_status state. 


DDR1: Set_status State: This state is entered when the device has released the bus and set BSY to 
one. 


When in this state the device should stop execution of any uncompleted command. The device should end 
background activity (e.g., immediate commands, see MMC and MMC-2). 


The device should not revert to the default condition. If the device reverts to the default condition, the device 
shall report an exception condition by setting CHK to one in the Status register. MODE SELECT conditions 
shall not be altered. 


The device shall set the signature values (See Clause 0). The content of the Features register is undefined. 


The device shall clear bit 7 in the ERROR register to zero. The device shall clear bits 6, 5, 4, 3, 2, and O in 
the Status register to zero. 


Transition DDR1:DI1: When the status has been set, the device shall clear BSY to zero and make a 
transition to the DI1: Device_idle_S state (See Figure 43). 


9.12 Ultra DMA data-in commands 


9.12.1 Initiating an Ultra DMA data-in burst 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and10.2.4.1. 


a) The host shall keep DMACK- in the negated state before an Ultra DMA burst is initiated. 

b) The device shall assert DMARQ to initiate an Ultra DMA burst when DMACK- is negated. After assertion 
of DMARQ the device shall not negate DMARQ until after the first negation of DSTROBE. 

c) Steps (c), (d), and (e) may occur in any order or at the same time. The host shall assert STOP. 
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d) 
e) 


f) 


h) 


The host shall negate HDMARDY-. 

The host shall negate CSO-, CS1-, DA2, DA1, and DAO. The host shall keep CSO-, CS1-, DA2, DA1, 
and DAO negated until after negating DMACK- at the end of the burst. 

Steps (c), (d), and (e) shall have occurred at least tack before the host asserts DMACK-. The host shall 
keep DMACK- asserted until the end of an Ultra DMA burst. 

The host shall release DD(15:0) within taz after asserting DMACK-. 

The device may assert DSTROBE tyziorpy after the host has asserted DMACK-. Once the device has 
driven DSTROBE the device shall not release DSTROBE until after the host has negated DMACK- at the 
end of an Ultra DMA burst. 

The host shall negate STOP and assert HDMARDY- within teyy after asserting DMACK-. After negating 
STOP and asserting HDMARDY., the host shall not change the state of either signal until after receiving 
the first negation of DSTROBE from the device (i.e., after the first data word has been received). 

The device shall drive DD(15:0) no sooner than tzap after the host has asserted DMACK-, negated 
STOP, and asserted HDMARDY-. 

The device shall drive the first word of the data transfer onto DD(15:0). This step may occur when the 
device first drives DD(15:0) in step (j). 

To transfer the first word of data the device shall negate DSTROBE within tes after the host has negated 
STOP and asserted HDMARDY-. The device shall negate DSTROBE no sooner than tpys after driving 
the first word of data onto DD(15:0). 


9.12.2 The data-in transfer 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.2. 


a) 
b) 


c) 


d) 


The device shall drive a data word onto DD(15:0). 

The device shall generate a DSTROBE edge to latch the new word no sooner than tpvs after changing 
the state of DD(15:0). The device shall generate a DSTROBE edge no more frequently than tcyc for the 
selected Ultra DMA mode. The device shall not generate two rising or two falling DSTROBE edges more 
frequently than tz.y- for the selected Ultra DMA mode. 

The device shall not change the state of DD(15:0) until at least tpyy after generating a DSTROBE edge 
to latch the data. 

The device shall repeat steps (a), (b), and (c) until the Ultra DMA burst is paused or terminated by the 
device or host. 


9.12.3 Pausing an Ultra DMA data-in burst 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.3. 


9.12.3.1 Device pausing an Ultra DMA data-in burst 


a) 
b) 


c) 


The device shall not pause an Ultra DMA burst until at least one data word of an Ultra DMA burst has 
been transferred. 

The device shall pause an Ultra DMA burst by not generating additional DSTROBE edges. If the host is 
ready to terminate the Ultra DMA burst (See 9.12.4.2). 

The device shall resume an Ultra DMA burst by generating a DSTROBE edge. 


9.12.3.2 Host pausing an Ultra DMA data-in burst 


a) 


The host shall not pause an Ultra DMA burst until at least one data word of an Ultra DMA burst has been 
transferred. 

The host shall pause an Ultra DMA burst by negating HDMARDY-. 

The device shall stop generating DSTROBE edges within tres of the host negating HDMARDY.-. 

When operating in Ultra DMA modes 2, 1, or O the host shall be prepared to receive zero, one, or two 
additional data words after negating HDMARDY-. While operating in Ultra DMA modes 6, 5, 4, or 3 the 
host shall be prepared to receive zero, one, two, or three additional data words after negating 
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HDMARDY-. The additional data words are a result of cable round trip delay and tps timing for the 
device. 
e) The host shall resume an Ultra DMA burst by asserting HODMARDY-. 


9.12.4 Terminating an Ultra DMA data-in burst 

9.12.4.1 Device terminating an Ultra DMA data-in burst 

Burst termination is completed when the termination protocol has been executed and DMACK- negated. 
The device shall terminate an Ultra DMA burst before command completion. 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.4. 


a) The device shall initiate termination of an Ultra DMA burst by not generating additional DSTROBE 
edges. 

b) The device shall negate DMARQ no sooner than tss after generating the last DSTROBE edge. The 
device shall not assert DMARQ again until after DMACK- has been negated. 

c) The device shall release DD(15:0) no later than taz after negating DMARQ. 

d) The host shall assert STOP within t,, after the device has negated DMARQ. The host shall not negate 
STOP again until after the Ultra DMA burst is terminated. 

e) The host shall negate HDMARDY- within t,,; after the device has negated DMARQ. The host shall 
continue to negate HDMARDY- until the Ultra DMA burst is terminated. Steps (d) and (e) may occur at 
the same time. 

f) The host shall drive DD(15:0) no sooner than tzay after the device has negated DMARQ. For this step, 
the host may first drive DD(15:0) with the result of the host CRC calculation (See 9.14); 

g) If DSTROBE is negated, the device shall assert DSTROBE within t,, after the host has asserted STOP. 
No data shall be transferred during this assertion. The host shall ignore this transition on DSTROBE. 
DSTROBE shall remain asserted until the Ultra DMA burst is terminated. 

h) If the host has not placed the result of the host CRC calculation on DD(15:0) since first driving DD(15:0) 
during (f), the host shall place the result of the host CRC calculation on DD(15:0) (See 9.14). 

i) The host shall negate DMACK- no sooner than ty, after the device has asserted DSTROBE and 
negated DMARQ and the host has asserted STOP and negated HDMARDY., and no sooner than tpys 
after the host places the result of the host CRC calculation on DD(15:0). 

j) The device shall latch the host’s CRC data from DD(15:0) on the negating edge of DMACK-. 

k) The device shall compare the CRC data received from the host with the results of the device CRC 
calculation. If a miscompare error occurs during one or more Ultra DMA bursts for any one command, at 
the end of the command the device shall report the first error that occurred (See 9.14). 

1) The device shall release DSTROBE within tiorpyz after the host negates DMACK-. 

m) The host shall not negate STOP nor assert HODMARDY- until at least tac, after negating DMACK-. 

n) The host shall not assert DIOR-, CSO-, CS1-, DA2, DA1, or DAO until at least tac, after negating 
DMACK. 


9.12.4.2 Host terminating an Ultra DMA data-in burst 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.5. 


a) The host shall not initiate Ultra DMA burst termination until at least one data word of an Ultra DMA burst 
has been transferred. 

b) The host shall initiate Ultra DMA burst termination by negating HDMARDY-. The host shall continue to 
negate HDMARDY- until the Ultra DMA burst is terminated. 

c) The device shall stop generating DSTROBE edges within trrs of the host negating HDMARDY-. 

d) When operating in Ultra DMA modes 2, 1, or 0 the host shall be prepared to receive zero, one or two 
additional data words after negating HDMARDY-. While operating in Ultra DMA modes 6, 5, 4, or 3 the 
host shall be prepared to receive zero, one, two, or three additional data words after negating 
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e) 


HDMARDY.-. The additional data words are a result of cable round trip delay and tres timing for the 
device. 

The host shall assert STOP no sooner than tgp after negating HDMARDY-. The host shall not negate 
STOP again until after the Ultra DMA burst is terminated. 

The device shall negate DMARQ within t,, after the host has asserted STOP. The device shall not assert 
DMARQ again until after the Ultra DMA burst is terminated. 

If DSTROBE is negated, the device shall assert DSTROBE within t,, after the host has asserted STOP. 
No data shall be transferred during this assertion. The host shall ignore this transition on DSTROBE. 
DSTROBE shall remain asserted until the Ultra DMA burst is terminated. 

The device shall release DD(15:0) no later than t,z after negating DMARQ. 

The host shall drive DD(15:0) no sooner than tz, after the device has negated DMARQ. For this step, 
the host may first drive DD(15:0) with the result of the host CRC calculation (See 9.14). 

If the host has not placed the result of the host CRC calculation on DD(15:0) since first driving DD(15:0) 
during (9), the host shall place the result of the host CRC calculation on DD(15:0) (See 9.14). 

The host shall negate DMACK- no sooner than ty, after the device has asserted DSTROBE and 
negated DMARQ and the host has asserted STOP and negated HDMARDY.-, and no sooner than tpys 
after the host places the result of the host CRC calculation on DD(15:0). 

The device shall latch the host’s CRC data from DD(15:0) on the negating edge of DMACK-. 

The device shall compare the CRC data received from the host with the results of the device CRC 
calculation. If a miscompare error occurs during one or more Ultra DMA burst for any one command, at 
the end of the command, the device shall report the first error that occurred (See 9.14) . 

The device shall release DSTROBE within tiogpyz after the host negates DMACK-. 

The host shall neither negate STOP nor assert HDMARDY- until at least tac, after the host has negated 
DMACK-. 

The host shall not assert DIOR-, CSO-, CS1-, DA2, DA1, or DAO until at least tac. after negating 
DMACK. 


9.13 Ultra DMA data-out commands 


9.13.1 Initiating an Ultra DMA data-out burst 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.6. 


a) 
b) 
c) 
d) 
e) 


f) 


g) 


h) 


The host shall keep DMACK- in the negated state before an Ultra DMA burst is initiated. 

The device shall assert DMARQ to initiate an Ultra DMA burst when DMACK- is negated. 

Steps (c), (d), and (e) may occur in any order or at the same time. The host shall assert STOP. 

The host shall assert HSTROBE. 

The host shall negate CSO-, CS1-, DA2, DA1, and DAO. The host shall keep CSO-, CS1-, DA2, DA1, 
and DAO negated until after negating DMACK- at the end of the burst. 

Steps (c), (d), and (e) shall have occurred at least tack before the host asserts DMACK-. The host shall 
keep DMACK- asserted until the end of an Ultra DMA burst. 

The device may negate DDMARDY- tzjorpy after the host has asserted DMACK-. Once the device has 
negated DDMARDY-., the device shall not release DDMARDY- until after the host has negated DMACK- 
at the end of an Ultra DMA burst. 

The host shall negate STOP within teyy after asserting DMACK-. The host shall not assert STOP until 
after the first negation of HSTROBE. 

The device shall assert DDMARDY- within t,, after the host has negated STOP. After asserting 
DMARQ and DDMARDY- the device shall not negate either signal until after the first negation of 
HSTROBE by the host. 

The host shall drive the first word of the data transfer onto DD(15:0). This step may occur any time 
during Ultra DMA burst initiation. 

To transfer the first word of data: the host shall negate HSTROBE no sooner than ty, after the device 
has asserted DDMARDY-. The host shall negate HSTROBE no sooner than tpys after the driving the 
first word of data onto DD(15:0). 
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9.13.2 The data-out transfer 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.7. 


a) The host shall drive a data word onto DD(15:0). 

b) The host shall generate an HSTROBE edge to latch the new word no sooner than tpys after changing the 
state of DD(15:0)._ The host shall generate an HSTROBE edge no more frequently than tcyc for the 
selected Ultra DMA mode. The host shall not generate two rising or falling HSTROBE edges more 
frequently than tzy. for the selected Ultra DMA mode. 

c) The host shall not change the state of DD(15:0) until at least tpy, after generating an HSTROBE edge to 
latch the data. 

d) The host shall repeat steps (a), (b), and (c) until the Ultra DMA burst is paused or terminated by the 
device or host. 


9.13.3 Pausing an Ultra DMA data-out burst 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.8. 


9.13.3.1 Host pausing an Ultra DMA data-out burst 


a) The host shall not pause an Ultra DMA burst until at least one data word of an Ultra DMA burst has been 
transferred. 

b) The host shall pause an Ultra DMA burst by not generating an HSTROBE edge. If the host is ready to 
terminate the Ultra DMA burst (See 9.13.4.1). 

c) The host shall resume an Ultra DMA burst by generating an HSTROBE edge. 


9.13.3.2 Device pausing an Ultra DMA data-out burst 


a) The device shall not pause an Ultra DMA burst until at least one data word of an Ultra DMA burst has 
been transferred. 

b) The device shall pause an Ultra DMA burst by negating DDMARDY.-. 

c) The host shall stop generating HSTROBE edges within tres of the device negating DDMARDY.-. 

d) When operating in Ultra DMA modes 2, 1, or O the device shall be prepared to receive zero, one or two 
additional data words after negating DDMARDY-. While operating in Ultra DMA modes 6, 5, 4 or 3 the 
device shall be prepared to receive zero, one, two or three additional data words after negating 
DDMARDY.-. The additional data words are a result of cable round trip delay and tres timing for the host. 

e) The device shall resume an Ultra DMA burst by asserting DDMARDY.-. 


9.13.4 Terminating an Ultra DMA data-out burst 
9.13.4.1 Host terminating an Ultra DMA data-out burst 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.9. 


a) The host shall initiate termination of an Ultra DMA burst by not generating additional HSTROBE edges. 

b) The host shall assert STOP no sooner than tss after the last generated an HSTROBE edge. The host 
shall not negate STOP again until after the Ultra DMA burst is terminated. 

c) The device shall negate DMARQ within t,, after the host asserts STOP. The device shall not assert 
DMARQ again until after the Ultra DMA burst is terminated. 

d) The device shall negate DDMARDY- within t,, after the host has negated STOP. The device shall not 
assert DDMARDY- again until after the Ultra DMA burst termination is complete. 

e) If HSTROBE is negated, the host shall assert HSTROBE within t,, after the device has negated DMARQ. 
No data shall be transferred during this assertion. The device shall ignore this transition on HSTROBE. 
HSTROBE Shall remain asserted until the Ultra DMA burst is terminated. 

f) The host shall place the result of the host CRC calculation on DD(15:0) (See 9.14). 
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g) 


The host shall negate DMACK- no sooner than ty,, after the host has asserted HSTROBE and STOP 
and the device has negated DMARQ and DDMARDY-., and no sooner than tpys after placing the result of 
the host CRC calculation on DD(15:0). 

The device shall latch the host's CRC data from DD(15:0) on the negating edge of DMACK-. 

The device shall compare the CRC data received from the host with the results of the device CRC 
calculation. If a miscompare error occurs during one or more Ultra DMA bursts for any one command, at 
the end of the command, the device shall report the first error that occurred (See 9.14). 

The device shall release DDMARDY- within tiorpyz after the host has negated DMACK-. 

The host shall neither negate STOP nor negate HSTROBE until at least tac, after negating DMACK-. 
The host shall not assert DIOW-, CSO-, CS1-, DA2, DA1, or DAO until at least tac, after negating 
DMACK. 


9.13.4.2 Device terminating an Ultra DMA data-out burst 


Burst termination is completed when the termination protocol has been executed and DMACK- negated. 


The device shall terminate an Ultra DMA burst before command completion. 


The following steps shall occur in the order they are listed unless otherwise specified. Timing requirements 
are shown in 10.2.4 and 10.2.4.10. 


e) 


g) 


The device shall not initiate Ultra DMA burst termination until at least one data word of an Ultra DMA 
burst has been transferred. 

The device shall initiate Ultra DMA burst termination by negating DDMARDY-. 

The host shall stop generating an HSTROBE edges within trars of the device negating DDMARDY-. 
When operating in Ultra DMA modes 2, 1, or 0 the device shall be prepared to receive zero, one or two 
additional data words after negating DDMARDY-. While operating in Ultra DMA modes 6, 5, 4 or 3 the 
device shall be prepared to receive zero, one, two or three additional data words after negating 
DDMARDY.-. The additional data words are a result of cable round trip delay and tres timing for the host. 
The device shall negate DMARQ no sooner than tpp after negating DDMARDY-. The device shall not 
assert DMARQ again until after DMACK- is negated. 

The host shall assert STOP within t,, after the device has negated DMARQ. The host shall not negate 
STOP again until after the Ultra DMA burst is terminated. 

If HSTROBE is negated, the host shall assert HSTROBE within t,, after the device has negated DMARQ. 
No data shall be transferred during this assertion. The device shall ignore this transition of HSTROBE. 
HSTROBE shall remain asserted until the Ultra DMA burst is terminated. 

The host shall place the result of the host CRC calculation on DD(15:0) (See 9.14). 

The host shall negate DMACK- no sooner than ty,; after the host has asserted HSTROBE and STOP 
and the device has negated DMARQ and DDMARDY-., and no sooner than tpvs after placing the result of 
the host CRC calculation on DD(15:0). 

The device shall latch the host's CRC data from DD(15:0) on the negating edge of DMACK-. 

The device shall compare the CRC data received from the host with the results of the device CRC 
calculation. If a miscompare error occurs during one or more Ultra DMA bursts for any one command, at 
the end of the command, the device shall report the first error that occurred (See 9.14). 

The device shall release DDMARDY- within tiorpyz after the host has negated DMACK-. 

The host shall neither negate STOP nor HSTROBE until at least tack after negating DMACK-. 

The host shall not assert DIOW-, CSO-, CS1-, DA2, DA1, or DAO until at least tack after negating 
DMACK. 


9.14 Ultra DMA CRC rules 


The following is a list of rules for calculating CRC, determining if a CRC error has occurred during an Ultra 
DMA burst, and reporting any error that occurs at the end of a command. 


Both the host and the device shall have a 16-bit CRC calculation function. 

Both the host and the device shall calculate a CRC value for each Ultra DMA burst. 

The CRC function in the host and the device shall be initialized with a seed of 4ABAh at the beginning of 
an Ultra DMA burst before any data is transferred. 
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4) For each STROBE transition used for data transfer, both the host and the device shall calculate a new 
CRC value by applying the CRC polynomial to the current value of their individual CRC functions and the 
word being transferred. CRC is not calculated for the return of STROBE to the asserted state after the 
Ultra DMA burst termination request has been acknowledged. 

5) At the end of any Ultra DMA burst the host shall send the results of the host CRC calculation function to 
the device on DD(15:0) with the negation of DMACK-. 

6) The device shall then compare the CRC data from the host with the calculated value in its own CRC 
calculation function. If the two values do not match, the device shall save the error. A subsequent Ultra 
DMA burst for the same command that does not have a CRC error shall not clear an error saved froma 
previous Ultra DMA burst in the same command. If a miscompare error occurs during one or more Ultra 
DMA bursts for any one command, the device shall report the first error that occurred. If the device 
detects that a CRC error has occurred before data transfer for the command is complete, the device may 
complete the transfer and report the error or abort the command and report the error. 

7) For READ DMA, WRITE DMA, READ DMA QUEUED, or WRITE DMA QUEUED commands: When a 
CRC error is detected, the error shall be reported by setting both ICRC and ABRT (bit 7 and bit 2 in the 
Error register) to one. ICRC is defined as the Interface CRC Error bit. The host shall respond to this 
error by re-issuing the command. 

8) Fora REQUEST SENSE PACKET command (See SPC NCITS 301:1997 for definition of the REQUEST 
SENSE command): When a CRC error is detected during transmission of sense data the device shall 
complete the command and set CHK to one. The device shall report a Sense key of OBh (ABORTED 
COMMAND). The device shall preserve the original sense data that was being returned when the CRC 
error occurred. The device shall not report any additional sense data specific to the CRC error. The host 
device driver may retry the REQUEST SENSE command or may consider this an unrecoverable error 
and retry the command that caused the Check Condition. 

9) For any PACKET command except a REQUEST SENSE command: If a CRC error is detected, the 
device shall complete the command with CHK set to one. The device shall report a Sense key of O4h 
(HARDWARE ERROR). The sense data supplied via a subsequent REQUEST SENSE command shall 
report an ASC/ASCQ value of 08h/03h (LOGICAL UNIT COMMUNICATION CRC ERROR). Host drivers 
should retry the command that resulted ina HARDWARE ERROR. 

10) A host may send extra data words on the last Ulotra DMA burst of a data out command. If a device 
determines that all data has been transferred for a command, the device shall terminate the burst. A 
devide may have already received more data words that were required for the command. These extra 
words are used by both the host and the devive to calculate the CRC, but, on an Ultr DMA data-out 
burst, the extra words shall be discarded by the device. 

11) The CRC generator polynomial is: G(X) = X16 + X12 + X5 +1. Table 46 describes the equations for 16- 
bit parallel generation of the resulting polynomial (based on a word boundary). 


NOTE -— Since no bit clock is available, the recommended approach for calculating CRC is to use a word 
clock derived from the bus strobe. The combinational logic is then equivalent to shifting sixteen bits serially 
through the generator polynomial where DDO is shifted in first and DD15 is shifted in last. 


NOTE - If excessive CRC errors are encountered while operating in an Ultra mode, the host should select a 
slower Ultra mode. Caution: CRC errors are detected and reported only while operating in an Ultra mode. 
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DD(15:0) CRCIN (15:0:) CRCOUT (15:0) 
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Combinational Edge 
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Triggered 
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Device 


Figure 64 — Example Parallel CRC generator 


Table 46 — Equations for parallel generation of a CRC polynomial 


fl = DDO XOR CRCOUT15 f9 = DD8 XOR CRCOUT7 XOR f5 
f2 = DD1 XOR CRCOUT14 f10 = DD9 XOR CRCOUT6 XOR f6 
f3 = DD2 XOR CRCOUT13 f11 = DD10 XOR CRCOUT5 XOR f7 


f4 = DD3 XOR CRCOUT12 f12 = DD11 XOR CRCOUT4 XOR f1 XOR f8 
f5 = DD4 XOR CRCOUT11 XOR f1 f13 = DD12 XOR CRCOUTS3 XOR f2 XOR f9 
f6 = DD5 XOR CRCOUT10 XOR f2 f14 = DD13 XOR CRCOUT2 XOR f3 XOR f10 
f7 = DD6 XOR CRCOUTY XOR f3 f15 = DD14 XOR CRCOUT1 XOR f4 XOR f11 
f8 = DD7 XOR CRCOUTS8 XOR f4 f16 = DD15 XOR CRCOUTO XOR f5 XOR f12 


NOTES - 

1 f= feedback 

2 DD = Data to or from the bus 

3 CRCOUT = 16-bit edge triggered result (current CRC) 

4 CRCOUT(15:0) are sent on matching order bits of DD(15:0) 
5 CRCIN = Output of combinatorial logic (next CRC) 
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10 Parallel interface timing 


10.1 Deskewing 


For PIO and Multiword DMA modes all timing values shall be measured at the connector of the selected 
device. The host shall account for cable skew. 


For Ultra DMA modes unless otherwise specified, timing parameters shall be measured at the connector of 
the host or device to which the parameter applies. 


10.2 Transfer timing 

The minimum cycle time supported by the device in PIO mode 3, 4 and Multiword DMA mode 1, 2 
respectively shall always be greater than or equal to the minimum cycle time defined by the associated mode 
e.g., a device supporting PIO mode 4 timing shall not report a value less than 120 ns, the minimum cycle 
time defined for PIO mode 4 timings. 

See 3.2.8 for timing diagram conventions. 


10.2.1 Register transfers 


Figure 65 defines the relationships between the interface signals for register transfers. Peripherals reporting 
support for PIO mode 3 or 4 shall power-up in a PIO mode 0, 1, or 2. 


For PIO modes 3 and above, the minimum value of tp is specified by word 68 in the IDENTIFY DEVICE 
parameter list. Table 47 defines the minimum value that shall be placed in word 68. 


Both hosts and devices shall support IORDY when PIO mode 3 or 4 are the currently selected mode of 
operation. 
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ADDR valid l 
(See note 1) AXXX/ \XXXK 


ty te ty 2 
taj 


DIOR-/DIOW- 


WRITE 
DD (7:0) pe rs ee 


(See note 2) 


OO ee ee EE (ED: 6.0 ees 
(See note 2) 


oo 


ts te 


tez 


IORDY 
(See note 3,3-1) 


IORDY 


IORDY 
(See note 3,3-3) fs to | 


NOTES — 

1 Device address consists of signals CSO-, CS1-, and DA(2:0) 

2 Data consists of DD(7:0). 

3 The negation of IORDY by the device is used to extend the register transfer cycle. The determination 
of whether the cycle is to be extended is made by the host after t, from the assertion of DIOR- or 
DIOW-. The assertion and negation of IORDY are described in the following three cases: 

3-1 Device never negates IORDY, devices keeps IORDY released: no wait is generated. 

3-2 Device negates IORDY before t,, but causes IORDY to be asserted before ty. IORDY is 

released prior to negation and may be asserted for no more than 5 ns before release: no 
wait generated. 

3-3 Device negates IORDY before t,. IORDY is released prior to negation and may be 
asserted for no more than 5 ns before release: wait generated. The cycle completes 
after IORDY is reasserted. For cycles where a wait is generated and DIOR- is asserted, 
the device shall place read data on DD(7:0) for tap before asserting IORDY. 

4 DMACK- shall remain negated during a register transfer. 


Figure 65 — Register transfer to/from device 
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Table 47 — Register transfer to/from device 


Register transfer timing parameters Mode Mode Mode 
0 1 4 
ns ns ns 


Cycle time (min) 600 _| _383_| 330 _{ 160 | 120 | 1.4.5 


t, | Address valid to DIOR-/DIOW- (min) 
setup 


DIOR-/DIOW- enue width 8-bit___ (min) | 290 | 290 | 290 | 80 | 7o | 1 | 
| ty | DIOR-/DIOW-recoverytime (min) | - | | | 0 
| t; |DIOW-datasetup (min) | 60 S| 45 | 30 =| 30 S| 20 | 
| t, |DIOW-datahold (min) | 30 =S| 20 S| is | 10 S| 10 | 
| ts |DIOR-datasetup (min) | 50 S| 85 | 20 | 20 | 20 | 
Pt, [DIOR-datahod (ming [5 fs fs fs fs 

jtez_| DIOR: data tristate __(max) |_30_} 30 _} 30 _} 30 _} so | 21 


tp | DIOR-/DIOW- to address valid (min) 
hold 
re IORDY initially low after ta) 
oe 
ES NR Dyce ES Win —=—— | | Ss eons] Suze roe 
| tc |IORDY assertiontorelease (max) | 5 5 OT ST ST 

NOTES - 

1 ty is the minimum total cycle time, t, is the minimum DIOR-/DIOW- assertion time, and t,; is the minimum 
DIOR-/DIOW- negation time. A host implementation shall lengthen tz and/or tz; to ensure that tp is equal 
to or greater than the value reported in the devices IDENTIFY DEVICE data. A device implementation 
shall support any legal host implementation. 

2 This parameter specifies the time from the negation edge of DIOR- to the time that the data bus is released 
by the device. 

3 The delay from the activation of DIOR- or DIOW- until the state of IORDY is first sampled. If IORDY is 
inactive then the host shall wait until IORDY is active before the register transfer cycle is completed. If 
the device is not driving IORDY negated at the t, after the activation of DIOR- or DIOW-, then t; shall be 
met and trp iS not applicable. If the device is driving IORDY negated at the time t, after the activation of 
DIOR- or DIOW-, then tap shall be met and ts is not applicable. 

4 ATA/ATAPI standards prior to ATA/ATAPI-5 inadvertently specified an incorrect value for mode 2 time tp by 
utilizing the 16-bit PIO value 

5 Mode shall be selected no higher than the highest mode supported by the slowest device. 


10.2.2 PIO data transfers 


Figure 66 defines the relationships between the interface signals for PIO data transfers. Peripherals 
reporting support for PIO mode 3 or 4 shall power-up in a PIO mode 0, 1, or 2. 


For PIO modes 3 and above, the minimum value of tp is specified by word 68 in the IDENTIFY DEVICE 
parameter list. Table 48 defines the minimum value that shall be placed in word 68. 


IORDY shall be supported when PIO mode 3 or 4 are the current mode of operation. 


NOTE — Some devices implementing the PACKET Command feature set prior to ATA/ATAPI-4 power-up in 
PIO mode 3 and enable IORDY as the default. 
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ADDR valid : 
(See note 1) AXXX/ \XXXK 


ty to ts _ 


toi 


DIOR-/DIOW- 


WRITE 

BUS), iecessssssrssnce ta = = tf Se 

DD(7:0) 
(See note 2) 


READ 


Oa ee XX 
(See note 2) 


IORDY 
(See note 3,3-1) 


(See note 3,3-3) 


NOTES — 

1 Device address consists of signals CSO-, CS1-, and DA(2:0) 

2 Data consists of DD(7:0). 

3 The negation of IORDY by the device is used to extend the register transfer cycle. The determination 
of whether the cycle is to be extended is made by the host after t, from the assertion of DIOR- or 
DIOW-. The assertion and negation of IORDY are described in the following three cases: 

3-1 Device never negates IORDY, devices keeps IORDY released: no wait is generated. 

3-2 Device negates IORDY before ta, but causes IORDY to be asserted before ta. IORDY is 

released prior to negation and may be asserted for no more than 5 ns before release: no 
wait generated. 

3-3 Device negates IORDY before t,. IORDY is released prior to negation and may be 
asserted for no more than 5 ns before release: wait generated. The cycle completes 
after IORDY is reasserted. For cycles where a wait is generated and DIOR- is asserted, 
the device shall place read data on DD(7:0) for tap before asserting IORDY. 

4 DMACK- shall remain negated during a register transfer. 


Figure 66 — PIO data transfer to/from device 
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Table 48 — PIO data transfer to/from device 


PIO timing parameters Mode Mode Mode 
0 1 4 
ns ns ns 


Cycle time (min) 600 _| 363 | 240 {160 | 120 | 14 


t, | Address valid to DIOR-/DIOW- (min) 
Setup 


| t, |DIOR/DIOW- (min) | 165 | 125 =| 100 | 80 | 7O [ 1 | 
| ti | DIOR-IDIOW- recovery time (min) | - | —- | SC - | 0 
| ts |DIOW-datasetup (min) | O_O] 45 | 80 S| 80 | 
| ts | DIOW-datahold (min) | 30ST 20 | 5 | 10 | 0] 
| ts |DIOR-datasetup Ss (min) | 50S] 85 | 20 20 
Pt, [DIOR-datahod (ming [5 fs fs fs fs 

jtez_| DIOR: data tristate __(max) |_30_} 30 _} 30 _} 30 _} so | 21 


tp | DIOR-/DIOW- to address valid (min) 
hold 
re IORDY initially low after ta) 
oe 
ES NR Dyce ES Win —=—— | | Ss eons] Suze roe 
| tc |IORDY assertiontorelease (max) | 5 5 OT ST ST 

NOTES - 

1 ty is the minimum total cycle time, t, is the minimum DIOR-/DIOW- assertion time, and t,; is the minimum 
DIOR-/DIOW- negation time. A host implementation shall lengthen tz and/or tz; to ensure that tp is equal 
to or greater than the value reported in the devices IDENTIFY DEVICE data. A device implementation 
shall support any legal host implementation. 

2 This parameter specifies the time from the negation edge of DIOR- to the time that the data bus is released 
by the device. 

3 The delay from the activation of DIOR- or DIOW- until the state of IORDY is first sampled. If IORDY is 
inactive then the host shall wait until IORDY is active before the PIO cycle is completed. If the device is 
not driving IORDY negated at the t, after the activation of DIOR- or DIOW-, then t, shall be met and tpp is 
not applicable. If the device is driving IORDY negated at the time t, after the activation of DIOR- or 
DIOW-, then trp shall be met and ts is not applicable. 

4 Mode may be selected at the highest mode for the device if CS(1:0) and DA(2:0) do not change between 
read or write cycles or selected at the highest mode supported by the slowest device if CS(1:0) or 
DA(2:0) do change between read or write cycles. 
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10.2.3 Multiword DMA data transfer 
Figure 67 through Figure 70 define the timing associated with Multiword DMA transfers. 


For Multiword DMA modes 1 and above, the minimum value of to is specified by word 65 in the IDENTIFY 
DEVICE parameter list. Table 49 defines the minimum value that shall be placed in word 65. 


Devices shall power-up with mode 0 as the default Multiword DMA mode. 


Table 49 — Multiword DMA data transfer 


ns ns 


DIOR-/DIOW- asserted pulse width (min) | 215 =| 80 | 70 | seenote | 
| te |DIOR-dataaccess (max) | 150 | 0— | CT 
| te |DIOR-datahold min)’ [| TT 
zz 
a a a ee 
ee eee tet 
ee) ee eed 
50 
DIOW- negated pulse width (min) 
| tie | DIOR-toDMARQdelay (max) | 120 | 0 | HT 
| tw |DIOW-toDMARQdelay (max) { —40—<$s s| 4 | 8H 
CS(1:0) valid to DIOR-/DIOW- (min) | 50 | 80 | HT 
CS(1:0) hold (min) | 15 =| toss | tT 
DMACK- to read data released (may) [| 20] aE 
NOTE -— ty is the minimum total cycle time, tp is the minimum DIOR-/DIOW- assertion time, and tx (tke Or tkw, 
as appropriate) is the minimum DIOR-/DIOW- negation time. A host shall lengthen tp and/or t, to ensure 
that tp is equal to the value reported in the devices IDENTIFY DEVICE data. 


10.2.3.1 Initiating a Multiword DMA data burst 


The values for the timings for each of the Multiword DMA modes are contained in Table 49. 
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CS0-/CS1- XXXXN 
tw 


See note —» 


DMARQ 


See note —|  ~- 


DMACK- 
P| t tp — 
DIOR-/DIOW- 
te 
Read -seeeeereonon (XX |-KXXXX 
DD(15:0) 
to] te 


Wete | XXXEXEKXXY |“ RXKR 
, tc ty —— 


NOTE - The host shall not assert DMACK- or negate both CSO and CS1 until the assertion of 
DMARQ is detected. The maximum time from the assertion of DMARQ to the assertion of 
DMACK- or the negation of both CSO and CS1 is not defined. 


Figure 67 — Initiating a Multiword DMA data burst 
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10.2.3.2 Sustaining a Multiword DMA data burst 


The values for the timings for each of the Multiword DMA modes are contained in Table 49. 


CSO0-/CS1- 
to 
DMACK- 
tp a tk 
DIOR-/DIOW- 
| te 


Ba XKKKKKXXXX KX XXXXXXXX XX XXX 


tc te tc te 


Write XXXXXXXXX XX XXXXXXP XXX 
DD(15:0) t ; te ty 
G H 


Figure 68 - Sustaining a Multiword DMA data burst 
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10.2.3.3 Device terminating a Multiword DMA data burst 


The values for the timings for each of the Multiword DMA modes are contained in Table 49. 


CSO0-/CS1- 
ty 


to 


DMARQ 
(See note) t. 
DMACK- 
tk ty 
DIOR-/DIOW- 
a | be 
Read XXXXX_ XX XXXXXXXKXXP AK XK Xoo 
DD(15:0) 
te te 
Write 
DD(15:0) XXX XX XXXXKXXXM KX XXX 
te ty 


NOTE - To terminate the data burst, the Device shall negate DMARQ within t_ of the assertion of the 
current DIOR- or DIOW- pulse. The last data word for the burst shall then be transferred by the 
negation of the current DIOR- or DIOW- pulse. If all data for the command has not been 
transferred, the device shall reassert DMARQ again at any later time to resume the DMA operation 
as shown in figure 66. 


Figure 69 — Device terminating a Multiword DMA data burst 
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10.2.3.4 Host terminating a Multiword DMA data burst 


The values for the timings for each of the Multiword DMA modes are contained in Table 49. 


CSO0-/CS1- 

ae] tn 
|< {, 

DMARQ \XXXX 

(See note 2) 

DMACK- 

(See note 1) ee to ty 

DIOR-/DIOW- 
ie iS 
see XXXXX XX XXXXXXXKX | XX KKK XI 
toe} te 


eee XXX XK XX XXXKKX LX XOXOXO 
: tc ty 


NOTE - 

1 To terminate the transmission of a data burst, the host shall negate DMACK- within t) after a DIOR- 
or DIOW- pulse. No further DIOR- or DIOW- pulses shall be asserted for this burst. 

2 If the device is able to continue the transfer of data, the device may leave DMARQ asserted and wait 
for the host to reassert DMACK- or may negate DMARQ at any time after detecting that DMACK- 
has been negated. 


Figure 70 — Host terminating a Multiword DMA data burst 
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10.2.4 Ultra DMA data transfer 


Figure 71 through Figure 80 define the timings associated with all phases of Ultra DMA bursts. 


Table 50 contains the values for the timings for each of the Ultra DMA modes. Table 51 contains 
descriptions and comments for each of the timing values in 
Table 50. Table 52 contains timings specified for the IC alone. 


All timings are worst case across functional voltage, process, temperature, and system configuration 
variances. 


Table 50 — Ultra DMA data burst timing requirements 

Mode 1 Mode 2 Mode 3 Mode 4 Mode 5 Measurement 
(in ns) (in ns) (in ns) (in ns) (in ns) location 
fom) Sender 


es 3] Note 3 
al a Sender 
| | Recipient 
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Mode 0 
(in ns) 


2CYCTYP. 
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Host 
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Host 
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NOTES - 

1 All timing measurement switching points (low to high and high to low) shall be taken at 1.5 V. 

2 All signal transitions for a timing parameter shall be measured at the connector specified in the 
measurement location column. For example, in the case of tres, both STROBE and DMARDY- 
transitions are measured at the sender connector. 

3 The parameter tcyc shall be measured at the recipient's connector farthest from the sender. 

4 The parameter t,, shall be measured at the connector of the sender or recipient that is responding to an 
incoming transition from the recipient or sender respectively. Both the incoming signal and the outgoing 
response shall be measured at the same connector. 

5 The parameter taz shall be measured at the connector of the sender or recipient that is driving the bus but 

must release the bus the allow for a bus turnaround. 
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Table 51 — Ultra DMA data burst timing descriptions 


tocycty | Typical sustained average two cycle time 

Pp 

Cycle time allowing for asymmetry and clock variations (from STROBE edge to STROBE 
edge) 

Two cycle time allowing for clock variations (from rising edge to next rising edge or from falling 
edge to next falling edge of STROBE) 


Data setup time at recipient (from data valid until STROBE edge) (See note 2,5) 
Data hold time at recipient (from STROBE edge until data may become invalid) (See note 2,5) 


iw] 
<I 


et ft | et | tt eat | et ot + + 
9) Q |O iw] N 9) 
< IM 7) 9) “<< 
= 3 (o) 


DVS Data valid setup time at sender (from data valid until STROBE edge) (See note 3) 
tovy Data valid hold time at sender (from STROBE edge until data may become invalid) (See note 
3) 


CRC word hold time device (See note 2) 
cvs CRC word valid setup time at host (from CRC valid until DMACK- negation) (See note 3 


CRC word valid hold time at sender (from DMACK- negation until CRC may become invalid) 
(See note 3) 

tres Time from STROBE output released-to-driving until the first transition of critical timing. 

Time from data output released-to-driving until the first transition of critical timing. 


rs__| First STROBE time (for device to first negate DSTROBE from STOP during adatain burst) _| 


Envelope time (from DMACK- to STOP and HDMARDY- during data in burst initiation and from 
DMACK to STOP during data out burst initiation) 


Ready-to-final-STROBE time (no STROBE edges shall be sent this long after negation of 
DMARDY-) 


CRC word setup time at device (See note 2) 


Cc 


et it | et fit 
Cc Oo 

~ IN 
> 

in 


> 
N 


A 


tenv 
tres 


+ 


RP 
lORDYZ 
ZIORDY 
ACK 
tss Time from STROBE edge to negation of DMARQ or assertion of STOP (when sender 
terminates a burst) 


NOTES - 

1 The parameters ty, tui, (in Figure 74 and Figure 75), and t,, indicate sender-to-recipient or recipient- 
to-sender interlocks, i.e., one agent (either sender or recipient) is waiting for the other agent to 
respond with a signal before proceeding. ty, is an unlimited interlock that has no maximum time 
value. ty) iS a limited time-out that has a defined minimum. t,,; is a limited time-out that has a 
defined maximum. 

2 80-conductor cabling (See 5.3) shall be required in order to meet setup (tps, tcs) and hold (tpy, tox) 
times in modes greater than 2. 

3 Timing for toys, tpvH, tevs and tceyy shall be met for lumped capacitive loads of 15 and 40 pf at the 
connector where the Data and STROBE signals have the same capacitive load value. Due to 
reflections on the cable, these timing measurements are not valid in a normally functioning 
system. 

4 For all modes the parameter tziorpy May be greater than teny due to the fact that the host has a pull- 
up on IORDY- giving it a Known state when released. 

5 The parameters tps, and tpy for mode 5 are defined for a recipient at the end of the cable only ina 
configuration with a single device located at the end of the cable. This could result in the minimum 
values for tps and tpy for mode 5 at the middle connector being 3.0 and 3.9 ns respectively. 
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Table 52 — Ultra DMA sender and recipient IC timing requirements 
Mode 1 Mode 2 Mode 3 Mode 4 Mode 5 Mode 6 
aa na ria na ri Na aa ora ri a aan Ta 


a a OE 
[48 [| [48] [4s] [4s] [2s] [2s] | 
50.9| [33.9]  f226| fo5| eo] [52] | 
omc [90] [90[ [ool [so] Joo; Jeol |[s2| | 


Comment 


Recipient IC data setup time (from data valid until STROBE edge) (See note 2) 


DSIC 
Recipient IC data hold time (from STROBE edge until data may become invalid) (See 
note 2) 


Sender IC data valid setup time (from data valid until STROBE edge) (See note 3) 


DVSIC 
tpvuic | Sender IC data valid hold time (from STROBE edge until data may become invalid) 
(See note 3) 


NOTES - 

1 All timing measurement switching points(low to high and high to low) shall be taken at 1.5 V. 

2 The correct data value shall be captured by the recipient given input data with a slew rate of 
0.4 V/ns rising and falling and the input STROBE with a slew rate of 0.4 V/ns rising and 
falling at tposic and tpyic timing (as measured through 1.5 V). 

2 The parameters tpysic and tpyic shall be met for lumped capacitive loads of 15 and 40 pf at 
the IC where all signals have the same capacitive load value. Noise that may couple onto 
the output signals from external sources has not been included in these values. 
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10.2.4.1 Initiating an Ultra DMA data-in burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) 


STOP 
(host) 


HDMARDY- 
(host) 


DSTROBE 
(device) 


DD(15:0) 


DAO, DA1, DA2, 
CSO0-, CS1- 


NOTES - 

1 See 9.13.1 Initiating an Ultra DMA data-in burst. 

2 The definitions for the DIOW-:STOP, DIOR-:HDMARDY-:HSTROBE, and 
IORDY:DDMARDY-:DSTROBE signal lines are not in effect until DMARQ and DMACK 
are asserted. 


Figure 71 — Initiating an Ultra DMA data-in burst 
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10.2.4.2 Sustained Ultra DMA data-in burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DSTROBE 
at device 


tovs _,] 
tovsic tovsic 


DD(15:0) 
at device 


DSTROBE 
at host 


ina Peed 
DD(15:0 . Y . 4 ‘ 
oe POQDOQDX — DOOOOOXOE OOK EKY 


NOTES - 

1 See 9.13.2 The data in transfer. 

2 DD(15:0) and DSTROBE signals are shown at both the host and the device to emphasize that 
cable settling time as well as cable propagation delay shall not allow the data signals to be 
considered stable at the host until some time after they are driven by the device. 


Figure 72 — Sustained Ultra DMA data-in burst 
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10.2.4.3 Host pausing an Ultra DMA data-in burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) 


STOP 
(host) 


HDMARDY- 
(host) 


DSTROBE 
(device) 


DD(15:0) 
(device) 


XOX OOK OE OOOOEKEEEK 


NOTES — 


1 See 9.13.3.2 Host pausing an Ultra DMA data in burst. 


2 The host may assert STOP to request termination of the Ultra DMA burst no sooner than 
t,, after HDMARDY- is negated. 


3 After negating HDMARDY., the host may receive zero, one, two, or three more data words 
from the device. 


Figure 73 — Host pausing an Ultra DMA data-in burst 
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10.2.4.4 Device terminating an Ultra DMA data-in burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) 


STOP 
(host) 


HDMARDY- 
(host) 


DSTROBE 
(device) 


DD(15:0) 


DAO, DA1, DA2, 
CSO0-, CS1- 


NOTES - 

1 See 9.13.4.1 Device terminating an Ultra DMA data in burst. 

2 The definitions for the STOP, HDMARDY, and DSTROBE signal lines are no longer in effect 
after DMARQ and DMACK are negated. 


Figure 74 — Device terminating an Ultra DMA data-in burst 
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10.2.4.5 Host terminating an Ultra DMA data-in burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) 


STOP 
(host) 


HDMARDY- 
(host) 


DSTROBE 
(device) 


DAO, DA1, DA2, 
CSO0-, CS1- 


NOTES — 


1 See 9.13.4.2 Host pausing an Ultra DMA data in burst. 


2 The definitions for the STOP, HDMARDY, and DSTROBE signal lines are no longer in effect 
after DMARQ and DMACK are negated. 


Figure 75 — Host terminating an Ultra DMA data-in burst 
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10.2.4.6 Initiating an Ultra DMA data-out burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) 


STOP 
(host) 


DDMARDY- 
(device) 


HSTROBE 
(host) 


DD(15:0) N 


(host) 


DAO, DA1, DA2, 
CSO0-, CS1- 


NOTES - 

1 See 9.14.1 Initiating an Ultra DMA data out burst. 

2 The definitions for the STOP, DDMARDY, and HSTROBE signal lines are not in effect 
until DMARQ and DMACK are asserted. 


Figure 76 — Initiating an Ultra DMA data-out burst 
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10.2.4.7 Sustained Ultra DMA data-out burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


HSTROBE 
at host 


DD(15:0) 
at host 


HSTROBE 
at device 


DD(15:0) 


sidevice KOO XXOOOOCOXKH KOOKS 


NOTES — 
1 See 9.14.2 The data out transfer. 


2 DD(15:0) and HSTROBE signals are shown at both the device and the host to emphasize that 


cable settling time as well as cable propagation delay shall not allow the data signals to be 
considered stable at the device until some time after they are driven by the host. 


Figure 77 — Sustained Ultra DMA data-out burst 
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10.2.4.8 Device pausing an Ultra DMA data-out burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) 


STOP 
(host) 


DDMARDY- 
(device) 


HSTROBE 
(host) 


DD(15:0) 


(host) XOX OK OOOO OOOOOKERK 


NOTES - 

1 See 9.14.3.2 Device pausing an Ultra DMA data out burst. 

2 The device may negate DMARQ to request termination of the Ultra DMA burst no sooner 
than trp after DDMARDY- is negated. 

3 After negating DDMARDY-., the device may receive zero, one, two, or three more data 
words from the host. 


Figure 78 — Device pausing an Ultra DMA data-out burst 
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10.2.4.9 Host terminating an Ultra DMA data-out burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) SO 


DMACK- —<—_a_ ~~ 4 ——Se - 
(host) 


STOP 
(host) 


DDMARDY- 
(device) 


HSTROBE 
(host) 


DD(15:0) 
(host) 


DAO, DA1, DA2, 
CSO0-, CS1- 


NOTES - 

1 See 9.14.4.1 Host terminating an Ultra DMA data out burst. 

2 The definitions for the STOP, DDMARDY, and HSTROBE signal lines are no longer in 
effect after DMARQ and DMACK are negated. 


Figure 79 — Host terminating an Ultra DMA data-out burst 
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10.2.4.10 Device terminating an Ultra DMA data-out burst 


The values for the timings for each of the Ultra DMA modes are contained in 10.2.4. 


DMARQ 
(device) 


DMACK- 
(host) N 


<— ty tw mit— tack 


STOP 
(host) 


tlorpyz 


DDMARDY- 
(device) 


HSTROBE 
(host) 


DD(15:0 y 
fey OOO ORO 


DAO, DA1, DA2, 
CSO0-, CS1- 


NOTES - 

1 See 9.14.4.2 Device pausing an Ultra DMA data out burst. 

2 The definitions for the STOP, DDMARDY, and HSTROBE signal lines are no longer in 
effect after DMUARQ and DMACK are negated. 


Figure 80 — Device terminating an Ultra DMA data-out burst 


ANNEX A. DEVICE DETERMINATION OF CABLE TYPE (INFORMATIVE) 


A.1 Overview 


This standard requires that, for systems using a cable assembly, an 80-conductor cable assembly shall be 
installed before a system may operate with Ultra DMA modes greater than 2. However, some hosts have 
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not implemented circuitry to determine the installed cable type by detecting whether PDIAG-:CBLID- is 
connected to ground as mandated by this standard. The following describes an alternate method for using 
IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data from the device to determine the cable type. It is 
not recommended that a host use the method described in this annex. 


If a host uses IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data from the device to determine the 
cable type, then a 0.047 uf capacitor shall be installed from CBLID- to ground at the host connector. The 
tolerance on this capacitor is +/- 20% or less. After receiving an IDENTIFY DEVICE or IDENTIFY PACKET 
DEVICE command the device detects the presence or absence of the capacitor by asserting PDIAG-:CBLID- 
to discharge the capacitor, releasing PDIAG-, and sampling PDIAG-:CBLID- before the installed capacitor 
could recharge through the 10 kQ pull-up resistor(s) on PDIAG-:CBLID- at the device(s). 


If the host system has a capacitor on PDIAG-:CBLID- and a 40-conductor cable is installed, the rise time of 
the signal will be slow enough that the device will sample PDIAG-:CBLID- while the signal is still below V. 
Otherwise, if PDIAG-:CBLID- is not connected from the host connector to the devices in an 80-conductor 
cable assembly, the device will detect that the signal is pulled above Vj, through the resistor(s) on the 
device(s). The capacitor test results will then be reported to the host in the IDENTIFY DEVICE or IDENTIFY 
PACKET DEVICE data. The host will use the data to determine the maximum transfer rate of which the 
system is capable and use this information when setting the transfer rate using the SET FEATURES 
command. 
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A.2 


Sequence for device detection of installed capacitor 


The following is the sequence for a host using IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data from 
the device to determine the cable type: 


a) 


b) 


c) 
d) 


e) 


g) 


the host issues an IDENTIFY DEVICE or IDENTIFY PACKET DEVICE command (according to 
device type) first to Device 1 and then to Device O after every power-on or hardware reset sequence 
(the command is issued to Device 1 first to ensure that Device 1 releases PDIAG-:CBLID- before 
Device O is selected. Device O will be unable to distinguish a discharged capacitor if Device 1 is 
driving the line to its electrically low state. Issuing the command to Device 1 forces it to release 
PDIAG-:CBLID-); 

the selected device asserts PDIAG-:CBLID- for at least 30 us after receipt of the IDENTIFY DEVICE 
or IDENTIFY PACKET DEVICE command but before transferring data for the command; 

the device releases PDIAG-:CBLID- and samples it between two and thirteen ps after release; 

if the device detects that PDIAG-:CBLID- is below V,,, then the device returns a value of zero in bit 
13 of word 93 in its IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data (if the host system has 
a capacitor on that signal and a 40-conductor cable is installed, the rise time of the signal will be 
slow enough that it will be sampled by the device while it is still below V/,); 

if the device detects that the signal is above Vj, then the device returns a value of one in bit 13 of 
word 93 in its IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data. This signal is not connected 
between the host and the devices in an 80-conductor cable assembly, thus, the sampling device will 
see this signal pulled above V,, through the 10 kQ resistor(s) installed on the device(s); 

the host then uses its knowledge of its own capabilities and the content of word 88 and word 93 to 
determine the Ultra DMA modes of which the system is capable; 

the host then uses the SET FEATURES command to set the transfer mode. 


Host 
connector Device 0 Device 1 
Host PCB connector connector 


PDIAG-:CBLID- 
conductor 


Figure 81 - Example configuration of a system where the device detects a 40-conductor cable 
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Table 53 - Device detection of installed capacitor 


type releases PDIAG-|ID data by device cable type correct? 
| 40-conductor | Yes | | 40-conductor | Yes 


40-conductor | No | 0 | 40-conductor 
80-conductor |  =No | 0. | 40-conductor No (See note) 


NOTE — Ultra DMA modes greater than 2 will not be set even though the system supports 
them. 


Table 54 - Results of device based cable detection if the host does not have the capacitor installed 
Cable assembly Device 1 Value reported in| Device-determined| Determination 
type releases PDIAG-|ID data by device cable type correct? 
40-conductor 80-conductor No (See note 
1) 


80-conductor 80-conductor 
40-conductor [| No | OT 40-conductor 


FR 
2) 


NOTES - 
1 Ultra DMA modes greater than 2 may be set incorrectly resulting in ICRC errors. 
2 Ultra DMA modes greater than 2 will not be set even though the system supports them. 


A.3 Using the combination of methods for detecting cable type 


Determining the cable assembly type may be done either by the host sensing the condition of the PDIAG- 
:-CBLID- signal, by relying on information from the device, or a combination of both methods. Table 55 
describes the results of using both host and device cable detection methods. 


Table 55 - Results of using both host and device cable detection methods 


type Releases PDIAG-| CBLID- at host |ID data by device| cable type correct? 
| 40-conductor | Yes | | CT Tes 
| 80-conductor | Yes | 8 Ves 
| 40-conductor | No | ET Yes (See note) | 
| 80-conductor | No OT CT No (See note) _| 


NOTE - The 0,0 result is independent of cable type and indicates that Device 1 is incorrectly asserting 
PDIAG-. When the host determines this result, it shall not operate with Ultra DMA modes greater 
than 2 and it may respond in several ways: 

1 report that Device 1 is incompatible with Ultra DMA modes higher than 2 and should be used on 
a different port in order to use those modes on the port being detected; 

2 report that Device 1 is not allowing the cable type to be properly detected; 

3 do not notify the user of any problem but detect the cable as a 40-conductor. 


The Table 56 below illustrates intermediate results for all combinations of cable, device, and host, for hosts 
that support Ultra DMA modes greater than 2. 
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Table 56 - Results for all combinations of device and host cable detection methods 


Design options Intermediate actions and results | Results | 


Host uses Host Host 
ID data, i checks may set 
ID word UDMA 


93 bit 13 mode 
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ANNEX B. SIGNAL INTEGRITY AND UDMA IMPLEMENTATION GUIDE 
(INFORMATIVE) 


B.1 Introduction 


This annex is intended as an aid to the implementation of Ultra DMA in host systems, ATA controllers, and 
peripherals. Clarification of some aspects of the protocol and details not specifically stated in the normative 
sections of the standard have been included for the benefit of component, PCB, and device driver engineers. 
This annex is not intended to be comprehensive but rather informative on subjects that have caused design 
questions. Included are warnings about proper interpretation of protocol where interpretation errors seem 
possible. The information provided is relevant to implementation of all Ultra DMA modes 0 through 6, as well 
as earlier protocols. 


This annex uses the term data-out to indicate a transfer from the host to a device and data-in to indicate a 
transfer from the device to the host. 


The ATA bus is a storage interface originally designed for the ISA Bus of the IBM PC/AT™. With the advent 
of faster host systems and devices, the definition of the bus has been expanded to include new operating 
modes. Each of the PIO modes, numbered zero through four, is faster than the one before (higher numbers 
translate to faster transfer rates). PIO modes 0, 1, and 2 correspond to transfer rates for the interface as 
was originally defined with maximum transfer rates of 3.3, 5.2, and 8.3 megabytes per second (MB/s), 
respectively. PIO mode 3 defines a maximum transfer rate of 11.1 MB/s, and PIO mode 4 defines a 
maximum rate of 16.7 MB/s. Additionally, Multiword DMA and Ultra DMA modes have been defined. 
Multiword DMA mode 0, 1, and 2 have maximum transfer rates of 4.2, 13.3, and 16.7 MB/s, respectively. 
Ultra DMA modes 0, 1, 2, 3, 4, and 5 have maximum transfer rates of 16.7, 25, 33.3, 44.4, 66.7, 100 and 133 
MB/s, respectively. 


Ultra DMA features such as increased frequencies, double-edge clocking, and non-interlocked signaling 
require improved signal integrity on the bus relative to that required by PIO and Multiword DMA modes. For 
Ultra DMA modes 0, 1, and 2 this is achieved by the use of partial series termination and controlled slew 
rates. For modes 3 and above an 80-conductor cable assembly is required in addition to partial series 
termination and controlled slew rates. This cable assembly has ground lines between all signal lines on the 
bus in order to control impedance and reduce crosstalk, eliminating many of the signal integrity problems 
inherent to the 40-conductor cable assembly. However, many of the design considerations and 
measurement techniques required for the 80-conductor cable assembly are different from those used for the 
40-conductor assembly. Hosts and devices capable of Ultra DMA modes greater than 2 should be designed 
to meet all requirements for operation with both cable types. Unless otherwise stated, 40- and 80-conductor 
cables are assumed to be 18 inches long, the maximum allowed by this standard. Timing and signal 
integrity issues as discussed apply to this length cable. 


B.2 The issues 


The following describe the issues and design challenges while providing suggestions for implementation with 
respect to timing, crosstalk, ground bounce, and ringing. 


B.2.1 Timing 


Two of the features Ultra DMA introduced to the bus are double-edge clocking and non-interlocked (also 
known as source-synchronous) signaling. Double-edge clocking allows a word of data to be transferred on 
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each edge of STROBE (this is HSTROBE for an Ultra DMA data-out transfer and DSTROBE for a data-in 
transfer), resulting in doubling the data rate without increasing the fundamental frequency of signaling on the 
bus. Non-interlocked signaling means that DATA and STROBE are both generated by the sender during a 
data transfer. In addition to signal integrity issues such as clocking the same data twice due to ringing on the 
STROBE signal and delay-limited interlock timings on the bus, non-interlocked signaling makes settling time 
and skew between different signals on the bus critical for proper Ultra DMA operation. 


B.2.1.1 Cabling 


The 80-conductor cable assembly adds 40 ground lines to the cable between the 40 signal lines defined for 
the 40-conductor cable assembly. These added ground lines are connected inside each connector on the 
cable assembly to the seven ground pins defined for the 40-conductor cable assembly. These additional 
ground lines allow the return current for each signal line to follow a closer path to the outgoing current than 
was allowed by the grounding scheme in the 40-conductor cable assembly. This results in a lower 
impedance and greatly reduced crosstalk for signals on the data bus. The controlled impedance and 
reduced crosstalk of the 80-conductor cable assembly results in much improved behavior of electrical 
signals on the bus and reduces the data settling time to effectively zero regardless of switching conditions. 
Thus, the signal at the recipient is monotonic, such that the first crossing of the input threshold is considered 
final. Reducing the time allowed for data settling time (DST) from greater than 25 ns in Ultra DMA mode 2, 
to 0 ns with the 80-conductor cable assembly allows nominal cycle time to be reduced from 60 ns for mode 
2, to 15 ns for mode 6. 


B.2.1.2 Skew 


Skew is the difference in total propagation delay between two signals as they transit the bus. Propagation 
delay is the amount of time required for a single input signal at one part of the system to cause a disturbance 
to be observed at another part of the system in a system containing continuously distributed capacitance and 
inductance. Propagation delay is determined by the velocity of light within the dielectric materials containing 
the electric fields in the system. For systems with uniform properties along their length, propagation delay is 
often specified as seconds per foot or seconds per meter. 


Skew will be positive or negative depending on which signal is chosen as the reference. All skews in the 
Ultra DMA timing derivations are defined as STROBE delay minus data delay. A positive skew is a STROBE 
that is delayed more than the data. 


Skew corresponds to the reduction in setup and hold times that occurs between the sender and the 
recipient. If the bus contributes skew that exceeds the difference between the setup time produced by the 
sender and that required by the recipient, data will be stored incorrectly. The same is true for hold time. 
Skew between signals is caused by differences in the electrical characteristics of the paths followed by each 
signal. 


Ultra DMA modes higher than 4 require less skew within the physical cable system than lowermodes. In 
order to reduce the amount of skew created as signals transit the system, modes higher than 4 place a 
number of new requirements on the analog electrical aspects of system design. The primary requirement is 
that all devices and hosts supporting modes higher than 4 use 3.3 volt signaling. This eliminates the 
contribution to skew from the asymmetry of the input thresholds with the previous 5 volt V,4. A second 
requirement is that hosts use a 4.7 kQ pull-up resistor on IORDY/DSTROBE instead of the 1 kQ resistor 
used for previous modes. The pull-up shall be to the host's 3.3 V internal supply. Third, the total output 
impedance consisting of driver resistance plus series termination resistor shall match the typical cable 
impedance of 75 to 85 Q. 


Page 170 


T13/1532D Volume 2 Revision 4a 


B.2.1.3 Source-terminated bus 


The bus operates as a source-terminated bus, meaning that the only low-impedance connection to ground is 
via the source impedance of the drivers in the sender. 


Cable 


Rsource  79=100 2 TD=4 ns 


1009 


R_rec 
1MQ 


V_source 


Figure 82 - A transmission line with perfect source termination 


On a source-terminated transmission line, the initial voltage level produced at the source propagates through 
the system until it reaches the receiving end that, by definition, is an open circuit or at least has high 
impedance relative to the characteristic impedance of the transmission line. This open circuit produces a 
reflection of the original step with the same polarity and amplitude as the original step but travelling in the 
opposite direction. The reflected step adds to the first step to raise the voltage throughout the system to two 
times the original step voltage. In a perfectly terminated system (See Figure 82), R_source matches the 
cable impedance resulting in an initial step voltage on the transmission line equal to fifty percent of 
V_source, and the entire system has reached a steady state at V_source once the reflection returns to the 
source. 


The waveforms that are measured on the bus as a result of this behavior depend on the ratio of the signal 
rise time to the propagation delay of the system. If the rise time is shorter than the one-way propagation 
delay, the initial voltage step will be visible at the sender. At the recipient the incoming voltage step is 
instantaneously doubled as it reflects back to the sender and no step is observed (See Figure 83). 
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transmitter 


| | receiver —\\ 
Ov cakes cases ecu oe aca 


Figure 83 - Waveforms on a source-terminated bus with rise time less than Tprop 


If the rise time is longer than the propagation delay, the sender waveform changes, but the same behavior 
still occurs: the reflected step adds to the initial step at the sender while a delayed doubling of the initial step 
is observed at the recipient. Because the rising edges of the two steps overlap when measured at the 
sender, there is a temporary increase in slew rate instead of a step seen at the sender while the rising edge 
of the reflection adds to the edge still being generated by the sender (See Figure 84). 


transmitter 


Figure 84 - Waveforms on a source-terminated bus with rise time greater than Tprop 


In Figure 83 and Figure 84, the source impedance is perfectly matched to the cable impedance with the 
result that, after the first reflection returns to the source, there are no further reflections, and the system is at 
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a steady state. In a system that is not perfectly terminated, there are two possibilities. The first possibility is 
when the source impedance is less than the characteristic impedance of the transmission line, the initial step 
is greater than fifty percent of V4, and the system is at a voltage higher than V4, when the first reflection 
returns to the recipient (See Figure 85). In this case another reflection occurs at the source to reduce the 
system to a voltage below V,,, but closer to V,, than the initial peak. Reflections continue but are further 
reduced in amplitude each time they reflect from the termination at the source. 


8v 


Av 


pe: receiver 


-4 


Figure 85 - Waveforms on a source-terminated bus with R_source less than cable Z, 


The second possibility is when the source impedance is higher than the characteristic impedance, the initial 
step is less than fifty percent of V4, and multiple reflections back and forth on the bus will be required to 
bring the whole system up to a steady state at V,, (See Figure 86). 
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transmitter 


receiver 


Figure 86 - Waveforms on a source-terminated bus with R_source greater than cable Z) 


Note that falling edges exhibit the same transmission line behavior as rising edges. The only difference 
between the edges is that Vo4 and V,, are reversed. In actual systems output impedance and slew rate of 
the drivers are often different between rising and falling edges, resulting in different step voltages and 
waveform shapes. 


For typical implementations using 33 © series termination, the effective driving impedance of a sender’s 
component I/O viewed from the cable connector ranges from 50 to 90 ©. The component I/O is the 
combined input and/or output circuitry, bond wire, and pin on an IC that is responsible for receiving and/or 
sending data on a particular conductor within the bus. The initial voltage step produced when an edge is 
driven onto the cable will be equal to the driver's open-circuit V4 divided by the effective output impedance 
and the input impedance of the cable (typically 82 Q), or a 50 to 60 © printed circuit board trace in the case 
of hosts. This step voltage will fall in the range from 50 to 70 percent of Vy, For example, for a theoretical 
source with zero output impedance using 33 © termination driving an 82 © cable the resulting step voltage is 
not greater than 100 * ( 82 + (33 + 82 )) = 71.3 percent of V.4. Because the thresholds of an input are not 
centered with respect to the high and low voltages, the initial voltage step produced by a driver will often 
cross the recipient’s input threshold on a rising edge but not on a falling edge. However, since the signal 
received at the end of the bus is a doubled version of the initial output from the sender, it will cross the 
switching thresholds for any reasonably low output impedance. Because of this the main voltage step only 
affects skew and delay for signals received at devices that are not at the end of the cable. The greater the 
distance a device is from the device end of the cable (i.e., closer to the host), the longer the duration of the 
step observed (See Figure 87 and Figure 88). 
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receiver 


30 ns | | | 80 ns 
10.00 ns/div repetitive 


Figure 87 - Typical step voltage seen in ATA systems using an 80-conductor cable (measured at 
drive and host connectors during read 


transmitter 


— receiver 


-20 ns 30 ns 80 ns 
# Avg 16 10.0 ns/div repetitive 


Figure 88 - Typical step voltage seen in ATA systems using an 80-conductor cable (measured at host 
and drive connectors during write) 


In addition to the step produced by the initial voltage driven onto the bus and the subsequent reflection, 
smaller steps are produced each time the propagating signal encounters a change in the bus impedance. 
The major impedance changes that occur in a system are: 1) at the connections between the cable and the 
printed circuit boards (PCBs) of the hosts and devices, 2) along the traces of the PCBs as the result of 
changing layers, and 3) at the connection between a motherboard and a backplane. 


The transmission line behavior of the 80-conductor cable assembly adds skew to the received signal in two 
ways. First, impedance differences along one line versus another will result in different amounts of delay 
and attenuation on each line due to reflections on the bus. This produces a time difference between the two 
signals’ threshold crossings at the recipient. Secondly, signals received at the device that is not at the end of 
the cable may cross the threshold during the initial voltage step or after the reflection from the end of the 


Page 175 


T13/1698D Revision 0 


cable is received, depending on the supply voltage, series termination, output impedance, V,4, and PCB 
trace characteristics of the host. 


Factors other than cable characteristics also contribute to skew. Differences in the capacitive loading 
between the STROBE and DATA lines on devices attached to the bus will delay propagating signals by 
differing amounts. Differences in slew rate or output impedance between drivers when driving the 82 © load 
will result in skew being generated as the signal is sent at the sender. Differences between the input RC 
delays on STROBE and DATA lines will add skew at the recipient. 


The fundamental requirement for minimizing skew in the entire system is to make the STROBE and DATA 
lines as uniform as possible throughout the system. 


B.2.1.4 Timing measurements for the 80-conductor cable assembly 


The reflections that are present in a system make it difficult to measure skew and delays accurately. For the 
received signal at a device, the propagation delay from the device connector to the device integrated circuit 
(IC) connector pin is about 300 ps for typical device PCBs and trace lengths. The IC is the entire component 
(die and package) that contains the ATA bus interface circuitry. 


This delay introduces an error of plus or minus 300 ps in timing measurements made at the device connector 
since rising edges and falling edges will be measured before and after the step respectively. When 
comparing two signals, this results in an error in measured skew of plus or minus 600 ps due to the 
measurement position. This error is small enough relative to the total timing margin of an Ultra DMA system 
that it may be ignored in most cases. 


Since the trace length on host PCBs are often much longer than those on devices, the propagation time for a 
signal from the host connector to the host IC may be as high as 2 ns. This results in a plus or minus 2 ns 
accuracy in the measurement of a single signal and a plus or minus 4 ns accuracy for skew between two 
signals. These errors are not removed by adding or subtracting an allowance for PCB propagation delay 
depending on rising or falling edges because characteristics of the PCB and termination will affect the step 
levels and skew that occur at the component I/Os. As a result of this, accurate measurements of skew in 
signals received at the host are made either at pins of the host IC, or at points on the PCB traces as close to 
the IC pins as possible. Test pads, headers, or unconnected vias in PCB layouts may be designed allowing 
connection to DATA, STROBE, and ground for this purpose. 


It is important to note that the timing specifications for Ultra DMA in the standard are based on measuring 
signals at the interface connector. 


B.2.1.5 Simulations for the 80-conductor cable assembly 


The difficult nature of measuring skew in actual systems makes simulations a more important tool in 
determining the effect on skew of design decisions regarding component I/Os, PCB layout, cable lengths, 
and other aspects of system design. Because of the well-controlled impedance of the 80-conductor cable 
assembly, single line transmission line models provide accurate predictions of the delay through the bus 
based on a given design choice for a given set of conditions on the bus. To be certain of the system-wide 
consequences of particular design choices, a large number of simulations encompassing many different 
combinations of parameters were used to determine the timing specifications for Ultra DMA mode 5. Results 
of these simulations are also the basis of the guidelines that follow. 


Output skew is measured at the connector of the sender into capacitive loads to ground of 15 pf and 40 pf. 
An alternate loading arrangement is to measure the signal produced at the end of an 18-inch 80-conductor 
cable assembly into typical device and host loads of 20 pf or 25 pf that are held uniform across STROBE and 
DATA lines. Skew is measured at the crossing of the 1.5 volt threshold. All combinations of rising and 
falling edges on the signals involved are used when skew is measured. 
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Minimizing output skew is the best assurance of reliable signaling across the full range of cable loading and 
recipient termination conditions that will occur in systems. 


B.2.2 Crosstalk 


Although the ground-signal-ground configuration of the 80-conductor cable assembly greatly reduces 
coupling between wires on the cable, the host and device connectors generate a large amount of crosstalk 
because they still use the original ground configuration with no ground lines separating the 16 signals of the 
data bus. In addition, crosstalk between traces on the PCB may reach high levels in systems with long 
traces or with tight spacing between traces. Cumulative crosstalk plus ground bounce measured at the 
connector of the recipient in typical systems using the 80-conductor cable ranges from 400 mV to 1 V peak, 
in short pulses with a frequency content equivalent to the frequency content of the edge rates of the drivers 
being used. Although this level of total crosstalk may seem like a hazard to reliable signaling, crosstalk 
exceeding 800 mV detected at the recipient does not affect the setup or hold times when it occurs during the 
interval when other signals are switching (See Figure 89). This figure was generated using the first falling 
STROBE edge for a trigger and showing a middle data signal staying low while all other lines switch high to 
low. With infinite persistence, the pattern was then changed to all lines switching low to high for the same 
STROBE edge. The crosstalk that occurs on the line staying low while all others switch high to low is in 
excess of 800 mV but has more hold and setup time margin than data lines that are switching and therefore 
it does not reduce setup or hold time margin. 


108 ns 118 ns 128 ns 


2.0 ns/div realtime 
Y2 800 mV X2 119 ns 
Y1 1.5V X1 117 ns 
delta Y -700 mV delta X 1.8 ns 
i/delta X 555.556 MHz 


Figure 89 - Positive crosstalk pulse during a falling edge (does not affect data setup or hold time) 


A larger signal integrity hazard exists when crosstalk extends into the middle of the cycle when data could be 
clocked. This may result from a high level of reverse crosstalk detected at the recipient as the reflected 
signal propagates from the recipient input back to the sender output in the switching lines. 
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-21 ns 29 ns 79 ns 


10 ns/div realtime 
Y2 552.125 mV X2 42.2 ns 
Y1 504.8 mV X1 21.2 ns 
delta Y 47.3250 mV delta X 21.0 ns 
i/delta X 47.6190 MHz 


Figure 90 - Reverse crosstalk waveform from reflected edge 


Reducing a system’s creation of and susceptibility to forward and reverse crosstalk requires an 
understanding of how crosstalk is generated and propagates through the system. Crosstalk results from 
coupling between signals in the form of either a capacitance from one signal conductor to another or 
inductors in the path of each signal with overlapping magnetic fields. The capacitive and inductive coupling 
are easiest to understand if treated as separate effects. 


B.2.2.1 Capacitive coupling 


Capacitive coupling in its simplest form consists of a capacitor connecting together two transmission lines 
somewhere along their length. When a change in voltage occurs on one line (called the aggressor line), a 
pulse on the non-switching signal (called the victim line) is produced with a peak amplitude proportional to 
the rate of change of voltage (dV/dt) on the aggressor line. The pulse on the victim line propagates both 
forward and backward from the point of coupling and has the same sign in both directions. Forward and 
backward are defined relative to the direction that the aggressor signal was propagating. Forward means 
that the propagation is in the same direction as the aggressor signal. Backward means that propagation is in 
the opposite the direction of the aggressor signal. Figure 91 is a schematic of a model for capacitive 
coupling. Figure 92 shows waveforms resulting from capacitive coupling at the sender and recipient 
component I/Os of the aggressor and victim lines. 
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T1 72 Aggressor_rec 


Aggressor_src = & = = 
ZO=100 Q TD=5 ns ZO=1002 TD=5ns 4999 


100 Q 


T3 
Z0=100 Q TD=5 ns 


100 Q 


Figure 91 - Model of capacitive coupling 


14 Victim_rec 


Victim_src Z0=100 2 TD=5ns 499Q 


1.5V 
-O5V 
Aggressor at receiver 
200 mV 
-200 mV 
Victim at source 
200 mV 
I 
I 
I 
I 
-200mV | 
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Victim at receiver Time 


Figure 92 - Waveforms resulting from capacitive coupling (at transmitter and receiver of aggressor 
and victim lines) 
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B.2.2.2 Inductive coupling 


In the following, inductive coupling is modeled as an inductor in series with each signal, with some coupling 
factor K representing the extent to which the inductors’ magnetic fields overlap. In effect these two inductors 
constitute a transformer, creating a stepped-down version of the aggressor signal on the victim line. The 
amplitude of the signal produced on the victim line is proportional to the rate of change in current (di/dt) on 
the aggressor line. Since the impedance of a transmission line is resistive, for points in the middle of a 
transmission line di/dt will be proportional to dV/dt. Because the crosstalk signal produced across the 
inductance in the victim line is in series with the transmission line, it has a different sign at each end of the 
inductor. Because the current in an inductor always opposes the magnetic field that produced it, the polarity 
of the crosstalk signal is reversed from the polarity of the di/dt on the aggressor line that produced it. Asa 
result of these two facts, inductive crosstalk creates a pulse of forward crosstalk with polarity opposite to the 
edge on the aggressor, and a pulse of reverse crosstalk with the same polarity as the aggressor edge. 
Figure 93 is a schematic of a model for inductive coupling. Figure 94 shows waveforms resulting from 
inductive coupling at the sender and recipient component I/Os of the aggressor and victim lines. 


T2 
Aggressor_rec 
Aggressor_si€ — 59- hee TD=5 ns Z0=100 Q TD=5 ns ss 


MUTUAL COUPLING=1 


Victim_rec 
MACH SS - 0= re TD=5 ns Z0=100 TD=5ns 499 Q 


Figure 93 - Model of inductive coupling 


Note that the box in Figure 93, Figure 95, and Figure 99 between L1, L2 and K2 is a PSPICE element 
representing the inductive coupling between L1 and L2 having the coupling value listed in the figure. 
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Victim at receiver 
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Figure 94 - Waveforms resulting from inductive coupling (at transmitter and receiver of aggressor 
and victim lines) 


B.2.2.3 Mixed capacitive and inductive coupling 


Most occurrences of electromagnetic coupling involve both capacitive and inductive coupling. In this case 
the forward and reverse crosstalk contributions of the capacitance and inductance add together. Because 
the forward inductive crosstalk and the forward capacitive crosstalk have opposite signs, they tend to cancel, 
while the reverse crosstalk from both effects have the same sign and add together. Depending on the ratio 
of inductive to capacitive coupling, the forward crosstalk may sum to zero when both effects are added 
together. Figure 95 is a schematic of a model for mixed capacitive and inductive coupling. Figure 96 shows 
waveforms resulting from mixed capacitive and inductive coupling at the sender and recipient component 
I/Os of the aggressor and victim lines. 
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T1 T2 A 
ggressor_rec 
Peet Z0=100 Q TD=5 ns Z0=1002 TD=5ns 109 g 
V_source 
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Victim_src ictim_rec 
100 Q ZO0=100 © TD=5 ns Z0=100 2 TD=5ns ji99Q 


Victim at source 


Figure 96 - Waveforms resulting from mixed capacitive and inductive coupling (at transmitter and 
receiver of aggressor and victim lines) 
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B.2.2.4 Crosstalk from distributed coupling 


When transmission lines are placed parallel with and in close proximity to each other, as is the case for PCB 
traces, wires in a ribbon cable, etc., the coupling that occurs is continuous along the length of the 
transmission lines. To find the crosstalk waveforms at the source and recipient, divide the transmission lines 
into segments and treat each segment as an instance of capacitive and inductive coupling. Each segment 
produces forward and reverse crosstalk as the aggressor edge goes by. Sum the contributions from each of 
these segments, delaying their arrival at the ends according to the segment’s position along the transmission 
line. This procedure shows that the forward crosstalk contributions all add together and arrive simultaneously 
with the aggressor edge, while the reverse crosstalk is spread out along the length of the transmission line 
and produces a long flat pulse travelling back toward the source. Figure 97 shows a schematic model for a 
transmission line with three coupled conductors, connected as two signal wires and a ground return. The 
waveform at the source end of the victim line in Figure 98 shows that the reverse crosstalk pulse begins 
when the edge is driven onto the aggressor line and continues to be observed at the source until one system 
delay after the end of the edge is terminated at the recipient on the aggressor line. The waveform at the 
victim recipient's component I/O shows that the forward crosstalk arrives simultaneously with the edge on 
the aggressor line, or even slightly before, because the energy in the crosstalk pulse has been subtracted 
from the edge on the aggressor, reducing its rise time at the recipient. 


Aggressor_src Aggressor_rec 
100 © 100 


Victim_src Victim_rec 
1009 100 


Figure 97 - Model of distributed coupling 
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Victim at source 


Figure 98 - Waveforms resulting from distributed coupling (at transmitter and receiver of aggressor 


and victim lines) 


The above simulation results shown in Figure 92, Figure 94, Figure 95, and Figure 97 are simplified by the 
assumption that all transmission lines are perfectly terminated at both ends. In actual systems only the 
sender end of the bus has a low-impedance termination to ground, and this termination is seldom perfect. 
The consequences of this help to explain some characteristics of crosstalk in a system: 


1) 


2) 


3) 


Crosstalk is produced by both the initial and reflected edges on the aggressor lines. Forward 
crosstalk produced by the initial edge as it propagates from the sender to the recipient arrives at the 
same time as the edge that produced it. The edge on the aggressor signals reflects from the high 
impedance at the recipient input (or at the end of the cable) and returns back to the sender. 
Reverse crosstalk produced as this reflected edge propagates back to the sender is observed on the 
victim line at the recipient. 

If reverse crosstalk from the initial edge is not perfectly terminated at the sender’s component I/O it 
will be reflected (with reduced amplitude) back towards the recipient. The quality of the sender’s 
component I/O termination depends on the instantaneous output impedance of drivers as they are 
switching, as well as the on resistance of the drivers in the high or low state once they have 
completed switching. Since the source impedance is made up of the driver output impedance in 
series with the termination resistors, the most accurate source termination is achieved by using 
drivers with low output impedance combined with high value series resistors, creating a total output 
impedance near 75 Q. 

Crosstalk is observed with doubled amplitude at the high-impedance endpoint of the system (at the 
host input during read operations and at the device end of the cable during write operations) due to 
the reflection. Since crosstalk occurs as a pulse rather than a step, the initial and reflected portions 


Page 184 


T13/1532D Volume 2 Revision 4a 


of the pulse only sum at the endpoint while the pulse is reflecting, and not at other points along the 
bus. 

4) Series termination resistors at the receiving end of the bus serve to attenuate the amplitude of 
crosstalk observed at the receiving component I/Os. Because the component I/O impedance is 
predominantly capacitive, its impedance decreases at high frequencies. At the frequency where the 
impedance of the component I/O equals the impedance of the series termination resistor, the 
crosstalk pulse amplitude observed at the IC input will be about half of the amplitude measured at 
the connector. The formula for determining this frequency is F = 1/ (2 * 7 * R * C) where F is the 
frequency, R is the value of the series termination resistor, and C is the input capacitance of the 
recipient's component I/O. So when crosstalk levels are high enough to be a serious concern, the 
best place to make measurements of the crosstalk is at the component I/O or on the IC side of the 
termination resistor. In design of systems, this filtering effect is used to reduce a system’s 
susceptibility to crosstalk by increasing the value of series termination resistors and placing them 
close to the connector to maximize the amount of capacitance on the IC side of the resistor. 


In systems using the 80-conductor cable the largest contributors to crosstalk are the connector at the 
sender, and the PCB traces in systems with long traces or a large amount of coupling between traces. The 
connector at the receiving end of the system generates less crosstalk than the one at the sending end 
because the net current flow through the aggressor lines is less at the receiving end. This is because the 
load on the IC side of the recipient's connector is the PCB trace and a small capacitance inside the 
component I/O; only enough current flows through the connector to charge this total capacitance. At the 
sending end of the system, the instantaneous value of current through the connector is determined by the 
input impedance of the cable, and this amount of current flows for a length of time sufficient to charge the 
entire system including the cable and all attached devices up to the sender’s Voy. 


Crosstalk in the connectors is almost entirely inductive. It is produced in both directions from the connector 
but not necessarily in equal amplitudes. The highest amplitude crosstalk is generated by many switching 
lines coupling into a small number of victim lines. This lowers the effective source impedance of the 
crosstalk, making it approximate a voltage source. This voltage source is in series with the transmission line 
impedance on each side of the connector on the victim line. As a result, the crosstalk voltage is divided 
between the two directions proportional to the impedance seen in each direction. Figure 99 shows the 
schematic of a model that demonstrates this. The PCB and cable on the victim line have been replaced with 
resistors to simplify the resulting waveforms. Figure 100 shows the current through the inductor on the 
aggressor line and the crosstalk voltage produced on the victim line into the resistors representing the PCB 
and cable impedance. The waveforms indicate that the crosstalk voltage divides in the expected ratio. In 
this example the PCB receives (50 / (82 + 50)) * 100% = 37.9% of the total voltage across the inductor, while 
the cable receives the remaining 62.1%. In an actual system, the crosstalk at the source is terminated by 
the driver impedance. The crosstalk measured at the recipient's component I/O on the victim line is double 
the value of the crosstalk pulse initially produced into the cable impedance. 
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Figure 99 - Model of voltage divider for connector crosstalk formed by PCB and cable 
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Figure 100 - Waveforms showing connector crosstalk dividing between PCB and cable 
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For each edge on the bus four crosstalk pulses are created on non-switching victim lines due to the 
combined crosstalk in the PCB, connector, and cable: 


1) Forward crosstalk from the initial edge has the same sign as the edge and is seen at the recipient as 
a pulse that arrives with the edge. The amplitude of the pulse is doubled at the recipient's 
component I/O, however because it occurs during the interval when the data is changing it may 
decrease the signal’s setup or hold time but it presents a minor risk to data integrity overall. 

2) Reverse crosstalk from the initial edge travels back towards the driver as a flat pulse with a width 
equal to the transition time of the driver. Based on the degree of mismatch between the driver’s 
output impedance and the cable impedance, this pulse may be reflected back towards the recipient 
with reduced amplitude. Because it continues to arrive at the recipient well after the driver has 
completed switching, it creates a risk of incorrect data at the recipient in the middle of the cycle. 
However, this edge will seldom create a high enough amplitude at the recipient to cause a problem. 

3) Forward crosstalk from the reflected edge arrives back at the driver simultaneously with the reflected 
edge on the aggressor lines. Depending on the impedance mismatch at the source, the edge will be 
reflected back towards the recipient with reduced amplitude and arrives in the middle of the cycle, 
however this edge will seldom create a high enough amplitude at the recipient to cause problems. 

4) Reverse crosstalk from the reflected edge on the aggressor lines will be created travelling back 
toward the recipient and arrives there in the middle of the cycle. In host systems where the 
termination resistors are not placed next to the connector a larger portion of the crosstalk created in 
the connector will be reverse crosstalk on the cable side because of the divider formed by the 50 to 
60 © PCB and the 82 © cable impedance. The pulse will be seen with doubled amplitude by the 
device at the end of the cable and presents a serious hazard to data integrity if its amplitude at the 
recipient's component I/O exceeds 800 mV. 


B.2.2.5 Measuring crosstalk in a system 


To measure the total crosstalk in a system set up a data pattern in which one line in the middle of the data 
bus is held low while all other lines are asserted simultaneously. Measure the low line at the recipient 
connector or component I/O. This measurement includes ground bounce at the sender IC discussed in 
Clause B.2.3 as well as the contributions to crosstalk of the PCBs, connectors, and cables. Determining the 
exact sources of the different features of the crosstalk measured by this technique is difficult. An effective 
method to isolate the crosstalk produced into a victim line in a given portion of the system is to sever the line 
before and after the feature being tested. Terminate the isolated segment to ground at the breaks with 
resistors equivalent to the transmission line impedance that is normally seen at those points. Measuring the 
crosstalk voltage across the termination resistors will indicate the raw quantity of crosstalk into the victim line 
produced by that portion of the system, independent of reflections due to impedance mismatches and 
attenuation due to capacitance along the bus. Adjusting for impedance mismatches and delays will allow the 
crosstalk from that portion to be identified in the total crosstalk of the system, and adjusting the impedance 
changes through the system may allow the impact of that crosstalk to be minimized. 


B.2.2.6 System design considerations to minimize crosstalk 
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Because all crosstalk throughout the system is proportional to edge rate, a major factor in controlling 
crosstalk is controlling the output slew rate of the drivers. Another major factor is the impedance match of 
sources to the cable including the value and placement of termination resistors. Source impedance 
matching is important to prevent reverse crosstalk from reflecting off the source and out to the recipient. 
Drivers, PCB layout, and termination resistors are selected to provide a good source termination for crosstalk 
and the reflected signal edge. Ideal termination at each connector is when the impedance seen looking back 
toward the source matches the cable impedance in the forward direction. For devices, this means that the 
sum of driver output impedance and termination resistance match the cable impedance (typically 80 to 85 
Q), minus five to ten percent to allow for attenuation due to the capacitive loading of other devices on the 
cable. Because the PCB traces on a device are short, they have little effect on the device’s output 
impedance. 


Due to other design constraints, many hosts PCB traces are so long that, for high-frequency crosstalk, the 
impedance at the host connector is determined by the PCB trace impedance and termination resistors (if 
they are located at the connector), rather than by the driver’s output impedance. Because of this, there are 
two options for hosts with longer traces to ensure an ideal source termination: 


1) Place the termination resistors near the sender’s component I/O and use a PCB trace impedance 
that matches the source impedance of the sender’s component I/O plus termination resistor. This 
ideal impedance is slightly less than the cable impedance. In this case, trace impedance of 70 to 75 
Q with a large enough trace spacing to keep crosstalk (especially reverse crosstalk) between PCB 
traces to a minimum is ideal. 

2) Place the termination resistors near the connector and select PCB trace impedance and termination 
resistance to sum to the cable impedance or slightly less. In this case, matching the sender’s 
component I/O source impedance to the PCB trace impedance rather than the cable impedance is 
ideal, since that is the load that is driven. 


Option 2 is desirable for backward compatibility with older systems using the 40-conductor cable because 
placing the resistor near the connector helps to damp the ringing that occurs with that cable. In addition, 50 
to 60 © traces are easier to implement and produce less crosstalk than higher impedance traces making the 
second option a better choice in most cases. 


In either case, matching the total output impedance to the cable impedance under all conditions of steady- 
state or switching is the best solution. 


B.2.3 Ground/Power Bounce 


Supply bounce is a form of crosstalk that results from changes in current through power and ground pins of 
IC packages. For single-ended drivers, the return current for all signals flows through the power and ground 
leads, with the result that any voltage drop across these pins is imposed on all signals equally. Voltage 
drops across these pins occur due to both resistance and inductance whenever there is a net current flow 
into or out of the signal pins of the IC, though inductance has the greatest effect. In terms of the voltage 
seen at the recipient's component I/O, crosstalk due to supply bounce is indistinguishable from inductive 
crosstalk, with a sign opposite the polarity of the edge on the aggressor signal(s). See Figure 101 for a 
model of ground bounce in an IC package. See Figure 102 for waveforms resulting from ground bounce at 
the sender’s and recipient's component I/O of the aggressor and victim signals. 


In order to measure supply bounce in a functioning system, it is necessary to remove all other sources of 
crosstalk (especially reverse crosstalk from points later in the system). To remove the other sources of 
crosstalk, disconnect the component I/O pin on which the measurement is being taken from the PCB and 
measure the voltage at the component I/O while all other lines are switching. The initial and the reflected 
edges on the switching lines will produce supply bounce. Measurements with the victim line in a high state 
show power bounce and with the victim line in a low state show ground bounce. The ground inside the IC 
will bounce and produce crosstalk on a low victim line when many lines are switching from high to low and 
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sinking current through the ground pins. The power inside the IC will bounce and produce crosstalk on a 
high victim line when many lines are switching from low to high, and drawing current through the power pins. 
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Figure 101 - Model of ground bounce in IC package 
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Figure 102 - Waveforms resulting from ground bounce (at transmitter and receiver of aggressor and 
victim 


In lines) order to reduce the susceptibility of Ultra DMA mode 5 to crosstalk, a tighter specification of input 
thresholds is defined. This Ultra DMA mode 5 requirement prevents strobing an incorrect data value due to 
crosstalk with a peak amplitude less than 1.5 V positive from ground or negative from the minimum Vgg of 3.3 
V. 


B.2.4 Ringing and data settling time (DST) for the 40-conductor cable assembly 


High amplitude ringing may occur for some data patterns in systems using the 40-conductor cable assembly. 
The sixteen data lines (DD(15:0)) in a 40-conductor cable assembly are adjacent to each other and have 
only one ground on each side of the data lines. There are only seven ground lines present in the entire 
cable assembly. This lack of ground return paths has three negative effects on data signal integrity: 


1) Crosstalk between data lines is very high due to inductive coupling. 

2) Conductors in the center of the set of data lines (e.g., DD 11) exhibit very high inductance because 
the distance from these signal lines to the current return path is large and the ground return path is 
shared with many other signal lines. 

3) Conductors in the center of the set of data lines are shielded from ground by the other data lines 
around them. When these lines are switching in the same direction there is no potential difference 
and therefore no effective capacitance between lines. 


This combination of factors results in the impedance of the conductors in the center of the set of data lines 
rising from 110 to 150 © (measured when a single line is asserted or negated) to an almost purely inductive 
300 to 600 © when all lines are asserted or negated simultaneously in the same direction. Measured 
impedance varies with data pattern, edge rate, cable length, loading, and distance from chassis ground. 


Unlike the 40-conductor cable, the 80-conductor cable has the additional 40 ground lines making all signals 
ground-signal-ground. This makes the 80-conductor cable impedance relatively constant with respect to 
pattern. Matching impedance and controlling PCB trace geometry as discussed in Clause B.3.4 will result in 
well damped ringing and crosstalk in victim lines that remains below 800 mV. 


In the following simplified model of the 40-conductor cable assembly with all data lines switching, a 
conductor in the center of the set of data lines is described as a pure inductor, forming a series RLC 
resonant circuit with the capacitance of the component I/O and PCB traces, and the combined resistance of 
the driver source impedance and source series termination resistor (See Figure 103). The voltage across C 
will ring sinusoidally in response to an input pulse at V_source, exponentially decaying over time towards a 
steady state value. The formula for determining the frequency of this ringing is F = 1 / (2x * SQRT(LC)) 
where F is the frequency, R is the value of the series termination resistor, and C is the input capacitance of 
the recipient's component I/O. The rate of decay is proportional to R/L. Figure 104 shows the output of a 
simple RLC model with the waveforms as seen at the connectors of the sender and recipient. 


R L 
40Q 0.8 WH 
Cc 
V_source 25 pf 


Figure 103 - Simple RLC model of 40-conductor cable with all data lines switching 
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Figure 104 - Output of Simple RLC model: waveforms at source and receiving connectors 


DST is defined as the portion of cycle time required for ringing to decrease in amplitude until a signal 
reaches the threshold of 2.0 volts (Vi) or 800 mV (Vi_). The worst-case situation for most systems occurs 
when all data lines are switching except for one line near the middle of the bus that is being held low (See 
Figure 105). 


In this situation crosstalk creates a pulse on the signal line being held low that rings with a frequency and 
damping determined by the effective RLC parameters of the system. The DST value is the duration of time 
between the nominal beginning of the cycle (i.e., when the switching lines cross the 1.5 volt threshold) and 
the time when the ringing on the line drops below Vi_ for the last time as measured at the recipient's 
component I/O. 
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Figure 105 - DST measurement for a line held low while all others are switching high (ch1 on DD3 at 
rec., ch2 on DD11 at rec.) 


The same situation also occurs with reversed signal polarity (e.g., one line staying high while others are 
switching). Another case arises when all lines are switching simultaneously and the voltage on conductors 
in the center of the set of data lines rings back across the switching threshold (See Figure 106). This is 
normally only a problem in the high state as low side ringing is greatly reduced by the substrate diode clamp 
to ground that is inherent in CMOS logic. 
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Figure 106 - DST measurement for all lines switching (ch1 at source, ch2 at rec.) 


As seen in Figure 106, the use of 3.3 volt signaling removes the high side voltage margin provided by the 
asymmetric threshold of the recipient input. Consequently it is important to use slew rate controlled drivers 
to control ringing. 


B.2.4.1 Controlling ringing on a 40-conductor cable assembly 


An improved RLC model allows comparison between different termination schemes (See Figure 107 and 
Figure 108). These models include separate capacitors to represent trace and component I/O capacitance 
at the recipient’s component I/O, as well as a clamping diode, representing the substrate diode in CMOS 
logic. Because this single-line simplified model does not include crosstalk between lines in the data bus, it is 
not used to predict DST for a particular design and combination of parameters. However, it does indicate the 
direction of changes in ringing frequency and damping in response to changes in system parameters. 
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Figure 107 - Improved model of 40-conductor cable ringing with termination at IC 
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Figure 108 - Improved model of 40-conductor cable ringing with termination at connector 


Comparing the results (figure E.28) given by these models for recipient termination resistors located at the IC 
versus the connector shows that greater damping is provided when termination is near the connector. 


waveform at receiver IC 


waveform at receiver connector 
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Figure 109 - Results of improved 40-conductor model with termination at IC vs. connector 


These simple models are used in a similar way to determine the effects of changing slew rate, termination 
resistor value, output impedance, PCB trace length, or the length of the cable. 
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Figure 110 - Results of improved 40-conductor model with source rise time of 1,5,and 10ns 


As the results in Figure 110 show, increasing the rise time to above 5 ns results in a large decrease in the 
amplitude of the ringing. Drivers with control over the shape of rising and falling edges are used to reduce 
ringing even more. 


Figure 109 and Figure 110 show that, although the diode clamps the voltage at the recipient at one diode 
drop below ground, a ringback pulse appears at around 100 ns. This pulse occurs because the combined 
series resistance of the termination resistor and diode is much lower than the impedance of the LC circuit 
that is ringing. In addition the diode only clamps the voltage across part of the capacitance involved in the 
ringing. A higher-resistance clamping diode would be more effective at dissipating energy from the resonant 
circuit but would be less effective at clamping the input voltage. 


B.2.4.2 STROBE lines on the 40-conductor cable 


Although the data bus on the 40-conductor cable has such a high level of crosstalk that transmission line 
effects are barely perceptible, the STROBE lines on the 40-conductor cable have a more controlled 
impedance of about 115 © because they are in a ground-signal-ground configuration. Although the 
STROBE lines are well shielded against crosstalk from each other and from the data bus, some devices 
using drivers with fast edge rates and no source termination resistors have experienced problems with 
overshoot and ringback on the STROBE lines. Ringing will occur when a large impedance mismatch exists 
between the driver output impedance and the 115 © transmission line. If the ringback on a falling edge 
exceeds 800 mV, STROBE may cross the threshold multiple times and cause extra words to be clocked at 
the recipient. After these problems were experienced almost all device and host manufacturers began using 
series termination resistors on the STROBE lines at both the sender and the recipient. 


With current component I/O technology and the requirement for series termination resistors, ringing on the 
STROBE lines is seldom a problem for current systems. However, it is important to keep in mind that these 
are high speed edge triggered signals, and the possibility of double crossing of input thresholds due to noise, 
ringing, or transmission line reflections still exists. Because of this it is important that all hosts and devices 
implement some amount of hysteresis on STROBE inputs in addition to glitch filtering by digital logic after the 
inputs. 
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B.3 System Guidelines for Ultra DMA 


This is a Summary of recommendations for device, system, and chipset designers. These guidelines are not 
strict mandates, but are intended as tools for developing compatible, reliable, high-performance systems. 


B.3.1 System capacitance 


All hosts and devices are required in the body of the standard to meet maximum values of capacitance as 
measured at the connector. These values are specified to be 25 pf at the host and 20 pf at the device. With 
typical interface IC and PCB manufacturing technology, this limits host trace length to four to six inches. It is 
recommended that capacitance be measured at 20 MHz as this is representative of typical ringing 
frequencies on an 18-inch 40-conductor cable assembly. 


PCB traces up to 12 inches long may be used if the following conditions are met: 


1) The host chipset uses 3.3 volt signaling, 

2) The host chipset allows timing margin for the additional propagation delay in all delay-limited 
interlocks, 

3) Termination resistors are chosen to minimize input and output skew and are placed near the 
connector, 

4) Total capacitance of traces, additional components, and host component I/Os is held to the minimum 
possible, and 

5) An 80-conductor cable is installed for operation at Ultra DMA modes 2 and higher. 


In this case capacitance at the connector will exceed the maximum value specified. As a result of this, 
systems may not operate reliably with a 40-conductor cable assembly in any Ultra DMA mode above mode 1 
(22.2 megabytes per second). Under these conditions it is advisable that a host not set mode 2 or above 
without insuring that an 80-conductor cable assembly is installed in the system. 


B.3.2 Pull-up and pull-down resistors 


For hosts supporting Ultra DMA mode 5, the pull-up on IORDY is a 4.7 kQ resistor to 3.3 V rather than a 1 
kQ resistor to 5 V. Other pull-up resistors on devices and hosts may be to 3.3 V or to 5 V. Pull-up and pull- 
down resistors should never have nominal values lower than the value specified by the standard. 


Placement of pull-up and pull-down resistors on the source side of the series termination minimizes loss of 
DC margin due to pull-up/pull-down current through the series termination resistors. 


B.3.3 Cables and connectors 


Exceeding a spacing of six inches between device connectors on an 80-conductor cable will cause 
increased skew when signaling to or from the device not at the end of the cable. As spacing between the 
devices decreases, the capacitance of the two devices (or the host and the device not at the end of the 
cable) act in parallel, resulting in decreased ringing frequency and increased DST. 


In systems using a 40-conductor cable assembly, provide a continuous electrical connection from ground on 
the device chassis through the system chassis to the ground plane on the host PCB. Routing the cable in 
close contact with the chassis will reduce data settling time, as long as it is done without significantly 
increasing the cable length. 
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B.3.4 Host PCB and IC design 


As has been stated, matching the total output impedance of hosts and devices to the cable impedance is 
ideal to minimize reflections and reverse crosstalk due to the impedance mismatch between the PCB and 
cable. The impedance of the 80-conductor cable is specified to fall within the range of 70 to 90 © and is 
between 80 and 85 Q) for typical cables with solid wire and PVC insulation. 


Keeping the ratio of PCB trace spacing to height above ground plane high helps to control crosstalk between 
traces. 


Controlling PCB trace characteristics to minimize differences in propagation delay between STROBE and all 
DATA lines limits the skew. Factors that affect the delay are: 


1) Trace length; 

2) Additional capacitance due to stubs, routing on inner layers, pads, and external components such as 
pull-up resistors and clamping diodes; and 

3) Additional inductance due to vias, series components such as termination resistors, and routing 
across a break in the ground plane, over areas with no ground plane, or at a larger height above the 
ground plane. 


In systems using an 80-conductor cable to support Ultra DMA modes 3 and higher, series termination values 
shold be selected based on the impedance of the driver design during switching to meet the required output 
impedance into the cable. 


Place series termination resistors as close as possible to the cable header or connector. 


Choose series termination values to equalize input RC delays for the STROBE and DD(15:0) lines. For 
typical host IC implementations the same type of component I/O is used on all signals and therefore all 
termination resistors at both STROBE and DD(15:0) may have the same value. 


Use sufficient ground and power pins on interface ICs to control supply bounce when many lines are 
switching at the same time. 


B.3.5 Sender and recipient component I/Os 


The 80-conductor cable assembly impedance is less than half that of the typical 40-conductor cable 
assembly impedance when multiple lines are switching at the same time. For some types of drivers this will 
result in more than double the current draw during switching and as a consequence the amplitude of ground 
bounce will also double. 


As is required in this standard, design drivers to have a slew rate between 0.4 and 1.25 V/ns across the full 
range of loading conditions, process, and temperature. 


Design component I/Os to produce output setup and hold times at the connector as specified in this standard 
across the full range of loading conditions, process, and temperature. Provide margin to allow for skew 
introduced between the IC and the connector. Design device PCB traces and component I/Os to present 
similar loading between STROBE and DD(15:0) at the connector to minimize additional skew added to 
signaling between other devices on the bus. 


Use hysteresis on both DD(15:0) and STROBE inputs. Initial voltage steps on the bus are at undefined 
levels and may be near the thresholds, causing slow slew rates through the threshold that result in high 
sensitivity to noise if hysteresis is not used. 


Test drivers as well as host and device output characteristics at the connector with the following loading 
conditions: 
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1) Opfto ground (open circuit, minimize test fixture capacitance) 

2) 15 pf to ground 

3) 40 pf to ground 

4) 470 to ground, switching low to high (simulates the 40-conductor cable with all lines switching) 
5) 470 Q to Vec, switching high to low (simulates the 40-conductor cable with all lines switching) 

6) 82. to ground, switching low to high (simulates the initial edge into an 80-conductor cable) 

7) 82. to ground, switching high to low (simulates the initial edge into an 80-conductor cable) 


All tests (except open circuit) are conducted with the intended series termination resistance in place. Output 
skew and slew rates are measured between the series termination and the load. 


B.4 Ultra DMA electrical characteristics 


Along with the electrical characteristics defined for Ultra DMA modes 0 through 4, additional electrical 
characteristics have been added for Ultra DMA modes higher than 4. 


B.4.1 DC characteristics 


The ATA interface was originally designed to use 5 V signaling. All pull-up resistor values are defined based 
on 5 V Ve, and many hosts and devices still use 5 V V,y signaling levels. The advantage to using 5 V I/O 
cell technology is that the I/O cells will be 5 V tolerant. There are, however, many disadvantages to using a 
5 V Vou. One disadvantage is timing. The standard defines typical timings using a 1.5 V threshold. 5 V Voy 
is 2 V further from this threshold than 0 V V,,. With identical rising and falling slew rates, the time for a 
signal to transition from 5 V to 1.5 V on a falling edge will be longer than the time for a signal to transition 
from 0 V to 1.5 V ona rising edge. For example, with an average slew rate of 500 mV/ns, a falling edge 
could take 4 ns longer to get from 5 V to 1.5 V than a rising edge to get from 0 V to 1.5 V. In fact, typical TTL 
thresholds are centered even lower than 1.5 V, at 1.3 V or 1.4 V, making the situation worse for timing to 
actual thresholds. Setup and hold time margins must account for both rising and falling edge skew. The 
skew with a 5 V Voy signaling level may be minimized by using asymmetric slew rates, but this poses its own 
difficulties and results in higher overall skew over process and voltage variations as does skew using 3.3 V 
signaling. 


Another disadvantage to 5 V signaling is higher crosstalk. Given a 5 V transition and a 3.3 V transition 
having the same rise time, the 5 V transition will generate more crosstalk than the 3.3 V transition because 
the 5 V transition will result in higher di/dt and dv/dt to achieve the same rise time as the 3.3 V transition. 
Given a 3.3 V transition and 5 V transition of the same slew rate (dv/dt), the 5 V transition will still have 
higher crosstalk than the 3.3 V transition because the 5 V transition will be transitioning for a longer period of 
time. 


A third disadvantage to 5 V Voy levels is overshoot. Given the high edge rates and low output impedance 
commonly observed on the ATA interface, a 5 V edge will nearly double at the receiver because the interface 
is series-terminated and the receiver is high impedance. In cases where edges are generated on DD(15:0) 
closer than they should be for any Ultra DMA mode (less than 15 ns apart), the ringing may be pumped even 
higher, in one observed case to nearly 11 V. Many 5 V tolerant parts are not designed to handle this level of 
overshoot. 


B.4.1.1 Viq maximum 


Since outputs supporting Ultra DMA modes higher than 4 are required to have 3.3 V Voy levels, it is still 
important for a designer to remember that many hosts and devices use 5 V Voy levels. Since a 5 V device 
may be connected to a 3.3 V host, that host and any other device attached to the same bus must be 5 V 
tolerant. Since a 3.3 V device may be connected to an existing 5 V host, all devices must be 5 V tolerant. 
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To emphasize the requirement for 5 V tolerance, a V;, maximum of 5.5 V has been added to the standard. 
Also added was a note stating that ringing may generate AC voltages higher than the DC maximum Vx. 


B.4.1.2 Vpps (modes higher than 4 only) 


Data setup and hold timings for Ultra DMA modes higher than 4 are more stringent than for lesser modes, 
and the starting V,4 voltage is critical for low skew. Since Vpp3 of the sender and recipients typically do not 
track, the input threshold will not track with the V,, level. Without a defined supply voltage variation, it is 
difficult for an IC designer to determine if output and input I/Os will meet the required output and input skews 
required to meet system timing. For this reason the limits were defined for the 3.3 V supply. It should be 
noted that these limits are as measured at the interface IC. More careful control of the voltage may be 
required from the supply in order to meet these limits at the IC. 


B.4.1.3 Vou2 Minimum and maximum (modes higher than 4 only) 


The specification for the minimum and maximum Vy levels requires that 3.3 V I/O cells be used. The 
minimum Voy2 ensures that the I/O cell has a low enough on resistance to 3.3 V for proper termination with 
an 80-conductor cable. The maximum V,42 ensures that when the I/O cell is enabled and the bus is above 
3.3 V, the I/O will pull the bus down to 3.3 V. This prohibits the use of a 5 V I/O cell and the use of I/O cell 
structures that have high impedance when enabled in the high state with an output voltage of more than 1 
diode drop above the output supply voltage. It is important that the output both pull up and pull down to 3.3 
V so that starting voltage is always at or near 3.3 V no matter what the initial condition on the bus. Starting 
at a voltage at or near 3.3 V for all transitions will help insure low skew for all signal transitions. 


B.4.1.4 V+ and V- thresholds (modes higher than 4 only) 


CRC errors may occur in some systems operating at Ultra DMA modes higher than 4 if the thresholds are 
too low and crosstalk occurs that exceeds the threshold. This may cause a zero to be strobed as a one. 
CRC errors due to excessive skew and setup or hold violations may also occur when the thresholds are low 
and negative going transitions beginning at beginning 5 V do not cross the threshold on the incident edge or 
its first reflection. Other transfer errors have been observed that resulted from thresholds that were set too 
high. A V+ minimum of 1.5 V was specified to ensure that with normal levels of crosstalk, bounce, and 
ringing at Vj, the low-to-high threshold is not crossed. A V- maximum of 1.5 V was specified to ensure that 
with normal levels of crosstalk, bounce, and ringing at Vj,, the high-to-low threshold is not crossed. The 
minimum V- was set above the maximum Vj, level of 0.8 V to be consistent with thresholds centered on 1.5 
V and a maximum V+ of 2.0 V. 


The average between the V+ and V- thresholds has also been specified with Vryravc. This value is used to 
ensure that the thresholds remain centered at 1.5 V. Shifting in the thresholds from center results in larger 
skew on rising verses falling inputs. Some shift is allowed to account for threshold shifts due to voltage, 
process, and temperature variation but less than would be allowed by the V+ and V- minimum and maximum 
specifications themselves. The specified Vtyravc value ensures that, with linear and symmetric rising and 
falling edges that cross 1.5 V at the same time once the first threshold is crossed, the other edge will be no 
more than 400 mV from its actual switching threshold. 


B.4.1.5 Hysteresis (Vuys) (modes higher than 4 only) 


Hysteresis on STROBE and DD(15:0) inputs is required so that small amounts of noise on the signal do not 
cause input data capturing logic or the CRC value generation logic to double clock. Cases where the wrong 
CRC value is generated but the correct data is captured have been observed that resulted from double 
clocking of the CRC generator. Cases where the correct CRC value was generated but the wrong data was 
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captured due to lack of hysteresis on the STROBE input have also been observed. Hysteresis on DD(15:0) 
decreases crosstalk and improves noise immunity. 


B.4.2 AC characteristics 


High levels of ringing and crosstalk on the interface are due to the AC characteristics of the sender. While 
additional DC characteristics have been defined so that recipients are more tolerant of high crosstalk and 
ringing, requirements have been added to reduce generation of these by the sender for Ultra DMA modes 
higher than 4. This provides more margin, higher reliability, and better compatibility with older components 
that do not meet the Ultra DMA mode 5 and higher electrical specifications. 


B.4.2.1 Sprise2 and Srait2 (modes higher than 4 only) 


Maximum slew rate is defined for Ultra DMA mode 4 with Srise and Seni. However, it was determined that 
these maximums were not sufficient to reduce crosstalk to levels where victim signals maintain guaranteed 
low or high states. Simulations and data from many Ultra DMA mode 4 systems was used to determine the 
maximum slew rate for modes higher than 4, which is lower than for modes 0 through 4. The values for 
Srise2 and Seart2 were chosen to prevent the crosstalk from exceeding 800 mV at Vo. 


B.4.2.2 Vpsso and Vusso (modes higher than 4 only) 


Restricting the slew rate only is not sufficient to reduce the crosstalk maximum. Following good layout 
practices, like the guidelines in this document, and using I/O cells with sufficient power and ground pins for 
the maximum current and change in current that occurs during a transition is also important. Vpsso and 
Vusso Measure crosstalk from the sender’s IC through the sender’s connector during a simultaneously 
switching output (SSO) condition. This accounts for the majority of crosstalk in a system. Since the host 
typically requires longer trace lengths than devices, the Vusso value is larger. A sender that meets this SSO 
maximum and the maximum slew rate should not produce excessive crosstalk at the recipient for a recipient 
that also meets its SSO maximum as a sender. 


B.4.2.3 Cyatio (modes higher than 4 only) 


This is the ratio between the STROBE input capacitance and input capacitance of data signals. Sometimes 
different I/O cells are used for STROBE than for the bi-directional data lines, or additional loading is placed 
on some of the data lines. Under these conditions, the RC time constant of data input lines through the 
series termination could be very different than the time constant of the STROBE input. This could generate 
a large skew between data and STROBE. The Cyati value was defined to reduce the chance of high skew 
due to large loading variation and to encourage the use of the same I/O cell for STROBE and DATA inputs. 


B.5 Ultra DMA timing and protocol 


B.5.1 Ultra DMA timing assumptions 


B.5.1.1 System delays and skews 
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Many of the system delays and skews used to determine timing specifications for Ultra DMA modes 0 
through 4 were also used to determine mode 5 timing specifications. However, more stringent specifications 
on IC electrical characteristics are required to operate at the transfer rate of modes higher than 4. This 
resulted in improvements in the specifications. These improvements apply to any Ultra DMA mode at which 
an Ultra DMA mode 5 or higher capable host or device is operating, but are noted separately in the following 
for operation at modes higher than 4. Timing values are also included for some cases where a single device 
at the end of the cable provides additional improvement. 


Source termination resistor delays 


Min rising source transition delay = 0.34 ns (1.9 ns for modes higher than 4) 
Min falling source transition delay = 0.23 ns (1.9 ns for modes higher than 4) 
Max falling source transition delay = 2.61 ns (2.7 ns for modes higher than 4) 


Recipient termination resistor delays 


Max rising recipient transition delay = 0.12 ns 
Max falling recipient transition delay = 0.12 ns 


Transmission skews and delays 


All skew values are the STROBE delay minus the data delay. The value for maximum negative skew is the 
minimum STROBE delay minus the maximum data delay for a worst-case system configuration. The value 
for maximum positive skew is the maximum STROBE delay minus the minimum data delay for a worst-case 
system configuration. The worst case system configurations were determined through simulation and include 
all possible system configurations that meet the requirements of the standard. Included in these values are 
skew due to variation in PCB trace length, PCB trace impedance, recipient component I/O capacitance, 
sender and recipient series termination, pattern, and common mode capacitance. Unless otherwise noted, 
timings are measured at 1.5 V. 


Sender’s component I/O to recipient's component I/O actual thresholds max negative skew = —5.99 ns 
(-4.34 ns for mode 5 and -3.6 ns for mode 6) 

Sender’s component I/O to recipient's connector max negative skew = —3.98 ns (-2.69 ns for mode 5, - 
2.29 ns for mode 6, -1.72 ns for mode 5 with single device only at the end of the cable, and -1.31 ns 
for mode 6 with single device only at the end of the cable) 


Sender’s component I/O to recipient's component I/O actual thresholds max positive skew = 5.38 ns 
(3.83 ns for mode 5, 3.06 ns for mode 6) 

Sender’s component I/O to recipient’s connector max positive skew = 3.42 ns (1.83 ns for mode 5, 1.43 
ns for mode 6, 1.11 ns for mode 5 with single device only at the end of the cable, and 0.71 ns for 
mode 6 with single device only at the end of the cable) 


Sender’s component I/O to recipient's component I/O maximum delay = 6.2 ns 


For Ultra DMA modes 0, 1, and 2 using a 40-conductor cable, an additional -70, -36, and -22 ns are included 
in the two maximum negative skew values listed above to account for long data settle time due to crosstalk 
and ringing. The maximum positive skew values are not affected since the crosstalk and ringing on 
STROBE is not sufficient to increase its settle time. 


B.5.1.2 IC and PCB timings, delays, and skews 


It is recommended that the timing values shown in this clause be met but they are only an example of timing 
values that result in a system that meets all requirements for Ultra DMA specified in the standard. A system 
that does not meet one or more of the timing values below may be able to meet all timing requirements by 
producing other timing values more stringent than those shown below. 
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Possible clocks for bus timing and their characteristics 
All frequencies are assumed to have 60 / 40 % asymmetry (worst case) 


25 MHz (supports modes 0 and 1) 
Typical Period = 40 ns 
Clock variation = 1 % 


30 MHz (supports modes 0, 1, and 2) 
Typical Period = 33.3 ns 
Clock variation = 1 % 


33 MHz (supports modes 0, 1, and 2) 
Typical Period = 30 ns 
Clock variation = 1 % 


50 MHz (supports modes 0, 1, 2, and 3) 
Typical Period = 20 ns 
Clock variation = 3.5 % 


66 MHz (supports modes 0, 1, 2, 3, and 4) 
Typical Period = 15 ns 
Clock variation = 3.5 % 


100 MHz (supports mode 0, 1, 2, 3, 4, and 5) 
Typical Period = 10 ns 
Clock variation = 4.0 % 


133 Mhz (supports mode 0,1, 2, 3, 4, 5, and 6) 
Typical Period = 7.5 ns 
Clock variation - 3.0 % 


PCB traces 


The PCB trace skew value is based on 2.5 ns/ft propagation delay, 10 inch maximum host trace length, 2.5 
inch maximum device trace length, and data trace lengths being +/- 0.5 inch STROBE trace lengths. 


Max PCB trace skew = 0.1 ns 
Max PCB trace delay = 2.1 ns 


IC inputs 


The input delay value includes values for bond wire, buffer, routing, and logic component delay between the 
input to the IC and the flip-flop that first latches the data. Input delay is measured from 1.5 V and includes 


the delay between 1.5 V and the input's threshold. 


The value for input skew is either positive or negative depending on the direction of the STROBE and data 
transitions. This value is the difference in STROBE signal delay from the input switching threshold to the 
internal flip-flop that first latches data and data delay from the input switching threshold to the same flip-flop. 
The routing component of skew that accounts for about 30 % of the value listed here is systematic (i.e., 
always the same polarity in a system implementation) and could be either positive or negative. 


Min input slew rate for testing = 0.4 V/ns 
Max input delay = 5.5 ns (4.0 ns for modes higher than 4) 
Max input skew = 2.45 ns (1.35 ns for modes higher than 4) 


Max input skew from 1.5 V to actual thresholds with linear 0.4 V/ns input = 1.75 ns (1.0 ns for modes 


higher than 4) 
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IC outputs 


Output delay is from the internal active clock edge that generates an output transition until the time that the 
transition crosses 1.5 V at the associated component I/O of the IC. 


Max output disable delay is from the internal enable negation of an I/O output until the time that the signal is 
released at the component I/O. 


Single component I/O output skew is the difference in delay of rising and falling edges on a single output. 
This single component I/O skew does include skew due to noise that may be present on the signal in a 
functional system. It may be positive or negative depending on the direction of the STROBE and data 
transitions. 


Output skew is the difference in the output delay of the active STROBE and the output delay of any data 
transition that occurs within cycle time before or after the STROBE transition. This timing is met under all 
expected loading conditions and starting voltages. This timing is the combination of: 


— single component I/O output skew, 

— skew due to output routing differences between all data and STROBE signals, 

— skew due to process, temperature, and voltage variation between all data and STROBE signals at 
the moments when transitions are generated, 

— skew due to clock routing to all data and STROBE logic that generates output transitions, and 

— skew due to supply bounce differences that may occur between the transitions being compared. 


As with the single component I/O output skew, this skew may be positive or negative depending on the 
direction of the STROBE and data transitions. Some of the components of this skew (i.e. differences in 
routing) may be systematic but could be either positive or negative so are included in derivations using 
either. 


Max output delay = 14 ns 

Max output disable delay = 10 ns 

Max single component I/O output skew = 2.5 ns (2.33 ns for mode 5, 1.54 ns for mode 6) 
Max output skew = 5.4 ns (3.85 ns for mode 5, 2.28 ns for mode 6) 


Max output skew to support modes 0 and 1 with a 25 MHz clock = 5.0 ns 
Max output skew to support modes 0, 1, and 2 with a 50 MHz clock = 5.2 ns 
Max output skew to support mode 4 with a 30 or 33 MHz clock = 2.8 ns 


Noise skew = 0.45 ns (0.33 ns for mode 5, 0.29 ns for mode 6). Noise skew is part of the output skews 
above. It is also listed here so that the noise skew contribution can be removed from timings 
defined at the sender IC. However, this is intended to be used only for simulations that will not 
include high frequency noise coupled into the traces and cable. Noise skews for Ultra DMA 
modes 4 and higher are based on peak-to-peak noise of 0.18 V and 0.13 V respectively and a 
minimum slew rate of 0.4 V/ns except for mode 6 where a minimum 0.45 V/ns is assumed. 


Up to 3 ns of additional output delay may be needed for data compared to STROBE in cases that use 30 and 
33 MHz clocks to support Ultra DMA modes 0, 1, and 2. With these clocks, the data is held by a half cycle, 
and a minimum half cycle is not sufficient to meet the output hold time given the output skews listed above. 
An additional delay on data would insure that the required hold time is met even with a short half clock cycle. 
Alternatively, improvements in output skew beyond those listed above could also allow the output hold time 
to be met with a short half clock cycle. 


IC flip-flops 


The setup and hold times listed here are intended to represent only the flip-flops inside an IC that latch data. 
Timing is assumed from the inputs of the flip-flop. 


Min flip-flop setup time = 0.5 ns (0.2 ns for modes higher than 4) 
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Min flip-flop hold time = 0.5 ns (0.2 ns for modes higher than 4) 


B.5.2 Ultra DMA timing parameters 


System timings for all Ultra DMA modes are measured at the connector of the sender or receiver to which 
the parameter applies. Internally the IC accounts for input and output delays and skews associated with all 
signals getting from the connector to the internal flip-flop of the IC and from the flip-flop of the IC to the 
connector. 


Timings as listed in the body of the specification were derived using the formulas listed below and the timing 
assumptions give above. All applicable clocks were evaluated for each timing parameter and the worst-case 
value was used in the body of the standard. It is recommended that the system designer re-derive all 
timings based on the specific characteristics of the internal clock, |C, and PCB that are to be used to confirm 
that timing requirements are met by that implementation. 


B.5.2.1 Typical average two-cycle time (tacyctyp) 


This is the typical sustained average time of STROBE for the given transfer rate from rising edge to rising 
edge or falling edge to falling edge measured at the recipient’s connector. 


B.5.2.2 Cycle time (tcyc) 


This is the time allowed for STROBE from rising edge to falling edge or falling edge to rising edge measured 
at the recipient’s connector. This timing accounts for STROBE and internal clock variation. The formula for 
the minimum value is: 


+ (Number of clock cycles to meet minimum typical cycle time with a minimum cycle time due to 
clock variation) * (clock cycle time) 
- Max single component I/O output skew 


tcyc should be measured at the recipient connector at the end of the cable. Measurement of this parameter 
at the sender connector is obscured by reflections on the bus. 


B.5.2.3 -cycle time (tecyc) 


This is the time for STROBE for the given transfer rate from rising edge to rising edge or falling edge to 
falling edge measured at the recipient’s connector. Since this timing is measured from falling edge to falling 
edge or rising edge to rising edge of STROBE, asymmetry in rise and fall time has no affect on the timing. 
Clock variation is the only significant contributor to t2c¢yc variation. The formula for the minimum values is: 


+ (2 * (Number of clock cycles to meet minimum typical cycle time with a minimum cycle time due to 
clock variation percent) * (clock cycle time)) 


B.5.2.4 Data setup time (tps) 


This is the data setup time at the recipient. Since timings are measured at the connector and not at the 
component I/O, consider the effect of the termination resistors and traces when generating this number. 
Depending on the direction of the data signal and STROBE transitions, the skew between the two changes 
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in both the positive and negative directions. A longer data signal delay will reduce the setup time, and a 
longer STROBE delay will increase the setup time. 


In order to meet the input skews given above, minimize the number of buffers or amount of logic between the 
incoming signals and the input latch or flip-flop. This may require the data input buffers to be routed directly 
to the input latch with no delay elements and the STROBE signal to be routed directly from its input buffer to 
the input latch clock with no delay elements. 


The internal latch or flip-flop has a non-zero setup and hold time. tps is sufficient to insure that the setup time 
of the flip-flop is met. The minimum setup required at the threshold of the component I/O is: 


+ Max input skew 
+ Min flip-flop setup time 


The formula for the value at the recipient’s component I/O based on the timings given in Clause B.4 is: 


+ (Number of clock cycles to meet typical cycle time with a minimum cycle time due to clock 
variation) * (clock cycle time) 

— (Number of clock cycles used to hold data with a minimum cycle time due to clock variation or with 
a minimum cycle symmetry if a half cycle is used) * (clock cycle time) 

— Max output skew 

+ Sender’s component I/O to recipient's component I/O actual thresholds max negative skew 


In order to meet both setup and hold times over process, temperature, and voltage, clock edges rather than 
gate delays are used to generate the hold time. The assumption is made that one 50 or 66.7 MHz clock 
cycle or half of a 33 MHz or slower clock cycle has been used to hold data within the sender IC. 


After it is shown that the sender is producing a setup time that meets the requirement of the recipient, the 
specification for setup time at the recipient connector produced by the sender is determined as follows. The 
tps values in the specification were based on the results of the following formula using all possible clocks for 
the modes they support. The tps value for mode 5 was defined for a single device only located at the end of 
the cable in order for best determination of system margin during validation. A value for two devices 
attached to the cable is determined with the timings given above. 


+ (Number of clock cycles to meet typical cycle time with a minimum cycle time due to clock 
variation) * (clock cycle time) 

— (Number of clock cycles used to hold data with a minimum cycle time due to clock variation or with 
a minimum cycle symmetry if a half cycle is used) * (clock cycle time) 

— Max output skew 

+ Sender’s component I/O to recipient connector max negative skew 


B.5.2.5 Data hold time (tpy) 


This is the data hold time at the recipient. This time is sufficient to insure that the hold time of the internal 
flip-flop is met. The longest STROBE delay and shortest data delay is the worst case for hold time. The 
analysis is similar to the one for tps above. The minimum hold required at the component I/O at its threshold 
is: 


+ Maximum input skew 
+ Minimum flip-flop hold time 


The formula for the value at the recipient's component I/O based on the timings given above is: 


+ (Number of clock cycles used to hold data with a minimum cycle time due to clock variation or with 
a minimum cycle symmetry if a half cycle is used) * (clock cycle time) 
— Max output skew 
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— Sender’s component I/O to recipient’s component I/O actual thresholds max positive skew 


After it is shown that the sender is producing hold time that meets the requirement of the recipient, the 
specification for hold time at the recipient connector produced by the sender is determined as follows. The 
tp values in the specification were based on the results of the following formula using all possible clocks for 
the modes they support. The tp, value for mode 5 was defined for a single device only located at the end of 
the cable in order for best determination of system margin during validation. A value for two devices 
attached to the cable is determined with the timings given above. 


— (Number of clock cycles used to hold data with a minimum cycle time due to clock variation or with 
a minimum cycle symmetry if a half cycle is used) * (clock cycle time) 

— Max output skew 

— Sender’s component I/O to recipient connector max positive skew 


B.5.2.6 Data valid setup time (tpvs) 


This is the data valid setup time measured at the sender’s connector. This timing is measured using a test 
load with no cable or recipient. This is the timing that, if met by the sender, will insure that the data setup 
time is met at the recipient. It is important that this timing be met using capacitive loads from 15 to 40 pf to 
ensure reliable operation for any system configuration that meets specification. 


In the case of Ultra DMA modes 0, 1, and 2, long data settle times occur due to crosstalk in the cable and on 
the PCB, and the ringing frequency of the system. For modes above 2, there is little or no margin for ringing 
on the cable. For these modes, the 80-conductor cable assembly that reduces the crosstalk between 
signals is required so that crosstalk and ringing are reduced to a level that does not cross the input switching 
thresholds during data setup or hold times. Modes 3 and 4 timing requirements were derived to be met with 
the same input and output timing characteristics as a system supporting Ultra DMA mode 2. Since the 
formulas presented for tps show that sufficient setup time is produced with the given system timings, using 
those same timings in the formula below will produce tpys values that also represent sufficient timing for the 
system. An achievable value for tpys is calculated as follows: 


+ (Number of clock cycles to meet minimum typical cycle time at the minimum cycle time due to 
clock variation) * (clock cycle time) 

— (Number of clock cycles used to hold data at the minimum cycle time due to clock variation or at 
the minimum cycle symmetry if a half cycle is used) * (clock cycle time) 

— Max output skew 

— Max PCB trace skew 

— Max falling source transition delay 

+ Min rising source transition delay 


B.5.2.7 Data hold time (tpvu) 


This is the data valid hold time measured at the sender’s connector. This timing is measured using a test 
load with no cable or recipient. This is the timing that, if met by the sender, will insure that data hold time at 
the recipient is met. It is important that this timing be met using capacitive loads from 15 to 40 pf to insure 
reliable operation for any system configuration that meets specification. 


Since the formulas presented for tpy show that sufficient hold time is produced with the given system timings, 
using those same timings in the formula below will produce tpys values that also represent sufficient timing 
for the system. An achievable value for tpyy is calculated as follows: 


+ (Number of clock cycles used to hold data at the minimum cycle time due to clock variation or at 
the minimum cycle symmetry if a half cycle is used) * (clock cycle time) 
— Max output skew 
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— Max PCB trace skew 
— Max falling source transition delay 
+ Min rising source transition delay 


B.5.2.8 CRC word setup time (tcs) (modes higher than 4 only) 


For Ultra DMA modes 0 through 4 the value for tcs is the same as the value for tps. The formula and details 
used to determine tcs are identical to the ones used to determine tps. In order to determine the value for tcs 
for modes higher than 4, Ultra DMA mode 4 output, system, and input skew values are used rather than the 
mode 5 or 6 values. This is because DMACK- is used to strobe the CRC word rather than HSTROBE. Host 
system designers sometimes pay very close attention to the skew between HSTROBE and DD(15:0). The 
secondary function of DMACK- is as a clock for the CRC word. On the device, flip-flops to capture data will 
be carefully placed to minimize skew between incoming data and HSTROBE. Rather than require the device 
to add the additional flip-flops needed to capture the CRC word with respect to the DMACK- signal, the value 
for tps for Ultra DMA mode 4 is specified. 


B.5.2.9 CRC word hold time (tcu) (modes higher than 4 only) 


For Ultra DMA modes 0 through 4 the value for tcy is the same as the value for tpy. The formula and details 
used to determine tcy are identical to the ones used to determine tpy. In order to determine the value for tcy 
for modes higher than 4, Ultra DMA mode 4 output, system, and input skew values are used rather than the 
mode 5 or 6 values. This is because DMACK- is used to strobe the CRC word rather than HSTROBE. Host 
system designers sometimes pay very close attention to the skew between HSTROBE and DD(15:0). The 
secondary function of DMACK- is as a clock for the CRC word. On the device, flip-flops to capture data will 
be carefully placed to minimize skew between incoming data and HSTROBE. Rather than require the device 
to add the additional flip-flops needed to capture the CRC word with respect to the DMACK- signal, the value 
for tpy for Ultra DMA mode 4 is specified. 


B.5.2.10 CRC word valid setup time (tcvs) (modes higher than 4 only) 


For Ultra DMA modes 0 through 4 the value for tcys is the same as the value for tpys. The formula and 
details used to determine tcys are identical to the ones used to determine tpys. In order to determine the 
value for tcys for modes higher than 4, Ultra DMA mode 4 output, system, and input skew values are used 
rather than the mode 5 or 6 values for reasons given in the description for tcs. If specified to be the same 
value for mode 5 as that specified for mode 4, tcys for mode 5 would be less than the time of one 100 MHz 
clock cycle. Though a single system clock cycle was sufficient for tcyvs for mode 4, consideration of all output 
skews demonstrates that the mode 4 setup time is not met with a single 100 MHz clock cycle. The value for 
modes 5 and 6 tcys was set to 10 ns in an attempt to force host IC designers to hold the CRC value for two 
cycles in modes 5 and 6 rather than mistakenly assuming one would do. 


B.5.2.11 CRC word valid hold time (tcvH) (modes higher than 4 only) 
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For Ultra DMA modes 0 through 4 the value for tcyy is the same as the value for tpyy. The formula and 
details used to determine tcyy are identical to the ones used to determine tpyy. In order to determine the 
value for teyy for modes higher than 4, Ultra DMA mode 4 output, system, and input skew values are used 
rather than the mode 5 values for reasons given in Clause B.5.2.9 If specified to be the same value for 
mode 5 as that specified for mode 4, teyy for mode 5 would be less than the time of one 100 MHz clock 
cycle. Though a single system clock cycle was sufficient for tey, for mode 4, consideration of all output 
skews demonstrates that the mode 4 setup time is not met with a single 100 MHz clock cycle. The value for 
mode 5 and 6 tcyy was set to 10 ns in an attempt to force host IC designers to hold the CRC value for two 
cycles in modes 5 and 6 rather than mistakenly assuming one would do. 


B.5.2.12 First DSTROBE time (tzrs) (modes higher than 4 only) 


The protocol for every Ultra DMA mode relies on the fact that IORDY has a pull-up resistor at the host. It is 
true, however, that if the device chooses to generate the first high-to-low transition by switching the driver 
from released to negated (as is allowed by the protocol for Ultra DMA modes less than 5) that transition 
could have a longer delay than other high-to-low transitions. This is especially true in the case where there 
is an I/O buffer with a 3.3 V Voy level and a bus that is pulled up to 5 V. On subsequent high-to-low 
transitions, the transition would start at or near 3.3 V instead of at or near 5 V, which would result in a shorter 
fall time and better delay matching with the rising transition through the input thresholds. 


In all modes less than mode 5, there is sufficient timing margin to use 5 V I/O cells. Many device and host 
implementations for Ultra DMA mode 4 use 5 V V,,, outputs. In the case of an output with a 5 V Voy, the 
released-to-negated transition may have about the same delay as an asserted-to-negated transition. Witha 
5 V output I/O cell having reasonable skew and a typical hold time of 15 ns, the first high-to-low STROBE 
transition could be generated by going from released to negated while still meeting the hold time minimum. 
The setup and hold timings for modes higher than 4 require much lower skews between rising and falling 
edges than previous modes. It is therefore required that in those modes, the STROBE first falling edge start 
at or near 3.3 V and is generated with an output that is settled. 


The timing tze¢s minimum for modes higher than 4 requires the device to assert DSTROBE a specified time 
before the first negation. When enabled high, I/O cells used for modes higher than 4 are required to pull the 
bus down to a value at or near 3.3 V if the bus is higher than 3.3 V when enabled. Starting a negation from 
being asserted at or near 3.3 V will provide better symmetry between negating and asserting transitions than 
when starting at or near 5 V. I/O cells may also have some internal transistors and reference settle times 
after being enabled. If the first negation is generated by switching from released to negated, the transition 
will not be as well controlled as one generated after the output has been asserted long enough to settle. For 
modes higher than 4, DSTROBE must be asserted for the specified time before the first high-to-low transition 
in order for that transition to start at or near 3.3 V and for that transition to have the same edge rate control 
and delay as any other high-to-low transition. It should be noted that when DSTROBE is first asserted, it 
must not produce any glitch that would pull the bus down below the host’s V- threshold. In that case, the 
host would incorrectly detect a DSTROBE transition. 


In order to force the device to enable DSTROBE asserted before generating the first DSTROBE negation, 
the tzes timing parameter was added. 


B.5.2.13 Data enabled to the first DSTROBE edge time (tpzrs) (modes higher than 
4 only) 


As described above, DSTROBE must be asserted for a sufficient time before first negation to provide good 
timing and slew rate for that negation. DD(15:0) must also be driven for a sufficient time before the first 
STROBE transition is generated for DD(15:0) to be settled long enough to meet the setup time and to 
generate good edges after the required hold time. If DD(15:0) are enabled for the typical setup time before 
the first STROBE transition, the setup time will not be met. As with DSTROBE, this is because a transition 
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generated from released to negated or asserted will have a longer delay than a transition generated from 
negated to asserted or asserted to negated. The tpzrs timing for modes higher than 4 assumes a typical 10 
ns hold time for DD(15:0) and, since this time is referenced to the STROBE transition, it assumes the same 
delay for DD(15:0) from enabled to first transition as tz¢s is for DSTROBE. For most cases, it is sufficient for 
DD(15:0) to settle in time to meet the required setup time. However, if the released to asserted or released 
to negated time is longer than about 10 ns, a longer enabled to first STROBE time is required in order to 
meet tovs. 


B.5.2.14 First DSTROBE time (tgs) 


This is the time for the device to first negate DSTROBE to clock the first word of data for a data-in burst after 
the device has detected that the host has negated STOP and asserted HDMARDY-. This parameter is 
measured from the when both STOP is negated and HDMARDY- is asserted at the device connector until 
the first negation of DSTROBE at the device connector. 


Synchronization may be achieved with two flip-flops. After synchronization is achieved, data is driven on to 
DD(15:0) and internal clock cycles counted to meet the minimum setup time before generating the first 
DSTROBE transition. In order for an IC based on a 25, 30, or 33 MHz clock to meet t-s, DD(15:0) must be 
driven no later than 2.5 clock cycles after the control signal transitions. This could be achieved by 
synchronizing with both edges of the system clock or by using only one edge to synchronize and then driving 
data onto DD(15:0) on the next inactive edge of the clock after the signals are detected at the output of the 
second synchronization flip-flop. With a 50 MHz clock, the first word of data must be driven out no later than 
three cycles after the control transitions and with a 66 MHz clock, it may be four cycles. The formula for the 
maximum tgs timing is as follows: 


+ Max falling recipient transition delay 

+ Max PCB trace delay 

+ Max input delay 

+ Min flip-flop setup time 

+ The time for two, three, or four clock cycles at the maximum period due to frequency variation to 
synchronize the control signals and start the data transfer cycle. For 25, 30, and 33 MHz 
systems, the data would be driven out one half cycle after the incoming signal is synchronized 
since data is held one half cycle when using these clock frequencies and therefore sent on a half 
cycle. 

+ The time for as many cycles as required to meet the tpyg minimum timing for the first word of data 
at the maximum period due to frequency variation. 

+ Max output buffer delay 

+ Max PCB trace delay 

+ Max falling source transition delay 


B.5.2.15 Limited interlock time (tx) 


The time is for limited interlock from sender to recipient or recipient to sender. This is the interlock time in 
the Ultra DMA protocol that has a specified maximum. The value of t,, must be large enough to give a 
recipient of the signal enough time to respond to an input signal from the sender of the signal. The 
derivation of t,, is similar to that of tes since both involve the recipient of the signal responding to the control 
signal of the sender of the signal. As with tes, the number of internal clock cycles that an IC may require 
before responding is dependent on the frequency of the clock being used. For a 25 or 30 MHz clock, the 
maximum time to respond is three cycles, for 33 MHz clock it is four, for a 50 MHz clock it is five, and for a 
66 MHz clock it is seven cycles maximum for modes 0 through 2. Modes 3, 4, 5, and 6 require a faster 
response time. For a 30 or 33MHz clock it is two cycles, for a 50 MHz clock it is three cycles and for a 66 
MHz clock it is four clock cycles maximum. The formula for the values of t,, is as follows: 


+ Max falling recipient transition delay or max rising recipient transition delay 
+ Max PCB trace delay 
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+ Max input delay 

+ Min flip-flop setup time 

+ The time for two, three, four, five, or seven clock periods (depending on clock used and modes 
supported) at the maximum period due to frequency variation to synchronize the signals to the 
internal clock and respond appropriately. 

+ Max output buffer delay 

+ Max PCB trace delay 

+ Max falling source transition delay 


B.5.2.16 Limited interlock time with minimum (tmx) 


This time is for the minimum limited interlock from sender to recipient. This timing insures that the respective 
control signals are in their proper state before DMACK- is negated. It is important that STROBE and the 
control signals are in their proper states because all signals revert to their non-Ultra DMA definitions at the 
negation of DMACK-. If the signals are not in their proper state, the selected device or another device may 
incorrectly interpreta STROBE signal. For all control signals to be in their proper state and detectable at the 
device before DMACK- is negated, ty.) must exceed the sum of the following: 


+ Sender’s component I/O to recipient’s component I/O maximum delay 
+ Max input delay 
+ Min flip-flop setup time 


The value calculated by the formula above for ty, for all modes is under 14 ns. The specified value for this 
timing allows for additional margin. 


B.5.2.17 Unlimited interlock time (tu) 


This interlock timing is measured from an action by a device to a reaction by the host. In order to allow the 
host to indefinitely delay the start of a read or write transfer, this value has no maximum. The reason for this 
parameter is to ensure that one event occurs before another, for this reason the minimum is set to zero. In 
practice the host will take some non-zero positive time to respond to the incoming signal from the device. 


B.5.2.18 Maximum driver release time (taz) 


This is the maximum time that an output driver has to make the transition from being asserted or negated to 
being released. During data bus direction turn around, the driver of DD(15:0) is required to release these 
signal lines. For the beginning of a read burst, the host releases DD(15:0) before or on the same internal 
clock cycle that it asserts DMACK-. For the end of a read burst, the device releases DD(15:0) before or on 
the same clock cycle that it negates DMARQ. If the same clock is used, the maximum delay is calculated 
using the following formula: 


+ Max output skew 
— Min falling source transition delay 


The value calculated by the formula above for taz for all modes is under 6 ns. The specified value for this 
timing allows for additional margin. 


B.5.2.19 Minimum delay time (tzau) 
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This is the minimum time that the host waits after the negation of DMARQ at the termination of a data-in 
transfer to begin driving data onto DD(15:0) for the purpose of transferring the CRC word to the device. In 
this case the device is allowed to continue driving DD(15:0) for a maximum of taz after the DMARQ negation. 
The host is required to wait tz, after the DMARQ negation to drive the data. Skew on the cable is the major 
factor to consider here and a longer data delay than DMARQ delay (i.e., max negative skew) is the worst 
case. For modes using a 40-conductor cable, the component of maximum negative skew associated with 
data settle time as described above should not be included since DD(15:0) is being released for this timing. 
To avoid bus contention, this value is calculated using the following formula: 


+ Max specified taz 
- Sender’s component I/O to recipient’s component I/O actual thresholds max negative skew 


The value calculated by the formula above for tzay is under 17 ns in all cases. The specified value for this 
timing allows for additional margin. 
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B.5.2.20 Minimum driver assert/negate time (tzap) 


This is the minimum time after STOP is negated or HOMARDY- is asserted (whichever comes later) that a 
device drives DD(15:0) at the initiation of a data-in burst. This is when DD(15:0) are changed from host 
driving or released to device driving. 


The STOP negation and HDMARDY- assertion are required by the standard to meet teny timing that is a 
minimum of 20 ns from the point where the host releases DD(15:0). No additional delay is necessary based 
on the tzay evaluation that is applicable to the conditions of this timing. The device waits for STOP to be 
negated and HDMARDY- to be asserted and then may start driving DD(15:0). 


The use of STOP negated and HDMARDY- asserted guarantees that a system failure will not occur leaving 
the host in a Multiword DMA mode and the device in an Ultra DMA mode. STOP is the same signal line as 
DIOW-, and HDMARDY- is the same signal line as DIOR-. The Multiword DMA protocol never allows 
assertion of both DIOW- and DIOR- at the same time. The negation of STOP and assertion of HDMARDY- 
is equivalent to both DIOW- and DIOR- being asserted. Since the device requires both signals to be in this 
state before driving DD(15:0), it insures that the host is in an Ultra DMA mode and not a Multiword DMA 
mode and has released DD(15:0). 


Even though tzap has a 0 ns minimum for all modes, in practice, most devices will take two flip-flop delays to 
synchronize the incoming STOP and HDMARDY- transitions making the tzap time dependant on the clock 
frequency used by the device. Since DD(15:0) are driven long enough before the first STROBE to meet the 
setup time requirement, this synchronization time has been taken into account in the tes derivation above. 


B.5.2.21 Envelope time (tenv) 


This time is from when the host asserts DMACK- until it negates STOP and asserts HDMARDY- at the 
beginning of a data-in burst, and the time from when the host asserts DMACK- until it negates STOP at the 
beginning of a data-out burst. Since tenyy only applies to outputs from the host, the timings are synchronous 
with the host clock. Based on an argument similar to the one for ty.) in Clause B.5.2.16, the minimum for teny 
is 20 ns. This insures that all control signals at all the devices are in their proper (non-Ultra DMA mode) 
states before DMACK- is asserted and are sensed as changing only after DMACK- has been asserted. The 
20 ns accounts for cable and gate skew between DMACK- and the control signals on device inputs. Since 
tenv involves synchronous events only and an increase in teny reduces the performance of the specification, 
a maximum is specified. 


Enough internal clock cycles are used between the assertion of DMACK- and the other control signals to 
insure teny Minimum is met. For a 25, 30, or 33 MHz clock this is a single cycle, for 50 or 66 MHz clocks this 
is two cycles. The following formula is used to verify that the minimum teny value of 20 ns is met by any 
particular system implementation: 


+ (One or two host clock cycles (depending on frequency used) at the minimum period due to 
frequency variation to delay control signals inside the IC) * (clock cycle time) 

- Max output skew 

- PCB trace skew 

- Max falling source transition delay 

+ Min falling source transition delay 


The minimum is achieved by using the number of clock cycles specified above for each possible frequency. 
Based on the number of clock cycles needed to meet the minimum, reasonable maximums for teny are 
determined. Rather than limiting the possible cycles to generate tenyy, the following assumption was made: 
for a 25 or 30 MHz clock a single cycle is used; for a 33 or 50 MHz clock a maximum of two cycles is used; 
and, for a 66 MHz clock a maximum of three clock cycles is used. Using these numbers of cycles, the 
formula to determine the maximum teny is as follows: 
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+ (One, two, or three cycles (depending on frequency used) at the maximum period due to frequency 
variation to delay control signals inside the IC) * (clock cycle time) 

+ Max output skew 

+ PCB trace skew 

+ Max falling source transition delay 

— Min falling source transition delay 


It may be possible that fewer or more clock cycles are used with some frequencies given reduced output 
skew. If the AC timing characteristics described above are just met, the following number of clock cycles for 
the internal IC delay to meet teny minimum and maximum values are used. 


1) with 25 MHz, delay is one cycle 

2) with 30 MHz, delay is one cycle 

3) with 33 MHz, delay is one or two cycles 

4) with 50 MHz, delay is two cycles 

5) with 66 MHz, delay is two or three cycles (only two for modes above 2) 
6) with 100 or 133 MHz, delay is three cycles 


B.5.2.22 | STROBE to DMARDY- time (tsr) 


If DMARDY- is negated before this maximum time after a STROBE edge, then the recipient will not receive 
more than one additional STROBE (i.e., one more word of valid data). This timing is applicable only to 
modes 0, 1, and 2 because the transfer rate of modes 3 and higher is too high to insure that only one 
additional STROBE will be sent after DMARDY- is negated. 


Though there is no known implementation of the following method, this timing could be met by the recipient 
through the synchronization of the outgoing DMARDY- negation and the incoming STROBE signal from the 
sender. Design complexity would be added with little advantage. For this reason tsr was removed from the 
timing table. The asynchronous negation of DMARDY- with respect to the incoming STROBE is the 
preferred implementation. In this implementation, the negation of DMARDY- for pauses would be controlled 
by the state of the FIFO. Once a near-full condition occurs, DMARDY- could be negated. There is no 
advantage toward FIFO size in trying to meet tsp since synchronizing the outgoing DMARDY- signal with the 
incoming STROBE requires an additional STROBE to occur after a FIFO near-full condition is detected 
before the DMARDY- can be negated. If the asynchronous method is selected as recommended, then the 
recipient will always be ready for the maximum number of words allowed after it negates DMARDY-. 


B.5.2.23 DMARDY- to final STROBE time (tres) 


This is the maximum time after DMARDY- is negated after which the sender will not transmit any more 
STROBE edges (i.e., no additional valid data words). This timing gives the sender time to detect the 
negation of DMARDY- and respond by not sending any more STROBES. The tres time may affect the 
number of words transferred. 


Since tres involves a response to a request for a pause, the sender needs to stop sending data as soon as 
practical. An example of an input synchronization method is to use two flip-flops where the first is clocked on 
the active edge of the internal clock and the second on the unused (inactive) edge of the clock. The action 
to stop the STROBE signal would be taken on the next active clock edge (i.e., if there had been a STROBE 
scheduled for that edge it would not be sent). In this example a half cycle of the clock gives adequate time 
to avoid metastability while synchronizing the signal. The following timing diagram shows one possible case: 
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Figure 111 - DMARDY- to final STROBE tRFS synchronization 


Figure E.30 shows the range of possible STROBE to DMARDY- transition relationships and the possible 
synchronization flip-flop responses. When a 66 MHz or higher clock frequency is used, two clock periods 
may be used to synchronize the data as long as no STROBE edge is sent on the subsequent clock edges 
until the transfer is resumed. 


The tres time may be the longest when the DMARDY- transition occurs before an internal clock cycle, but, 
due to skews and missed setup time, the transition is not clocked into the first flip-flop until the next clock 
(the dotted line transition on FF1 and later on FF2). When this happens one clock cycle before a STROBE 
transition is generated (as shown by the left ta-s; range marker near the middle of the DMARDY- transition 
range in the diagram above), the next STROBE transition will occur (as shown in dotted lines). For all other 
cases, the tres time will be shorter. The maximum tres iS calculated using the following formula: 


+ Max rising recipient transition delay 

+ Max PCB trace delay 

+ Max input delay 

+ Min flip-flop setup time 

+ (One or two clock cycles at the maximum system clock period due to frequency variation for 
synchronization) * (clock cycle time) 

+ Max output delay 

+ Max PCB trace delay 

+ Max falling source transition delay 


B.5.2.24 DMARDY- to pause time (trp) 


This is the minimum time after DMARDY- is negated after which the recipient may assert STOP or negate 
DMARQ.-. After this time the recipient will not receive any more STROBE edges (i.e., no additional valid data 
words). STROBE edges may arrive at the recipient until this time. Since this time parameter applies to the 
recipient only as the recipient waits for STROBEs, the parameter is measured at the recipient connector. 
Because of this, the output delay of DMARDY- from inside the IC to the connector and the input delay of a 
STROBE edge from the connector to the associated internal IC flip-flop are considered. 


There are two ways to determine the tap minimum. One method is to consider how long it will take from the 
negation of DMARDY- at the recipient for the sender to see the negation and become paused. This would 
involve synchronizing DMARDY- as it is done for tres, and then taking one more system clock cycle to 
change the state of the state machine to a paused state. Using this method, the minimum time is calculated 
using the following formula: 


+ Sender’s component I/O to recipient's component I/O maximum delay 
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+ Max input delay 

+ Min flip-flop setup time 

+ (Two or three clock cycles (depending on clock used) at the maximum period due to clock 
frequency variation) * (clock cycle time) 


A second method to calculate this value is to consider how long it might take for the last STROBE to be 
detected after negating DMARDY-, and make sure tgp is long enough so that the internal assertion of STOP 
occurs after the last STROBE has latched the last word of data. This method is applied in the following 
formula: 


+ Sender’s component I/O to recipient’s component I/O maximum delay 
+ Maximum tres for mode 

+ Sender’s component I/O to recipient's component I/O maximum delay 
+ Max input delay 

+ Min flip-flop setup time 


Using both of the above, it may be shown that trp is met given the trrs requirement and is sufficient to 
receive the last STROBE for all modes with all clock frequencies. All of the values are measured at the 
connector, and the time to wait internal to the IC will be longer than the value of tgp. For higher frequency 
clocks, the internal delay may need to be more than one clock cycle longer than the value of tgp in order to 
account for total output and input delays. 


B.5.2.25 Maximum IORDY release time (tiorpyz) 


This is the maximum time allowed for the device to release IORDY:DDMARDY-:DSTROBE at the end of a 
burst. The tiorpyz time allows IORDY to be asserted immediately after DMACK- is asserted. DMACK- being 
asserted may be used to enable the IORDY output. As soon as the DMACK- is negated, the component I/O 
cell will be released. For this implementation, the following formula determines the maximum tyorpyz: 


+ Max falling recipient transition delay 

+ Max PCB trace delay 

+ Max in delay (in this case to enable IORDY) 
+ Max output disable delay 

+ Max trace delay 


B.5.2.26 Minimum IORDY assert time (tziorpy) 


This is the minimum time allowed for the device to assert IORDY:DDMARDY-:DSTROBE when the host 
asserts DMACK- at the beginning of a burst. 


When STOP is negated and HDMARDV- is asserted, it is important that the IORDY:DDMARDY-:DSTROBE 
signal be electrically high (DSTROBE asserted or DDMARDY- negated). This could be achieved by the 
device driving the IORDY:DDMARDY-:DSTROBE signal, but it also occurs when this signal is released by 
the device because of the pull-up at the host required by the standard. Since the correct state of 
IORDY:DDMARDY-:DSTROBE occurs when it is released, no maximum tziorpy iS required. As with some 
other timings having no maximum defined, the state of this signal will eventually be changed as governed by 
other timing parameters. 


For Ultra DMA, DDMARDY-:DSTROBE is only driven during a data burst. At the initiation of a data-in burst, 
the device may wait until the time to generate the first DSTROBE and enable DSTROBE in a negated state. 
The device may wait tziorpy then assert DSTROBE and, for the first data transfer, the device would negate 
DSTROBE. In both cases the host sees a negation for the first DSTROBE. The first STROBE of a burst is 
never a low-to-high transition. At the initiation of a data-out burst, the device waits until ready before 
asserting DDMARDY-. If the device does not use this implementation, it waits tziorpy then negates 
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DDMARDY- (i.e., drives it electrically high). Then, to signal that the device is ready to receive data, the 
device may negate DDMARDY.-. Both implementations are equivalent since the negated state of this signal 
will appear the same to the host as the released state. 


Since this timing was defined for the sole purpose of requiring DMARDY- to be asserted before IORDY is 
driven, the minimum value for this timing in all modes is O ns. 


B.5.2.27 Setup and hold before DMACK- time (tack) 


The tack value is defined for the setup and hold times before assertion and after negation of DMACK-. It is 
applied to all control signals generated by the host related to an Ultra DMA burst. These signals are STOP, 
HDMARDY-, HSTROBE, CS1-, CSO-, and DA(2:0). The burst begins with the assertion of DMACK- and 
ends with the negation of DMACK-. For this burst period, all control signals start, remain, and end in specific 
states as defined by the protocol. Since there may be some skew between signals from the host to the 
device due to transmission and component I/O circuitry effects, the host is required to set up all the control 
signals before asserting DMACK-. This insures that by the time all the signals reach the device, they will all 
be in the proper state when DMACK- is asserted. Using tack as the hold time for the signals after the 
negation of DMACK- insures that at the termination of the burst, the control signals as seen by the device 
are in the proper states. This avoids any device state machine confusion. Based on the same analysis used 
for tu, the minimum for tac, is 20 ns. 


B.5.2.28 STROBE to DMARQISTOP time (tss) 


This is the minimum time after a STROBE edge before a device as a sender negates DMARQ or a host as a 
sender asserts STOP to terminate a transfer. This time is to allow at least one recipient clock cycle between 
the last STROBE and the termination signal to avoid the possibility of a race condition between the two 
events and ensure the last word is seen as valid by the recipient. The formula used to determine tss 
minimum is: 


+ Sender’s component I/O to recipient's component I/O actual thresholds max positive skew 
+ Max input skew 
+ (One recipient clock cycle at the maximum period due to frequency variation) * (clock cycle time) 


For modes 0 and 1, a 25 MHz recipient clock is assumed and for all other modes a 30 MHz recipient clock is 
assumed. While the value specified could have been lower for modes using 30 MHz or higher clock 
frequencies, tss is specified to be the same value for all modes for extra margin. 


B.5.2.29 Data setup time at IC component (tpsic) (modes higher than 4 only) 


This parameter defines the minimum setup time at the input to the recipient's IC given linear 0.4 V/ns 
transitions on DD(15:0) and STROBE through 1.5 V. It is included so that IC designers will have an explicit 
recipient setup time to be simulated during the design phase that will result in a functional system. The 
formula and details used to determine tpsic are identical to the ones used to determine tps above except for 
the following. First, the IC-to-IC skew is used rather than IC-to-connector skew as in tps. Second, since the 
IC-to-I/C skew is defined from 1.5 V at the sender to the actual thresholds of the recipient's I/C, the value of 
the maximum input skew from 1.5 V to actual thresholds with linear 0.4 V/ns input defined in IC input skew 
above is added to the modified tps value. The resulting value is the setup time with 0.4 V/ns transitions 
through 1.5 V that shall be met to be equivalent to the setup time generated in a functioning system. 


B.5.2.30 Data hold time at IC component (tpnic) (modes higher than 4 only) 
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This parameter defines the minimum hold time at the input to the recipient's IC given linear 0.4 V/ns 
transitions on DD(15:0) and STROBE through 1.5 V. It is included so that IC designers will have an explicit 
recipient hold time to be simulated during the design phase that will result in a functional system. The 
formula and details used to determine tpyic are identical to the ones used to determine tp, except for the 
following. First, the IC-to-IC skew is used rather than IC-to-connector skew as in tps. Second, since the IC- 
to-IC skew is defined from 1.5 V at the sender to the actual thresholds of the recipient’s IC, the value of the 
maximum input skew from 1.5 V to actual thresholds with linear 0.4 V/ns input defined in IC input skew 
above is added to the modified tp, value. The resulting value is the hold time with 0.4 V/ns transitions 
through 1.5 V that shall be met to be equivalent to the hold generated in a functioning system. 


B.5.2.31 Data valid setup time at IC component (tpvsic) (modes higher than 4 
only) 


This parameter defines the minimum setup time that the sender must generate at the I/O pin into a defined 
load in order to meet all setup times in a system. It is included so that IC designers will have an explicit 
sender setup time to be simulated during the design phase that will result in a functional system. The 
formula and details used to determine tpysic are identical to the ones used to determine tpys except for the 
following. First, the maximum PCB trace skew, the maximum falling source transition delay, and minimum 
rising source transition delay are removed from the equation because they account for the skews that occur 
after the IC. Second, since the maximum output skew includes noise on the signal seen in a functional 
system that is usually not included in a simulation of an I/O into a lumped load, the noise skew defined above 
is added to the modified tpys value. The resulting value is the setup time at the sender IC that shall be met to 
be equivalent to the setup requirements for a system. 


B.5.2.32 Data valid hold time at component IC (tpvnic) (modes higher than 4 only) 


This parameter defines the minimum hold time that the sender component must generate at the I/O pin into a 
defined load in order to meet all hold times in a system. It is included so that IC designers will have an 
explicit sender hold time that could be simulated during the design phase that will result in a functional 
system. The formula and details used to determine tpynic are identical to the ones used to determine tpyy 
except for the following. First, the maximum PCB trace skew, the maximum falling source transition delay, 
and the minimum rising source transition delay are removed from the equation because they account for the 
skews that occur after the component I/O. Second, since the maximum output skew includes noise on the 
signal seen in a system that would not be part of a simulation of and I/O into a lumped load, the noise skew 
defined above is added to the modified tpy, value. The resulting value is the hold time at the sender 
component I/O that shall be met to be equivalent to the hold requirements for a system. 


B.5.3 Ultra DMA Protocol Considerations 


B.5.3.1 Recipient pauses 


The Ultra DMA protocol allows a recipient to pause a burst at any point in the transfer. The clauses below 
discuss some of the issues and design considerations associated with the Ultra DMA recipient pausing 
protocol. 


DMARDY- minimum negation time 
An Ultra DMA recipient pause is initiated through the recipient's negation of DMARDY-. Once DMARDY- is 
negated, the protocol allows for additional words to be transferred. Pausing is typically done for two 


reasons. One is that the recipient’s input FIFO or buffer is almost full and would overflow if the burst 
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continued. The second is that the recipient is preparing to terminate the burst. Normally the case of pausing 
to free space in the FIFO or buffer would result in DMARDY- being negated for at least a few transfer cycles. 
However, there is no minimum time for the negation of DMARDY-. The recipient does not have to wait for 
possible additional words or for any minimum time from when the recipient negates DMARDY- until it re- 
asserts DMARDY.-. If, after negating DMARDY.-, the recipient becomes ready, it may immediately reassert 
DMARDY-. Based on the implementation of the sender, a negation and immediate re-assertion of 
DMARDY- may cause a subsequent STROBE to be delayed. It is recommended that some hysteresis be 
used in the FIFO trigger points for assertion and negation of DMARDY- to avoid DMARDY- being negated 
after every word or two. 


Number of additional words from sender 


An Ultra DMA burst may be paused with zero, one, or two additional data transfers as seen at the recipient 
connector for modes 0, 1, and 2, and up to three additional transfers for modes 3, 4,5, and 6. This does not 
imply that the sender is allowed to send up to two or three more STROBES after it detects the negation of 
DMARDY-. In most cases it would be a violation of tprs to do so. Rather than counting words after detecting 
the negation of DMARDY.-, under all conditions the sender stops generating STROBE edges within trrs of 
the recipient negating DMARDY-. Even in cases where tres is met and less than the maximum number of 
words are sent, it is still possible for the recipient to see the maximum number of STROBE edges after it 
negates DMARDY-. This is due to the delay of the signals through the cable. An example of this is 
explained below and shown in Figure 112. 


In mode 2 when the STROBE time is 60 ns and signal delays add up to 6 ns, both STROBE from sender to 
recipient and DMARDY- from recipient to sender experience a cable delay of 6 ns. While the recipient 
negates DMARDY- after the sender toggles STROBE, it does not receive the STROBE transition until after 
the DMARDY- negation. This would account for the first word received. By the time the sender detects the 
DMARDY- negation, there are only 49 ns until the next STROBE. This STROBE is within tres so the sender 
may send STROBE without violating the protocol. To the recipient, this would be the second transfer after it 
has negated DMARDY., but to the sender it would be the first and only allowable STROBE transition after 
detecting the DMARDY- negation. 


STROBE @ sender 


DMARDY- @ sender 


STROBE @ recipient 


DMARDY- @ recipient 


Figure 112 - STROBE and DMARDY- at sender and recipient 


Sender output data handling during a pause 


In most cases of a recipient pause, a sender stops toggling STROBE in less than one transfer cycle time 
after DMARDY- negates at its input in order to meet trrs. Since the incoming DMARDY- negation is 
asynchronous with the sender's internal clock, the incoming DMARDY- signal should be synchronized with 
the internal clock. In this condition data may be gated or latched to DD(15:0) but never strobed. 
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If an output register is used when data is transferred from memory for presentation on DD(15:0), no 
assumptions are made that that data has been or will be transferred. If a pointer in memory is incremented 
or the data is cleared from memory when it is sent to the output register, data may be lost unless some 
recovery mechanism is present to decrement the pointer or restore the data if it is never strobed due to a 
burst termination after a pause. During a pause, other bus activity like a Status register read might occur. A 
design using an output register would have data in that register overwritten during this other activity. Other 
designs may involve similar considerations. It is most important to remember that data on DD(15:0) is not 
sent and is not to be treated as sent until there is a valid STROBE edge. 


Additional words at recipient 


After DMARDY- is negated, the recipient may receive additional data words. There will be some output 
delay of DMARDY- from the logic that first generates it inside the IC to the connector, and there will be input 
delay of STROBE from the connector to inside the IC. In addition to this, data may be pipelined before the 
FIFO and there may be logic delays between triggering a near full condition in the FIFO and generating the 
DMARDY- negation. The depth of the recipient's input FIFO where it triggers a condition to negate 
DMARDY- to avoid an overflow is therefore dependent on the particular design approach. When determining 
the FIFO trigger point, all FIFO near-full trigger threshold-to-DMARDY- negation delays, the cable delay, tres 
time, input delays, input data pipelining, and the minimum cycle time for the mode supported should be 
considered. 


The recipient may receive STROBE edges until tap after it negates DMARDY-. The receipt of two or three 
words by the recipient after a pause has been initiated is not an indication that the sender has paused. The 
recipient waits until tap after the pause was initiated before taking any other action (e.g., terminating the 
burst). Waiting trp allows for cable delays between the recipient and sender and allows the sender time to 
complete its process of transitioning to a paused state. The process of switching to a paused state may take 
additional system clocks after the sender has sent it’s last STROBE transition. 


Since the recipient’s and sender's clocks are asynchronous with respect to each other, there is not a single 
fixed number of words that the recipient will receive after negating DMARDY-. Every time a recipient begins 
a pause, a sender may send from zero to the maximum number of words specified for the mode. The Ultra 
DMA protocol does not give the recipient any means of pausing or stopping on an exact, predetermined 
boundary. 


B.5.3.2 CRC calculation and comparison 


For each STROBE transition used for data transfer, both the host and device calculate a CRC value. Only 
words successfully transferred in the transfer phase of the burst are used to calculate this value. This 
includes words transferred after a pause has been requested. Words put on DD(15:0) but never strobed are 
not to be used for CRC calculation. In addition, if STROBE is negated at the end of a pause and then the 
burst is terminated, the protocol requires STROBE to be re-asserted after DMARQ is negated or STOP is 
asserted. No data is transferred on this STROBE edge and any data on DD(15:0) that was not strobed 
during the transfer phase of the burst is not used in the CRC calculation on this re-assertion of STROBE. 


It is not advisable to use STROBE to clock the CRC generator. Noise on the STROBE signal could cause 
the recipient's CRC generator to double-clock the generator on a single edge. At the same time, the noise 
glitth seen by the CRC generator may not affect the data input portion of the logic. This type of 
implementation has led to CRC errors on systems where data is properly received but the wrong CRC value 
is calculated. Using different versions of STROBE to clock the CRC generator and to clock data into the 
FIFO or buffer also leads to a fatal error that has been seen on an implementation of the Ultra DMA protocol. 
Noise, lack of setup or hold time, race conditions in the logic, or other problems could result in the wrong 
data being clocked into the FIFO or buffer. At the same time the correct data may be clocked into the CRC 
generator since it is using a different instance of STROBE. In this case, the resultant CRC value is correct 
when the data in the recipient is not. 
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Designs may internally generate a delayed version of STROBE that is synchronous with the recipient clock. 
This synchronized version of the STROBE is then used to place data into the FIFO or buffer. It is advisable 
for the recipient to use the same clock that places data into its FIFO or buffer to clock data into its CRC 
generator. Following this design approach will maximize the probability of clocking the same data into both 
the CRC generator and FIFO or buffer and clocking both the same number of times. 


The standard includes the equations that define the XOR manipulations to make on each bit and the 
structure required to perform the calculation using a clock generated from STROBE. Through the given 
equations, the correct CRC is calculated by using a small number of XOR gates, a single 16-bit latch, anda 
word clock (one clock per STROBE edge). The equations define the value and order of each bit, and the 
order of each bit is mapped to the same order lines of DD(15:0). The CRC register is pre-set to 4ABAh. 
This requires pre-setting the latch (CRCOUT) to 4ABAh before the first word clock occurs. After that, 
CRCIN15 to the latch is tied through to CRCOUT15. When the burst is terminated CRCOUT15 is the final 
CRC bit 15 that is sent or received on DD15. This direct matching of bit order is true for all CRC bits. The 
proper use of the data sent on DD(15:0) during the burst transfer is defined in the equations. The value on 
the DD15 signal line has the same value as bit DD15 in the equations to calculate CRC. This direct mapping 
is true for all bits strobed on DD(15:0) during a burst. 


Once the burst is terminated and the host sends the CRC data to the device (the host always sends the CRC 
independent of whether the burst was a data-in or data-out transfer), the device compares this to the CRC it 
has calculated. While other CRC validation implementations may be possible, a CRC input register may be 
used on the device in combination with a digital comparator to verify that the CRC value in the input register 
matches the value in its own CRC calculation register. 


The longer the Ultra DMA burst size the greater the likelihood of an undetected error. Burst lengths longer 
than 131,072 bytes will increase the probability of undetected errors above that of the ATA/ATAPI-6 and 
earlier standards. 


B.5.3.3 The IDENTIFY DEVICE and IDENTIFY PACKET DEVICE commands 


A device communicates its Ultra DMA capabilities and current settings to the host in the data returned by the 
device as a result of an IDENTIFY DEVICE or IDENTIFY PACKET DEVICE command. 


For the PIO and Multiword DMA protocols, only the host generates data STROBES so the minimum cycle 
times reported for those protocols in the IDENTIFY DEVICE and IDENTIFY PACKET DEVICE data are used 
by the host for both data-in and data-out transfers to insure that the device’s capabilities are not exceeded. 
For the Ultra DMA protocol, both the host and device strobe data depending on the direction of the transfer. 
The host determines a mode setting based on both the device’s capabilities and its own. The sender may 
send data (toggle STROBE) at a minimum period of tcyc. A recipient receives data at the minimum tcyc for 
the currently active mode. If the device indicates that it is capable of an Ultra DMA mode, it receives at the 
minimum time for that mode, no additional cycle time information is required. 


B.5.3.4 STROBE minimums and maximums 


The Ultra DMA protocol does not define a maximum STROBE time. The sender may strobe as slowly as it 
chooses independent of the mode that has been set, though it has to meet the specified setup and hold 
times for the mode that has been set by the host. The sender is also not required to maintain a consistent 
cycle time throughout the burst. It would not be a violation of protocol for the cycle time to change on every 
cycle so long as all cycles are longer than or equal to the minimum cycle time for the mode that is set. An 
upper timing bound or PLL is not used by the recipient to qualify the STROBE signal. Regardless of the 
frequency of the STROBE, the recipient has to meet the setup and hold times of the received signal 
specified for the mode that has been set. The limit on the maximum STROBE time is determined by the 
system time-out. This time-out is typically on the order of a few seconds. If a device begins to strobe once 
every ten seconds during a data-in burst, this would not be in violation of the protocol. However, this could 
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cause a software driver to determine that the device is not responding and perform a recovery mechanism. 
The recovery will often be a hardware reset to the device. 


Unlike a recipient pause where the recipient has to wait trp after negating DMARDY- before the pause is 
complete. The sender may consider the burst paused as soon as it meets the data hold time tpyy. The 
implication of this is that data to the recipient may stop on any word. After each word, the recipient waits 
(with exception of pauses or stops) but never requires an additional word before allowing the burst to be 
terminated. 


B.5.3.5 Typical STROBE cycle timing 


Neither minimum nor typical cycle times are required to be used by the sender. Other cycle times may be 
used by systems that do not have internal clocks that provide a frequency to generate signals at those cycle 
times. The typical mode 1 cycle time of 80 ns will not be met using a common system clock rate of 66.7 
MHz. Instead a STROBE cycle time of 90 ns for mode 1 is used and is not a violation of the specification. A 
typical cycle time of 90 ns reflects 22.2 megabytes per second. 


B.5.3.6 Holding data to meet setup and hold times 


Following are three examples of holding data in an attempt to meet the setup and hold times. The first 
method is to use the same clock edge to change data and the STROBE, but delay the data through some 
gates. The second method is to use one edge of the clock to change the STROBE and then use the next 
opposite edge to change data (half cycle). The third method is to use one active edge of the clock to change 
STROBE and the next to change data. 


Using gate delays to hold data may lead to large variations in hold time over process, temperature, and 
supply voltage. Meeting Ultra DMA mode 4 or higher timings with gate delays to hold data is not advisable 
and could lead to timing violations under some conditions. Mode 4 hold time may be met by a single 
66.6MHz clock cycle with all timings being met. With a slower 25, 30, or 33 MHz clock, a half cycle rather 
than full cycle hold would be required in order to still meet the setup time requirements for the higher modes. 
If the data transitions are not at the middle of a mode 4 or higher cycle, either the setup or hold time margin 
will be reduced. 


B.5.3.7 Opportunities for the host to delay the start of a burst 


After a device has asserted DMARQ, the host has one opportunity to delay the start of the burst indefinitely 
for a data-in burst and two opportunities for a data-out burst. For both a data-in and a data-out burst, the first 
opportunity that the host has to delay the burst is by delaying the assertion of DMACK-. This delay has no 
specified maximum limit. This is necessary for cases of overlap in system bus access that may cause a 
delay in the time it takes for the host to become ready to receive data from a device after sending a data-in 
command. For a data-out burst, the host may delay the first STROBE signal. The difference in overhead 
between delaying and not delaying may seem small but may still be used to optimize for a faster overall 
system data transfer rate. The device does not delay its STROBE indefinitely since the device controls the 
signal that starts the transfer process (DMARQ). 


Note that it is a violation of the protocol to terminate the burst unless at least one word has been transferred. 
After asserting DMACK- the host sends or receives at least one word of data before terminating a burst. 


B.5.3.8 Maximums on all control signals from the device 
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The timings for all signals from the device used to perform burst initiation, pause, and burst termination have 
maximum values. This is to bound the time it takes to perform burst initiation, pause, and termination so the 
host always knows in advance how long tasks performed by the device may take. Rather than waiting a few 
seconds for a command or burst to time-out, the host determines that a problem exists if activity is not 
detected within the specified maximums and sets time-outs for functions performed by the device. For 
instance, the longest the initiation of a data-in burst may take from the host assertion of DMACK- to the first 
STROBE is teny max plus tag max. Also, the host may require a burst to terminate in a timely manner in 
order to service some other device on the bus or the system depending on the chip set design. 


B.6 Cable detection 


The ATA interface was originally designed to use a 40-conductor cable assembly. To achieve transfer rates 
for Ultra DMA modes greater than 2 an 80-conductor cable assembly was developed. This assembly 
improves signal quality allowing for the faster transfer rates. The improvement in signal quality provided by 
the 80-conductor cable assembly is the result of placing ground lines between each of the 40 signal lines to 
decrease crosstalk and reduce settling times. In order to use Ultra DMA modes greater than 2, hosts are 
required to determine that an 80-conductor cable assembly is installed in the system. The methods for 
performing this detection are described in the standard. The following clauses provide additional information 
about determination of cable assembly type. 


B.6.1 80-conductor cable assembly electrical feature 


In order to allow detection of the presence of an 80-conductor cable assembly by a host, a unique electrical 
configuration for the 80-conductor cable assembly was developed. For the 40-conductor cable assembly, 
PDIAG- is connected to the associated pin on all three connectors. For the 80-conductor cable assembly, 
PDIAG- was opened between the device connectors and the host connector and grounded in the host 
connector. Since PDIAG- is pulled up through resistors on devices, this signal will be electrically high at the 
host connector pin in a system with a 40-conductor cable assembly, and will be at ground at the host 
connector pin in a system with an 80-conductor cable assembly. Therefore, the host can determine the 
cable assembly type by sensing the electrical state of this pin. PDIAG- was renamed to be PDIAG-:CBLID- 
to reflect this additional function. PDIAG- remains connected between the two devices in the 80-conductor 
cable assembly for proper power-on and hardware reset handshaking. 


B.6.2 Host determination of cable assembly type 


In a system with an 80-conductor cable assembly, devices cannot affect the state of CBLID- at the host 
connector since that signal is open to the host and is grounded inside the host connector. In a system with a 
40-conductor cable assembly, the state of PDIAG- at the host will be the same at all three connectors. Since 
the devices are required to have pull-up resistors on PDIAG-, the state of that signal will be high when all 
devices have released it. The standard specifies that devices shall release PDIAG- after the first command 
has been sent to Device 1 after a power-on or hardware reset. If, after that, the host senses the signal as 
electrically high, a 40-conductor cable assembly is installed in the system. If the host senses the signal as 
electrically low, then there are two possibilities: either an 80-conductor cable assembly is installed in the 
system, or a 40-conductor cable assembly is installed in the system and Device 1 is continuing to assert 
PDIAG- after is should have released that signal. 


Any device claiming compliance to ATA-3 or later as indicated in IDENTIFY DEVICE or IDENTIFY PACKET 
DEVICE data should properly release PDIAG- after a power-on or hardware reset upon receiving the first 
command or after 31 seconds have elapsed since the reset, whichever comes first. This is why the standard 
specifies that one of those two commands is to be sent to Device 1 before a host samples the state of 
CBLID-. From the returned data the host can determine that device 1 indicates compliance with the 
standard, and, if it does, that the device has released PDIAG-. 


Page 222 


T13/1532D Volume 2 Revision 4a 


An advantage of this detection method is that the cable assembly type may be determined by the host 
regardless of the devices attached to the cable. Two disadvantages are: this method does require an IC pin 
on the host for each port to connect to CBLID-, and, as described above, it is possible for a host to make an 
incorrect determination of cable type if a device is present that does not correctly release PDIAG-. 


B.6.3 Device determination of cable assembly type 


A second method for determination of cable assembly type was developed because some hosts capable of 
operating at Ultra DMA modes greater than 2 were unable to connect to CBLID-, even though this is required 
by the standard. For this method the host is required to place a capacitor on CBLID- to ground. After 
receiving an IDENTIFY DEVICE or IDENTIFY PACKET DEVICE command a device negates PDIAG- 
:-CBLID- allowing the capacitor (if present) to discharge, releases PDIAG-:CBLID-, samples PDIAG-:CBLID- 
within a window where the signal would still be low before the capacitor charges, and then returns data for 
the command. If the device senses the signal as electrically low, then there are two possibilities: either a 
40-conductor cable assembly is installed in the system, or an 80-conductor cable assembly is installed in the 
system and Device 1 is continuing to assert PDIAG- after is should have released that signal. If the device 
senses the signal as electrically high, then an 80-conductor cable assembly is installed in the system. The 
device places the results from its determination of cable assembly type into the data returned for the 
IDENTIFY DEVICE command. 


As with the host determination method, the host uses the data from the IDENTIFY DEVICE or IDENTIFY 
PACKET DEVICE command from both devices to verify that Device 1 indicates compliance with ATA-3. The 
host then checks to see what cable assembly type the device indicates having determined. For this 
algorithm the host issues the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE command to Device 1 first 
to insure that it has properly released PDIAG-. 


Two advantages to device determination of cable assembly type are, first, the host is not required to use an 
IC pin for PDIAG- on each port that supports Ultra DMA modes greater than 2. The device assisted cable 
detection method provides the only solution for this configuration. Second, while both the host and device 
cable assembly type determination methods may result in incorrect determination of cable assembly type 
when Device 1 does not correctly release PDIAG-, Device 0 will indicate that it has determined that a 40- 
conductor cable assembly is installed when an 80-conductor cable assembly is installed. Though the host 
will not set Device O to operate at Ultra DMA modes greater than 2, this will not result in the potential for poor 
system operation that could result if a host set a device to operate at Ultra DMA modes greater than 2 when 
a 40-conductor cable assembly is installed in a system. 


B.6.3.1 Capacitor on CBLID- 


All devices must be able to assert PDIAG-. This is required for the device to function as Device 1 during 
execution of the power-on hardware and software reset protocols. The standard recommends an open 
collector output on that pin. Some designers may chose to use drivers capable of a high-impedance state 
for this signal but never negate it. The signal is negated to a high state through a required 10 kQ pull-up 
resistor on each device. All devices must also be able to detect the state of PDIAG-. This is required for the 
device to function as Device O during execution of the power-on hardware and software reset protocols. The 
timing for asserting or detecting PDIAG- power-on hardware and software reset protocols is on the order of 
milliseconds or more so the assertion and detection need not be controlled by hardware only but rather be 
controlled through firmware or some combination of hardware and firmware. In order for the device 
detection algorithm to work properly, the device firmware needs to have I/O control of PDIAG-. 


Capacitor size determination 


The device pull-up on PDIAG- must always be to 5 V rather than 3.3 V as is required for all other signals for 
Ultra DMA mode 5. On some hosts a 10 kQ pull-down resistor was placed on PDIAG-:CBLID- so that the 
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signal could be connected to a non-5 V tolerant input. In this case, the pull-down resistor acts in conjunction 
with the device pull-up(s) to divide the PDIAG-:CBLID- voltage. If a 3.3 V pull-up is used, the value of 
CBLID- detected by the host input could be only 1.5 V, which is not a valid high level. The determination of 
capacitor size is based on a pull-up to 5 V. 


With the capacitor installed, the power-on and reset handshaking must still function. At the beginning of this 
handshaking, Device 1 releases PDIAG- within 400 ns after reset, and the signal must be electrically high 
within 1 ms after reset. While a single Device 1 configuration is defined in the standard, this is an atypical 
configuration. However, the timing for handshaking during the power-on and reset protocols for all 
configuration must be taken into account when selecting a capacitor value. The pull-up resistors on the 
devices are specified to be 10 kQ plus or minus 5%. In addition, a device may have up to 20 pF of load on 
any signal, the host may have up to 25 pF of load on any signal, and the cable may add an additional 40 pF 
to any signal. 


V = threshold voltage 

Vpu = pull-up voltage 

C = Capacitive load on signal 
R = pull-up resistor value 

t = time to reach threshold 


V=Vpu(1-e ey assuming that the starting voltage is 0 V 
Solving forC: C=-t/(R(In(1-—(V/Vpu)))) 
Solving fort: t=(-R*C)*(In(1-—(V/Vpy) )) 


As described above, there are host systems that place a 10 kQ pull-down resistor on PDIAG-:CBLID- at the 
host. The worst-case condition for slow pull-up on PDIAG- would be with a +5% resistor on the device, a 
—5% resistor at the host, and a -10% supply voltage. The Thevenin equivalent of this voltage divider circuit 
given these values is the following: 


Viq = 2.0 V 
Vey =2.14V 
R = 4990 Q 
t=1.0 ms 


Using the equation for C and the values immediately above, the maximum value that may be used for C is 
0.073 UF. With a higher value, the timing for handshaking may no longer be met. A lower value shortens 
the time to charge the capacitor by the device pull-up resistors making the detection window narrower. A 
standard value capacitor is 0.047 uF. With a 20% tolerance, the maximum value would be 0.0564 uF, which 
is within the maximum limit. The additional loading of 20, 25, and 40 pF for the device, host, and cable as 
mentioned above is insignificant given this order magnitude capacitor. 


Timing window determination 


Given the selection of a 0.047 UF capacitor, the limits of the window where PDIAG- would be high for an 80- 
conductor cable and low for a 40-conductor cable may be determined. 


The minimum time of the window is determined by the maximum time it will take for PDIAG- to go to an 
electrically high state with an 80-conductor cable assembly installed in a system. With an 80-conductor 
cable assembly installed, the capacitor would not be loading the PDIAG- signal because the signal is not 
connected from the host to the devices. The only load would be that of the device itself (20 pF maximum) 
and the cable (40 pF maximum). Since the load of the cable is independent of the number of devices 
attached, the maximum rise time will be for the case with a single device installed on the cable. As 
described above, the pull-up resistor is connected to 5 V in order to be compatible with some hosts. The 
pull-up resistor could be 10 kQ +5%. 


R = 10500 ohm 
Vou = 4.5 V 
Vin = 2.0 V 
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C =60 pF 


With the above values and the time equation given in E.6.3.1.1, the longest time that PDIAG- may take to 
reach the electrically high state in a system with an 80-conductor cable assembly installed is 0.3 us. 


The maximum time of the window is determined by the minimum time that it will take for PDIAG- to an 
electrically high state with a 40-conductor cable assembly installed in a system. With a 40-conductor cable 
assembly installed, the capacitor at the host is connected to the devices through the cable. Since each 
device has a pull-up resistor, the shortest time for the signal to go to an electrically high state will occur when 
two devices are installed on a cable. Each device will have a pull-up resistor as low as 9.5 kQ (10 kQ minus 
5%). Additionally, some devices have pull-up current through their IC. The highest additional IC pull-up 
current may be equivalent to a 27500 © resistor. The two external and two internal pull-up resistors in 
parallel are equivalent to a single 3530 © resistor. An ATA output driver must be able to drive V,, of 0.5 V at 
Io.. TO reach 0.5 V with an I,, of 4 mA, the driver must have a resistance to ground of less than 125Q. At 
125 Q, a driver would pull-down a 3530 Q load to 188 mV (i.e. 5.5 * 125 * (3530 + 125 ) ). Assume though 
that the voltage is only pulled to 0.3 V before it is released. 


R = 3530 Q 
Vey =5.5V 
C = 0.0376 uF (lowest value for 20% tolerance capacitor) 


With V = 0.8 V: t = 20.4 us 
With V =0.3 V: t= 7.4 us 


With the above values, the shortest time that PDIAG- may take to reach an electrically high state with a 40- 
conductor cable (from 0.3 to 0.8 V) is 13 us. 


It is also important to know how long it will take to discharge the capacitor when a device asserts PDIAG-. 
The maximum time to discharge the capacitor (down to 0.3 V) would depend on the maximum resistance to 
ground. As stated above, the driver itself may have 125 QO maximum. In combination with the 3530 © pull- 
up, the lowest level that the signal could reach is 188 mV. Assuming this were 200 mV, the exponential 
curve will be to a minimum of 200 mV. This would be equivalent to a curve from 5.3 to 0 V. 


V = Vey (e (7/R°)) 
Solving fort: t=(-R*C)* (In (V/Vpy)) 


V=0.1V 
Vey = 5.3 V 
R=1250 


C = 0.0564 uF (maximum for 20% tolerance capacitor) 


These numbers result in a maximum 28 us to discharge the capacitor. 
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ANNEX C. REGISTER SELECTION ADDRESS SUMMARY 
(INFORMATIVE) 


Table 57 summarizes the selection addresses for registers for all except the PACKET and SERVICE 
commands. Table 58 summarizes the selection addresses for registers for the PACKET and SERVICE 
commands. 


Table 57 - Register functions and selection addresses except PACKET and SERVICE commands 


| Addresses | CCFunctions 
|cso- | csi- | DA2 | DA1 | DAO | Read (DIOR) | Write (DIOW-) 
pC ontrot block registers 
N N 

A 


A = signal asserted N = signal negated x = don’t care 
NOTE - This register is obsolete. It is recommended that a device not respond to a read of this 
address. 
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Table 58 - Register functions and selection addresses for PACKET and SERVICE commands 


| Addresses | Functions 
|cso-{ csi-_| DA2 | DA1 | DAO | ___—Read(DIOR-)_ | Write (DIOW-) 
Control block registers 
Command block registers 
| _interruptreason, | 
A ee 
N 

Key: 

A en asserted N = signal negated x = don’t care 

NOTE - This register is obsolete. A device should not respond to a read of this address. 
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